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PROPOSED BUILDING

FF=411.50

15" HDPE

S=1.0%

L=26'

SUPPLEMENTAL

BID ITEM #1

CB #1 WITH PEDESTRIAN

FRIENDLY GRATE

TF=MATCH EXISTING

INV=406.94

SUPPLEMENTAL BID ITEM #1

RELOCATE   DUMPSTER

ON NEW 8'X10'

CONCRETE PAD

REMOVE EX. METAL

STORAGE CONTAINERS

PROTECT EX. TREE

TO REMAIN

SAW CUT EXISTING PAVEMENT AND

DISPOSE. INSTALL NEW BITUMINOUS

CONCRETE PAVEMENT TO LIMITS

SHOWN. GRADE TO DRAIN AWAY

FROM GARAGE

EXISTING GARAGE

EXISTING

ELECTRICAL PANEL

15" HDPE

S=1.0%

L=36'

SUPPLEMENTAL BID ITEM #1

REMOVE AND DISPOSE

EXISTING CB

REMOVE AND

DISPOSE SECTION

OF EXISTING 12"

HDPE UNDERDRAIN

SUPPLEMENTAL BID

ITEM #1

REMOVE AND

DISPOSE EXISTING

PAVEMENT

CONNECT EXISTING PIPE TO

NEW YD

CONNECT EXISTING PIPE

TO NEW CB

SUPPLEMENTAL BID ITEM #1

YD #2

TF=MATCH EXISTING

INV=407.30

SUPPLEMENTAL BID ITEM #1

YD #3

TF=MATCH EXISTING

INV=407.56

EXISTING

SCHOOL

E

NEW U.G. ELECTRIC

SERVICE

4'

ALIGN NEW PAVEMENT

WITH EDGE OF EX.

PAVEMENT

10'

8
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9'

REMOVE AND

DISPOSE SECTION

OF EXISTING 12"

HDPE UNDERDRAIN

SUPPLEMENTAL BID

ITEM #1
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CONCRETE PAD AT

OVERHEAD DOOR

(SEE STRUCTURAL

PLANS)

CONCRETE PAD AT MAN

DOOR (TYP. - SEE

STRUCTURAL PLANS)
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ROOF LEADER

C.01

1

C.01

2

ROOF LEADER

6" HDPE

S=1.0% MIN.

L=58'

6" HDPE

S=1.0% MIN.

L=8'
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R E V I S I O N S

NEW GARAGE BUILDING

21 HAYESTOWN AVE

BI-RT-888

STATE OF CONNECTICUT
DEPARTMENT OF ADMINISTRATIVE SERVICES

JAB

DANBURY, CT

C.01

PLAN

1"=10'

GRAPHIC SCALE

( IN FEET )

1. CONTRACTOR TO VERIFY CONDITIONS IN THE FIELD PRIOR TO

CONSTRUCTION AND REPORT ANY DISCREPANCIES TO THE ENGINEER.

2. CONTRACTOR TO INSTALL SEDIMENT AND EROSION CONTROLS PRIOR TO

THE START OF CONSTRUCTION.

3. ALL EXISTING UTILITY FRAMES, VALVE COVERS, MANHOLES ETC. SHALL BE

ADJUSTED TO MEET PROPOSED GRADES AS REQUIRED.

4. THE LOCATION OF EXISTING UTILITIES SHOWN ON THE PLAN SHOULD BE

CONSIDERED APPROXIMATE. THE CONTRACTOR SHALL VERIFY THE

LOCATION OF ALL EXISTING UTILITIES PRIOR TO THE START OF

CONSTRUCTION.

5. ANY DAMAGE TO EXISTING UTILITIES WHICH OCCURS DURING

CONSTRUCTION SHALL BE REPAIRED BY THE CONTRACTOR UNDER THE

DIRECTION OF THE ENGINEER AT NO ADDITIONAL COST TO THE OWNER.

6. THE CONTRACTOR IS RESPONSIBLE FOR ANY DEWATERING REQUIRED FOR

CONSTRUCTION.

7. AFTER THE SITE IS STABILIZED THE CONTRACTOR SHALL CLEAN OUT ALL

EXISTING STORM DRAINS AND CATCH BASINS.

8. ALL DISTURBED AREAS SHALL BE PROVIDED WITH A MINIMUM OF 6" OF

APPROVED TOPSOIL. SEEDED, AND MAINTAINED AS OUTLINED IN THE

SPECIFICATIONS.

GRADING AND UTILITY NOTES

5/8/182 SD/DD RESUBMISSION

PVC PIPE. SIZE, LOCATION,

AND INVERT ELEVATION

PER PLAN

MIN. 6" OF 

3

4

" CRUSHED
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18" DUCTILE IRON

GRATE (H-20 RATED)
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TO 95%
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BACKFILL MATERIAL

COMPACTED TO 95%

PVC YARD DRAIN BASIN
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 SLOPE=1% MIN.

BUILDING WALL

DOWNSPOUT (SEE

ARCHITECTURAL DRAWINGS

AND SPECIFICATIONS)

FINISH GRADE

COMPACTED

BEDDING MATERIAL

6" HDPE RISER PIPE

6" HDPE SWEEP

FITTING

6" HDPE TO YARD DRAIN

TRANSITION HDPE FITTING TO

CONNECT TO RISER PIPE

6/4/183 CD  SUBMISSION

CAP

6"X6" HDPE WYE

FITTING

4

4

8/20/184 OSBI COMMENT

8/21/185 FINAL BID DOCUMENTS
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12/18/186 ADD DIMENSIONS
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