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P
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5
+

6
3
.0

2

16'-0"
2N 3N 4N

5N

6N 7N
8'-0"

TYP. U.N.O.

8N

9N 10N 12N 13N 14N 15N 16N

P
L

A
T
F

O
R

M
 

E
N

D

S
T

A
. 
9
6
3
7
+

6
7
.0

2

10S 12S 13S 14S

C

D

B

A

5
3
'-
0
"

1
2
'-
0
"

1
2
'-
0
"

4
'-
0
"

1
4
'-
0
"

5
'-
7
"

H
O

L
D

BE

UP

UP

UP

SCALE: 1/8"=1'-0"

PLATFORM PLAN
N

UP

8'-0" 16'-0" 14'-0" 8'-6"

A-401

B

TO REMAIN

EXISTING PLATFORM

CAT# 96-54

CAT# 96-53

A-400

A

8'-0" 8'-0" 16'-0" 14'-0" 8'-6" 16'-0" 4'-0"

TRACK 1

TRACK 2

BENCH, TYP

BE TR

TYP

RECEPTICAL,

TRASH

BE

TYP

GUARDRAIL,

TR

WINDSCREEN, TYP

LAMINATED GLASS

CANOPY LIMIT

BE
TR

CANOPY LIMIT

OVERPASS

PEDESTRIAN BRIDGE

204'-0"

TO NEW YORK TO BOSTON

A.4

A.3

A.2

A.1

A-203

D

A-202

C

B

A-201

F

A-204

E

A-204

A

A-200

A-102

D A-525 & S-209

SITE STAIR 1, SEE DWGS.

UP

A-506

C

A-300

A

DWG. A-507

GUARDRAIL, SEE

WINDSCREEN WITH

LAMINATED GLASS

EDGE OF SLAB

ROOF LIMIT

STAIR, SEE A-511

METAL EGRESS

AT EXP. JOINT

SEE A-508 FOR GUARDRAIL DETAIL

TYP. SEE STRUC. DWGS. ALSO

CONCRETE TOPPING EXP. JOINT,

TYP. SEE STRUCTURAL DWGS. & A-510

INTERGRAL TACTILE WARNING STRIP,

FOLD-UP PLATFORM EDGE WITH

UP

UP
RAMP

4.5N

5.5N3.5N2.5N1.5N
16'-0"
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A-100
PLATFORM PLAN

12.1S

E

8
'-
4
"

2'-0"

N2

ELEV.

N1

ELEV.

2S

ELEV.

1S

ELEV.

DS

DS

DS

DS

SEE DWG. C-501

TO INFILTRATION BED,

DOWNSPOUT DISCHARGE

BIKE STORAGE SHELTER

2'-0"

SLOPE, TYP.

LADDER

ACCESS

MAINT. 

2
'-
4
"

A-300

B

A.5

8
'-
0
"

UP

UP

TO REMAIN

  EGRESS STAIR

EXISTING

 A-508

GATE, SEE DWG

 HANDRAIL, TYP.

GUARDRAIL &

15.5N9.5N 12.1N

9.5S

7'-6"

A-525

A

NOTES:

3. REFER TO STAGE PLAN C-001.

ELEVATOR/STAIR TOWER ASSEMBLY.

FOUNDATION WALL/BEARING SURFACES IN PREPARATION FOR THE NEW 

THE STRUCTURAL STEEL EMBEDDED BASEPLATES AND PREP THE CONCRETE 

AFTER THE SHELTER IS REMOVED, THE CONTRACTOR SHALL DEMOLISH 

ARCHITECTURAL AND STRUCTURAL DRAWINGS FOR ADDITIONAL DETAILS.  

SITE PLAN WITH THE ROOF ASSEMBLY INTACT.  REFER TO THE 

STRUCTURE SHALL BE HOISTED TO THE LOCATION INDICATED ON THE 

COLUMNS SHALL BE CUT AT SLAB GRADE AND THE ENTIRE REMAINING 

FIBER-CEMENT SIDING ON THE SHELTER. THE EXISTING SHELTER STEEL 

ATTACHMENT SHOWN ON DETAIL C, DRAWING A-102, AND THE ADJACENT 

CONTRACTOR SHALL REMOVE THE PLATFORM CANOPY ROOF EXTENSION 

CONDUIT, PERIMETER RAILINGS, AND BENCHES.  ADDITIONALLY, THE 

WALL FRAMING AND SIDING, ALUMINUM WINDOW SILLS, ELECTRICAL 

SLAB AND THE ROOF SOFFIT, INCLUDING BUT NOT LIMITED TO WINDOWS, 

COMPONENTS OF THE EXISTING PASSENGER SHELTER BETWEEN THE FLOOR 

2. THE CONTRACTOR SHALL REMOVE ALL ARCHITECTURAL AND ELECTRICAL 

1. SEE CIVIL DRAWING DMO-001 AND C-001 FOR ADDITIONAL INFORMATION.

UTILIZE FOR BICYCLE STORAGE.

RELOCATED EXISTING SOUTH SHELTER,

DT

FA

SOUTH CLOSET

CLOSET

NORTH 

25'-6"

7
'-
9
"

5
'-
0
"

23.88'

26.02'

28.18' 30.16'

5
'-
0
"

TRENCH DRAINS 

TRENCH DRAIN

DS

DS

TRENCH DRAIN

DS
DS

DS

DS

23'-6"5'-0"32'-0"

5'-6"

WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 

1 WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 

1

WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 
WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 

WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 

1

1
1

WITH PRECAST JOINTS BELOW

JOINTS PER SPEC, TYP. ALIGN 

SAWCUT CONTRACTION 

1
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FOR PASSENGER USE.

AS REQUIRED. PROTECT SECTION OF ACTIVE PLATFORM 

SPECIFICATIONS. REPAIR AND REPLACE DEFECTIVE PARTS 

RELATED ITEMS. PREP AND REFINISH PER 

"LIKE NEW" CONDITION ALL GUARDRAILS, HANDRAILS, AND 

4. THE CONTRACTOR SHALL REMOVE AND RE-INSTALL TO 

 TO NOTE 4, TYP.

EXISTING GUARDRAIL REFER

 TO NOTE 4, TYP.

EXISTING HANDRAILS,  REFER

 TO NOTE 4, TYP.

EXISTING GUARDRAIL, REFER

 4, TYP.

 GUARDRAILS, REFER TO NOTE

EXISTING HANDRAILS AND

FOR PASSENGER USE.

AS REQUIRED. PROTECT SECTION OF ACTIVE PLATFORM 

SPECIFICATION. REPAIR AND REPLACE DEFECTIVE PARTS 

EXPOSED STRUCTURAL STEEL SURFACES PER 

5. THE CONTRACTOR SHALL PREP AND REFINISH ALL 

AND OUTLETS PER SPECIFICATIONS. 

6. REMOVE AND REPLACE ALL GUTTERS, DOWNSPOUTS, 

 REFER TO NOTE 8, TYP.

EXISTING SIGNAGE,

 FOUNDATION

EXISTING

 ON

STRUCTURE BUILT

STAIR/ELEVATOR

1

1

11

1

1

1

1

DEFECTIVE PARTS AS REQUIRED. 

CONDITION. REPAIR AND REPLACE 

RELATED ITEMS TO "LIKE NEW" 

AND REFINISH ALL BENCHES AND 

9. THE CONTRACTOR SHALL PREP 

 TOTAL OF (4).

 TO NOTE 9, TYP.

EXISTING BENCH, REFER

EXISTING.

EXISTING SIGNAGE, MATCH 

8. REMOVE AND REPLACE ALL 

WOOD FINISH PER SPECIFICATIONS.

WOOD CEILING. REFINISH CEILING WITH TRANPARENT 

7. EVENLY SAND ENTIRE EXPOSED SURFACES OF ALL 

 TO NOTES 5, 6 & 7.

CANOPY TO REMAIN, REFER

EXISTING PLATFORM

WINDSCREEN, TYP.

LAMINATED GLASS
1

WINDSCREEN, TYP.

LAMINATED GLASS

WINDSCREEN, TYP.

LAMINATED GLASS

1

1

 TYP.

WINDSCREEN,

 GLASS

LAMINATED

1

1

  04.04.A18/24/2018  PLATFORM CONST. JOINTS & DEMO NOTES CLARIFICATION1

 REF. TO A-525

 STONE COPING

CONT. CAST

1
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BRIDGE PLAN

SCALE: ‚" =1'-0"

NOTE:

BELOW ARE NOT SHOWN FOR CLARITY.

RAMP, PLATFORMS & PLATFORM CANOPIES

14N

13N

12N

13S

12S

A-302

E

A

DNDN

A-301

A

A-302

D

A-304

A

LAMINATED GLASS

ABOVE

ROOF W/GUTTER

STAIR ENCLOSURE ROOF

GUARDRAIL

DOWNSPOUT, TYP.

53'-0"

A-513

A

F
I
N
I
S

H
E

D
 

O
P

E
N
I
N

G

PLAN

A-002 FOR EGRESS

OF REFUGE", SEE DWG.

HANDICAP "EXIT AREA

PLAN

A-002 FOR EGRESS

OF REFUGE", SEE DWG.

HANDICAP "EXIT AREA

A-402

B

BOTH SIDES

HANDRAIL, TYP.

N

C DA.3A.5

CROSS BRACING, TYP.

10" DIA. SSP CHORD, TYP.
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A-101
BRIDGE OVERPASS PLAN

8
'-
6
"

1
4
'-
0
"

8
'-
0
"

REPLACEABLE FROM INSIDE, TYP.

BRIDGE LEVEL GLAZING 

BARRIER

2 HR FIRE

 BEAM

EDGE OF METAL PANEL-CLAD

WITH EPOXY PAINT (PER SPEC)

PAINT TOP TREAD SAFETY RED

AWAY FROM BUILDING PER SECTIONS

SLOPE HORIZONTAL SURFACE

BUTTON

AFF TO "PRESS FOR HELP" 

DWGS. MOUNT UNIT 46" 

- REFER TO ELECTRICAL 

EMERGENCY SPEAKERPHONE 

WITH ELECTRICAL

LOCATIONS IN FLOOR 

COORDINATE SLEEVES 

CONTRACTOR TO 

ELECTRICAL CHASE; 

E

OUTSIDE)

(GLAZE FROM 

WINDOW 

OUTSIDE)

(GLAZE FROM 

WINDOW 

STUD WALL

3•" MLT 

A-404

TYP.

WALLS AND CEILINGS,

EXPANSION JOINT, 

SOFFIT

12.1N 12.1S

2
'-
0
"

3'-0"

14S

N1

ELEVATOR

N2

ELEVATOR

S2

ELEVATOR

S1

ELEVATOR

3'-0"

3
'-
4
"

BUTTON

AFF TO "PRESS FOR HELP" 

DWGS. MOUNT UNIT 46" 

- REFER TO ELECTRICAL 

EMERGENCY SPEAKERPHONE 

OPP

A-402

B

N100 S100

A-404

A

OPP

TYP. 4 BRIDGE CORNERS ONLY

METAL PANEL UNITS IN LIEU OF GLAZING, 

ASSEMBLY SHALL INCLUDE COMPOSITE 

THE FIRE RATED DOOR/WALL 

ALL WINDOW FRAMES BEHIND 

DT

FA

1
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NOTNILC

A-100

A

SCALE: ‚"=1'-0"

NORTH ELEVATION

W4
W6

W7

W8

W2

10N11N12N13N14N

15N16N

SYSTEM

METAL ROOF

SYSTEM

METAL WALL PANEL

COPING COURSE

CAST STONE WATERTABLE

CAST STONE LINTEL

SEE DWG. A-522

STEEL ROOF BRACKETS,

EQ.EQ.

SEE DWG. A-507

GUARDRAIL WINDSCREEN,

SNOWGUARDS

GUTTER

GRADE

WITH STONE VENEER

CONCRETE FOUNDATION WALL

9N 8N 7N

LADDER, SEE DWG. A-509

MAINTENANCE ACCESS

ROOFING SYSTEM

SEAM METAL

STANDING

SEE NOTE 1

STATION I.D. SIGN

NOTES:

HAND

OPP.

DWGS. A-524 & S-208

PLATFORM STAIR, SEE

WATER TABLE

CAST STONE

PANEL SYSTEM

METAL WALL

METAL ROOF SYSTEM

STANDING SEAM

METAL ROOF SYSTEM

STANDING SEAM

SNOWGUARDS

A-202

B

WALL

PLATFORM STEM
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A-200
NORTH ELEVATION

STONE VENEER

W5

EQ.

W11

WITH STONE VENEER

CONCRETE WALL

DOWNSPOUT

R=16'-0"

SIGN RADIUS

W9

SYNTHETIC TRIM

2" BRICK REVEAL

PER FINISH SCHEDULE

SYNTHETIC TRIM, PAINTED

FINISH SCHEDULE

COMPOSITE SIDING, PAINTED PER

12.1N

SYSTEM, TYP.

STOREFRONT WINDOW

(2'-2" X 1'-4")

LOUVER 
L2

NORTH CLOSET

SEE DETAIL D/A-502

WEATHERVANE

DT

FA

W6

CUPOLA 

SIDING WITH STAINLESS STEEL PACERS AND STUDS.

LETTER THICKNESS =…". SET LETTERS AWAY FROM

"GARAMOND" FONT, TEXT HT.=10", TEXT WT.=10"

1. STATION I.D. SIGN TO BE BACK LIT STAINLESS STEEL LETTERS

1
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A-100

B

SCALE: ‚"=1'-0"

W9

W8

W7

W6
W4

10S 11S 12S 13S 14S

15S 16S

SOUTH ELEVATION - STAIR TOWER

SYSTEM

METAL WALL PANEL

W2

COPING COURSE

CAST STONE WATERTABLE

SYSTEM

METAL ROOF

METAL ROOF SYSTEM

STANDING SEAM

SNOWGUARDS

EQ. EQ.EQ.

SNOWGUARDS

CLEARSTORY

SEE DWG. A-522

STEEL ROOF BRACKETS,

METAL ROOF SYSTEM

STANDING SEAM

W11

9S8S7S

EXISTING PLATFORM

FOUNDATION WALL

EXISTING PLATFORM

EXIST. GRADE

NEW STYLE, TYP. SEE DWG. A-503

ON PLATFORM CANOPY WITH

REPLACE EXISTING SNOWGUARDS

PLATFORM

EXISTING

WALL

FOUNDATION

PLATFORM

EXISTING

A-201

A
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A-201
SOUTH ELEVATION

DOWNSPOUT

12.1S

FINISH SCHEDULE

PAINTED PER 

SYNTHETIC TRIM, 

FINISH SCHEDULE

PAINTED PER

COMPOSITE SIDING,

REVEAL

2" BRICK

(2'-2"X 1'-4")

LOUVER

SYSTEM, TYP.

STOREFRONT WINDOW 

SYSTEM

METAL WALL PANEL

L2

PAINT TO MATCH EXISTING.

PROVIDE NEW GUARDRAIL, 

REMOVE EXISTING SIGN. 

PAINT TO MATCH EXISTING.

PROVIDE NEW GUARDRAIL, 

REMOVE EXISTING SIGN. 

DEMOLITION NOTES (SOUTH):

SEE DETAIL D/A-502

WEATHERVANE

SOUTH CLOSET
EXISTING FOUNDATION WALL

INSTALL STONE VENEER ON

WATER TABLE

CAST STONE

DT

FA

CUPOLA 

CLERESTORY
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6. REFER TO GENERAL NOTES A-001.

EXISTING SIGNAGE, MATCH EXISTING

5. REMOVE AND REPLACE ALL

PARTS AS REQUIRED.

REPAIR AND REPLACE DEFECTIVE

REFINISH PER SPECIFICATIONS. 

AND RELATED ITEMS. PREP AND 

GUARDRAILS, HANDRAILS, 

"LIKE NEW" CONDITION ALL 

4. REMOVE AND RE -INSTALL TO

SPECIFICATIONS, TWO COATS.

TRANSPARENT WOOD FINISH PER 

REFINISH CEILING WITH 

SURFACES OF ALL WOOD CEILING.

3. EVENLY SAND ENTIRE EXPOSED

SPECIFICATIONS.

DOWNSPOUTS, AND OUTLETS PER

2. REMOVE AND REPLACE ALL GUTTERS,

SPECIFICATIONS.

STRUCTURAL STEEL SURFACES PER

1. PREP AND RE- FINISH ALL EXPOSED 

1

SEE NOTE 4.

GUARDRAIL

EXISTING

NOTES 1,2&3.

CANOPY, REFER TO 

EXISTING PLATFORM

1,2&3.

CANOPY REFER TO NOTES

EXISTING PLATFORM

SEE NOTE 4.

GUARDRAIL

EXISTING

1

1

1

1
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A-100

C

SCALE: ‚"=1'-0"

EAST ELEVATION

W10

W10W10

W10

W10W10

W10

W10W10

W10

W10W10
W10

CANOPY

EXIST. PLATFORM

EXIST. PLATFORM

TYP.

STEEL ROOF BRACKET,

SYSTEM

METAL WALL PANEL

CAST STONE LINTEL

COURSE

CAST STONE WATERTABLE

SYSTEM

METAL WALL PANEL

CAST STONE WATER TABLE

STEEL CROSS BRACING

METAL ROOF SYSTEM

STANDING SEAM

SNOWGUARDS

METAL ROOF SYSTEM

STANDING SEAM

TYP.

BRICK VENEER,

GRADE

5'-7"

C TRACK 1L
C TRACK 2L

TYP.

INFLUENCE LINE,

1•

1

BRIDGE SUPERSTRUCTURE

METAL ROOF SYSTEM

STANDING SEAM

GUTTER

BRIDGE CROSS BRACING

GRADE

EDGE

FOLD-UP

E C

B A A.1 A.2

A.3 A.5

WITH STONE VENEER

FOUNDATION WALLSEE DWG. A-400

FOR LOCATIONS

SECURITY FENCE,
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A-202
EAST ELEVATION

TYP.

HOLD
4
'-
0
"

T
Y
P
.

H
O

L
D

EXIST. EXIST.

W10

W10

ROOF PLAN

SNOWGUARDS PERALUMINUM WINDOW FRAME

W14

W14

W12

DWGS.

REFER TO CATERNARY

CATENARY SYSTEM - 

W13

W12

2
4
'-
7
"

2
4
'-
7
"

O
V

E
R

H
E

A
D
 

B
R
I
D

G
E
 

C
L
E

A
R

A
N

C
E

O
V

E
R

H
E

A
D
 

B
R
I
D

G
E
 

C
L
E

A
R

A
N

C
E

A-502

A

NOTES ON A-201

REFER TO DEMOLITION

ARCH. DATUM 0'-0"

T/O RAIL

WINDOW SILL/

WINDOW SILL

WINDOW HEAD

WINDOW HEAD

WINDOW HEAD

WINDOW SILL

BRIDGE LEVEL

EL. = +26'-9" (S)

EL. = +35'-1 1/2" (S)

EL. = +18'-8" (S)

EL. = +7'-4" (S)

ELEVATOR LOBBY

EL.= +4'-0" (S)

EL. = +18'-6•" (N)

EL. = +11'-8" (N)

WINDOW SILL/

BRIDGE LEVEL

EL. = +26'-7 1/2" (N)

WINDOW HEAD

EL. = +35'-0" (N)

ARCH. DATUM 0'-0"

T/O RAIL

EL. = +3'-10 1/2" (N)
ELEVATOR LOBBY

NORTH = 30.16'

SURVEY ELEVATION

NORTH = 26.17'

@ BRIDGE CENTER

SURVEY ELEVATIONS

SOUTH = 26.13'

@ BRIDGE CENTER

SURVEY ELEVATION

SOUTH = 30.13'

SURVEY ELEVATION

WINDOW HEAD

WINDOW SILL

EL. = +40'-7" (S)

EL. = +37'-2" (S)
WINDOW HEAD

WINDOW HEAD

EL. = +40'-5 1/2" (N)

EL. = +37'-0 1/2" (N)

SEE DETAIL D/A-502

WEATHERVANE

DT

FA

ELECT. DWGS.

BRICK REVEAL SEE

BOTH SIDES OF

LED LIGHTING AT

ELECT. DWGS.

BRICK REVEAL SEE

BOTH SIDES OF

LED LIGHTING AT

METAL ROOF SYSTEM

STANDING SEAM 

F
O

R
 

R
E
F
E

R
E

N
C

E
 

O
N

L
Y

F
O

R
 

R
E
F
E

R
E

N
C

E
 

O
N

L
Y

 PROFILE

 AND STATIC WIRE
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ACCESS LADDER
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3x8 WOOD RAFTER

METAL ROOF SYSTEM
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GUARDRAIL
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STAIR LANDING
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CELLULAR PVC BOARDS
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BASE OF FOOTING. SEE 

ABOVE SHEATHING TO 
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SELF-ADHERED 

INDICATES 

DASHED LINE 

DRAINAGE BOARD 

MEMBRANE AND 

WATERPROOFING 

SELF-ADHERED 

INDICATES 

DASHED LINE 

DRAINAGE BOARD 

MEMBRANE AND 

WATERPROOFING 

SELF-ADHERED 

INDICATES 

DASHED LINE 

  04.18.A1  TOWER SUPPORT STEEL & WATERPROOFING8/24/20181

CLERESTORY

A-402

C

1

1

04.18.A1MBAKERINTL.COM 

Phone: (860) 563-3044

ROCKY HILL, CT.  06067 

SUITE 2B

500 ENTERPRISE DRIVE



A-405

B

SCALE: ƒ"=1'-0"

UPS1

2'-0"

TYP.

EQ EQ

OF PLATFORM, TYP.

EDGING AT BACK

T.O.S. PLATE

EL. TO MATCH

RESISTANT GYP. BOARD EA. SIDE

(1) LAYER †" MOLD & MOISTURE

3†" METAL STUD WALL WITH

CONT. BATT INSULATION IN

LTG. CONTROL

@ EXT. PERIMETER

STONE VENEER, TYP.

SCU

ELP1

 
310-0059CLINTON

SHORE LINE EAST
RAILROAD STATIONS

 
A-307

CLOSET SECTIONS

PER PLANS

PROVIDE TRANSFER GRILLE S101

ROOM

ELECT.

S102

CTDOT STORAGE

S103

CONTROL CLOSET

ELEV.

S105

SCU CLOSET

SOUTH

E

A-527

9.5S 12.1S12

SOUTH CLOSET SECTION

SIM.

D

A-302

SIM.

D

A-506

SIM.

DT

FA

H

A-527

 DWGS S-207

 FOUNDATION, SEE

CONC.

CELL

GROUTED SOLID EACH

4" CMU, TYP.

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 
BLOCK:  

SIGNATURE/

  

Plotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 1

FD_MSH_ARC_0027_0059_A-307.dgn8/25/2017

STUD TRACK 

PLATES W/ 

(2) P.T. BOTTOM 

1

  04.23.A1REVISED BOTTOM PLATES8/24/20181 04.23.A1MBAKERINTL.COM 

Phone: (860) 563-3044

ROCKY HILL, CT.  06067 

SUITE 2B

500 ENTERPRISE DRIVE



SCALE: …"=1'-0"

ENLARGED PLAN - NORTH

9.5N 10N 12N 13N 14N

8'-0"

UP

16'-0" 14'-0" 8'-6" 7'-6"

PIT LADDER

ELEVATOR PIT

PLATFORM CANOPY ABOVE

WINDSCREEN, TYP.

LAMINATED GLASS

BOLTS, TYP.

EPOXIED ANCHOR

PLATFORM USING

BENCH - BOLT TO
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TRAVEL PATH, TYP.

PERPENDICULAR TO 

SLOTS RUN 
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ILLUMINATED
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PROVIDE SPLIT SYSTEM A/C UNIT ABOVE CEILING. SEE SPECIFICATIONS 238126 FOR CAPACITIES.

SAW CUT EXISTING SLAB TO PERMIT INSTALLATION OF BURIED 1-1/4" CONDENSATE LINE. PROVIDE FLOOR CLEANOUT WITH NICKLE BRONZE COVER. 

PROVIDE EXHAUST FAN AT CEILING WITH 12" X 12" WALL GRILLE. 110 CFM @ 0.1" ESP, 120V-1PH, BROAN MODEL AE110 OR EQUIVALENT.

PROVIDE 12" X 12" TRANSFER AIR OPENING WITH GRILLES ON BOTH SIDES. INSTALL WITH BOTTOM OF OPENING 12" AFF.

DO NOT INSTALL EQUIPMENT DUCTWORK OR PIPING OVER ELEVATOR OR ELECTRICAL PANELS. 

SEAL WEATHER TIGHT. PROVIDE DARK BROWN ANNONDIZED ALUMINUM JACKETING ON EXTERIOR LINES. COLOR SELECTED BY ARCHITECT.

PROVIDE REFRIGERANT LINES SIZED BY MANUFACTURER WITH 1" ELASTOMERIC INSULATION. PROVIDE GALVANIZED SLEEVE AT WALL PENETRATION, 

PROVIDE 1" CONDENSATE DRAIN LINE WITH 3/4" ELASTOMERIC INSULATION. PROVIDE CLEANOUT AT CHANGES IN DIRECTION.

PROVIDE 1-1/4" CONDENSATE DRAIN LINE UNDER PLATFORM. TERMINATE 12" ABOVE GRADE WITH INSECT SCREEN. PROVIDE SPLASH BLOCK.
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FOLD BARRIER UP ONTO CLEARSTORY

30" SELF-ADHESIVE ICE BARRIER.

HOLD-DOWN CLEAT

SET IN SEALANT

WITH NEOPRENE BLOCK

HEAD CLOSURE TRIM

BEYOND, TYP

TOP OF WT RAFTERS

2x6 WOOD SLEEPER ON

RAFTER @ 32" O.C.

3x8 DOUGLAS FIR-LARCH

PLATFORM CANOPY RIDGE DETAIL

PLATFORM CANOPY RIDGE UNDER CRICKET

ROOF MOUNTING BRACKET DETAILB

SCALE: 3"=1'-0"

STAIR & BRIDGE RIDGE DETAIL

9•"4•"

A-302

12

5

1
0
ƒ

"

5
„

"

COLOR TO MATCH ROOF PANELS

PREFINISHED ROOF VENT.

ROOF PANEL RIB

V-GROOVE ROOF SHEATHING

1x6 TONGUE & GROOVE

STANDING SEAM ROOF PANEL

CLEARSTORY WALL AS SHOWN

FOLD BARRIER UP ONTO

30" SELF-ADHESIVE ICE BARRIER.

2x DOUGLAS FIR-LARCH

HOLD-DOWN CLEAT

SEALANT

BLOCK SET IN

WITH NEOPRENE

HEAD CLOSURE TRIM

ROOF PANEL

STANDING SEAM

SEE DETAIL A / A-501

JOIST HANGER

F

SCALE: 3"=1'-0"

ROOF MOUNTING BRACKET DETAIL

FRONT VIEWSIDE VIEW

TOP VIEW

A-500

A-500

2"

2"

12

5

8"

1'-7"

5
„

"

1
…

"

‚" BENT PL

L

L

HOLD-DOWN CLEAT

SCALE: 3"=1'-0"

SCALE: 3"=1'-0"

A

A-501
JOIST HANGER

A-500

C

A-500

F
‚" BENT P @ 32" O.C.

STIFFENER, TYP.

PREFINISHED EDGE

E

SCALE: 3"=1'-0"

ROOF MOUNTING BRACKET DETAIL

ROOF SHEATHING

GROOVE V-GROOVE

1x6 TONGUE &

@ 32" O.C.

FIR-LARCH RAFTER

3x8 DOUGLAS

‚" BENT PL

12

5

8"

1
0

‰
"

9•"

FRONT VIEWSIDE VIEW

TOP VIEW

2"

2"

6
Š

"

T
Y
P
.

T
Y
P
.

1„"

8"

1„"

12

5

Œ" ~ TYP.

TYP.

1
…

"
1

…
"

‚" PL TYP.

9•"

5
‰

"

1„"

W.P.

STIFFENER, TYP.

PREFINISHED EDGE

2‚" R

2‚" R

7
"

9
‚

"

A-302 A-500

B

A-304

WT RAFTER BEYOND
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A-500
ROOF DETAILS - 1

AT 16" O.C.

FASTEN TO STEEL 

MOUNTING BRACKET

CONTINUOUS ROOF 

ROOF CRICKET

RUN CONTINOUS THROUGH

IN DETAIL E / A-500.

ROOF BRACKET AS SHOWN

BLOCKING TO MATCH 

„" BENT (GALVANIZED)P

RUN ALONG ROOF RIDGE.

8' LENGTHS FOR CONTINUOUS

NOTE: PROVIDE BRACKET IN MIN.

2
†

"

AND FINISH AS ONE ASSEMBLY

NOTE: SHOP WELD TO RIDGE BEAM 

AND FINISH AS ONE ASSEMBLY

NOTE: SHOP WELD TO RIDGE BEAM 

(TYPICAL ALL RIDGE BLOCKING)

FINISH TO MATCH WOOD RAFTERS

LENGTHS, WOOD SPECIES AND 

2X BLOCKING IN 12' MINIMUM 

TO MATCH ADJACENT STEEL COLOR.

HIGH PERFORMANCE PAINT SYSTEM 

OR GALVANIZED AND PAINTED WITH 

TO BE STAINLESS STEEL (UNFINISHED) 

NOTE: ALL EXPOSED ROOF FASTENERS 

DT

FA

FLASHING

PREFINISHED

FLASHING

PREFINISHED

1

1
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1"

5

12

3"

2
•

"

4
"

A-501

B

A

SCALE: 3"=1'-0"

RAFTER TO RIDGE BEAM CONN.

A-501

B

SCALE: 3"=1'-0"

RAFTER TO RIDGE BEAM CONN.

@ 32" O.C.

3x8 RAFTER

(HORIZONTAL), TYP

IN RIDGE BEAM WEB

LONG SLOTTED HOLES

TYP U.N.O.

•" THRU BOLT

JOIST HANGER

     PAINT TO MATCH CANOPY RIDGE BEAM

NOTE: SHOP FINISH JOIST HANGER WITH

2Œ"

5
"

1
"

3
"

1
"

7"

1" 5" 1"

ƒ
"

‚
"

…" PL

L„" BENT P

2•"
ATTACHMENT

LAG BOLT

END CONDITION
32" O.C.

(ALIGN WITH EAVE BEAM CONNECTIONS)

SET FROM C OF WT RAFTERL

1•" 1•"

5

12

A-501

D

C

SCALE: 3"=1'-0"

RAFTER TO EAVE BEAM CONN.

A-501

D

SCALE: 3"=1'-0"

RAFTER TO EAVE BEAM CONN.

 SSP PURLIN

5" DIA.

CUT IN RAFTER

BIRD'S MOUTH

4
•

"
2
"

1
"

„ „

„" PL

32" O.C.

L
OF WT RAFTER

SET FROM C

„" PL

3x8 RAFTER

2Œ"

END CONDITION

„

L„" PL

3x8 RAFTER

2•"

„

„" BENT P

     WITH PAINT TO MATCH CANOPY PURLIN

NOTE: SHOP FINISH RAFTER CONNECTION BRACKET

A-300

E

SCALE:3"=1'-0"

DOWNSPOUT MOUNTING

A
D
JU

S
T
 
L
E

N
G

T
H

T
O
 
S

U
IT

COPPER BRACKET

„" THICK x 1"

DOWNSPOUT

3" COPPER

S.S. BOLT & NUT

Š" x 1" LG.

FASTENER, TYP

SELF TAPPING

#14 S.S. TEK 5

TYP

COPPER BRACKET,

„" THICK x 1"

BUTYL TAPE

CONCRETE PIER

CANOPY COLUMN

PLATFORM EDGE

BUTYL TAPE

COLUMN
DOWNSPOUT

3" COPPER

COPPER BRACKETS

„" THICK x 1"

1
"

WALL MOUNT

COLUMN MOUNT

FASTENER, TYP

SELF TAPPING

#14 S.S. TEK 5

WALL

1
"

COPPER BRACKETS

„" THICK x 1"

DOWNSPOUT

3" COPPER

SIDE VIEW

SIDE VIEWPLAN VIEW

PLATFORM CANOPY

8
Š

"

ƒ
"

HOLD-DOWN STRIP

FASCIA TRIM, TYP

18 GA PREFINISHED

RAFTER @ 32" O.C.

3x8 DOUGLAS FIR-LARCH

FASTENER

V-GROOVE ROOF SHEATHING

1x6 TONGUE & GROOVE

ROOF PANEL

STANDING SEAM METAL

SEALANT TAPE

1"GUTTER STRAP @  32" O.C.

FOR DETAILS

FOOT. SEE ROOF PLAN

ROOF PANELS. SLOPE ˆ" PER

@ 60'-0" O.C.. GAGE TO MATCH

MFR W/ EXPANSION JOINTS

6" WIDE GUTTER BY ROOF PANEL

A-300

F

A-300

GRAKE DETAIL

PANEL CLEAT SET IN SEALANT

ROOF PANEL

STANDING SEAM METAL

ROOF FELT

RAKES, TYP

ICE BARRIER ALONG

SELF-ADHESIVE

1-30" COURSE OF

V-GROOVE ROOF SHEATHING

1x6 TONGUE & GROOVE

FASTENERS

RAFTER @ 32" O.C.

3x8 DOUGLAS FIR-LARCH

POP RIVIT

GABLE CLIP

HOLD-DOWN CLEAT

HOLD-DOWN STRIP

SCALE: 6"=1'-0"

SCALE: 6"=1'-0"

A-500

A-300

FASCIA DETAIL W/GUTTER

2
•

"

TOWER & BRIDGE

PURLIN @ STAIR

FROM TOP OF 10" DIA.

HOLD-DOWN STRIP, ALUM.

ASSY.

RIDGE BEAM

 SEE DWG. S-303

RIDGE BEAM ASSY.

A-305

C

TYP. BOTH SIDES

„" CLOSURE PLATE,

CLARITY

NOT SHOWN FOR

„" CLOSURE PLATE,

CLARITY

SHOWN FOR

PLATE, NOT

„" CLOSURE

BRACKET

CONNECTION

RAFTER

CLOSURE PLATES

TYP. FOR 
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A-501
ROOF DETAILS - 2

ƒ
"

ƒ
"
 
T

Y
P
.

ADHESIVE ICE BARRIER

2-30" COURSES OF SELF

ADJACENT STEEL COLOR.

PAINT SYSTEM TO MATCH 

WITH HIGH PERFORMANCE 

GALVANIZED AND PAINTED 

STEEL (UNFINISHED) OR 

FASTENERS TO BE STAINLESS 

NOTE: ALL EXPOSED ROOF 

4 REQ'D, TYP

•" DIA A325 BOLTS

COLOR.

ADJACENT STEEL 

SYSTEM TO MATCH 

PERFORMANCE PAINT 

 PAINTED WITH HIGH 

OR GALVANIZED AND

STEEL (UNFINISHED) 

TO BE STAINLESS 

ROOF FASTENERS 

NOTE: ALL EXPOSED 

THRU BOLT

•" DIA.

TO MATCH ADJACENT STEEL COLOR.

PERFORMANCE PAINT SYSTEM 

AND PAINTED WITH HIGH 

(UNFINISHED) OR GALVANIZED 

FASTENERS TO BE STAINLESS STEEL 

NOTE: ALL EXPOSED ROOF 

LAG SCREW

AND RAFTERS

ADJACENT DECKING 

FINISH TO MATCH 

FASCIA BOARD 

2x DOUGLAS FIR-LARCH

DT

FA

3" DOWNSPOUT, TYP

RAKE TRIM

PREFINISHED

 EXTENSION

RAKE TRIM

PREFINISHED

PREFINISHED DRIP EDGE
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6

12

A-502

B

A

SCALE: 1•"=1'-0"

CUPOLA DETAIL

SCALE: 1•"=1'-0"

BSECTION

A-502

A-502

C

FOR MAINTENANCE

CONSTRUCT TOP REMOVABLE

2x HIP RAFTERS @ CORNERS

SHEATHING, TYP

•" CDX PLYWOOD

A-502

C

SCALE: 3"=1'-0"

ROOF DETAIL @ CUPOLA

FASTENER

FASTENER

2x BLOCKING (4 SIDES)

ICE BARRIER

30" SELF-ADHESIVE

PANEL ROOF

STANDING SEAM METAL

DWEATHERVANE

2'-4" (APPROX)

1
6
"

(
A

P
P

R
O

X
)

  FOR DESIGNERS' REVIEW AND APPROVAL.

  OF PROPOSED WEATHERVANE CONSTRUCTION

  CONTRACTOR TO PROVIDE SHOP DRAWINGS

NOTE:

CUT OUT LETTERS

INTO PROPER COMPASS ALIGNMENT

POINTS AND SPHERES. SET DIRECTIONAL

ANTIQUED-FINISH COPPER COMPASS

BALL BEARING

INTERNAL STAINLESS STEEL

SET INTO KINGPOST OF CUPOLA

PAINTED STEEL WEATHERVANE ROD

6
'-
0
"

2
'-
7
ƒ

"

5'-11•"

TO MATCH ADJACENT ROOF

PRE-FINISHED METAL ROOF

WEATHERVANE

IN KINGPOST FOR MOUNTING

PROVIDE PLUMB CENTER HOLE

SCALE: 1•"=1'-0"

A-502

A-502

4. CAULK ALL JOINTS PRIOR TO PAINTING.

  THROUGHOUT.

3. USE ONLY STAINLESS STEEL FASTENERS

    JOINERY AND/OR BISCUITS FOR CONSTRUCTION.

    FROM CELLULAR PVC TRIM. USE POCKET

  2. CUPOLA EXTERIOR TO BE CONSTRUCTED

   #2 OR BETTER SPF, PRIMED ON ALL SIDES.

  1. CUPOLA FRAME TO BE CONSTRUCTED FROM

NOTES: 

BACK VIEWFRONT VIEW

SKYART STUDIO OR APPROVED EQUAL

SOURCE:
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A-502
ROOF DETAILS - 3

2
'-
6
‚

"

PRIMED ALL SIDES

2x4 FRAME, TYP

CELLULAR PVC

2" x 4‚" 

SILL FOR DRIP

CUT DADO IN BOTTOM OF

ƒ" QUARTER ROUND

BOARDS, TYP.

PVC

ƒ" CELLULAR 

SIDES

PRIMED ALL 

2x4 FRAME, TYP

FIT ROOF, TYP

FRAMING TO 

AND 2x4 

TRIM BOTTOM 

DT

FA

 FINISH

WITH ANTIQUED

 WEATHERVANE

 COPPER

TWO PIECE DIE-CUT

BACK COPPER PIECE

SYSTEM

METAL PANEL 

1X3 CELLULAR PVC TRIM

PVC TRIM

1X3 CELLULAR 

PVC TRIM

1X3 CELLULAR 

REQUIRED

BLOCKING AS 

PROVIDE 

SYSTEM. 

METAL PANEL 

BARRIER

VAPOR 

RAFTER AND 

INSULATION @ 

MINERAL FIBER 

7 1/4" R-30 

BARRIER

VAPOR 

RAFTER AND 

INSULATION @ 

MINERAL FIBER 

7 1/4" R-30 

FLASHING

PREFINISHED
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D

C

A-504

AELEVATOR ROOF FRAMING

SCALE: •"=1'-0"

A-504

B

SCALE: •"=1'-0"

STAIR/BRIDGE ROOF FRAMING

A-504

C

A-504

E

2
"

8x6 HSS BELOW

E
X

P
. 
J
T
.

A-504

G

3
'-
0
"

F
R

A
M
I
N

G

S
T

A
I
R
 

R
O

O
F

E
N

D
 

B
E

A
R
I
N

G

F
R

A
M
I
N

G
 

@
 

E
X

P
.

B
R
I
D

G
E
 

R
O

O
F

2
'-
1
0
"

2
'-
1
0
"

COLUMN

TYP.

2x FASCIA,

TYP.

2x FASCIA,
32" O.C.

3x8 WOOD RAFTER @

SLEEPER, TYP.

W/ 2x WOOD

WT 6x11 RAFTER

TYP.

HSS 8x6 BELOW,

BELOW, TYP.

HSS BENT BEAM

3x8 RAFTER

3x8 VALLEY RAFTER

SLEEPER

W/2x WOOD

WT 6x11 RAFTER

FOR CLARITY

CORD NOT SHOWN

RIDGE BEAM. UPPER

2x12 RIM JOIST

2x FASCIA

2x12 HIP RAFTER

@ 16" O.C.

2x10 COMMON RAFTER

2x12 RIDGE BEAM

FOR CUPOLA

SOLID BLOCKING

A-504

C

A-504

D

SCALE:  N.T.S.

A-504

E

SCALE:  1"=1'-0"

3x8 RAFTER

SPLIT @ WT RAFTER

3x8 VALLEY RAFTER

W/2X SLEEPER

WT 6x11 RAFTER

RIDGE BEAM

PAINTED TO MATCH

CUSTOM STEEL HANGERS

FASTEN RAFTERS WITH

SCALE:  1•"=1'-0"

A-504

D

3x8 RAFTER

RAFTER

3x8 VALLEY

SHOWN)

(SLEEPER NOT 

W/2X SLEEPER.

WT 6x11 RAFTER

A-504

G

SCALE:  1"=1'-0"

A-504

F

SCALE:  N.T.S.

RAFTER

3x8 VALLEY

W/2X SLEEPER

WT 6x11 RAFTER

RAFTER

3x8 VALLEY

BRACKET DETAIL

BRACKET DETAIL

BRACKET DETAIL

BRACKET DETAIL

TYP.

W/2X SLEEPER,

WT 6x11 RAFTER

RAFTER

3x8 WOOD

RIDGE BEAM EXPANSION JT. DETAIL

NOTE: SEE STRUC. DWGS FOR MORE DETAIL

MEMBERS

BRIDGE STEEL FRAMING

ASSY.

TOWER RIDGE BEAM

EXTENSION TO STAIR

BRIDGE RIDGE BEAM

13N

13S

14N

14S

A.4

A.3

A.3

A.4

13N12N

EXP. SIDE ONLY

WT 6x11 RAFTERS.

ON BRIDGE

SEE A-512 FOR SPACING

3x8 COMMON RAFTER

A.3

6" MAX.

TYP.
A-504

F

RIDGE BEAM ASSY.

PEDESTRIAN BRIDGE

11"11"

6"2"

‚ 

ADDITIONAL INFORMATION

NOTE: REFER TO 4/S-602 FOR
‚ 

8"

2"

FOR CLARITY)

(NOT SHOWN

W/2X SLEEPER.

WT 6x11 RAFTER

OPPOSING

SLEEVE, INSIDE TOP AND BOTTOM CHORD

INSERTED 6" INTO THE HSS 4.0x0.22x6" 

PROVIDE HSS 3.5x0.25x1'-2" LONG SLEEVE 

 
310-0059CLINTON
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A-504

ROOF FRAMING
DETAILS

2X SLEEPER

RAFTER W/

WT 6x11 

SHOWN)

(SLEEPER NOT 

W/2X SLEEPER.

WT 6x11 RAFTER

DT

FA

14'-7"

L

2-LAG BOLTS

RAFTER WITH 

FASTEN TO VALLEY 

BOLTS EACH.

WT'S WITH (2) ƒ" 

P HANGER. BOLT TO 

•" x 5" CUSTOM STEEL

AND BOTTOM CHORD 

LONG SLEEVES INSIDE TOP 

LONG AND HSS 3.5X0.25X6" 

PROVIDE HSS 4.0x0.22x6" 
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A

SCALE: ‚"=1'-0"

DETAIL

A-512

B

SCALE:  3"=1'-0"

BRIDGE LOUVER LOCATION PLAN

A-512

B

A-512

C

SCALE:  3"=1'-0"

SECTION

A-512

D

SCALE:  3"=1'-0"

SECTION
10"

A-512

C

A-512

D
2'-0ƒ"

2'-11†"2'-4"2'-4"2'-11†"2'-11†"2'-4"

10'-7‰"

A-512

E

EDETAIL

A-512SCALE:  3"=1'-0"

ROOF SHEATHING NOT SHOWN FOR CLARITY

TYP. WT RAFTER SPACING

TYP. U.N.O.

WOOD RAFTER SPACING,

2X BLOCKING

AROUND SPLICE

BIRDMOUTH RAFTER

3x8 RAFTER

1X TRIM

TRUSS CHORD

10" DIA. SSP

CLIP ANGLE

1"x1"x„"
„" MOUNTING PLATE

2X BLOCKING

TYP.

3x8 RAFTER,

8
ƒ

"

COLOR TO MATCH BRIDGE STEEL

PREFINISHED ALUMINUM LOUVER
ROOF PANEL TYP.

STANDING SEAM

TYP.

SHEATHING

T&G ROOF

FASTENER, TYP.

WOOD BLOCKING

TRUSS CHORD

10" DIA. SSP

ROOF PANEL

STANDING SEAM

SHEATHING

T&G ROOF

LOUVER

PREFINISHED ALUMINUM

3x8 RAFTER

TO MATCH LOUVER (TYP.)

2 PER LOUVER.  FINISH

1"x1"x„" CLIP ANGLE

1X WOOD BLOCKINGFASTENER

WOOD BLOCKING

TRUSS CHORD

10" DIA. SSP

A-512

SEE DWG. S-602

TRUSS SPLICE

RAFTERLOUVER

2X BLOCKING

TYP.

LOUVER LOCATIONS,

LAG SCREW RAFTER AT

TYP. SEE C/A-501

WOOD RAFTER BRACKET,

1'-10Œ" 1'-10†"
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@ 16" O.C., TYP.

8" METAL STUDS

SHEATHING

†" EXT. GYP.

 VENEER

4" FACE BRICK

WINDOW SYSTEM

STOREFRONT

SHEATHING

†" EXT. GYP. 
SHEATHING

†" EXT. GYP. 

SIDING

COMP. WOOD 

VENEER

4" FACE BRICK 

TRIM, TYP.

CELLULAR PVC

@ 16" O.C. TYP.

6" METAL STUDS 

WINDOW SYSTEM

STOREFRONT

SYSTEM

WINDOW 

STOREFRONT

SIDES

(JS-3) BOTH 

SEALANT

PERIMETER 

SIDING

COMP. WOOD 

TRIM, TYP.

CELLULAR PVC

TRIM, TYP.

CELLULAR PVC

TRIM, TYP.

CELLULAR PVC

TRIM, TYP.

CELLULAR PVC

TRIM, TYP.

CELLULAR PVC

WINDOW SYSTEM

STOREFRONT

(JS-3)

PERIMETER SEALANT

(JS-3)

SEALANT

PERIMETER 

1

1

1

1

1

SHEATHING

†" EXT. GYP.

SHEATHING

†" EXT. GYP.

5•"

†
"

5•"

1"

TRIM, TYP.

CELLULAR PVC
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A-203

A

SCALE:  1•"=1'-0"

A-522

G

A-522

G

A-522

B

SCALE:  3"=1'-0"

SCALE:  3"=1'-0" A-522

E

SCALE:  3"=1'-0"

DETAIL

A-522

F

A-522

F

A-522

E

SCALE:  1•"=1'-0"

1
•

"

7
"

1
'-
0
"

1•"

1
•

"
3
"

1'-6"R

3" 1•"

4•"

SECTION, TYP.

STRAIGHT 

2 PER LOCATION

L 3"x3"x‚"

RAFTER

WT 6x11

1
•

"

2x SLEEPER

EXT. WALL

A-522

D

SCALE:  1•"=1'-0"

A-522

C

SCALE:  1•"=1'-0"

@ ELEVATOR TOWER

ROOF BRACKET DETAIL

9•"

4
"

7"

9•"

‚" PLATE

@ WT RAFTERS

ROOF BRACKET DETAIL

TYP.

OR FRAMING,

SOLID BLOCKING

BRACKET TO

ATTACHMENT

LAG BOLT

TYP.

ƒ" HS BOLTS,

PLATE

…"x 13"x 6"

‚" PLATE

1ƒ"

A-522

E

7
"

1
'-
1
"

1
"

1
"

3
"

1
•

"

5
"

4"

1‡"

‚" PLATE

MOUNTING BRACKET

„" PLATE FABRICATED

SOLID BLOCKING

FASTEN BRACKET TO

BLOCKING

SOLID WOOD

COLUMN

STEEL TUBE

8"x8" STRUC.

 COLUMN

DETAIL @ ELEVATOR TOWER

ROOF BRACKET ATTACHMENT

SYSTEM, TYP.

METAL WALL PANEL

1ƒ"

4"

COLUMN

‚" PLATE

6"

3"

HOLES

BRACKET MOUNTING

MOUNTING BRACKET

„" PLATE FABRICATED

SYSTEM, TYP.

METAL WALL PANEL

NOT SHOWN FOR CLARITY

NOTE: L 3"x3"x1/4" BRACKETS

DETAILS

SEE DETAIL "C" FOR

2 - L 3"x3"x1/4" BRACKETS

16" O.C.

6" METAL STUDS

WT RAFTER

2x NAILER

SHEATHING

1x6 T&G ROOF

VENEER

4" FACE BRICK

SHEATHING

UNDERSIDE OF ROOF 

SEE DETAIL "B"

ROOF BRACKET,

10" SSP

AS SHOWN

TERMINATE BRICK

BRICK WALL

FASTENED INTO

PROVIDE 2X4 NAILER

A-522

H

SCALE:  3"=1'-0"

BRACKET DETAIL
WALL DETAIL

EXTERIOR TRIM DETAIL

A-522

H

ATTACHMENT

NOTE:

1
'-
1
"

3
•

"
4
•

"

6"

1‚" 1‚"

3" 3"

•
" …" THICK PLATE

‚" THICK PLATE

FOR CLARITY.

BENT ANGLES NOT SHOWN 

HOLE, TYP.

BRACKET MOUNTING

JOINT SEALANT (JS-2)

WINDOW FRAME

ALIGN WITH

JOINT SEALANT (JS-2)

CONTINUE TO RIDGE

1x4 CELLULAR PVC TRIM -

TRIM - CONTINUE TO RIDGE

1x8 COMPOSITE CELLULAR PVC

GLUE HALVES TOGETHER.

AROUND PIPE. BISCUIT AND

1X COMPOSITE WOOD TRIM

NOTE

PVC TRIM

1x4 CELLULAR 

PVC TRIM

1x8 CELLULAR

PVC TRIM

1x4 CELLULAR 

PVC TRIM

1x8 CELLULAR 

BRACKETS AND PLATES

PAINT ALL ATTACHMENT 

SHOP FABRICATE AND

T&G BOARDS

CELLULAR PVC

A-301

G

SHEATHING

†" EXT. GYP.

SHEATHING

†" EXT. GYP.
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A-522

STAIR TOWER
DETAILS - 9

DT

FA

PLATE

…"x 9•"x 6"

TYP.

OR FRAMING,

SOLID BLOCKING

BRACKET TO

ATTACHMENT

LAG BOLT

2"

DETAILS

SEE DETAIL "B" FOR

 BRACKETS

2 - L 3"x3"x1/4"

1
ƒ

"

SIMILAR

1'-9ƒ"

3
'-
3
ƒ

"

@ WT RAFTERS

ROOF BRACKET DETAIL

1
•

"

7
"

1
'-
0
"

1•"

1
•

"
3
"

1'-6"R

3" 1•"

4•"

SECTION, TYP.

STRAIGHT 

2 PER LOCATION

L 3"x3"x‚"

RAFTER

WT 6x11

1
•

"

2x SLEEPER

EXT. WALL

TYP.

OR FRAMING,

SOLID BLOCKING

BRACKET TO

ATTACHMENT

LAG BOLT

TYP.

ƒ" HS BOLTS,

PLATE

…"x 13"x 6"

‚" PLATE

1ƒ"

4"

A-522

H

1
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A-523

ASTAIR LANDING PLAN

SCALE: ƒ"=1'-0"
SCALE:  3"=1'-0" A-523

CSECTION

SECTION

SCALE:  3"=1'-0" A-523

D SECTION

SCALE:  3"=1'-0" A-301

E SECTION

SCALE:  3"=1'-0" A-523

F

SECTION

SCALE:  3"=1'-0" A-523

G

A-523

D

A-523

F

A-523

C

A-523

G

2
"

4'-8"

11"1"

TYP. TYP.

1"

L

    

     

1'-9…"

6"

6
‚

"

 

W10X30

PLATE, TYP.

‚" STRINGER CLOSURE

CONTINUOUS AT TREAD

L 1•"x1•"x‚"

ANGLES

3" LONG CLIP

2-L 3"x3"x‚"x

STRINGER

TS 12"x4"x‚"

ANGLES

CARRIER

TYP. ALL

STRINGER

TS 12"x4"x‚"

L 4"x4"x‚"

2
"

TS 8"x4"

LANDING

STAIR

CAST METAL

PLATE, TYP.

CLOSURE

‚" STRINGER

STAIR LANDING

CAST METAL

5
"

TYP.

CARRIER ANGLE,

L 1•"x1•"x‚"

RISER, TYP.

‚" PLATE

TYP.

FASTENER,

TS 8"x4"

STRINGER

TS 12"x4"x‚"

ANGLE BOTH SIDES

L 3"x3"x‚" CLIP

STRINGER

TS 12"x4"x‚"

CARRIER ANGLE, TYP.

L 1•"x1•"x‚"

FASTENER, TYP.

‚" CLOSURE P

3"

ANGLE BOTH SIDES

L 3"x3"x‚" CLIP

RISER, TYP.

‚" PLATE

ELEVATOR LOBBY

EL. = +4'-0"

STAIR LANDING

EL. = +15'-4•"

7" 2'-4"2'-4"

A-523

B

SCALE: ‚"=1'-0"

STAIR PLAN

1
0
'-
2
"

8" TS FRAMING, TYP.

COPE 12" TS @

TS 12"x4"x‚"

TS 8"x4"x‚"

LANDING PANEL, TYP.

CAST METAL

T
Y
P
.

L 3"x3"x‚"
TS 8"x4"x…"

TYP.

CARRIER ANGLE

L 1•"x1•"x‚"

5
"

ANGLE BOTH SIDES

L 3"x3"x‚" CLIP

BRIDGE LEVEL

EL. = +26'-9"

UP
19T @ 11"

20R @ 6.825"

LANDING

19T @ 11"

20R @ 6.825"
UP

TS 12"x4"x‚"
TS 8"x4"x‚"

TS 8"x4"x…"

STRINGER

TS 12"x4"x‚"

STRINGER

TS 12"x4"x‚"

STRINGER

TS 12"x4"x‚"

TYP.

ANGLE BOTH SIDES,

L 3"x3"x‚" CLIP FASTENER, TYP.

TS 8"x6" STRUC. FRAMING

TYP.

…" PLATE FRAMING,
TYP.

TS 8"x8" COLUMN,

FRAMING

TS 8"x6" STRUC.

STRUC. FRAMING

…" PLATE

CONCRETE SLAB

CONCRETE SLAB

JOINT SEALANT JS-1

10S 11S 12S

N

SOUTH STAIR SHOWN (NORTH STAIR SIMILAR)

C

D
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DT

FA

STAIR TREAD, TYP

CAST METAL
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SCALE:  3"=1'-0" A-524

CDETAIL

 

1"

V
A

R
I
E
S

CAST ON ANCHOR, TYP.

SCALE:  3"=1'-0" A-400

D

1"

T/ PIER

FOUNDATION WALL

T/ SLAB

EL. +4'-0"

COLUMN

•"

NOTE:

A-401

D

SEE DWG. S-501

ANCHOR ROD, TYP.

SEE DWG. S-501

COLUMN BASE PLATE,

SEE DWG. S-501

NON-SHRINK GROUT,

EL. +3'-6"

A-524

FTYPICAL FLASHING DETAIL

SCALE:  N.T.S.

(GRACE VYCOR OR EQUAL)

SELF ADHESIVE MEMBRANE

4" MINIMUM WIDTH

ROOFING NAILS

WITH STAINLESS STEEL

FASTEN AT 16" O.C.

OVERLAP ENDS BY 3"

AS SHOWN IN DETAILS.

STAINLESS STEEL, BENT

FLASHING TYPE 316

(PER DETAIL)

SEALANT

8x8 STEEL COLUMN

AT STEEL COLUMNS

JS-1, TYP. ALL CONCRETE

ROD AND JOINT SEALANT

‚" PERIMETER: BACKER

STEEL AREAS BELOW FLOOR LEVEL

APPLY BITUMINOUS COATING OVER

A-524

A

SCALE: N.T.S.

3
"
 

M
I
N
.

ENTIRE LENGTH

SS DRIP FLASHING,

ENTIRE LENGTH

SS DRIP CAP,

MODIFIED WATERTABLE DETAIL

TO CLEAR COLUMN BASE PLATE

NOTCH WATER TABLE AS SHOWN

INTERFERES WITH STANDARD SIZE WATER TABLE

USE THIS DETAIL WHERE COLUMN BASE PLATE

A-401

BEND CLOSURE DETAIL

TYPICAL STONE VENEER

SCALE:  N.T.S.

•" UNIFORM JOINT, TYP.

WALL

CONCRETE FOUNDATION

SYSTEM

RAINSCREEN DRAINAGE 

SEE DETAIL D/A-506

STONE VENEER ASSY.

TYP.

MODIFIED CORNER STONE,

1"+
-

FOUNDATION WALL

CAST STONE WATER TABLE

FINISHED GRADE

F
O

R
 

S
T

O
N

E
 

V
E

N
E

E
R
 

A
S

S
Y
. 

D
E

T
A
I
L
S

S
E

E
 

D
E

T
A
I
L
 

D
/
A
-
5
0
6

STONE VENEER DETAIL - STAIR TOWER WALLS

ASSY.

STONE VENEER

DWGS. S-208 & S-209

CONCRETE STAIR, SEE

SUBSTRATE

A-525

C

4"

A-525 & A-400 FOR LENGTHS.

STAIR DETAILS ON DWGS.

IN CONCRETE, TYP. REFER TO

ABRASIVE NOSING EMBEDDED

SLIP-RESISTANT CAST NICKEL
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SCALE: 3/8" = 1'-0"

WINDOW TYPES

W6
W7 W8 W9

W4 W5W3

W2

NOTES:

6 EQ.

E
Q
.

E
Q
.

4 EQ.

E
Q
.

E
Q
.

3'-8"

3
'-
5
"

3
'-
5
"

3'-1"

6'-4"

4 EQ.

4'-4"

2
'-
0
"
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1
2
"

E
Q
.

E
Q
.

E
Q
.

E
Q
.

E
Q
.

E
Q
.

6
'-
9
‚

"

6'-3…" 6'-3…"

‚"

MULLION

EQ. EQ. EQ. EQ.

8'-0"

6
'-
2
"

EQ.

6
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2
"

EQ. EQ.

2
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2

…
"

1
0
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ƒ

"
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‚"
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‚

"

4
'-
4
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"

4
'-
4
‚

"

6
'-
7
‚

"

6
'-
4
†

"

 

 

310-0059CLINTON
SHORE LINE EAST

RAILROAD STATIONS
 

A-601
WINDOW TYPES - 1

EQ. EQ.EQ. EQ. EQ.

NOTE:

GLAZING TABLE

ID             TYPE              THICKNESS               DESCRIPTION

15/32"

7/16"

15/32"

CLEAR HS LAMINATED WITH .060" INTERLAYER

LOW IRON HS LAMINATED WITH .090" INTERLAYER (DUPONT SENTRY GLASS OR APPROVED EQUAL)

GL1

EQ. EQ.

3'-•"

3
'-
4
‚

"

R.O.

FS

F
S

R
.O
.

3'-7•"

3
'-
4
‚

"

R
.O
.

F
S

FS

R.O.

6
'-
1
‚

"

3
'-
1
1
‚

"
2
'-
2
"

FS

R.O.

F
S

R
.O
.

6
'-
1
‚

"

7'-11•"

1
'-
2
†

"
3
'-
8
‚

"
1
'-
2

…
"

FS

R.O.

R
.O
.

F
S

6'-3•"

FS

R.O.
4'-3•"

R.O.

FS

F
S

R
.O
.

F
S

R
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.

6
'-
8
"

6
'-
8
"

4'-4"

R.O.

FS

F
S

R
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.

6
'-
5

…
"

12'-8"

6'-3…"6'-3…"

6
'-
1
0
"

R.O.

FSFS
12'-8"

FSFS

R.O.

9
'-
1
1
ƒ

"

F
S

R
.O
.

R
.O
.

F
S

2
'-
1
ƒ

"

R
.O
.

F
S

GL1A

GL2

GL1

7'-11•"

8'-0"

DT

FA

2 EQ.

3'-8"

3'-7•"

FS

R.O.

2 EQ.

7'-11"

7'-10•"

FS

R.O.

4 EQ.

W1A W1B W1A

BY THE WINDOW FRAME. ELEVATOR SHAFT GLAZING SHALL BE

EACH UNIT OF GLASS AND EACH FRAME AND SHALL BE UNOBSTRUCTED

SHALL BE FIRE RATED (ANSI Z911) PER SPECS. LABELS SHALL APPEAR ON 

WINDOW TYPES W1,W2,W12,W13,AND W14 (ELEVATOR SHAFT GLAZING)
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1

1

STOREFRONT FRAMING

4•" ALUMINUM 

STOREFRONT FRAMING

4•" ALUMINUM 

STOREFRONT FRAMING

4•" ALUMINUM 

STOREFRONT FRAMING

4•" ALUMINUM 

STOREFRONT FRAMING

4•" ALUMINUM 

PANEL TO FIT COMPOSITE METAL PANEL INTO GLAZING

NECESSARY EXTERIOR RATED SHEATHING BACKER 

GLAZING STOPS, CONTRACTOR TO PROVIDE 

5. ALUMINUM FRAME WITH COMPOSITE METAL PANEL SET IN 

STOPS, REMOVABLE FROM THE EXTERIOR.

(ELEVATOR SHAFT GLAZING) TO BE INSTALLED WITH EXTERIOR 

ELEVATOR SHAFT. WINDOW TYPES W1,W2,W12,W13, AND W14 

STOPS, REMOVABLE FROM THE INTERIOR, EXCEPT AT 

4. ALL GLAZING TO BE INSTALLED WITH INTERIOR GLAZING 

3. ALL GLAZING TO BE LAMINATED AND TEMPERED.

2. SEE ELEVATION DRAWINGS FOR LOCATIONS.

1. OUTSIDE DIMENSIONS SHOWN ARE ROUGH OPENING SIZES.

1

STOREFRONT FRAMING

4•" ALUMINUM 

FIRE RATED ALUMINUM FRAME

FROSTED GLAZING

FIRE RATED ALUMINUM FRAME

FROSTED GLAZING

STOREFRONT FRAMING

4•" ALUMINUM 

1 1 1

1

1 1 1
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SCALE: 3/8" = 1'-0"

WINDOW TYPES

W10

NOTES:
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A-602
WINDOW TYPES - 2

(AT ELEVATOR SHAFT)

W14

(AT ELEVATOR SHAFT)

W13

(AT ELEVATOR SHAFT)

W12
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FOR DETAILS

REFER TO D/A-505 

SCALE: 3/8" = 1'-0"

LOUVER TYPES

GLAZING TABLE

ID             TYPE              THICKNESS               DESCRIPTION

15/32"

7/16"

15/32"

CLEAR HS LAMINATED WITH .060" INTERLAYER

LOW IRON HS LAMINATED WITH .090" INTERLAYER (DUPONT SENTRY GLASS OR APPROVED EQUAL)

GL1A

GL2

GL1

PANEL TO FIT COMPOSITE METAL PANEL INTO GLAZING

NECESSARY EXTERIOR RATED SHEATHING BACKER 

GLAZING STOPS, CONTRACTOR TO PROVIDE 

6. ALUMINUM FRAME WITH COMPOSITE METAL PANEL SET IN 

STOREFRONT SYSTEM.

5. ALL WINDOW FRAMES TO BE 4.5" DEEP ALUMINUM

STOPS, REMOVABLE FROM THE EXTERIOR.

(ELEVATOR SHAFT GLAZING) TO BE INSTALLED WITH EXTERIOR 

ELEVATOR SHAFT. WINDOW TYPES W1,W2,W15,W16, AND W17 

STOPS, REMOVABLE FROM THE INTERIOR, EXCEPT AT 

4. ALL GLAZING TO BE INSTALLED WITH INTERIOR GLAZING 

3. ALL GLAZING TO BE LAMINATED AND TEMPERED.

2. SEE ELEVATION DRAWINGS FOR LOCATIONS.

1. OUTSIDE DIMENSIONS SHOWN ARE ROUGH OPENING SIZES.
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