GENERAL NOTES

- LIGHTING

1. ALL CIRCUITS SHALL BE 2#12,#12G,3/4"C, TO NEW 20A-1P CIRCUIT BREAKER IN PANEL INDICATED

UNLESS NOTED OTHERWISE.

2. BRANCH CIRCUITS EXCEEDING 150'IN LENGTH SHALL BE INCREASED TO 2#10,#10G,3/4"C UNLESS

NOTED OTHERWISE.
3. REFER TO DRAWING E-801 FOR LIGHTING FIXTURE SCHEDULE.

4. REFER TO DRAWING E-801 FOR DESCRIPTIONS OF SYMBOLS,ABBREVIATIONS AND NOTES.
5. COMBINE CIRCUITS IN CONDUITS TO LIMIT TOTAL NUMBER OF CONDUITS. DERATE WIRING PER

NEC ADJUSTMENT FACTORS.

6. PULLBOXES,JUNCTION BOXES AND ENCLOSURES SHALL BE NEMA 4X(STAINLESS STEEL WITH

CONTINUOUS NEOPRENE GASKET AND STAINLESS STEEL HARDWARE).

7. BRANCH CIRCUIT WIRING IS SHOWN DIAGRAMMATIC. ROUTE CONDUIT IN INCONSPICIOUS
LOCATIONS IN NEAT ORDERLY MANNER.

8. ALL EXPOSED UNDERGROUND CONDUITS TO BE SCH. 80 PVC UNLESS OTHERWISE NOTED.

9. FOR POLE-MOUNTED SITE LIGHTING FIXTURES, WIRE 2#12,#12G FROM J-BOX IN POLE BASE TO

FIXTURE.

KEY NOTES

@ CONDUIT SHALL RUN ON UNDERSIDE OF THE PLATFORM SLAB.

@ CONDUIT SHALL RUN BELOW GRADE FROM THE EDGE OF THE STATION TO ELP1.

@ FREE STANDING STAINLESS STEEL ENCLOSURES(NEMA 4X) WITH LOCKABLE COVER.
REFER TO DRAWING E-901 FOR MOUNTING DETAILS.

@ CONNECT EXIT SIGN TO EXIT SIGN CIRCUIT IN PANEL "DP".

@ CONDUITS IN THE CANOPY AREA SHALL RUN IN UNDERSIDE OF CANOPY.

@ PROVIDE J-BOX, CONDUIT AND PULL-STRING FROM BLUE PHONE TO TELEPHONE BOX.

TELEPHONE BOX SUPPLIED BY OTHERS. COORDINATE INSTALLATION WITH TELEPHONE
COMPANY. PROVIDE CONDUIT AND PULLSTRING TO TELEPHONE COMPANY SOURCE.

REFER TO B/E-902 FOR MOUNTING DETAILS

@ REFER TO A/E-902 FOR MOUNTING DETAILS
REFER TO C/E-902 FOR MOUNTING DETAILS

CONDUITS WITHIN STAIR TO BE CONCEALED IN WALL WHERE POSSIBLE. EXPOSED
CONDUIT TO BE PVC-COATED GALVANIZED RIDGID STEEL.

EXISTING STATION CONTROL UNIT MUST BE RELOCATED AND REMAIN IN
OF THE MAINTENANCE CLOSET IS COMPLETED AND THE NEW STATION CONTROL UNIT IS FUNCTIONAL.
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TRACK 1

TRACK 2

EXISTING
TO REMAIN

\I/

/|\

REMOVE ALL SPEAKERS IN THIS AREA.
RE-USE EXISTING WIRING.

TO NEW | YORK

REMOVE SITE FIXTURE, POLE BASE, AND
WIRING TO NEAREST ADJACENT FIXTURE

NOTE: LIGHTING CIRCUIT FOR NORTH PARKING
LOT LIGHTING IS CONNECTED TO THE ELECTRICAL

SERVICE AT THE ADJACENT UNILEVER CORPORATION.

THE CONTRACTOR SHALL ADVISE THE ENGINEER

PRIOR TO DEMOLISHING THE LIGHT FIXTURE AND
ASSOCIATED WIRING

EXISTING TAMS DISPLAY TO BE REMOVED

NOTE: TAMS SYSTEM MUST REMAIN FUNCTIONAL
UNTIL NEW TAMS EQUIPMENT IS IN PLACE.
ACCERPTED BY AMTRAK AND OPERATING.
COORDINATE WITH ENGINEER.

TO BOSTON

EXISTING TAMS DISPLAY TO BE REMOVED

NOTE: TAMS SYSTEM| MUST REMAIN  FUNCTIONAL
UNTIL NEW TAMS EQUIPMENT IS IN PLACE.
ACCERPTED BY AMTRAK AND OPERATING.
COORDINATE WITH ENGINEER.

.

DPT
(ENCLOSURE)
(EXISTING)

i emediEl

VY Y VY Y YV VYV VYV VYV VvV vVyyyyyy

REMOVE ALL EXISTING LIGHTING

FIXTURES -IN THIS AREA. POLE AND FIXTURE.
CONTRACTOR TO COORDINATE RE-USE OF EXISTING

REMOVE ALL PARKING LOT LIGHTING AND
RAMP/WALKWAY FIXTURES AND POLES
WITHIN SITE LIMITS:(TYPICAL 21 - VERIFY FIXTURES)
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EXISTING ELECTRIC / REMOVE' EXISTING | AMTRAK SCU
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GENERAL NOTES - LIGHTING

SITE LIGHTING FEEDER SCHEDULE

CIRCUIT CONDUCTORS (1 PH, 2W) CONDUIT

1. ALL CIRCUITS SHALL BE 2#12,#12G,3/4"C, TO NEW 20A-1P CIRCUIT BREAKER IN PANEL INDICATED UNLESS NOTED OTHERWISE. SYMBOL WITH GROUND SIZE
2. BRANCH CIRCUITS EXCEEDING 150'IN LENGTH SHALL BE INCREASED TO 2#10,#10G,3/4"C UNLESS NOTED OTHERWISE. @ 2#12 & 1#12G 3/4"
3. REFER TO DRAWING E-801 FOR LIGHTING FIXTURE SCHEDULE. @A) 2#10 & 1#10G 3/4"
4. REFER TO DRAWING E-801 FOR DESCRIPTIONS OF SYMBOLS,ABBREVIATIONS AND NOTES. (3@ 2#8 & 1#10G 3/4"
5. COMBINE CIRCUITS IN CONDUITS TO LIMIT TOTAL NUMBER OF CONDUITS. DERATE WIRING PER NEC ADJUSTMENT FACTORS. @ 2#6 & 1#10G 3/4"
6. PULLBOXES,JUNCTION BOXES AND ENCLOSURES SHALL BE NEMA 4X(STAINLESS STEEL WITH

CONTINUOUS NEOPRENE GASKET AND STAINLESS STEEL HARDWARE). NOTES:

BRANCH CIRCUIT WIRING IS SHOWN DIAGRAMMATIC. ROUTE CONDUIT IN INCONSPICIOUS LOCATIONS IN NEAT ORDERLY MANNER. 1. SEE E-902 FOR TRENCH DETAILS

8. ALL EXPOSED UNDERGROUND CONDUITS TO BE SCH. 80 PVC UNLESS OTHERWISE NOTED.

FOR POLE-MOUNTED SITE LIGHTING FIXTURES, WIRE 2#12,#12G FROM J-BOX IN

POLE BASE TO FIXTURE.

KEY NOTES

@ CONDUIT SHALL RUN ON UNDERSIDE OF THE PLATFORM SLAB.

@ CONDUIT SHALL RUN BELOW GRADE FROM THE EDGE OF THE STATION TO
ELP1.

FREE STANDING STAINLESS STEEL ENCLOSURES(NEMA 4X) WITH LOCKABLE
COVER. REFER TO DRAWING E-901 FOR MOUNTING DETAILS.

CONNECT EXIT SIGN TO EXIT SIGN CIRCUIT IN PANEL "DP".

CONDUITS IN THE CANOPY AREA SHALL RUN IN UNDERSIDE OF CANOPY.

PROVIDE J-BOX, CONDUIT AND PULL-STRING FROM BLUE PHONE TO TELEPHONE
BOX.

TELEPHONE BOX SUPPLIED BY OTHERS. COORDINATE INSTALLATION WITH
TELEPHONE COMPANY. PROVIDE CONDUIT AND PULLSTRING TO TELEPHONE
COMPANY SOURCE.

REFER TO B/E-902 FOR MOUNTING DETAILS
REFER TO A/E-902 FOR MOUNTING DETAILS

REFER TO C/E-902 FOR MOUNTING DETAILS

CONDUITS WITHIN STAIR TO BE CONCEALED IN WALL WHERE POSSIBLE.
EXPOSED CONDUIT TO BE PVC-COATED GALVANIZED RIDGID STEEL.

PRUE Q© QUE W

EXISTING STATION CONTROL UNIT MUST BE RELOCATED AND REMAIN IN
USE UNTIL CONSTRUCTION OF THE MAINTENANCE CLOSET IS COMPLETED
AND THE NEW STATION CONTROL UNIT IS FUNCTIONAL.

NEW 800A DISTRIBUTION PANEL IN NEMA 4X ENCLOSURE. PROVIDE
RACKING/MOUNTING TO MATCH AESTHETIC OF EXISTING DP1l. PROVIDE
SYSTEM COMPLETE INCLUDE COORDINATION WITH LOCAL UTILITY ON
UPGRADE OF EXISTING SERVICE FROM 400A TO 8O00A.
TRENCHING/BACKFILL AND RESTORATION TO EXISTING CONDITIONS.
PROVIDE ADDITIONAL CONDUIT, CONNECTIONS, AND TERMINATIONS TO
UTILITY POLE AS REQUIRED. COORDINATE WITH EXISTING UTILITIES,
INCLUDING THOSE RUNNING FROM DP1 AND NEW DP2 AND DP3
FEEDERS TO PLATFORM TOWERS. PROVIDE ALL DISCONNECTING AND
METERING AS REQUIRED AND CONNECTIONS TO REFEED EXISTING
ENCLOSURE DP1 PANEL.

COORDINATE FINAL LOCATION WITH OWNER'S REPRESENTATIVE AND

EXISTING PROPERTY LINES.

O C1 (9)(TYP FOR "C1l)

c1
(TYP FOR "C1"){9)

EMERGENCY
PHONE

1" CONDUIT WITH  CAT 5 CABLE

FOR SIGN 5, ELP2
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\ELPZ
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GENERAL NOTES - LIGHTING

1. ALL CIRCUITS SHALL BE 2#12,#12G,3/4"C, TO NEW 20A-1P CIRCUIT BREAKER
IN PANEL INDICATED UNLESS NOTED OTHERWISE.

2. BRANCH CIRCUITS EXCEEDING 150'IN LENGTH SHALL BE INCREASED TO
2#10,#10G,3/4"C UNLESS NOTED OTHERWISE.

STEEL WITH CONTINUOUS NEOPRENE GASKET AND STAINLESS STEEL HARDWARE).

7. BRANCH CIRCUIT WIRING IS SHOWN DIAGRAMMATIC. ROUTE CONDUIT IN
INCONSPICIOUS LOCATIONS IN NEAT ORDERLY MANNER.

8. ALL EXPOSED UNDERGROUND CONDUITS TO BE SCH. 80 PVC UNLESS NOTED
OTHERWISE.

9. FOR POLE-MOUNTED SITE LIGHTING FIXTURES, WIRE 2#12,#12G FROM J]-BOX

3. REFER TO DRAWING E-801 FOR LIGHTING FIXTURE SCHEDULE. REFER TO
4. REFER TO DRAWING E-801 FOR DESCRIPTIONS OF SYMBOLS,ABBREVIATIONS ARCHITEC TURAL
DWGS FOR MOUNTING
AND NOTES.
LOCATION
5. COMBINE CIRCUITS IN CONDUITS TO LIMIT TOTAL NUMBER OF CONDUITS.
DERATE WIRING PER NEC ADJUSTMENT FACTORS.
6. PULLBOXES,JUNCTION BOXES AND ENCLOSURES SHALL BE NEMA 4X(STAINLESS @ @

IN POLE BASE TO FIXTURE. —A
2#12, #12G, 3/4"C | RL T
PVC-COATED RIGID |
STEEL CONDUIT. | N
®» 8 @ 8 ® 6 3 D B0 SO A
| INCONSPICUOUS | |
| | | | +—2#10, #10G, 3/4"C | | | | AREAS UNDER THE
| | TYPE "F" FIXTURE | RIGID STEEL | | | | | CANOPY. (TYPICAL)
SEE E-902 FOR—\ TO BE INSTA%LED ' CONDUIT. ROUTE i i i i
PLATFORM UNDER PLATFORM. . CONDUIT IN - . . . . . = =
LIGHTING SEE E-901 FOR | INCONSPICUOUS | | | |  fr27 R 7 RT T R1L 7RI
MOUNTING DETAIL MQRE DETAIL$. ! AREAS l!JNDER THE! i1 | i1 | i1 ||__!_|| i | 1 A3 A3
(TYPICAL) | | PLATFORM. (TYPICAL) TR TORD TORD VIR URD R poyl@yy Rif@y R1 L R @
| | | | | R1 a1 R1 R1! R1 R1 !
| | 0 . | UL S P 4 Y | ————1| I ) Ry
B | | N | | N
F F F F F F
@ @ @ @ @ @ @ @
A : A A A @8 A I A A A
SEE E-902 FOR
2#10, #10G, 3/4"C — L D#12, #12G, 3/4"C
CANOPY LIGHTING
TRACK 1 PVC-COATED | RIGID PVC-COATED RIGID MOUNTING DETAIL
STEEL CONDUIT. STEEL CONDUIT.
ROUTE CONDUIT IN ROUTE CONDUIT IN
INCONSPICUOUS INCONSPICUOUS
AREAS UNDER THE AREAS UNDER THE
PLATFORM. (TYPICAL) CANOPY. (TYPICAL) 2#10, #10G, 3/4"C 2#10, #12G, 3/4"C 2#12, #12G, 3/4"C
PVC-COATED RIGID RIGID STEEL TO NEW YORK TO BOSTON PVC-COATED RIGID
STEEL CONDUIT. CONDUIT. ROUTE STEEL CONDUIT.
TRACK 2 ROUTE CONDUIT IN CONDUIT IN ROUTE CONDUIT IN
INCONSPICUOUS INCONSPICUOUS SEE Eloos FOR INCONSPICUOUS
AREAS UNDER THE AREAS UNDER THE ., S-c "I TetrinG AREAS UNDER THE
PLATFORM. PLATFORM. MOUNTING. DETAIL —— CANOPY. (TYPICAL)
SEE E-902 FOR —— (TYPICAL) —— (TYPICAL)
PLATFORM
LIGHTING
MOUNTING DETAIL (9) (TYP) (TYP) ()X
(3) (1) (TYP) 1,ELP1 X (3) @—\ 169 2,ELP1
A1R A2R
F F F E F F F
JIS N N N N N N MBS
TYPE "F" FIXTURE TO BE INSTALLED UNDER !
PLATFORM. SEE E-001 FOR MORE DETAILS. (TYP) éA3 é
KEY NOTES et s
(1) CONDUIT SHALL RUN ON UNDERSIDE OF THE PLATFORM SLAB. @1y SWITCH FOR ELEVATOR PIT LIGHT FIXTURES. SWITCH SHALLBE MOUNTED AT @ 43 #6G.2-1/2'C
CONDUIT SHALL RUN BELOW GRADE FROM THE EDGE OF THE THE SAME ELEVATION AS THE LIGHT FIXTURE AND SHALL BE READILY 14.16 18 DP3 13 1’5 DP’3
STATION TO ELP1. ACCESSIBLE FROM THE PIT LADDER. 115,18, 119 @
@ CONNECT EXIT SIGN TO EXIT SIGN CIRCUIT IN PANEL "ELP". @ TELECOMMUNICATIONS JUNCTION BOX (LOCATE IN ELEVATOR CLOSET). PROVIDE 3/,4"C TO | | o5 ORG
TELEPHONE SERVICE PANEL. | FN\@\ :
CONDUITS IN THE CANOPY AREA SHALL RUN IN UNDERSIDE OF | © \ \ \_&GFI,WP
CANOPY, @ PROVIDE 30A/2P FUSED DISCONNECT SWITCH (LOCATE IN ELEVATOR CLOSET) WITH SOLID i stg ; L@
PROVIDE J-BOX. CONDUIT AND PULL-STRING FROM BLUE PHONE NEUTRAL TO SUPPLY TWO(2) 120V, 20A CIRCUITS TO ELEVATOR CAR. ONE CIRCUIT IS FOR . : .
TO TELEPHONE BOX. ELEVATOR CAR LIGHTING, RECEPTACLE AND VENTILATION. ONE CIRCUIT IS FOR AIR CONDITIONING | fLos 13 L
AND HEATING WHEN NECESSARY. PROVIDE 2#12,1#12G,3/,"C FOR EACH CIRCUIT. PROVIDE ! i \_' i
TELEPHONE BOX SUPPLIED BY OTHERS. COORDINATE 2#10,#10GND,1"C SERVICE. | | (19) |
INSTALLATION WITH TELEPHONE COMPANY. PROVIDE CONDUIT : : - - -
AND PULLSTRING TO TELEPHONE COMPANY SOURCE. 208V,3 POLE,FUSIBLE HEAVY DUTY DISCONNECT SWITCH WITH (3)90A DUAL ELEMENT FUSE | | L | |
@ REFER TO B/E-902 FOR MOUNTING DETAILS (LOCATE IN ELEVATOR CLOSET) PROVIDE ELEVATOR POWER SYSTEM COMPLETE. INCLUDES SHUNT
/ TRIP DISCONNECT LOCKABLE IN THE ON POSITION WITH FIRE ALARM RELAY CONNECTIONS. @ @ @ @
REFER TO A/E-902 FOR MOUNTING DETAILS @ PROVIDE ELECTRONIC BRAKE RELEASE AND ASSOCIATED CONDUIT, WIRE & CONNECTIONS FOR REFER TO
ELEVATOR, COORDINATED LOCATION OF EQUIPMENT IN CONTROL CLOSET WITH ELEVATOR
@ REFER TO C/E-902 FOR MOUNTING DETAILS MANUFACTURER. \! [A)F\}VCGHSITE(C)EUF;/IAOLUNTING
LIGHT FIXTURE SHALL BE MOUNTED IN THE ELEVATOR SHAFT PLATFORM LIGHTING PLAN LOCATION (TYP)
ABOVE THE PIT FLOOR AT THE SAME LEVEL AS THE FINISHED @ PROVIDE JUNCTION BOX FOR LED LIGHT AT BRICK REVEAL WIRED WITHIN EXTERIOR WALL SCALE: 1/8"=1'-0"
FLOOR. FIXTURE SHALL BE POWERED FROM THE SAME CIRCUIT AS
THE GFCI RECEPTACLE. REFER TO DWG EP-101 FOR
COORDINATION. ADDENDUM NO. 1
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GENERAL NOTES

- LIGHTING

FIXTURE.

1. ALL CIRCUITS SHALL BE 2#12,#12G,3/4"C, TO NEW 20A-1P CIRCUIT BREAKER IN PANEL INDICATED
UNLESS NOTED OTHERWISE.

2. BRANCH CIRCUITS EXCEEDING 150'IN LENGTH SHALL BE INCREASED TO 2#10,#10G,3/4"C UNLESS
NOTED OTHERWISE.

3. REFER TO DRAWING E-801 FOR LIGHTING FIXTURE SCHEDULE.
4. REFER TO DRAWING E-801 FOR DESCRIPTIONS OF SYMBOLS,ABBREVIATIONS AND NOTES.

5. COMBINE CIRCUITS IN CONDUITS TO LIMIT TOTAL NUMBER OF CONDUITS. DERATE WIRING PER
NEC ADJUSTMENT FACTORS.

6. PULLBOXES,JUNCTION BOXES AND ENCLOSURES SHALL BE NEMA 4X(STAINLESS STEEL WITH
CONTINUOUS NEOPRENE GASKET AND STAINLESS STEEL HARDWARE).

7. BRANCH CIRCUIT WIRING IS SHOWN DIAGRAMMATIC. ROUTE CONDUIT IN INCONSPICIOUS
LOCATIONS IN NEAT ORDERLY MANNER.

8. ALL EXPOSED UNDERGROUND CONDUITS TO BE SCH. 80 PVC UNLESS OTHERWISE NOTED.

9. FOR POLE-MOUNTED SITE LIGHTING FIXTURES, WIRE 2#12,#12G FROM J-BOX IN POLE BASE TO

KEY NOTES

LEUEN BUELRE

C LOCATION

CONDUIT SHALL RUN ON UNDERSIDE OF THE PLATFORM SLAB.

CONNECT EXIT SIGN TO EXIT SIGN CIRCUIT IN PANEL "DP".

REFER TO A/E-902 FOR MOUNTING DETAILS
REFER TO C/E-902 FOR MOUNTING DETAILS

CONDUIT SHALL RUN BELOW GRADE FROM THE EDGE OF THE STATION TO ELP1.

CONDUITS IN THE CANOPY AREA SHALL RUN IN UNDERSIDE OF CANOPY.
PROVIDE J-BOX, CONDUIT AND PULL-STRING FROM BLUE PHONE TO TELEPHONE BOX.

TELEPHONE BOX SUPPLIED BY OTHERS. COORDINATE INSTALLATION WITH TELEPHONE
COMPANY. PROVIDE CONDUIT AND PULLSTRING TO TELEPHONE COMPANY SOURCE.

REFER TO B/E-902 FOR MOUNTING DETAILS

CONDUITS WITHIN STAIR TO BE CONCEALED IN WALL WHERE POSSIBLE. EXPOSED
CONDUIT TO BE PVC-COATED GALVANIZED RIDGID STEEL.

( PROVIDE JUNCTION BOX FOR BACK LIT STATION ID SIGN SEE ARCHITECTURAL DRAWINGS FOR

8/24/2018

REVISED JUNCTION BOX

07.07.A1

THE INFORMATION, INCLUDING ESTIMATED
QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.

SEE E-902 FOR SHELTER LIGHTING
MOUNTING DETAIL
(TYP FOR SHELTER FIXTURES)

One 0O,

4, ELP2

2#10, #10G,3/4"C RIGID STEEL
CONDUIT. ROUTE CONDUIT IN
INCONSPICUOUS AREAS.

O O

SEE E-902 FOR SHELTER LIGHTING
MOUNTING DETAIL 20,DP1
(TYP FOR SHELTER FIXTURES)

Ona

Y
TO LIGHTING
CONTROL PANEL

TO LIGHTING

IN ELEVATOR
SHAFT-COORD. W/
ELEVATOR MANUF.

11,DP2
O, C

] é\
LIGHT LOCATED IN

CUPOLA ABOVE

SEE E-902 FOR BRIDGE LIGHTING
MOUNTING DETAIL (TYP FOR BRIDGE)

LIGHT LOCATED IN
CUPOLA ABOVE

4,ELP1

SHAFT-COORD. W/
ELEVATOR MANUF.

19,DP1A

BRIDGE LIGHTING PLAN
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LEGEND:
é} EMERGENCY EXIT LIGHT (DIRECTIONAL)
{%} EMERGENCY EXIT LIGHT

[>{m] FIRE ALARM HORN/STROBE

DC—1 CCTv CAMERA

@ 135 DEGREE HEAT DETECTOR

@ SMOKE DETECTOR

GEI WEATHERPROOF GFCI DUPLEX
RECEPTACLE MOUNT 18" A.F.F. TYP.

EMERGENCY SPEAKERPHONE MOUNT 44" TO 2
HIGHEST OPERABLE FEATURE (BUTTON) A.F.F.

F | PULL STATION

FIRE/SMOKE DUCT DETECTOR

M| ELECTROMAGNETIC DOOR HOLD OPEN

DEVICE - COORDINATE EXACT LOCATION

WITH DOOR ALIGNMENT AND HARDWARE
EXHAUST FAN WITH MOTORIZED INTAKE

EF-# LOUVER

AIR CONDITIONING CONDENSING UNIT
ACCU- #

—{] AIR CONDITIONING UNIT (MINI SPLIT)
ACU- #

GFI
WP

KEY NOTES

A KEY NOTES (CONT.)

A GENERAL NOTES

- POWER

-704.

3/n
@ EEE_l\_/FIODFEMZ#S]L%,B]..#lo, ,4"C FOR RECEPTACLE CIRCUIT. CONDUIT SHALL RUN ON UNDERSIDE OF THE RUN WIRING THROUGH MECHANICAL RELAY. COORDINATE WITH
@ RECEPTACLE SHALL BE INSTALLED UNDER THE PLATFORM. PROVIDE WEATHERPROOF LOCKABLE FOR EQUIPMENT INSTALLED.

@ TAMS DISPLAY SIGN SHALL BE POLE MOUNTED. REFER TO WIRING DIAGRAM ON E-704.
@ TAMS DISPLAY SIGN SHALL BE MOUNTED UNDER THE CANOPY. REFER TO WIRING DIAGRAM ON

ENCLOSURE "CODE KEEPER" CKRU-G8 BY RED DOT OR EQUIVALENT.

CONDUITS SHALL RUN BELOW GRADE FROM THE EDGE OF THE PLATFORM TO PANELBOARD.

TELEPHONE SERVICE PANEL.

@ TELECOMMUNICATIONS JUNCTION BOX (LOCATE IN ELEVATOR CLOSET). PROVIDE3/4"C TO

PROVIDE 30A/2P FUSED DISCONNECT SWITCH (LOCATE IN ELEVATOR CLOSET) WITH SOLID
NEUTRAL TO SUPPLY TWO(2) 120V, 20A CIRCUITS TO ELEVATOR CAR. ONE CIRCUIT IS FOR

ELEVATOR CAR LIGHTING, RECEPTACLE AND VENTILATION. ONE CIRCUIT IS FOR AIR CONDITIONING
AND HEATING WHEN NECESSARY. PROVIDE 2#12,1#12G,3/4"C FOR EACH CIRCUIT.

208V,3 POLE,FUSIBLE HEAVY DUTY DISCONNECT SWITCH WITH (3)60A DUAL ELEMENT FUSE

(LOCATE IN ELEVATOR CLOSET)

PROVIDE J-BOX, PVC-COATED RIGID METAL3/j

BRICK WALLS IN TOWERS,

WIRING BETWEEN UNITS AS REQUIRED.

EXISTING STAINLESS STEEL NEMA ENCLOSURE.

@ " DIA. CONDUIT FROM
CAMERA LOCATION TO SECURITY SYSTEM HEAD-END AT TELECOMM
CLOSET S104. CONDUIT TO BE RIGIDLY MOUNTED TO CANOPY
COLUMNS AND UNDERSIDE OF PLATFORMS. SURFACE MOUNT ON

DISPLAY UNITS PER SPEC. SECTION 285223 "STATION CONTROL UNIT."

@ REPLACE EXISTING TAMS DISPLAY SIGNS WITH NEW DOUBLE-SIDED
REUSE MOUNTING HARDWARE AND ELECTRICAL CONNECTIONS.

APPROXIMATE LOCATION OF EXISTING STATION CONTROL UNIT AND
NEMA ENCLOSURE CONTROL. TO REMOVE EXISTING STATION CONTROL
UNIT EQUIPMENT AND REPLACE WITH NEW EQUIPMENT PER
SPECIFICATION SECTION 285223 "STATION CONTROL UNIT" USING

IN TRENCH SHALL BE SCH 80

UNLESS NOTED OTHERWISE.

INCONSPICIOUS LOCATIONS IN

1. ALL EXPOSED CONDUIT RUNS SHALL BE GALVANIZED RIGID STEEL PVC COATED
CONDUIT WITH POLYURETHANE INTERNAL COATING. ALL CONDUIT RUNS
LOCATED INSIDE ROOMS SHALL BE RGS CONDUIT. ALL CONDUIT EMBEDDED
IN CONCRETE SHALL BE SCH 80 PVC CONDUIT. ALL CONDUIT DIRECT BURIED

PVC CONDUIT.

MECHANICAL CONTRACTOR AND MANUFACTURER'S RECOMMENDATIONS 2. ALL BRANCH CIRCUITS EXCEEDING 150'IN LENGTH SHALL BE 2#10,#10G., 3/4"C.

(2) #10 AWG AND (1) #10 G. COORDINATE FINAL WIRING AND 3. DEVICES SHALL BE LABELED WITH SOURCE PANEL AND CIRCUIT NUMBERC(S).
DISCONNECT WITH MECHANICAL SYSTEM BEING PROVIDED. PROVIDE

/1\ 4. REFER TO DRAWING E-801 FOR DESCRIPTIONS OF SYMBOLS, ABBREVIATIONS AND

NOTES. COMBINE CIRCUITS IN CONDUITS TO LIMIT TOTAL NUMBER OF CONDUITS.

DERATE WIRING PER SCHEDULES.

5. PULLBOXES,JUNCTION BOXES AND ENCLOSURES SHALL BE NEMA 4X(STAINLESS
STEEL WITH CONTINUOUS NEOPRENE GASKET AND STAINLESS STEEL HARDWARE).

6. BRANCH CIRCUIT WIRING IS SHOWN DIAGRAMMATIC. ROUTE CONDUIT IN

NEAT ORDERLY MANNER.

/—@ (TYP)

H 10, DP2

9)
@ (o)

GFI
WP

59

2, DP2

GFI
WP

@ W

GFI

qup//’
)2 ) ) 2426 ,DP2
1, DP2 /26,
ZJ%ACCU—S
(1) ~Accu-6

H ACCU-7
12, pp2P—=E—X T0 AC-7 )
' &

(9)
32,34%

DP2 28,30,DP2

> —

LOCATED AT BOTTOM OF SHAFT

TRACK 1
TO NEW YORK TO BOSTON
TRACK 2
A e A &)
® @ @ & =
—X
N —
%V @ & 28 DP3
@ PROVIDE LOCKABLE ENVIRONMENTAL ENCLOSURE FOR FACP -
@ = AdU-1 WP NEMA 4 MARINE- ENVIRONMENT ENCLOSURE WITH NECESSARY
DL DP3 @ HEATING/COOLING DEVICES TO MAINTAIN FACP OPERATING
4 ACCU-8 TEMPERATURE RANGE. PROVIDE WINDOW IN ENCLOSURE TO
35,37,0P3 VIEW FACP DISPLAY, REFER TO SPEC. ENCLOSURE SHALL
@ p ALSO ACCOMMODATE MONITOR MODULE(S), RELAY MODULE(S),
>u] AND BATTERY BACK- UP SYSTEM.
WP
WP C
FI
ACCU-2/3 : @ 12, DP3 A
N A LOCATED AT BOTTOM OF SHAFT
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ADDENDUM NO. 1
DESIGNER/DRAFTER: SIGNATURE/ . B PROJECT TITLE: ?OWN: PROJE NO.
Aoy nospe, ST il Michael Baker CLINTON 310-0059
gHEETS IS BASED ON LIMITED CHECKED BY: % T ; SHORE LINE EAST DRAWING NO.
IN'NO_WAY WARRANTED TO INDICATE. - R T Y monevnseoe RAILROAD STATIONS EP-101
THE CONDITIONS OF ACTUAL QUANTITIES DEPARTMENT OF TRANSPO RTATION gﬁoﬂfggssiifsz: DRAWING TITLE:
OF WORK WHICH WILL BE REQUIRED. SCALE AS NOTED ROCKY HILL. CT. 060 PLATFO RM POWER PLAN SHEET NO.
1 | 8/24/2018 UPDATE TAMS INFORMATION 07.08.A1 MBAKERINTL COM 07.08.A1
REV. DATE REVISION DESCRIPTION SHEET NO. Plotted Date: 8/24/2017 Filename: FD_MSH_ELE_0027_0059_EP-101.dgn




GENERAL NOTES

- POWER

. ALL EXPOSED CONDUIT RUNS SHALL BE

GALVANIZED RIGID STEEL PVC COATED
CONDUIT WITH

POLYURETHANE INTERNAL COATING. ALL
CONDUIT RUNS LOCATED INSIDE ROOMS
SHALL BE RGS CONDUIT. ALL CONDUIT
EMBEDDED IN CONCRETE SHALL BE SCH
80 PVC CONDUIT.

ALL CONDUIT DIRECT BURIED IN TRENCH
SHALL BE SCH 80 PVC CONDUIT.

. ALL BRANCH CIRCUITS EXCEEDING 150'IN

LENGTH SHALL BE 2#10,#10G., 3/4"C.
UNLESS NOTED OTHERWISE.

. DEVICES SHALL BE LABELED WITH SOURCE

PANEL AND CIRCUIT NUMBER(S).

. REFER TO DRAWING E-801 FOR

DESCRIPTIONS OF SYMBOLS, ABBREVIATIONS
AND NOTES.

COMBINE CIRCUITS IN CONDUITS TO LIMIT
TOTAL NUMBER OF CONDUITS. DERATE
WIRING PER SCHEDULES.

. PULLBOXES,JUNCTION BOXES AND

ENCLOSURES SHALL BE NEMA
4X(STAINLESS STEEL WITH CONTINUOUS
NEOPRENE GASKET AND STAINLESS STEEL
HARDWARE).

. BRANCH CIRCUIT WIRING IS SHOWN

DIAGRAMMATIC. ROUTE CONDUIT IN
INCONSPICIOUS LOCATIONS IN NEAT
ORDERLY MANNER.

MOUNT TO
UNDERSIDE
OF ROOF

STRUCTURE

ATTIC/TOP OF SHAFT PLAN

CENTERED AT
TOP OF SHAFT

"

31,33,DP2
MOUNT TO
- 1 — ELEVATOR SHAFT BOTTOM OF
- D / RIDGE BEAM
& T0 ACCU-7 WP
<t

- NORTH

SCALE: 3/ " =1'-0"

KEY NOTES

VVVVVVVyVVvyVYyvyyy

S

VYVVVYVyVYyvYyYyYy

10

TAMS DISPLAY SIGN SHALL BE POLE
MOUNTED. REFER TO WIRING DIAGRAM ON
E-704.

(2) TAMS DISPLAY SIGN SHALL BE MOUNTED

UNDER THE CANOPY. REFER TO WIRING
DIAGRAM ON E-704.

PROVIDE 2#10,1#10,3,"C FOR
RECEPTACLE CIRCUIT. CONDUIT SHALL RUN
ON UNDERSIDE OF THE PLATFORM SLAB.

RECEPTACLE SHALL BE INSTALLED UNDER
THE PLATFORM. PROVIDE WEATHERPROOF
LOCKABLE ENCLOSURE "CODE KEEPER"
CKRU-G8 BY RED DOT OR EQUIVALENT.

CONDUITS SHALL RUN BELOW GRADE
FROM THE EDGE OF THE PLATFORM TO
PANELBOARD.

TELECOMMUNICATIONS JUNCTION BOX
gLOCATE IN ELEVATOR CLOSET). PROVIDE
4"C TO TELEPHONE SERVICE PANEL.

PROVIDE 3BA/2P FUSED DISCONNECT
SWITCH (LOCATE IN ELEVATOR CLOSET)

WITH SOLID NEUTRAL TO SUPPLY TWO(2)

120V, 20A CIRCUITS TO ELEVATOR CAR.
ONE CIRCUIT IS FOR ELEVATOR CAR

LIGHTING, RECEPTACLE AND VENTILATION.

ONE CIRCUIT IS FOR AIR CONDITIONING

AND HEATING WHEN NECESSARY. PROVIDE

2#12,1#12G,%'C FOR EACH CIRCUIT.
PROVIDE 2#10,*10CGND,1'C SERVICE.

208V,3 POLE,FUSIBLE HEAVY DUTY

DISCONNECT SWITCH WITH (3)188A DUAL
ELEMENT FUSE (LOCATE IN ELEVATOR
CLOSET) PROVIDE ELEVATOR POWER
SYSTEM COMPLETE. INCLUDES SHUNT
TRIP DISCONNECT LOCKABLE IN THE ON
POSITION WITH FIRE ALARM RELAY
CONNECTIONS.

PROVIDE J-BOX, PVC-COATED RIGID METAL

3/," DIA. CONDUIT FROM CAMERA LOCATION

TO SECURITY SYSTEM HEAD-END AT
TELECOMM CLOSET S104. CONDUIT TO BE
RIGIDLY MOUNTED TO CANOPY COLUMNS
AND UNDERSIDE OF PLAFORMS.

PROVIDE ELECTRONIC BRAKE RELEASE
AND ASSOCIATED CONDUIT, WIRE &
CONNECTIONS FOR ELEVATOR,
COORDINATED LOCATION OF EQUIPMENT
IN CONTROL CLOSET WITH ELEVATOR
MANUFACTURER.

@ (2) #18 AWG AND (1) #*18 G. COORDINATE

FINAL WIRING AND DISCONNECT WITH
MECHANICAL SYSTEM BEING PROVIDED.
PROVIDE WIRING BETWEEN UNITS AS
REQUIRED.

ATTIC/TOP OF SHAFT PLAN

©

MOUNT TO

TO TELEPHONE BOX
SERVICE PANEL (PHONE
LINE POWERED)

S
.ot
WP
G
}—@ WP

MOUNTED TO 5" SSP
CROSS MEMBER. RUN
CONDUIT UP INTO

BRIDGE CLEARSTORY

MOUNTED TO

5" SSP
CROSS MEMBER. RUN
CONDUIT UP INTO
BRIDGE CLEARSTORY

BRIDGE POWER PLAN

SCALE: 3/ " =1'-0"

MOUNT TO — TO ACCU-8_ | L BOTTOM OF
UNDERSIDE T~ < _~— CENTERED AT RIDGE BEAM
OF ROOF \\\\\\\<:> (E=-— - TOP OF SHAFT WP
J STRUCTURE @ '
b} WP WP
3 31,33,0P3
} H
3
:f /,,,__ ELEVATOR SHAFT
N
N

- SOUTH

SCALE: 3/ " =1'-0"

TO TELEPHONE BOX
SERVICE PANEL (PHONE
LINE POWERED)

WP

MOUNT TO L

DE/ 6"X4"x%" LLV
CLIP ANGLE

WP ATTACHED TO
WT 7x11
WINDOW
SUPPORT. PAINT
MOUNTING
ATTACHMENT TO
MATCH STEEL
BRIDGE ASSEMBLY

WP

MOUNT TO L
DE'/ 6"X4“X%" LLV

CLIP ANGLE
ATTACHED TO
WT 7x11
WINDOW
SUPPORT. PAINT
MOUNTING
ATTACHMENT TO
MATCH STEEL
BRIDGE ASSEMBLY

GFI WP
e
17,DP3
GFI
[FIwp & w

21,23,25,0P2 @

o=t IR

MOUNTING HEIGHT
80" TO BOTTOM

CENTERED AT
TOP OF SHAFT

LEGEND:

ziﬁ EMERGENCY EXIT LIGHT (DIRECTIONAL)

i%} EMERGENCY EXIT LIGHT

>{m]| FIRE ALARM HORN/STROBE

D1 CCTV CAMERA

GEI
WP

@ SMOKE DETECTOR

@ 135 - DEGREE HEAT DETECTOR

WEATHERPROOF GFCI DUPLEX
RECEPTACLE MOUNT 18" A.F.F. TYP.

EMERGENCY SPEAKERPHONE MOUNT 44" A.F.F.
TO HIGHEST OPERABLE FEATURE (BUTTON)

PULL STATION

ELECTROMAGNETIC DOOR HOLD OPEN
DEVICE - COORDINATE EXACT LOCATION
WITH DOOR ALIGNMENT AND HARDWARE

p FIRE DAMPER

CENTERED AT
TOP OF SHAFT

MOUNTING HEIGHT
8@" TO BOTTOM
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2 SETS OF 500KCMIL AND
#1/0 AWG GND EACH IN 4" CONDUIT

\:

120/208V, 3PH, 4W,
NEW 800A SERVICE
CL&P POLE # 532 @

NORTH END OF JOHN ST.

NEW CL&P SERVICE METER

MDP
208Y/120V

PANELBOARD DP2
120/208V, 3PH, 4W

400A, SQUARE D, TYPE NQOD WITH I\SIE)VZV
SOLID NEUTRAL OR APPROVED EQUAL 208Y/120V
(LOCATE IN ROOM N102) 3PH, 4W
400A MCB

3#10, 1#10G, 3/4"C \

UPS2 HARSH ENVIRONMENT
5.0KwW - 208V/1PH

WITH INTEGRAL 90 MIN. BATTERY BANK NEW
LOCATED IN CLOSET AT NORTH TOWER 5.0KW, UPS2
208V, 1PH

3#10, 1#10G, 3/4"C —~_

30A, 2 POLE CONTACTOR, SQUARE D.
CAT.8903 TYPE PB OR APPROVED EQUAL.
CONTROLLED BY COMBINATION

PHOTOELECTRIC/TIMER.

EMERGENCY LIGHTING PANEL ELP2
120/240V, 1PH, 12 SPACES, 100A BUS, SQUARE D,

TYPE NQOD WITH SOLID NEUTRAL OR APPROVED EQUAL. E'LEF‘,’g
LOCATED IN NORTH TOWER ELECTRICAL ROOM
208/120V
1PH, 3W
30A MCB

THE INFORMATION, INCLUDING ESTIMATED

QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED

INVESTIGATIONS BY THE STATE AND IS

IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES

OF WORK WHICH WILL BE REQUIRED.

7/30/2018

SHOW PANEL LOCATIONS 07.10.A1

2 SETS OF 600KCMIL AND
C/3OOKCMIL GND EACH IN 4" CONDUIT

3PH, 4W
800A MCB

2 SETS OF 350KCMIL AND
#1 AWG GND EACH IN 4" CONDUIT\

NEW
DP3
208Y/120V
3PH, 4W
400A MCB

3#10, 1#10G, 3/4"C \

NEW
5.0KW, UPS1
208V, 1PH

3#10, 1#10G, 3/4"C \

NEW
ELP1
208/120V
1PH, 3W
30A MCB

PANELBOARD DP3
120/208V, 3PH, 4W

400A, SQUARE D, TYPE NQOD WITH
SOLID NEUTRAL OR APPROVED EQUAL
(LOCATE IN ROOM S101)

UPS1 HARSH ENVIRONMENT

5.0KW - 208V/1PH

WITH INTEGRAL 90 MIN. BATTERY BANK
LOCATED IN CLOSET AT SOUTH TOWER

30A, 2 POLE CONTACTOR, SQUARE D.
CAT.8903 TYPE PB OR APPROVED EQUAL.
CONTROLLED BY COMBINATION
PHOTOELECTRIC/TIMER.

EMERGENCY LIGHTING PANEL ELP1
120/240V, 1PH, 12 SPACES

100A BUS, SQUARE D, TYPE NQOD
WITH SOLID NEUTRAL OR APPROVED
EQUAL. LOCATED IN ELECTRICAL
CLOSET, SOUTH TOWER

NORTH AND SOUTH PLATFORM POWER RISER DIAGRAM

SCALE: N.T.S.

L

4#4/0, 1#1G,
215"C

/ EXISTING CONTACTOR

EXISTING

DP1 EXISTING
SECTION A ||
208Y/120V || SECTION B
3PH, 4W 208Y/120V
175A MCB 3PH, 4W

\EXISTING PANELBOARD DP1 - SECTIONS A&B

120/208V, 3PH, 4W
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LEGEND:

GROUND LEVEL

HVAC

[{’ END OF LINE RESISTOR

FMM MONITOR MODULE

@ 135 DEGREE HEAT DETECTOR

FRM ADDRESSABLE RELAY MODULE

HEATING, VENTILATION, AIR CONDITIONING
OR DE- HUMIDIFICATION EQUIPMENT

WP WEATHER PROOF (SEE KEYNOTE #3)

@ SMOKE DETECTOR

F| PULL STATION

7

@ KEYNOTE

FD| FIRE DAMPER

CLOSE DAMPER CLOSE DAMPER
TURN OFF DH1 UNIT TURN OFF DH2 UNIT
—[FD FD|<—
WP DH1 |<=— 5| DH2
ABOVE %\/ ' ' A éER¥EG IN
CEILING l l
2ND FLOOR CEILING IN LOBBY i i LOBBY
WP WP ol mpe WP WP
wp [ v Giyo £ (W (H)y-m mH) B o p(n ¥ we
WP = OIE AN WP WP AN =1 —
L, Elag WP wp IO - WP
STAIRWAY T5 i | i < I STAIRWAY
LANDING » T . i . 5V LANDING
" I ' ! x
O w ! ! s DETACH MAGNETIC | S O
S100 E O ! | HOLD OPEN ' " N100
< | ' | o <
SOUTH 5 ; & DEVICES AT | s> NORTH
TOWER wp == |+ DETACH MAGNETIC i BRIDGE DOORS (2) '1 - wp TOWER
LOBBY Fl— : HOLD OPEN " ! _[F LOBBY
(LEGEIID_GE é’ 1 —:—>DEVICES AT | | é, (LES}EIID_GE
|
2ND FLOOR/BRIDGE LEVEL ) g | BRIDGE DOORS (2) i | )
>) I [ I Y
wel||| 8 ! 31| | we
WP S PEDESTRIAN ; OVERPASS $ WP
o] Dl E | i | $ o &
[ | 2 i 3 [ |
S (<
»: i (<
? >3
:‘ ! ::
S (<
Ei s TO ELEVATOR RED HAT :3
<100 2 BSEND ELEVATOR CAB TO MAIN EGREES FLOOR (PRIMARY) S N100
< = >
SOUTH E1 SEND ELEVATOR CAB TO ALTERNATE EGREES FLOOR (SECONDARY):E SOUTH
TOWER H|||——=TO ELEVATOR RED HAT S TOWER
LOBBY $ 5. SEND ELEVATOR CAB TO MAIN EGREES FLOOR (PRIMARY) 3 LOBBY
(PLATFORM $ — & SEND ELEVATOR CAB TO ALTERNATE EGREES FLOOR (SECONDARY) S (PLATFORM
LEVEL) 3 LEVEL)
O ] —W j $ 7
wP| F FACP DIALER[ & (2) RJ1X JACKS AND 2 F|wp
Y TELEPHONE LINES . e
1ST FLOOR/PLATFORM LEVEL ( | $
3 ’ $
¥ .
; | | | | WMMMMMMWMMWMMMM’ | | |
| | | | | | |
: I I I I I I I I
! : : : : - : : :
TURN OFF | | | | | | | | |
TRANSFER [{Fl< ! ! l l i l l l
FAN : I I I I ' I I I
. | | | | ! | | |
AC-2 | AcC-1 |} | AC-3 || : 'l Aac-5 [ || Ac-4 ||
I I I I | I I I
| | | | H | | |
1 1 1 1 | I I |
| | | | ! | | |
I ' ' ' } } } I
| | | | ! | | |
| | T T T T | |
| | | | ' | | |
I I I ] | \@TYP. I I I
| | | | ' | | |
I I I I | I I I
| | | | ' | | |
| | | | | | | :
a\ /2 S R = N N on i WP | WP | | i
S S T S T H T S | ' | S | H |
|
A A R i — ; o i i i
O
| | | | = ' (@) | | |
ROOM S105 |ROOM S104} ROOM S103| ROOM S102} ROOM S101| <>EE ! E - 'ROOM N102| ROOM N101|
(SCU (TELECOM I (ELEVATOR ! (CTDOT | (ELECTRICAL! g ! > L | (ELECTRICAL ! (ELEVATOR !
CLOSET) CLOSET) | CONTROL | STORAGE | CLOSET) . oo a | el o | CLOSET) | CONTROL |
| CLOSET) | CLOSET) | ! i W e ! | CLOSET) |
i
|
!
!
|

DEDICATED 120VAC 20AMP FOR HEATER AND COOLING FAN ==

DEDICATED 120VAC 20AMP FOR FACP (GROUNDED) =

THE INFORMATION, INCLUDING ESTIMATED

QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED

INVESTIGATIONS BY THE STATE AND IS

IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES

OF WORK WHICH WILL BE REQUIRED.

8/24/2018

REMOVED 2 PULL STATION LOCATIONS

07.11.A1

PROVIDE LOCKABLE ENVIRONMENTAL ENCLOSURE FOR FACP - NEMA 4 MARINE- ENVIRONMENT ENCLOSURE WITH NECESSARY
HEATING/COOLING DEVICES TO MAINTAIN FACP OPERATING TEMPERATURE RANGE. PROVIDE WINDOW IN ENCLOSURE TO
VIEW FACP DISPLAY, REFER TO SPEC. ENCLOSURE SHALL ALSO ACCOMMODATE MONITOR MODULE(S), RELAY MODULE(S), AND

BATTERY BACK- UP SYSTEM.

@ PROVIDE COLD-WEATHER RATED MANUAL PULL STATIONS WITHIN 5'-0" OF STATION LOBBY ENTRANCE OPENINGS AT STAIRWAY

FIRE ALARM RISER DIAGRAM TO GRADE. (36"x30"x8" MIN. DIM.)

SCALE: N.T.S.

TF| TRANSFER FAN

@ ALL DEVICES MARKED AS 'WEATHERPROOF'MUST BE CAPABLE OF OPERATING NORMALLY IN PROJECT CONDITIONS INCLUDING

| FIRE ALARM HORN/STROBE

EXPOSURE TO MOISTURE (WET LOCATION - RATED) AND IN THE PROJECT OUTDOOR OPERATING TEMPERATURES (-4° F TO 104° F).

REFER TO SPECS.

@ ALL CONDUITS MUST CROSS RR TRACKS ON UNDERSIDE OF PEDESTRIAN OVERPASS. REFER TO SPECS FOR CONDUIT REQUIREMENTS.
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NOTES:

ALL EQUIPMENT AND CONNECTIONS TO BE FURNISHED AND
INSTALED BY CONTRACTOR UNLESS OTHERWISE NOTED.

1.

REFER TO POWER PLAN & REFLECTED CEILING PLAN FOR
LOCATION OF PUBLIC ADDRESS LOUD SPEAKER AND TAMS DISPLAY

SIGNS.

"XXHW-2" INSULATION.

9830 OR EQUAL.

EQUAL.

. VOICE(SPEAKER) WIRE: 2#18 AWG STRANDED COPPER WITH

- DATA(LED) WIRE: 3 PAIRS TWISTED SHIELDED #24, BELDEN No.

. NOISE SENSOR WIRE: 1 PAIR TWISTED #16, BELDEN No.8471 OR

CONDUIT FOR NORTH
SITE LIGHTING

AAAAAAAAAAAAAAA

Ez" PVC-COATED RGS

vvvvvvvvvvvvvvvvvvvvvvvv

2" PVC-COATED RGS
CONDUIT FOR FUTURE USE
CAP AT ENDS, TYP. TERMINATE
AT PLATFORM LEVEL

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

PUBLIC ANNOUNCEMENT SYSTEM SCHEMATIC DIAGRAM

SCALE: N.T.S.

NOTE:

1. THE STATION CONTROL UNIT/TRAIN APPROACH MESSAGE SYSTEM
MUST REMAIN FUNCTIONAL WHENEVER THE STATION IS OPEN TO
THE PUBLIC. CONTRACTOR SHALL COORDINATE THE CROSSOVER
TO THE NEW STATION CONTROL UNIT WITH AMTRAK AND WITH
THE ENGINEER AT LEAST 60 DAYS BEFORE COMMENCING THE
WORK.

2. ALL EQUIPMENT, ACCESSORIES, CONDUIT AND CONDUCTORS SHALL

BE NEW, PROVIDED AND INSTALLED BY CONTRACTOR UNLESS

OTHERWISE NOTED.
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OF WORK WHICH WILL BE REQUIRED.
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ELECTRICAL SYMBOL LIST

SPECIAL PURPOSE CONNECTION

AS INDICATED
SINGLE POLE TOGGLE SWITCH

LOCKABLE SWITCH 3

MAGNETIC DOOR HOLD OPEN

DUPLEX RECEPTACLE WITH WEATHERPROOF COVER

SPECIAL PURPOSE RECEPTACLE, NEMA CONFIGURATION

—
(@]

m m
g [ EHEE © 2o

el

INFORMATION.

B

A

=

SYMBOL | DESCRIPTION SYMBOL | DESCRIPTION
— SURFACE MOUNTED PANELBOARD —O SITE LIGHTING FIXTURE
¥ DISCONNECT SWITCH $ EXTERIOR BOLLARD LIGHTING FIXTURE
N FUSED DISCONNECT SWITCH & EXTERIOR WALL RECESSED LIGHTING FIXTURE
) | ELECTRICAL MOTOR @ | WALL MOUNTED LIGHTING FIXTURE
TRANSFORMER HZ WALL MOUNTED EXIT SIGN, DOUBLE FACED
O, | ELECTRICAL METER HA WALL MOUNTED EXIT SIGN
] CEILING MOUNTED EXIT SIGN
_—_ | BRANCH CIRCUIT WIRING, CONCEALED IN WALLS
OR CEILINGS b 9 CEILING MOUNTED EXIT SIGN, DOUBLE FACED
_—~ | HOMERUN TO PANELBOARD, UNLESS INDICATED
OTHERWISE SHALL BE CONNECTED TO A 1 POLE, FIRE ALARM CONTROL PANEL
20 AMP CIRCUIT BREAKER
mK] WALL MOUNTED COMBINATION HORN/STROBE LIGHT
WITH AN ADA 15/75 CANDELA STROBE MOUNT
<7~ | BRANCH CIRCUIT WIRING, SWITCHED AT 6'-8" AFF
@ . JUNCTION BOX WALL MOUNTED ADA 15/75 CANDELA STROBE UNIT ONLY
© DUPLEX WALL MOUNTED RECEPTACLE WALL MOUNTED FIRE ALARM MANUAL PULL STATION,
MOUNT AT 48" AFF
N DUPLEX RECEPTACLE, MOUNT ABOVE COUNTER HEIGHT SMOKE DETECTOR
¢ HEAT DETECTOR - TEMPERATURE RATING AS INDICATED
£S) DUPLEX RECEPTACLE, FLUSH MOUNTED ON CEILING ON DRAWINGS
) DUPLEX RECEPTACLE WITH GROUND FAULT CIRCUIT SMOKE DETECTOR FOR ELEVATOR RECALL CONTROLS
GFI INTERRUPTION

FIRE ALARM MONITOR MODULE

R FIRE ALARM RELAY MODULE

R AREA OF RESCUE ASSISTANCE SIGN

2-CHANNEL ASTRONOMICAL TIMECLOCK

CCTV CAMERA. SEE SPECIFICATIONS FOR MORE

ELECTRONIC BRAKE RELEASE

TELEPHONE - WALL MOUNTED

LIGHT FIXTURE SCHEDULE

MANUFACTURER FIXTURE
TYPE (OR APPROVED EQUAL) VOLTAGE | LAMPS DESCRIPTION
LUMEC (1) 40W | CANOPY/BRIDGE FIXTURE, PENDANT HUNG W/B.O.F.
A DOS-40W30LED4K-LE2F-120- 120 LED @9FT-6IN AFG. ALUMINUM HOUSING, SEALED
SPX-COLTX 4,000° K | TEMPERED GLASS LENS
LUMEC (1) 40W | p ATFORM FIXTURE, POLE MOUNTED W/B.O.F. @10FT
Al | DOS-40W30LED4K-LE2F-120-DBB-1A 120 LED AFG. ALUMINUM HOUSING, SEALED TEMPERED GLASS
INL POLE:SM63V-10-G-COLTX 4,000° K | LENS.
REPLACEMENT FIXTURE - LUMEC 3
A1R | DOS-40W30LED4K-LE2F-120-DBB-1A 2 EXIST. LED EXISTING PARKING LOT FIXTURE, POLE MOUNTED
POLE: SM63V-10-G-COLTX :
REPLACEMENT FIXTURE - LUMEC ]
A2R DOS-40W30LED4K-LE2F-120-  § EXIST. LED EXISTING PLATFORM PENDANT MOUNTED FIXTURE
SPX-COLTX .
REPLACEMEN'II_'UI;/})E(EURE DOUBLE HEAD }
)
A1B | LMcc0-90WAOLEDAK-LE4F-120-BM-1A E EXIST. LED EXISTING PARKING LOT FIXTURE, POLE MOUNTED
NS S -0 ] 3 SIS 1ST\ VAP 0 S16(0] N . R —
LUMEC (1) 40W | STAIR FIXTURE, WALL MOUNTED W/B.O.F. ALUMINUM
A3 DOS-40W30LED4K-LE2F-120- 120 LED ! TEN
DBB-M-COLTX 4000 k | HOUSING, SEALED TEMPERED GLASS LENS
LUMEC (1) 90W PARKING LOT FIXTURE, POLE MOUNTED W/B.O.F.
c1 | DMS50-90W49LED4K-LE4F-120-BM-1A 120 LED @20FT AFG. ALUMINUM HOUSING, SEALED
A POLE: SSM8V-20-COLTX 4,000° K | TEMPERED GLASS LENS.
REPLACEMENT FIXTURE - LUMEC
C1R | DMS50-90W49LED4K-LE4F-120-BM-1A § EXIST. LED EXISTING PARKING LOT FIXTURE, POLE MOUNTED
POLE: SSM8V-20-COLTX
5 LUMINIS } ELEVATOR LOBBY LIGHT, PENDANT MOUNTED.
) " g 120 LED { NON-CORROSIVE ALUMINUM HOUSING. WHITE
AAAAAAAAA W780-LIW30-120V-DGT-WET | "% | """ 4 JRANSLUCENT ACRYLIC DIFFUSER , HIGH IMPACT.
WALL MOUNTED SCONCE LIGHT. INTEGRAL LED ARRAY,
F ';gllL"LIES gégﬁgg 120 (1)LE5[‘)3W FULL CUTOFF IN DIE CAST ALUMINUM ENCLOSURE,
191-CVWL-FT-50LA-CW-UNIV-WS HOUSING WITH SLOPED SURFACE RIBS.
G LITHIONIA LIGHTING 120 |15W LED | WALL MOUNTED ELEVATOR PIT, CLOSET,
OLVTWM & SHAFT LIGHTS
G1 LITHIONIA LIGHTING 120 |15W LED | CEILING MOUNTED CUPOLA LIGHT
OLVTCM
N ) I
MERCURY LIGHTING ’
G2 L 701-2-2600-35K-ASW-1% UNI-TP 120 LED WET LOCATION, 24" WALL MOUNTED (ABOVE DOOR)
MERCURY LIGHTING ;
G4 L 701-4-4900-35K-ASW-1% . UNI-TP 120 LED j WET LOCATION, 48" WALL MOUNTED (ABOVE DOOR)
LUMINIS ECLIPSE 120 |30w Lep | CEILING MOUNTED ECLIPSE FOR BICYCLE SHELTER,
A H W775C-L1W30-120V-DGT-WET WET LOCATION OPTION.
1
VISTA PRO 120 LED RECESSED STEPLIGHTING, MOUNTED IN WALL OF
1505-AL-XX-N-ND-CP SITE STAIR, UL WET LOCATION RATED.
PENDANT MOUNTED LIGHT ABOVE STATION ID SIGN.
EML?';T;?_%‘;LETD%%L A'—_A?)"I’Efzov 120 LED DARK BRONZE FINISH, TYPE R4 DISTRIBUTION
POINTED FORWARD AT BUILDING ID SIGN.
ADVANTUS AIMABLE 360 BIKE SHELTER ID SIGN UPLIGHT,
K OV1110-36PSX-LWW3300-38X23- 120 LED STANDARD COLOR AS SELECTED
SWF(SL) BY ARCHITECT
UL LISTED WET LOCATION & TAMPER
X PRILIPS CHLORIDE 120 LED RESISTANT LED EXIT SIGN WHITE
60MLA-3RW W/RED LETTERING.
INTERIOR EXIT SIGN, HIGH-OUTPUT LED
X1 PHILIPS CHLORIDE 120 LED W/SELF-TESTING MODE. 120MIN BATTERY
30VL-1/2-WR BACKUP.
MCPHILBEN AREA OF REFUGE SIGN, HIGH-OUTPUT LED
AOR 30VL-1P-12/27W-RW-ARA23 120 LED W/SELF-TESTING MODE. 120MIN BATTERY
BACKUP.
WAGNER LUMENRAIL
R1 GR2190.4 LENS: LULS 3K60TF-42 277V LED RAIL MOUNTED/FRONT STAIRS AND RAMPS
8W
R2 WAGNER LUMENRAIL 277V
GR2190.4 LENS&:IVbULS 3K60TF-24 LED RAIL MOUNTED/FRONT STAIRS AND RAMPS
LITHONIA LIGHTING FEM L48
P 3000LM IMAFL MD 120 30K 80CRI 120V LED ELEVATOR PIT LIGHTING
OR APPROVED EQUAL

NOTES:
REFER TO THE ELECTRICAL SPECIFICATION FOR ADDITIONAL GENERAL REQUIREMENTS.

1.
2.
3.

FIXTURES SHALL BE UL OR ETL LISTED.

MOUNTING HARDWARE SUCH AS HANGERS, BRACKETS, RAILS, YOKES, STEMS, CHAINS, ECT.,
SHALL BE PROVIDED AS NECESSARY TO MOUNT SPECIFIED FIXTURE.

. REFER TO ARCHITECTURAL DRAWINGS AND REFLECTED CEILING PLANS FOR SPECIFIC DETAILS,

ARRANGEMENT, MOUNTING HEIGHTS, CEILING CONSTRUCTION, ECT., COLORS AND FINISHES

SHALL BE SELECTED BY THE ARCHITECT.

REQUIRED BY THE APPLICABLE BUILDING

. FIXTURES SHALL BE SEISMICALLY SUPPORTED AS

CODE.

ADDENDUM NO. 1
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UPDATE LIGHT FIXTURE SCHEDULE
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IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.

PHOTOCELL
|>| PUBLIC ADDRESS LOUD SPEAKER
ELECTRICAL ABBREVIATIONS
A/AMP | AMPERE FACP | FIRE ALARM CONTROL PANEL PVC POLYVINYL CHLORIDE CONDUIT
AC ALTERNATING CURRENT FC FOOT CANDLE RGS RIGID GALVANIZED STEEL CONDUIT
ACU AIR CONDITIONING UNIT G GROUND RM ROOM
AFF ABOVE FINISHED FLOOR GFCI | GROUND FAULT CIRCUIT INTERRUPTER RR REMOVE AND REPLACE ON NEW SURFACE
AFG ABOVE FINISHED GRADE HP HORSE POWER RTU ROOFTOP UNIT
AHU AIR HANDLING UNIT HPS HIGH PRESSURE SODIUM SE SECONDARY ELECTRICAL SERVICE
AIC AMPS INTERRUPTING CURRENT HR HOUR SPEC | SPECIFICATION
AWG | AMERICAN WIRE GAUGE HZ HERTZ SWBD | SWITCHBOARD
C CONDUIT IG ISOLATED GROUND TELE | TELECOMMUNICATIONS/TELEPHONE
CATV | CABLE TELEVISION IN INCHES TV TELEVISION
C/B CIRCUIT BREAKER JB JUNCTION BOX TVSS | TRANSIENT VOLTAGE SURGE SUPPRESSION
CKT CIRCUIT KCMIL | THOUSAND CIRCULAR MILS T/TX | TRANSFORMER
COMP | COMPRESSOR KVA KILOVOLT AMPERE TYP TYPICAL
CP CONDENSATE PUMP KW KILOWATT UH UNIT HEATER
CT CURRENT TRANSFORMER MAX MAXIMUM UNV UNIVERSAL
Cu CONDENSING UNIT, COPPER MCCB | MOLDED CASE CIRCUIT BREAKER \ VOLTS
CUH CABINET UNIT HEATER MH METAL HALIDE VA VOLT AMPERE
° DEGREE MIN MINIMUM VAC VOLTS ALTERNATING CURRENT
DIA/@ | DIAMETER MLO MAIN LUGS ONLY w WATT, WIRE
DN DOWN NA NOT APPLICABLE WG WIRE GUARD
DWG | DRAWING NEC NATIONAL ELECTRIC CODE WP WEATHERPROOF
EF EXHAUST FAN NIC NOT IN CONTRACT
ELEC | ELECTRICAL NL NEW LOCATION OF EXISTING RELOCATED
ELEV | ELEVATOR NR NEW TO REPLACE EXISTING
EMT ELECTRIC METALLIC TUBING NTS NOT TO SCALE
EUH ELECTRIC UNIT HEATER P POLE
EWC ELECTRIC WATER COOLER PE PRIMARY ELECTRICAL SERVICE
EWH ELECTRIC WATER HEATER PF POWER FACTOR
F FAHRENHEIT PH/@ | PHASE
FA FIRE ALARM PNL PANEL
DESIGNER/DRAF TER:
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