THE DESIGN APPEARS TO CONFORM TO APPLICABLE CRITERIA. APPROVAL IS
NOT TO BE CONSTRUED TO MEAN THAT ALL ASPECTS OF THE DESIGN HAVE

INTERSECTION #104
BEEN PERSONALLY CHECKED BY THE UNDERSIGNED.
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REFER TO GENERAL NOTES ON DRAWING TRA-O1. 13:19:46-04'00"

TEMPORARY DETECTION SITE NO. 1.
TEMPORARY SIGNALIZATION SITE NO. 1.

RECUT LOOPS D1 DAMAGED BY MILLING.
REMOVE ALL EXISTING 14/7 CABLE AFFECTED BY THIS INSTALLATION.

MODIFY CONTROLLER FOUNDATION TO ACCEPT NEW CONDUIT.
MODIFY EXISTING CONTROLLER TO ACCOMODATE CHANGES. SUPPLY 5 COPIES OF REVISED CABINET WIRING DIAGRAMS.

TRANSPORTATION PRINCIPAL ENGINEER

SEE SPECIAL PROVISION ITEM #0922050A - DECORATIVE CROSSWALK FOR CROSSWALK PATTERN (TOWN MAINTAINED). ]
INSTALL A WHITE 12" WIDE TRANSVERSE PAVEMENT MARKING LINE ON BOTH SIDES OF DECORATIVE CROSSWALK. Natall ;;,5R§§Cé_§§}§TING 14712, 14/9, 2-14/7, 6-14/2, 20/3
AT THE INTERSECTION OF UNION STREET AND MAIN STREET, FOR THE EXCLUSIVE PEDESTRIAN PHASE, ADJUST THE

PEDESTRIAN CHANGE INTERVAL TO 15 SECONDS AND ADJUST THE YELLOW CHANGE INTERVAL TO 4 SECONDS. PEDESTRIAN SIGNAL FACE

@@ @.\l.@fﬂ%.w'.ve

DISCONNECT THE LOOP CABLE AND PULL IT BACK TO THE CONTROLLER CABINET. DISCONNECT ALL OF THE OTHER
TRAFFIC SIGNAL CABLES GOING THROUGH THE EXISTING HANDHOLE AT THE CONTROLLER CABINET AND PULL

IT BACK TOWARDS THE NORTH CORNER. REPLACE EXISTING HANDHOLE WITH NEW 30"X30" CONCRETE HANDHOLE
WITH CAST IRON COVER AS SHOWN. LOCATE EXISTING RMC AND EXTEND INTO NEW HANDHOLE. RECONNECT ALL OF

THE EXISTING TRAFFIC SIGNAL CABLE.

9 INSTALL 2" RMC, 14/7

SOLID - OVERLAP

HAND/PERSON

ACCFSSTBI F PEDFESTRTIAN STGNAI TECHNICAI NOTES:
COUNTDOWN ONLY DURING FLASHING PEDESTRIAN CHANGE INTERVAL.
PERCUSSIVE TONE ONLY DURING PEDESTRIAN WALK INTERVAL.

REMOVE EXISTING CONCRETE HANDHOLE

REMOVE SHEET ALUMINUM SIGN ASSEMBLY

INSTALL NEW ALUMINUM PEDESTAL, FOUNDATION, PEDESTRIAN SIGNAL 1
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DETAIL "B”
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INSTALL 12" WHITE STOP BAR, STA 10+38
REMOVE 12'DYCL (LIMITS 2'OUTSIDE OF CROSSWALK)
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