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DISCLAIMER

RESPONSIBILITY

MAINTENANCE

F.A.P. # PROJECT #

APPROVED BY: TRANSPORTATION ENGINEERING ADMINISTRATOR - SCOTT A. HILL, P.E.

BLOCK:  

WATERMARK

OFFICE OF ENGINEERING

SUBMITTED BY:  

0170-3447

VARIOUS ROUTES 

OVERHEAD SIGN SUPPORTS ON 

STATEWIDE REPLACEMENT OF 

     ALPHABETICALLY FROM LEFT TO RIGHT AS VIEWED BY TRAFFIC.

1.  THE RELATIVE LOCATION OF EACH SIGN ON OVERHEAD STRUCTURE IS SHOWN READING

2.  ALL SIGN FOUNDATIONS SHALL BE FIELD STAKED AND THE LOCATIONS APPROVED BY AN

     ENGINEER FROM THE DIVISION OF TRAFFIC ENGINEERING BEFORE CONCRETE IS POURED.

4.  THE CONTRACTOR SHALL CLEAR AND TRIM AS DIRECTED BY THE ENGINEER TO PROVIDE ADEQUATE

     CLEARING AND THINNING.

5.  WHEN A SIGN IS TO BE REPLACED THE EXISTING SIGN IS NOT TO BE REMOVED UNTIL

     THE REPLACEMENT SIGN IS INSTALLED.

CONSTRUCTION NOTES

EST-1DETAIL ESTIMATE SHEET

     SIGHTLINE TO THE SIGNS.  THIS WORK SHALL BE PAID FOR UNDER ITEM #0952001A SELECTIVE

SUBMITTED BY: TRANSPORTATION PRINCIPAL ENGINEER - MARK F. MAKUCH, P.E.

EST-2DETAIL ESTIMATE SHEET

MDS-01CONCRETE WASHOUT DETAIL

HARTFORD, ENFIELD, COLCHESTER 

MERIDEN, BERLIN, ROCKY HILL, FARMINGTON, EAST 

GREENWICH, WESTPORT, BRIDGEPORT, WATERBURY, 

VARIOUS ROUTES 

OVERHEAD SIGN SUPPORTS ON 

STATEWIDE REPLACEMENT OF

6.  ALL EXISTING PAVEMENT MARKINGS SHOWN ARE TO REMAIN EXCEPT WHERE NOTED OTHERWISE.

COLCHESTER 

FARMINGTON, EAST HARTFORD, ENFIELD, 

WATERBURY, MERIDEN, BERLIN, ROCKY HILL, 

GREENWICH, WESTPORT, BRIDGEPORT, 

INCOMPLETE AND/OR INACCURATE INFORMATION.  

MAY BE LIABLE FOR CLAIMS RESULTING FROM THE DISSEMINATION OF UNOFFICIAL,

AVAILABLE BY ANY MEANS ARE NOT AUTHORIZED BY THE DEPARTMENT TO DO SO AND 

PERSONS AND/OR ENTITIES WHICH REPRODUCE AND/OR MAKE SUCH INFORMATION

FROM OFFICIAL SOURCES WITHIN THE DEPARTMENT.  

PARTIES TO OBTAIN ALL BIDDING RELATED INFORMATION AND DOCUMENTS 

IT IS THE RESPONSIBILITY OF EACH BIDDER AND ALL OTHER INTERESTED

APPROVAL RECOMMENDED BY: DIVISION CHIEF OF TRAFFIC ENGINEERING - MARK F. CARLINO, P.E.

22CTDOT HIGHWAY STANDARD SHEETS

10CTDOT TRAFFIC STANDARD SHEETS

4STRUCTURES SITE 9 (EAST HARTFORD)12

6HW OPS - FIO11

5MONOTUBE BRIDGE SIGN SUPPORT10

6OVERHEAD TRUSS SIGN SUPPORT09

5CANTILEVER TRUSS SIGN SUPPORT08 

7BREAKAWAY SIGN SUPPORT07

2DRILLED SHAFT  FOUNDATION06

3EXTRUDED ALUMINUM SIGN PANEL05

10HIGHWAYS 04

18TRAFFIC03

1REVISIONS02

4GENERAL01

3.  THE REMOVAL OF EXISTING OVERHEAD SIGNS WILL BE PAID FOR UNDER ITEM#1206025A

"REMOVAL AND RELOCATION OF EXISTING OVERHEAD SIGNING."

    0170-3447  STATE OF CONNECTICUT    N/A

Supplemental Specifications, dated January 2018; and Special Provisions

for Roads, Bridges, Facilities and Incidental Construction, Form 817, dated 2016;

Connecticut Department of Transportation, Standard Specifications

1. CONSTRUCTION SPECIFICATIONS:  

THIS PROJECT IS COMBINED WITH PROJECT No. 0148-0210
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STATEWIDE REPLACEMENT
OF OVERHEAD SIGN SUPPORTS

ON VARIOUS ROUTES

VARIOUS 170-3447S. BHANDARI

MDS-01

NOTES

VARIES

NOTE 2

SEE

10 MIL POLYETHYLENE SHEETING
SEE NOTE 2

DEPTH VARIES

EXISTING GROUND

AS DIRECTED BY ENGINEER)

SHEETING (OR METHOD

SAND BAGS TO SECURE

(SEE BELOW)

SIDE SLOPES

2:1 OR 3:1 (NOMINAL)

SIDE SLOPES TO BE

(SEE NOTE 3)

COMPACTED EARTH BERM

HAY BALES OR 

CONCRETE WASHOUT AREA

NOT TO SCALE

(SEE NOTE 2)

OF THE WORK FOR THE PROJECT, INCLUDING SITE RESTORATION.

7. PAYMENT FOR THIS ITEM IS TO BE INCLUDED UNDER THE GENERAL COST 

GUIDELINES.

IN A MANNER CONSISTENT WITH ALL APPLICABLE LAWS, REGULATIONS, AND

APPROVED BY THE ENGINEER.  ALL CONCRETE WASTE SHALL BE DISPOSED OF

HEIGHT.  THE WASTE CAN BE STORED AT AN UPLAND LOCATION, AS 

WHEN THE WASTE HAS ACCUMULATED TO HALF OF THE CONCRETE WASHOUT'S 

6. HARDENED CONCRETE WASTE SHOULD BE REMOVED AND DISPOSED OF 

CHECKED AFTER HEAVY RAINS.

ENVIRONMENTAL INSPECTION REPORT)  WASHOUT AREA(S) SHOULD BE 

LEAKS, TEARS, OR OVERFLOWS.  (AS REQUIRED BY THE CONSTRUCTION SITE 

STRUCTURAL INTEGRITY, ADEQUATE HOLDING CAPACITY AND CHECKED FOR 

5. WASHOUT AREA(S) ARE TO BE INSPECTED AT LEAST ONCE A WEEK FOR 

SAFETY FENCING OR OTHER APPROVED METHOD.

TRUCKS AND PUMP RIGS.  WASHOUT AREA(S) SHOULD BE FLAGGED WITH 

THE LOCATION OF THE CONCRETE WASHOUT TO OPERATORS OF CONCRETE

CONCRETE AREA(S) AND ELSEWHERE AS NECESSARY TO CLEARLY INDICATE 

4. SIGNS SHOULD BE PLACED AT THE CONSTRUCTION ENTRANCE, AT THE 

AROUND THE PERIMETER OF THE CONCRETE WASHOUT AREA FOR CONTAINMENT.

CONTROL MEASURES, AS APPROVED BY THE ENGINEER, SHOULD BE USED 

3. SURFACE DISCHARGE IS UNACCEPTABLE.  THEREFORE, HAY BALES OR OTHER

NOT LIMITED TO, OPERATIONS ASSOCIATED WITH GROUT AND MORTAR.

AND CONCRETE WASTE GENERATED BY WASHOUT OPERATIONS INCLUDING, BUT

SIZE: THE WASHOUT MUST HAVE SUFFICIENT VOLUME TO CONTAIN ALL LIQUID 

THE WASHOUT IS TO BE LOCATED WITHIN THE FLOODPLAIN.

THE FLOOD CONTINGENCY PLAN MUST ADDRESS THE CONCRETE WASHOUT IF 

ANY STREAM, WETLAND, STORM DRAINS, OR OTHER SENSITIVE RESOURCE.  

LOCATION: WASHOUT AREA(S) ARE TO BE LOCATED AT LEAST 50 FEET FROM 

SEDIMENTATION CONTROL PLAN AND SHALL BE APPROVED BY THE ENGINEER. 

THE CONCRETE WASHOUT AREA(S) WITH THE PROJECT'S EROSION AND 

2. THE CONTRACTOR SHALL SUBMIT THE DESIGN, LOCATION AND SIZING OF 

SELF-CONTAINED.

PLACEMENT ON SITE.  THE CONCRETE WASHOUT AREA SHALL BE ENTIRELY

1. CONCRETE WASHOUT AREA(S) SHALL BE INSTALLED PRIOR TO CONCRETE

CONCRETE WASHOUT DETAIL

J. MASSINI

01.01.04
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