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(SPAN 1 AT PIER) 

{ OF EXP. BEARINGS

(SPAN 2 AT PIER)

{ OF EXP. BEARINGSCONCRETE WEARING SURFACE

CONCRETE SLAB WITH BITUMINOUS 

PROPOSED 8•" REINFORCED 

WEST ABUTMENT

{ OF EXP. BEARING 

BACKWALL

WITH MODIFIED SEATS AND 

EXISTING WEST ABUTMENT

ROUTE 1 SB ROUTE 1 NB

EXISTING GRADE

APPROXIMATE 

EAST ABUTMENT

{ OF EXP. BEARINGS

BACKWALL

WITH MODIFIED SEATS AND

EXISTING EAST ABUTMENT

PIERPROPOSED 

CLEARANCE =16'-3"

MIN. VERTICAL 

2'-0"SPAN 1

64'-5•"

SPAN 2

64'-1•"

SIDEW
ALK

5'-6"

6'-0"

6'-0"

ELEVATION
SCALE:ˆ"=1'-0"

RUN UNDER ROUTE 1 (SEE IMS PLANS). 

TO BE MOVED OFF OF THE BRIDGE AND 

EX. INCIDENT MANAGEMENT SYSTEM (IMS) 

STA. 227+78.02

END BRIDGE

(TYP.)

16'-0"

STA. 227+73.02

EAST ABUTMENT

{ OF EXP. BEARINGS

STA. 227+08.90 (SPAN 2)

STA. 227+06.90 (SPAN 1)

{ OF EXP. BEARINGS PIER

STA. 226+42.44

WEST ABUTMENT 

{ OF EXP. BEARINGS

(SOIL NAIL WALL)

RETAINING WALL 101

PARAPET

CONCRETE 42"

(SOIL NAIL WALL)

RETAINING WALL 101

{ PIER

2
1

2
1

B/ WALL ELEV. VARIES

B/ WALL ELEV. VARIES

TO REMAIN (TYP.)

EXISTING PILES 

TO REMAIN (TYP.)

EXISTING PILES 

(SOIL NAIL WALL) 

RETAINING WALL 102

STA. 226+37.44

BEGIN BRIDGE

(TYP.)

(1'-3" THICK)

APPROACH SLAB

SEAT WITH BACKWALL (TYP.)

RECONSTRUCT ABUTMENT 

PARTIALLY DEMOLISH AND 

SCALE:ˆ"=1'-0"

PLAN

(SOIL NAIL WALL)

RETAINING WALL 102

SPAN 2

64'-1•"

SPAN 1

64'-5•"

|9'-11"

BORING LOCATION

B-102

B-103 B-103A

B-104
B-101

CURBLINE (TYP.)

CURBLINE (TYP.)

I-95 

PROPOSED BASELINE 

226+00 227+00

1
6
+

0
0 228+00

1
7
+

0
0

1
5
+

0
0

BE DEMOLISHED (TYP.)

EXISTING PIERS TO 

L
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E

1
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0
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D
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.
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D
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"
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"
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E
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D
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.

1
3
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4
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"

I-95 SB

I-95 NB

SKEW 25°37'10" (TYP.)

 

BOTH SIDES OF BRIDGE)

FUTURE I-95 WIDENING (TYP. ON 

SIDEW
ALK

5'-6"

B-108

B-107

B-106

B-105

UNIT (PBU) SUPERSTRUCTURE

PROPOSED PREFABRICATED BRIDGE 

LANE

12'-0"

LANE

12'-0"

|10'-3"

FACE OF PIERFACE OF PIER

PROPOSED STANDPIPE LOCATION

GRADE (TYP.)

BELOW PROPOSED 

BE DEMOLISHED 2'-0" 

EXISTING PIERS TO 

LEGEND:

ABUT. SEAT ELEV. VARIES ABUT. SEAT ELEV. VARIES

(E
A
S

T
 

M
A
IN
 
S

T
R

E
E
T
)

U
.S
. 

R
O

U
T
E
 
1
 

JERSEY SHAPED PARAPET

R-B 350 BRIDGE ATTACHMENT - 

JERSEY SHAPED PARAPET

R-B 350 BRIDGE ATTACHMENT - 

BRIDGE TYPE

END ANCHORAGE - 

1
3
'-
4
‚

"
1
2
'-
0
"

1
2
'-
0
"

LINK SLAB

SHLDR

4'-0"

SHLDR

4'-0"

| 11'-5"

LANE LANESHLDR SHLDRLANELANE

5'-6" SIDEWALK

   |11'-1"

  

4'-0" SHLDR

 

5'-6 SIDEWALK

 

4'-0" SHLDR

(TYP.) (SEE SHEET S-28)

TEMPORARY STEEL SHEETING 

OFFSET 51.00 LEFT

STA. 14+75.00

LIMIT OF RETAINING WALL 101

TOP OF ROADWAY

RTE 1 NB

RTE 1 SB

& { PROPOSED PIER

U.S. ROUTE 1  PROPOSED } 

OFFSET 51.00 LEFT

STA. 16+75.00

LIMIT OF RETAINING WALL 101

OFFSET 51.00 RIGHT

STA. 17+25.00

LIMIT OF RETAINING WALL 102 

OFFSET 51.00 RIGHT

STA. 15+50.00

LIMIT OF RETAINING WALL 102 

B/ ABUT. FTG. ELEV. 37.48

B/ ABUT. FTG. ELEV. 34.98

MIN. VERTICAL CLEARANCE  = 16'-3"

LIMIT OF APPROACH SLAB

LIMIT OF APPROACH SLAB

LIMIT OF APPROACH SLAB

LIMIT OF APPROACH SLAB

RECONSTRUCTED PARAPET

EXISTING NW WINGWALL WITH 

RECONSTRUCTED PARAPET

EXISTING SW WINGWALL WITH 

RECONSTRUCTED PARAPET

EXISTING SE WINGWALL WITH 

RECONSTRUCTED PARAPET

EXISTING NE WINGWALL WITH 

STA. } RT 1 = 15+99.81

STA. } I-95 = 227+07.90

JERSEY SHAPED PARAPET (TYP.)

R-B 350 BRIDGE ATTACHMENT - 

8'-0"

SHLDR

8'-0"

10' LINK SLAB 

12'-0" 12'-0" 8'-0" 6'-0"12'-0"12'-0"8'-0"6'-0"

LANE

12'-0"

LANE

12'-0"

TRAILING END 

R-B 350 BRIDGE ATTACHMENT

END ANCHORAGE - BRIDGE TYPE
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SCALE: ƒ" = 1'-0"

{ BRG.

1" BEVEL (TYP.)
2" CLR.

STEMWALL

RECONSTRUCTED 

{ JOINT

STAGE 3 (W. AB.)

STAGE 4 (E. AB.)

STAGE 4 (W. AB.)

STAGE 3 (E. AB.)

SCALE: ƒ" = 1'-0"

ABUTMENT SECTION
AND DETAILS

•" EXPANSION JOINT

(SEE NOTE 3)

„" THICK NEOPRENE PAD 

(SEE NOTE 4)

•"x•" JOINT SEAL

TYPICAL PROPOSED ABUTMENT SECTION

JOINT DETAIL AT STAGE LINE

 

1'-0"

 

1'-0"

 

1'-3"

3
'-
0
"

 

1'-0"

 

2'-9"
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6
"

EQ. SP.

5-#8@
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{ EXIST. AND PROP. BRG.

 

1'-6"

3
'-
0
"

1
1

 

8"

 

2'-6"

 

7"

INTENTIONALLY ROUGHENED

FOR DETAILS)
(SEE DWG. NO. S-44 
APPROACH SLAB 

8-#5

#4 TIES @12"

DAMPPROOFING

FILLER MATERIAL

FLEXIBLE JOINT 

3"

 

1'-3"

 

1'-0"+-

BEAM WEB (TYP.)

2" DIA. HOLE IN 

#4 U-BARS @12"

ELASTOMERIC)

(COLD LIQUID 

WATERPROOFING 

MEMBRANE 

MATCH EXISTING

OF STEMWALL TO

PROPOSED FACE

CUTLINE (SEE NOTE 3) 

1
'-
3
"

SEMI-INTEGRAL BACKWALL

 

1'-3" MIN.

T
Y
P
.

CLOSURE POUR

#5@18" (TYP.)

DRILL & GROUT 
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1"
 F
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NT 

1
'-
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"
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"
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"

3
"

EXISTING FOOTING

SEMI-INTEGRAL BACKWALL

STEMWALL

ABUTMENT 

REHABILITATED 
{ GIRDER

{ EXP. BRG.

PARAPET

RECONSTRUCTED 

WINGWALL WITH 

EXISTING 

{ ABUTMENT

25°37'10"

{ GIRDER{ GIRDER

} I-95
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1"
 F
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{ GIRDER

PARAPET

RECONSTRUCTED 

WINGWALL WITH 

EXISTING 
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1"
 F
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 J
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NT 

SCALE: ƒ" = 1'-0"

SEMI-INTEGRAL BACKWALL CORNER DETAILS

#5@24"

U-BARS

#5@12"MIN. LAP LENGTH)

HOLES IN WEB) (2'-6" 

POUR (7 THROUGH 

21 - #5 IN CLOSURE 

8" LONG (TYP.)

‡" DIA. SHEAR STUDS

BACKWALL.

TOP OF BACKWALL AND HORZIONTALLY ALONG TOP OF 

4. JOINT SEAL TO EXTEND FROM TOP OF FOOTING TO THE 

BACKWALL TO TOP OF RECONSTRUCTED BACKWALL.

3. NEOPRENE PAD TO EXTEND FROM TOP OF EXISTING 

SEE ABUTMENT DEMO PLANS FOR CUTLINE ELEVATIONS.2.

PROPOSED BEARING { 

ALL DIMENSIONS ARE MEASURED PERPENDICULAR TO 1.

NOTES:
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"
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15'-0"

(TYP.)

EDGE OF DECK 

ROADWAY DECK

EDGE OF NB & SB

EAST ABUTMENTWEST ABUTMENT

STA. 226+42.44

STA. 227+73.02

64'-5•" 64'-1•"

2A

XX = PBU NUMBER

DECK LAYOUT

  

(TYP.)

PARALLEL TO END OF SLAB

• TOP & BOT. 

ADDITIONAL 2 x 2-#6@12" 

8'-0"

8'-0" LONGITUDINAL BARS

BOT. MIDWAY BETWEEN 

ADDITIONAL #5@12" TOP & 

LONGITUDINAL BARS

BOT. MIDWAY BETWEEN 

ADDITIONAL #5@12" TOP & 

LONGITUDINAL BARS

BOT. MIDWAY BETWEEN 

ADDITIONAL #5@12" TOP & 
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APPROACH SLAB 
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2 SPACES @ 17'-0" = 34'-0" 16'-•" 2 SPACES @ 17'-0" = 34'-0"15'-8•"

JOINT SPACING

PARAFFIN COATED 

LEGEND

SCALE: „ " = 1'-0"

PLAN

WINGWALL PARAPET (TYP.)

{ PIER

} RTE 1

 (SPAN 1)

{ OF EXP BEARINGS

(SPAN 2)

{ OF EXP BEARINGS 
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3. LONGITUDINAL CLOSURE POURS TO BE COMPLETED BEFORE POURING LINK SLAB.

2. FOR TYPICAL DECK REINFORCEMENT AND PBU DETAILS, SEE DWG. NO. S-42.

1. FOR SECTIONS A AND B SEE DWG. NO. S-41.

NOTE:

16'-•"

09/10/2018 VARIOUS DIMENSION AND REINFORCEMENT REVISIONS

(TYP.)

CLOSURE POUR 

16'-2"

TOP ONLY (TYP.)

ADDITIONAL #5@9" 

TOP ONLY (TYP.)

ADDITIONAL #5@9" 

 

 

 

 

 

 

 

 

15'-0"

(TYP.)

 

2'-6" CLOSURE POUR (TYP.)

OF ADJACENT GIRDER

BEYOND CENTERLINE 

DEVELOPMENT LENGTH 

EXTEND FOR 

REINFORCEMENT TO 

ACUTE CORNER 

  

 

2'-0" LAP w/ MAIN LONGITUDINAL BARS2'-0" LAP w/ MAIN LONGITUDINAL BARS
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SCALE: 1" = 1'-0"

CLOSURE POUR

STRENGTH CONCRETE

HIGH EARLY

(2 TOP, 2 BOT.)

4 - #5 REBARS 

SLAB REINFORCEMENT

#6 @ 12" T&B DECK

4 - #5 REBARS 

#6 @ 1'-0"

CLOSURE POUR

STRENGTH CONCRETE

HIGH EARLY

#5 @ 1'-0"

3"2'-0" 2'-0"

2'-0" MIN. LAP2'-0" MIN. LAP

END OF BRIDGE AT APPROACH SLAB SECTION

THIS AREA

CONTINUOUS IN

CONCRETE TO BE
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CONSTR. JOINT

CONSTR. JOINT

LIMITS OF JOINT SEAL

SCALE: •" = 1'-0"

GIRDER FLANGES

THICKNESS ACROSS

MAINTAIN SLAB

OF TOP FLANGES (TYP.)

SHALL MATCH WIDTH

OF NEOPRENE PADS

TOP FLANGES. WIDTH

PLACED ON TOP OF

‚" NEOPRENE PAD

OVERLAY

CONCRETE

3" BIT.

 
 

SLAB

DECK

8•"

{ BRG. { BRG.

{ PIER

1'-6"

TOP FLANGES IN THE DEBOND ZONE

‚" NEOPRENE PAD ON ALL

OMIT SHEAR STUDS AND PLACE

7'-0" 1'-6"

10'-0" LINK SLAB

BRIDGE DECK

PREFABRICATED

BRIDGE DECK

PREFABRICATED

#6 @ 12"
#5 @ 12"

2'-0" LAP

TYP.

1" CLR.

TYP.
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1'-0"

3"3"

DECK REINFORCEMENT
DETAILS - 2

STRENGTH CONCRETE

HIGH EARLY 

SECTION

PLAN

TYPICAL OVER PIER

PARAFFIN COATED JOINT DETAILS

4
"

4
"

PBU DECK

EDGE OF 

PBU DECK

EDGE OF 

POUR

CLOSURE 

1'-0" 

 

(TOP AND BOTTOM)

IN ADJACENT PBU

ALTERNATE W/ BARS

#5 U-BARS @ 8"

(TOP AND BOTTOM)

IN ADJACENT PBU

ALTERNATE W/ BARS

#5 U-BARS @ 8"

0
"

SECTION A CLOSURE POURA

S-39

B

S-39 THROUGH LINK SLAB

SECTION B TYPICAL SECTION

1 09/10/2018 ADDED DETAIL FOR CONC. BARRIER TRANS. SECTION

1'-0''

PAVEMENT

TOP OF
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0
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°

5
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°

5'' TYP.
4'' TYP.
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"
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2'' COVER

12'' MAX.

#5 BARS @
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30"

R=1" TYP.

R=10" TYP.

3
"

1
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"

3'-1•"

10 -#5

1'-0"

#5 @ 

1'-7ƒ" 3‡" 5"

F-SHAPE BARRIER

 JOINT

EXPANSION

BRIDGE PARAPET

JOINT

EXPANSION 

 

4
5
"

SEALER

JOINT 

PREFORMED 

10'-0"

SECTION A SECTION B

A

B

CONCRETE BARRIER TRANSITION SECTION

PLAN

TYP.

#5 BARS

F-SHAPE BARRIER 10'-0" BRIDGE PARAPET

#5 BAR @ 12" TOP (TYP.)

ELEVATION
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#5 BAR @ 12" BOTTOM (TYP.)
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12'-4"

2'-0"

(MIN.)

6'-8"

6'-8"

SCALE: •" = 1'-0"

SCALE: •" = 1'-0"

{ PIER BRG.

#6@12" TOP & BOTTOM

#5@12" TOP & BOTTOM

(TYP.)
LUG / RIGGING

FOR LIFTING
DECK OPENING

NOT TO SCALE

4'-6•"

2'-0"

REINFORCEMENT DETAIL

SEE ACUTE CORNER

{ GIRDER

{ ABUTMENT BRG.

{ PIER BRG.

#6@12" TOP & BOTTOM

#5@12" TOP & BOTTOM

(TYP.)
LUG / RIGGING
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