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U.S. ROUTE 1 (EAST MAIN STREET)
U.S. ROUTE 1 (EAST MAIN STREET)

(MAX.) 72' SHOULDER TAPER

TRAFFIC DRUM 40' O.C. 

TAPER

1:8 BARRIER 

(SITE NO. 1) 

TEMPORARY SIGNALIZATION 

 (SITE NO. 2) 

TEMPORARY SIGNALIZATION

SIGNS SEE INSET

ADVANCE WARNING 

SIGNS SEE INSET
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 SIGNS SEE INSET
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ONLY ONLY
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J. CSANADI

S. SUEHR
REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE U.S. ROUTE 1
MPT PLANS

TRA-05

AHEAD

CONSTRUCTION

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

80-1608

A

AHEAD

ROAD WORK

DOUBLED

FINES

31-1906

B
 

80-9604

C

WORK

AHEAD

ROAD

CLOSED

SHOULDER

80-9959

D

N.T.S.

INSET - ADVANCE WARNING SIGNS

  200'200'500'

17. EXISTING ILLUMINATION SHALL REMAIN OPERATIONAL AT ALL TIMES.

REPLACED AT NO COST TO THE STATE.

16. ANY EXISTING SIGNING DAMAGED BY THE CONTRACTOR SHALL BE 

15. PEDESTRIAN TRAFFIC SHALL BE MAINTAINED AT ALL TIMES.  

LEAST 14 DAYS IN ADVANCE OF ROAD CLOSURE/DETOUR.

14. CONTRACTOR SHALL NOTIFY STATE, CITY, AND EMERGENCY SERVICES AT 

DRIVEWAYS.

CLEARLY DEFINE ACCESS TO AND EGRESS FROM ALL ROADWAYS AND 

ADJUSTED BY THE CONTRACTOR TO MEET FIELD CONDITIONS AND TO 

BARRICADES SHOWN ON THE PLANS ARE APPROXIMATE AND SHALL BE 

13. THE LOCATIONS OF TRAFFIC DRUMS AND TYPE III CONSTRUCTION 

FIELD CONDITIONS.

APPROXIMATE AND SHALL BE ADJUSTED BY THE CONTRACTOR TO MEET 

12. THE LOCATIONS OF TEMPORARY SIGNS SHOWN ON THE PLANS ARE 

ON ALL POST-MOUNTED DIAMOND SHAPE ADVANCE WARNING SIGNS.

11. BARRICADE WARNING LIGHTS - HIGH INTENSITY SHALL BE INSTALLED 

COVERED, REMOVED OR REVISED TO MEET FIELD CONDITIONS.

10. EXISTING SIGNS IN CONFLICT WITH TEMPORARY SIGNS SHALL BE 

WITHIN EACH STAGE.

PROTECTION OF TRAFFIC FOR ADDITIONAL NOTES AND REQUIREMENTS 

CONTAINED IN THE SPECIAL PROVISION FOR MAINTENANCE AND 

9. REFER TO THE APPLICABLE CONSTRUCTION TRAFFIC CONTROL PLANS 

HOT-APPLIED PAINTED PAVEMENT MARKINGS.

ANY PAVEMENT MARKINGS TO EXTEND THROUGH THE WINTER SHALL BE 

OF THE LIMITS SHALL BE TEMPORARY PLASTIC PAVEMENT MARKING TAPE. 

PAVEMENT MARKINGS WITHIN THE PROJECT LIMITS. ANY MARKINGS OUTSIDE 

8. ALL TEMPORARY PAVEMENT MARKINGS SHALL BE HOT-APPLIED PAINTED 

THE LIMITS. 

USED TO COVER EXISTING CONFLICTING PAVEMENT MARKINGS OUTSIDE OF 

THE PROJECT LIMITS. BLACK LINE MASK PAVEMENT MARKING TAPE SHALL BE 

7. EXISTING CONFLICTING PAVEMENT MARKINGS SHALL BE REMOVED WITHIN 

TRAFFIC STANDARD SHEETS TR-1208_01, TR-1208_02, AND TR-1220_02.

6. ALL CONSTRUCTION SIGNS TO BE INSTALLED ON BREAKAWAY POSTS PER 

PROTECTION OF TRAFFIC.

WILL BE PAID FOR UNDER ITEM NO. 0971001A - MAINTENANCE AND 

HAVE TO BE TEMPORARILY LOCATED WITHIN THE WORK AREA. THIS WORK 

APPROPRIATE LOCATION AND VISIBLE TO MOTORISTS. SOME SIGNS MAY 

BY THE ENGINEER DURING CONSTRUCTION SO THAT THEY ARE IN THE 

5. EXISTING SIGNS ARE TO BE RELOCATED AS NEEDED AND AS DIRECTED 

OBJECT MARKER DETAILS".

TRAFFIC STANDARD SHEET TR-1205_01 "DELINEATION, DELINEATORS, AND 

TEMPORARY PRECAST CONCRETE BARRIER CURB IN ACCORDANCE WITH 

4. INSTALL THE APPROPRIATE TYPE DE-7 AND TYPE DE-7A DELINEATORS ON 

APPROVAL.

MAINTENANCE AND PROTECTION OF TRAFFIC PLANS TO THE ENGINEER FOR 

3. THE CONTRACTOR SHALL SUBMIT ANY PROPOSED VARIATIONS TO THE 

OTHERWISE ALLOWED BY THE ENGINEER.

ENGINEER, BEFORE ANY SUBSEQUENT STAGES MAY BE IMPLEMENTED, UNLESS 

2. EACH STAGE SHALL BE FUNCTIONALLY COMPLETE, AS DETERMINED BY THE 

NO. 0971001A  MAINTENANCE AND PROTECTION OF TRAFFIC.

PROVISIONS FOR SECTION 1.08  PROSECUTION AND PROGRESS AND ITEM 

1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIAL 

MAINTENANCE AND PROTECTION OF TRAFFIC NOTES:

FIELD CONDITIONS.

APPROXIMATE AND SHALL BE ADJUSTED BY THE CONTRACTOR TO MEET 

12. THE LOCATIONS OF TEMPORARY SIGNS SHOWN ON THE PLANS ARE 

ON ALL POST-MOUNTED DIAMOND SHAPE ADVANCE WARNING SIGNS.

11. BARRICADE WARNING LIGHTS - HIGH INTENSITY SHALL BE INSTALLED 

COVERED, REMOVED OR REVISED TO MEET FIELD CONDITIONS.

10. EXISTING SIGNS IN CONFLICT WITH TEMPORARY SIGNS SHALL BE 

WITHIN EACH STAGE.

PROTECTION OF TRAFFIC FOR ADDITIONAL NOTES AND REQUIREMENTS 

CONTAINED IN THE SPECIAL PROVISION FOR MAINTENANCE AND 

9. REFER TO THE APPLICABLE CONSTRUCTION TRAFFIC CONTROL PLANS 

THE LIMITS OF PAVEMENT MARKING SHOWN ON THE PLANS. 

6, TEMPORARY PLASTIC PAVEMENT MARKING TAPE MAY BE USED THROUGH 

HOT-APPLIED PAINTED PAVEMENT MARKINGS. DURING STAGE 5 AND STAGE 

ANY PAVEMENT MARKINGS TO EXTEND THROUGH THE WINTER SHALL BE 

OF THE LIMITS SHALL BE TEMPORARY PLASTIC PAVEMENT MARKING TAPE. 

PAVEMENT MARKINGS WITHIN THE PROJECT LIMITS. ANY MARKINGS OUTSIDE 

8. ALL TEMPORARY PAVEMENT MARKINGS SHALL BE HOT-APPLIED PAINTED 

THE LIMITS. 

USED TO COVER EXISTING CONFLICTING PAVEMENT MARKINGS OUTSIDE OF 

THE PROJECT LIMITS. BLACK LINE MASK PAVEMENT MARKING TAPE SHALL BE 

7. EXISTING CONFLICTING PAVEMENT MARKINGS SHALL BE REMOVED WITHIN 

TRAFFIC STANDARD SHEETS TR-1208_01, TR-1208_02, AND TR-1220_02.

6. ALL CONSTRUCTION SIGNS TO BE INSTALLED ON BREAKAWAY POSTS PER 

PROTECTION OF TRAFFIC.

WILL BE PAID FOR UNDER ITEM NO. 0971001A - MAINTENANCE AND 

HAVE TO BE TEMPORARILY LOCATED WITHIN THE WORK AREA. THIS WORK 

APPROPRIATE LOCATION AND VISIBLE TO MOTORISTS. SOME SIGNS MAY 

BY THE ENGINEER DURING CONSTRUCTION SO THAT THEY ARE IN THE 

5. EXISTING SIGNS ARE TO BE RELOCATED AS NEEDED AND AS DIRECTED 

DELINEATORS, AND OBJECT MARKER DETAILS".

ACCORDANCE WITH TRAFFIC STANDARD SHEET TR-1205_01 "DELINEATION, 

DELINEATORS ON TEMPORARY PRECAST CONCRETE BARRIER CURB IN 

4. INSTALL THE APPROPRIATE TYPE DE-7, TYPE DE-7A AND TYPE DE-7B 

APPROVAL.

MAINTENANCE AND PROTECTION OF TRAFFIC PLANS TO THE ENGINEER FOR 

3. THE CONTRACTOR SHALL SUBMIT ANY PROPOSED VARIATIONS TO THE 

OTHERWISE ALLOWED BY THE ENGINEER.

ENGINEER, BEFORE ANY SUBSEQUENT STAGES MAY BE IMPLEMENTED, UNLESS 

2. EACH STAGE SHALL BE FUNCTIONALLY COMPLETE, AS DETERMINED BY THE 

NO. 0971001A  MAINTENANCE AND PROTECTION OF TRAFFIC.

PROVISIONS FOR SECTION 1.08  PROSECUTION AND PROGRESS AND ITEM 

1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIAL 

MAINTENANCE AND PROTECTION OF TRAFFIC NOTES:

30"

2
4
"

4
"

6
"

4
"

N.T.S.

6
"

4
"

CLOSED

AREA

REQUIRED DURATION.

AND PRIOR TO THE SIGNS BEING PLACED FOR THE 

MAY NOT OCCUPY THE LOT PRIOR TO THE APPROVED DATE 

APPROVED PARKING LOT CLOSURE DATE. THE CONTRACTOR 

MESSAGE SHALL BE AS SHOWN ON THE PLANS WITH THE 

PUBLIC THAT THE LOT WILL BE CLOSED. THE SIGN 

THE DATE APPROVED BY THE ENGINEER, NOTIFYING THE 

THE COMMUTER LOT DRIVEWAY, TWO WEEKS PRIOR TO 

21. THE CONTRACTOR SHALL PLACE TEMPORARY SIGNS AT 

WITH BLACK LEGEND AND BORDER.

1. SIGN TO HAVE ORANGE BACKGROUND 

NOTE:

42"

2
4
"

4
"

6
"

4
"

N.T.S.

6
"

4
"

DETAIL B - 80-9072 SIGN

DRIVEWAY

CLOSED

DETAIL A - 30-3402 SIGN

ABSORB-350 OR APPROVED EQUAL.

20. TEMPORARY IMPACT ATTENUATOR SYSTEMS SHALL BE LINDSAY 

RETROREFLECTIVE SHEETING).

UNDER ITEM 1208932, SIGN FACE - SHEET ALUMINUM (TYPE IV 

PORTABLE 50-5934 "BUSINESS ACCESS" SIGN AND SHALL BE PAID FOR 

19. ALL BUSINESS DRIVEWAYS WITHIN THE PROJECT LIMITS SHALL HAVE A 

MADE, AS APPROPRIATE.   

ADJUSTMENTS TO TURNING LANES AND TEMPORARY SIGNALS SHALL BE 

STAGING/STORAGE AREA, THE APPROPRIATE BARRICADES, SIGNS AND 

18. IF CONTRACTOR ELECTS TO UTILIZE THE COMMUTER LOT AS A 

17. EXISTING ILLUMINATION SHALL REMAIN OPERATIONAL AT ALL TIMES.

REPLACED AT NO COST TO THE STATE.

16. ANY EXISTING SIGNING DAMAGED BY THE CONTRACTOR SHALL BE 

15. PEDESTRIAN TRAFFIC SHALL BE MAINTAINED AT ALL TIMES.  

LEAST 14 DAYS IN ADVANCE OF ROAD CLOSURE/DETOUR.

14. CONTRACTOR SHALL NOTIFY STATE, CITY, AND EMERGENCY SERVICES AT 

DRIVEWAYS.

CLEARLY DEFINE ACCESS TO AND EGRESS FROM ALL ROADWAYS AND 

ADJUSTED BY THE CONTRACTOR TO MEET FIELD CONDITIONS AND TO 

BARRICADES SHOWN ON THE PLANS ARE APPROXIMATE AND SHALL BE 

13. THE LOCATIONS OF TRAFFIC DRUMS AND TYPE III CONSTRUCTION 

400 700
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1400 1400

1400 2100

2100
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4
"

TPCBC

IN SAND BARRELS IN POUNDS.

1.  ALL NUMERIC VALUES SHOWN REPRESENT MASS OF WEIGHT 
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DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET
OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

11/5/2018

BLOCK:  

SIGNATURE/

  

...\HW_MSH_0014_0185_STG-01.DGN.dgn

Border Version:  11/29/13

Plotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2

6
"
-
1
2
"

6" MAX. (TYP.)

1

1

1

1

1

05.05.A2



B
C

L
C

B
IT
. 

D
R
IV

E

B
IT
. 

D
R
IV

E

B
IT
. 

D
R
IV

E

B
IT
. 

D
R
IV

E

B
IT
. 

D
R
IV

E

I
-9

5
 

N
O

R
T

H
B

O
U

N
D

I
-9

5
 

N
O

R
T

H
B

O
U

N
D

I
-9

5
 
S

O
U

T
H

B
O

U
N

D

1:4 TAPER

1:6 TAPER

1:6 TAPER

I
-
9
5
 

N
B

E
X
I
T
 
5
5
 

O
N
 

A
N

D
 

O
F
F
 

R
A

M
P

E
X
I
T
 
5
5
 

O
N
 

A
N

D
 

O
F
F
 

R
A

M
P
 
I
-
9
5
 
S

B 

ROAD WORK

END

80-9612

ROAD WORK

END

80-9612
31-1526

ONLY

1:3 TAPER

ONLY
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TRAFFIC DRUM

D
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D C B A

B

A

31-0222

RELOCATED

SIGN TO BE 

EXISTING 

31-0222

ROAD WORK

END

80-9612

ROAD WORK

END

80-9612

C

B

A

C

ROAD WORK

END

ROAD WORK

END

80-9612

80-9612

LEGEND:

DOUBLE POST-MOUNTED SIGN

SINGLE POST-MOUNTED SIGN

PAVEMENT MARKING ARROW RIGHT 

PAVEMENT MARKING ARROW LEFT

DIRECTION OF TRAFFIC

ONLY

31-0282

ONLY

31-0282

AND PROTECTION OF TRAFFIC NOTES.

1. SEE DRAWING NO. TRA-05 FOR GENERAL MAINTENANCE 

NOTE:

ONLY ONLY

31-0302

R=70'

LINE

4" YELLOW EDGE 

OWNER. (TYP.)

ONLY UPON COORDINATION WITH 

SHORT-TERM OFF-PEAK CLOSURES 

REMAINS AVAILABLE AT ALL TIMES.  

ENSURE ACCESS TO DRIVEWAYS 

U.S. ROUTE 1 (EAST MAIN STREET)
U.S. ROUTE 1 (EAST MAIN STREET)

I
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(SITE NO. 1) 

TEMPORARY SIGNALIZATION 

(SITE NO. 2) 

TEMPORARY SIGNALIZATION 

PVMT. MARKINGS

MATCH EXIST. 

 SIGNS; SEE INSET

ADVANCE WARNING

PVMT. MARKINGS

MATCH EXIST. 

12" WHITE STOP BAR

 LINES (2' LINE, 4' SPACES)

4" YELLOW DOTTED EXTENSION

 BAR

12" WHITE STOP

LINE

4" WHITE EDGE 

LINES (2' LINE, 4' SPACES)

4" WHITE DOTTED EXTENSION 

LINE (2' LINE, 4' SPACES) (TYP.)

4" WHITE DOTTED EXTENSION 

4" DOUBLE YELLOW CENTERLINE

LINE

4" WHITE LANE 

 (TYP.)

 (2' LINE, 4' SPACES)

 EXTENSION LINE

4" WHITE DOTTED

4" WHITE LANE LINE

SIGNS SEE INSET

ADVANCE WARNING 

24" WHITE STOP BAR

EDGE LINE

4" WHITE 
LANE LINE

4" WHITE 

31-1526

 LINE

6" YELLOW

ACCESS

BUSINESS

ACCESS

BUSINESS

50-5934

ACCESS

BUSINESS

ACCESS

BUSINESS

50-5934

ACCESS

BUSINESS

ACCESS

BUSINESS

50-5934

CLOSED

AREA

R=5'

R=15'

12'

12'

11'

1'

2'

12'

12'

11'

6.25'

100'

100'

SEE DETAIL B

80-9072

CLOSED

DRIVEWAY

 MOUNTED)

(BARRICADE

31-1120

 MOUNTED)

(BARRICADE

31-1120

SEE DETAIL A

30-3402

CONSTRUCTION BARICADE, TYPE III

(SAND BARRELS) 

TEMPORARY IMPACT INERTIAL SYSTEM

TRAFFIC DRUM 

TPCBC

WORK ZONE
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REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

S. SUEHR

J. CSANADI

TRA-06
U.S. ROUTE 1
MPT PLANS

N.T.S.

AHEAD

CONSTRUCTION

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

AHEAD

ROAD WORK

DOUBLED

FINES

31-190680-1608

A B
 500'  200'

80-9604

WORK

AHEAD

ROAD

C D
 200'

INSET - ADVANCE WARNING SIGNS

(SEE NOTE 2)

80-9056R

2016 FOR SIGN DETAILS.

CONSTRUCTION - CATALOG OF SIGNS, DATED JULY 21, 

2. SEE CTDOT BUREAU OF ENGINEERING & 

AND PROTECTION OF TRAFFIC NOTES.

1. SEE DRAWING NO. TRA-05 FOR GENERAL MAINTENANCE 

NOTE:
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2
4
"

4
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6
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4
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6
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4
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CLOSED

AREA

4" YELLOW EDGE LINE

6" YELLOW LINE

WITH BLACK LEGEND AND BORDER.

1. SIGN TO HAVE ORANGE BACKGROUND 

NOTE:
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SINGLE POST-MOUNTED SIGN
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DIRECTION OF TRAFFIC
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R=60'

160' LANE SHIFT

CENTER LINE

4" DOUBLE YELLOW 

CENTER LINE

4" DOUBLE YELLOW 

U.S. ROUTE 1 (EAST MAIN STREET)

U.S. ROUTE 1 (EAST MAIN STREET)

CLOSED

RAMP

 MOUNTED)

(BARRICADE

31-1120

CLOSED

RAMP

(BARRICADE MOUNTED)

31-1120

100'

 LINE (2' LINE, 4' SPACES)

4" YELLOW DOTTED EXTENSION

6" YELLOW LINE

4" WHITE EDGE LINE

12" WHITE STOP BAR

LANE LINE

4" WHITE 

 LINE

4" WHITE EDGE  MARKINGS

MATCH EXIST. PVMT.

MARKINGS

MATCH EXIST. PVMT. 

6" YELLOW LINE

 (2' LINE/4' SPACES)

 EXTENSION LINE

4" WHITE DOTTED

24" WHITE STOP BAR

SIGNS SEE INSET (TYP.)

ADVANCE WARNING 

(SITE NO. 2) - SEE NOTE 3

TEMPORARY SIGNALIZATION 

ONLY

31-0222

4" YELLOW EDGE LINE

 (SITE NO. 1) - SEE NOTE 3

TEMPORARY SIGNALIZATION

31-1526

200'

ACCESS

BUSINESS

ACCESS

BUSINESS

50-5934
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BUSINESS

ACCESS

BUSINESS

50-5934
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BUSINESS
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BUSINESS
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AREA

SEE DETAIL A

30-3402

(BARRICADE MOUNTED)

80-9001 (SEE DETAIL B)

(BARRICADE MOUNTED)

80-9001 (SEE DETAIL B)

4" YELLOW EDGE LINE
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12+00

ROAD WORK

END

80-9612

ROAD WORK

END

80-9612

ABC

ROAD WORK

END

ROAD WORK

END

80-9612

LEGEND:

DOUBLE POST-MOUNTED SIGN

SINGLE POST-MOUNTED SIGN

PAVEMENT MARKING ARROW RIGHT 

PAVEMENT MARKING ARROW LEFT

DIRECTION OF TRAFFIC

C
B

A

LINE

4" YELLOW EDGE 

(MAX.) 

40'

40' O.C. (MAX.)

TRAFFIC DRUM

BAR

12" WHITE STOP 

U.S. ROUTE 1 (EAST MAIN STREET)

U.S. ROUTE 1 (EAST MAIN STREET)

 SIGNS SEE INSET

ADVANCE WARNING

SIGNS SEE INSET

ADVANCE WARNING 

SIGNS SEE INSET

ADVANCE WARNING 

STOP BAR

12" WHITE 

EDGE LINE

4" WHITE 

LINE (2' LINE, 4' SPACES)

4" YELLOW DOTTED EXTENSION 

 LINE
4" WHITE EDGE

CENTER LINE
4" DOUBLE YELLOW 

 TCS-02.
  SEE TCS-01 AND
 TRAFFIC SIGNALS.

INSTALL FINAL
4" WHITE LANE LINE

24" WHITE STOP BAR

LINE

4" WHITE EDGE 

CENTER LINE

4" DOUBLE YELLOW 

4" WHITE EDGE LINE

CENTER LINE

4" DOUBLE YELLOW 

EDGE LINE

4" YELLOW 

BAR

24" WHITE STOP 
 LINE

4" WHITE LANE

 LINE

4" YELLOW EDGE

 LINE

4" WHITE LANE

 LINE

4" WHITE EDGE

MARKINGS

MATCH EXIST. PVMT. 

(2' LINE, 4' SPACES)

EXTENSION LINE 

4" WHITE DOTTED 

 SIGNS SEE INSET

ADVANCE WARNING
LINE

6" YELLOW 

(SITE NO. 2)

TEMPORARY SIGNALIZATION 

(SITE NO. 1)

TEMPORARY SIGNALIZATION 

 USE (SEE NOTE 2)
 COMPLETION OF CONTRACTOR'S
 OVERLAID AND RESTRIPED AT
COMMUTER LOT TO BE MILLED,

(TYP.)

(2' LINE/4' SPACES) 

EXTENSION LINE 

4" WHITE DOTTED 

50-5934

ACCESS

BUSINESS

ACCESS

BUSINESS

 MOUNTED)

(BARRICADE

31-1120

80-9072

CLOSED

DRIVEWAY

50-5934

ACCESS

BUSINESS

ACCESS

BUSINESS

50-5934

ACCESS

BUSINESS

ACCESS

BUSINESS

SEE TCS-01 AND TCS-02.
INSTALL FINAL TRAFFIC SIGNALS.  

6" YELLOW LINE (TYP.)

CENTER LINE

4" DOUBLE YELLOW 

CENTER LINE

4" DOUBLE YELLOW 

12'

11'

11'

12'

11'

11'

15'

11'

11' 2'

11'

3'

2'

11'

3'

11'

200'

80-9612

ROAD WORK

END

100'

 STA. 21+88

 PVMT. MARKINGS -

MATCH EXIST.

CONSTRUCTION BARICADE, TYPE III

(SAND BARRELS) 

TEMPORARY IMPACT INERTIAL SYSTEM

TRAFFIC DRUM 

TPCBC

WORK ZONE

10+00

11+00

12+00

13+00 14+00
15+00

16+00
17+00

18+00
19+00

20+00
21+00 21+5021+50

2
2
4
+
0
0

2
2
5
+
0
0

2
2
6
+
0
0

2
2
7
+
0
0

2
2
8
+
0
0

2
2
9
+
0
0

2
3
0
+
0
0
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S. SUEHR

J. CSANADI

REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

TRA-11
U.S. ROUTE 1
MPT PLANS

STAGE 6

C

80-9604

WORK

AHEAD

ROAD

200'

AHEAD

ROAD WORK

DOUBLED

FINES

31-1906

B

N.T.S.

500' 
A

80-1608

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

AHEAD

CONSTRUCTION

 

INSET - ADVANCE WARNING SIGNS

42"

2
4
"

4
"

6
"

4
"

N.T.S.

6
"

4
"

DETAIL B - 80-9072 SIGN

DRIVEWAY

CLOSED

3. ALL TRAFFIC SIGNAL HEADS NOT USED DURING THIS PHASE SHALL BE BAGGED OR REMOVED.

ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THOSE DEPICTED ON DRAWING NO. FIO-6.

PROJECT 014-0173). THE CONTRACTOR SHALL INVENTORY THE EXISTING PAVEMENT MARKINGS AND SIGNING AND NOTE 

REPLACED IN KIND. FOR PARKING STALL LAYOUT AND SIGNING, SEE DRAWING NO. FIO-6 (AS-BUILT PLANS FROM STATE 

PAVEMENT AND OVERLAID WITH 2" HMA S0.375 TRAFFIC LEVEL 1. ALL PAVEMENT MARKINGS AND SIGNS SHALL BE 

2. PAVEMENT WORK AT THE COMMUTER PARKING LOT SHALL CONSIST OF A 2" FINE MILLING OF BITUMINOUS CONCRETE 

1. SEE DRAWING NO. TRA-05 FOR GENERAL MAINTENANCE AND PROTECTION OF TRAFFIC NOTES.

NOTE:
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S. SUEHR
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REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
TRA-12
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S
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CLOSED

SHOULDER

80-9959

80-9444

I-95 SOUTHBOUND

I-95 NORTHBOUND

1
1
'

1
1
'

1
1
'

1
1
'

TPCBC (TYP.)

TPCBC (TYP.)

NOTES:

STAGE 3

55
M.P.H.

80-9567

I-95 SOUTHBOUND

I-95 NORTHBOUND

LEGEND:

DOUBLE POST-MOUNTED SIGN

SINGLE POST-MOUNTED SIGN

PAVEMENT MARKING ARROW RIGHT 

PAVEMENT MARKING ARROW LEFT

DIRECTION OF TRAFFIC

N.T.S.

AHEAD

CONSTRUCTION

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

AHEAD

ROAD WORK

DOUBLED

FINES

31-190680-1605

G F
  

80-9604

WORK

AHEAD

ROAD

E D
 

INSET - ADVANCE WARNING SIGNS

1000'

STA. 195+00

BEGIN CROSSOVER 

STA. 198+42

CONCRETE MEDIAN

BEGIN REMOVAL OF EXISTING 

4" YELLOW EDGE LINE

40'

(MAX.)

(TYP.)

TRAFFIC DRUM 

4" YELLOW EDGE LINE

4" WHITE EDGE LINE

6" WHITE LANE LINE

 SPACES)

 LINE (10' LINES/ 30'

6" WHITE BROKEN LANE

4" WHITE EDGE LINE

6" WHITE LANE LINE

4" WHITE EDGE LINE

80-9951

STAY
IN

LINE

80-9443

AHEAD

C
 1600' 1300' 1300' 1300'

E D C B A

(SEE INSET BELOW)

ADVANCE WARNING SIGNS 

STA. 206+25

MEDIAN

EXISTING CONCRETE 

END REMOVAL OF 

31-5507

PAVEMENT MARKINGS

MATCH EXISTING 

6" WHITE LANE LINE

B
 1300'

A
 1300'

CROSSOVER
1000 FT
AHEAD

CROSSOVER
1000 FT

AHEAD

N.T.S.

DETAIL A - 80-9827 SIGN

(SEE DETAIL A)

80-9827

4
8
"

15"

1
5
"

4
8
"

SPEED

LIMIT

55

FG

STA. 194+92

PAVEMENT MARKINGS 

MATCH EXISTING 

STA. 196+29

PAVEMENT MARKING 

MATCH EXISTING 

(30"X45").  SEE HWY-07 FOR LIMITS. 

AND REPLACED WITH F-SHAPE PCBC 

CONCRETE MEDIAN TO BE REMOVED 

PRIOR TO STAGE 3 EXISTING 

1 09/10/2018

REPLACED (TYP.); SEE NOTE 10

EXISTING CB TOPS TO BE 

CURVE NO. 1

P.C.

C.C.

P.T.

T
L
R

I-95 SB

 

 

6539.000'

296.083'

148.067'

02°35'39.6" RIGHT

E 588677.89

N 167980.72

E 590015.00

N 161579.88

E 588389.54

N 167913.63

CURVE NO. 2

P.C.

C.C.

P.T.

T
L
R

I-95 NB

CURVE NO. 3

P.C.

C.C.

P.T.

T
L
R

I-95 NB

 

 

6513.000'

294.906'

147.478'

02°35'39.6" RIGHT

E 588683.21

N 167955.27

E 590015.00

N 161579.88

E 588396.00

N 167888.45

 

 

6487.000'

293.620'

146.835'

02°35'36.1" LEFT

E 587819.75

N 167740.56

E 586207.21

N 174023.95

E 587533.79

N 167674.04

2

3

1

NOTE REVISIONS & CURVE INFORMATION

10/31/20182

CONSTRUCTION BARICADE, TYPE III

(SAND BARRELS) 

TEMPORARY IMPACT INERTIAL SYSTEM

TRAFFIC DRUM 

TPCBC

WORK ZONE
(SAND BARRELS) 

INERTIAL SYSTEM 

TEMPORARY IMPACT 

200 200 400 700

700

700

1400

1400 1400

1400 2100

2100

NOTE:

IN SAND BARRELS IN POUNDS.

1.  ALL NUMERIC VALUES SHOWN REPRESENT MASS OF WEIGHT 

2' MAX.

1' MIN.

2
4
"

TPCBC

(SAND BARRELS)

TEMPORARY IMPACT INERTIAL SYSTEM

ROAD WORK

END

80-9612

 

(SEE CROSS SECTIONS)

VARIES

2'

(MIN.)

CONC. PAVEMENT

CUT AND REMOVE BIT.  

1.5"

1.5" (MIN.)

N.T.S.

PAVEMENT KEY DETAIL

TACK COAT

MATERIAL FOR 

SURFACE

PAVEMENT 

EXISTING 

1.5"

CONCRETE PAVEMENT

CUT AND REMOVE BIT.

REVISION OF NOTE 10, TEMP. INERTIAL SYSTEM AND DETAIL

PROCESSED AGGREGATE

WIDENED SHALL BE COMPOSED OF 6" PMA S0.5 TRAFFIC LEVEL 3 ON 12" 

AREAS OF I-95 ROADWAY SHOWN ON CROSS SECTIONS TO BE TEMPORARILY 

SEE DRAWING NO. TRA-05 FOR ADDITIONAL NOTES.

DUTY CATCH BASIN TOP ITEM.    

WELDING THE GRATES SHALL BE CONSIDERED INCIDENTAL TO THE HEAVY 

THE CATCH BASIN TOP AS DIRECTED BY THE ENGINEER. THE COST FOR TACK 

THE CATCH BASIN TOPS ARE TO BE TACK WELDED TO THE STEEL ANGLES IN 

BE MODIFIED AS SHOWN IN THE DETAIL ON SHEET TRA-13.  THE GRATES ON 

CATCH BASIN TOPS AS APPROPRIATE. THE MEDIAN CATCH BASIN TOPS SHALL 

REPLACE THEM WITH HEAVY DUTY TYPE C CATCH BASIN TOPS AND TYPE C-L 

THE I-95 RIGHT SHOULDERS BETWEEN STATIONS 198+00 TO 234+00 AND 

THE CONTRACTOR SHALL REMOVE THE EXISTING CATCH BASIN TOPS ALONG 

OPERATION. 

I-95 WHERE TRAFFIC WILL BE DRIVING OVER PRIOR TO CROSSOVER 

THE CONTRACTOR SHALL USE WELDED TIE-DOWNS AT CATCH BASINS ALONG 

CROSSOVER OPERATION.

ALONG I-95 WITHIN THE WORKZONE PRIOR TO PREPARING THE ROADWAY FOR 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSPECTING THE CATCH BASINS 

AND THEN RE-INSTALLED UPON COMPLETION OF THE PROJECT. 

BE REMOVED AND PAID UNDER ITEM 0406289 PRIOR TO SHIFTING TRAFFIC 

254+00 NORTHBOUND AND STA. 196+00 TO STA. 255+00 SOUTHBOUND) SHALL 

THE RUMBLE STRIPS ALONG THE SHOULDERS OF I-95 (STA. 194+00 TO STA. 

TRAFFIC NOTES.

SEE DRAWING NO. TRA-05 FOR GENERAL MAINTENANCE AND PROTECTION OF 

SHALL BE OBLITERATED.  

EXISTING OR CONFLICTING IN AREAS OF RECONSTRUCTION OR RESURFACING 

WHERE PAVEMENT WILL NOT BE RESURFACED.  PAVEMENT MARKINGS THAT ARE 

TRANSITION AREAS FROM EXISTING TO NEW ALIGNMENT AND IN AREAS 

RESURFACED.  TEMPORARY PLASTIC PAVEMENT MARKINGS SHALL BE USED IN 

HOT-APPLIED IN AREAS WHERE THE PAVEMENT WILL BE RECONSTRUCTED OR 

NOTED ON THE DRAWINGS.  TEMPORARY PAVEMENT MARKINGS SHALL BE 

PERMANENT PAVEMENT MARKINGS TO BE EPOXY RESIN, OF SIZE AND COLOR 

CROSSOVER DESIGN SPEED = 55 MPH.

RECONSTRUCTED.

WAS REMOVED AND NOT REPLACED (PRIOR TO STAGE 3) SHALL BE 

AFTER COMPLETION OF STAGE 4, THE PORTION OF CONCRETE MEDIAN THAT 

PROJECT LIMITS WHERE PAVEMENT WILL NOT BE RESURFACED.  

PAVEMENT MARKINGS IN TRANSITION AREAS AND IN AREAS OUTSIDE OF THE 

MARKING TAPE SHOULD BE USED TO COVER EXISTING, CONFLICTING 

MARKINGS SHALL BE REMOVED OR COVERED.  BLACK LINE MASK PAVEMENT 

EXISTING PAVEMENT STRIPING THAT IS CONFLICTING WITH THE TEMPORARY 

3.  

MILLED AN ADDITIONAL 2" AND OVERLAID WITH 2" PMA S0.5 TRAFFIC LEVEL 

REMOVAL OF TEMPORARY SHOULDER ASPHALT THE SHOULDERS SHALL BE 

COMPLETION OF STAGE 4, AND PAID FOR UNDER ITEM NO. 0406275A.  AFTER 

TEMPORARY SHOULDER ASPHALT OVERLAY SHALL BE REMOVED (MILLED) AT 

LIFTS SHALL BE PLACED BETWEEN 0.5" MINIMUM AND 2.5" MAXIMUM.   

SHALL BE HMA S0.375 TRAFFIC LEVEL 2 IN WEDGE COURSE AND CROSSOVER.  

TRAFFIC TO BE SHIFTED ONTO THEM DURING STAGES 3 AND 4. ASPHALT 

ON THE CROSSOVER CROSS SECTIONS (SEE SUBSET 7) TO ALLOW FOR 

PRIOR TO STAGE 3, BITUMINOUS ASPHALT SHALL BE ADDED WHERE SHOWN 

12.

11.

10.

9.

8.

7.

6.

5.

4.

3.

2.

1.

6
"
-
1
2
"

6" MAX. (TYP.)
(SEE NOTE 3)

(SEE CROSS SECTIONS)

TPCBC ALONG I-95

I-95.

3. BARRIER TYPES VARY ALONG 

OVERLAY.

TO CONTINUATION OF 

IS TO BE REMOVED PRIOR 

2. TEMPORARY WEDGE PAVEMENT 

CONCRETE (0" TO 4")".

MILLING OF BITUMINOUS 

PAID FOR UNDER "FINE 

CONCRETE PAVEMENT TO BE 

1. REMOVAL OF BITUMINOUS 

NOTES:

1

1

1

1

1

2

2

3

2

2

2

05.12.A2
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2500 WESTCHESTER AVENUE
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REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1

MPT PLANS

TRA-13
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R
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R
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NOTES:

SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.1.

I-
95
 S

O
U
TH

BO
U

N
D

I-95 SOUTHBOUND OFF-RAMP

4" YELLOW EDGE LINE

4" YELLOW EDGE LINE

@ 10' O.C. (TYP.)

TRAFFIC DRUM 

4" WHITE EDGE LINE

SPACES)

LINE (10' LINES, 30' 

6" WHITE BROKEN LANE 

4" WHITE EDGE LINE

SPACES)

LINE (10' LINES, 30' 

6" WHITE BROKEN LANE 

O
N
-R

A
M

P
 
(C

LO
S
ED
)

(CLOSED)

80-9444

(TYP.)

TPCBC 
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1 11/02/2018

TRAFFIC FROM ROCK LEDGE

TPCBC PLACED TO PROTECT 

8" (TYP.)

1'-1‚" 

1
'-
0
"

8'-0"

2'-6"

2Ž" 10Ž"

1'-8…"

•"

8" (TYP.)

REMOVED 

WALLS TO BE 

PORTION OF SIDE 

EX. TOP SLAB AND REMOVED

BARRIER TO BE 

EX. CONCRETE MEDIAN 

N.T.S.

2'-0"

2
"

3
'-
9
"

E
X
. 

S
T

R
U

C
T

U
R

E

M
O

D
I
F
I
E

D
 

C
B

1
0
"

PAVEMENT

TOP OF 

6" (MIN. 6" DEPTH) 

DRILL & GROUT #4 @ 

DEVICE (TYP.)

LOCK DOWN 

MEDIAN BARRIER

MODIFY EXISTING CATCH BASIN AT 

AEXISTING SECTION A B

PLAN

DETAIL A

(TYP.)

R=•"

A

B

4'-0" 8"8"

4'-10‡"

2Œ"

TOP OF PAVEMENT

 IN DETAIL A

 CURB AS SHOWN

NOTCH BARRIER

DETAIL B

2
" PMA S0.5 OVERLAY

1

ADDED MEDIAN CATCH BASIN DETAIL & ADDITIONAL TPCBC

2
'-
1
1
•

"

1
'-
9
•

"

MAX.); SEE NOTE 5

SPACER (2" - 9" 

FOR BEAM DETAILS

SEE HW-0507_09 

1'-1•"

REMOVED PRIOR TO PLACING BARRIER SECTION. 

SMOOTH TRAVELWAY.  TEMPORARY ASPHALT TO BE 

SHALL BE OVERLAID WITH ASPHALT TO PROVIDE A 

I-95 CROSSOVER, THE GAP BETWEEN THE TWO GRATES 

WHERE BARRIERS HAVE BEEN REMOVED TO FACILITATE 

B
A

R
R
I
E

R
 

C
U

R
B

3
'-
9
"

8-#6 

 HW-0507_09

 ON STD. SHEET

SEE DETAIL X

4-#6

4-#6

5'-3"

1
/
2
"

8
4
°

5
5
°

1/2" MORTAR BED

BARRIER TO SIT ON 

LONG TYP.
#5 BARS

MIN.
2'' COVER

12'' MAX.
#5 BARS @

C

C

4"5" 1'-0"

R=10" TYP.

R=1" TYP.

30"

FRAME
TOP OF

B
A

R
R
I
E

R
 

C
U

R
B

3
'-
9
"

6
•

"

PROPOSED SECTION PROPOSED SECTION

PROPOSED SECTION

1
2
"

1
•

"

4
'-
1
0
‡

" 3
'-
1
ƒ

"

5
"

9
•

"

COVER)

@6" (1•" 

14-#6 

12"

 (TYP.)

#6 BAR

(TYP.)

9
•

"

BARRIER CURB ("F" SHAPE-DOUBLE FACE).

FOR UNDER ITEM 0821178 - PRECAST CONCRETE 

THE BARRIER CURB SHOWN HEREIN TO BE PAID 4. 

- RESET CATCH BASIN.     

REMOVED) SHALL BE PAID FOR UNDER ITEM #0507771 

CATCH BASIN TOP (AFTER TEMP. ASPHALT WEDGE IS 

BASIN. THE WORK TO ADJUST THE ELEVATION OF 

FOR UNDER ITEM 0507495A - MODIFY EXISTING CATCH 

THE WORK SHOWN IN THIS DETAIL TO BE PAID 3.

THE EXISTING ELEVATION. 

COMPLETE THE CATCH BASIN TOP CAN BE LOWERED TO 

ORDER TO ENSURE THAT AFTER THE CROSSOVER IS 

SUFFICIENT DEPTH OF SPACERS SHALL BE UTILIZED IN 

CROSS SECTIONS FOR ADDITIONAL INFORMATION.  

INCLUDING ANY SPECIFIED ASPHALT WEDGE.  SEE MPT 

AS NECESSARY FOR THE STAGE 3/4 CROSSOVER 

THE CATCH BASIN TOP ELEVATION SHALL BE SET 2.

DEVICES, FRAME & BEAM DETAILING. 

REQUIREMENTS FOR CONCRETE TYPE, LOCK DOWN 

FOR ADDITIONAL INFORMATION INCLUDING 

SEE STANDARD SHETS HW-507 01 & HW-507_09 1.

: NOTES

REMOVED (TYP.)

EX. CB TOP TO BE 

05.13.A2



CHAI
N 

LI
NK 

FENCE

BI
T.
 D

RI
VE

1
3
+
0
0

1
4
+
0
0

1
5
+

0
0

1
6
+

0
0

1
7
+

0
0

222+00
223+00 224+00 225+00 226+00 227+00 228+00 229+00 230+00 231+00 232+00

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET
OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

11/4/2018

BLOCK:  

SIGNATURE/

 

...\HW_MSH_0014_0185_STG-03-2rev.DGN.dgnPlotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2

 
BRANFORD

I-95 NORTHBOUND

14-185

27

C
O

O
R

D
IN

A
T
E
 

G
R
ID

AD

 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
IC

U
T

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

S. SUEHR

J. CSANADI

REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
5

TRA-14

MPT PLANS

STAGE 3

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
3

TPCBC (TYP.)

WORK AREA

1
1
'

1
1
'

1
1
'

1
1
'

I-95 SOUTHBOUND
OFF-RAMP

I-95 SOUTHBOUNDOFF-RAMP

I-95 NORTHBOUND

I-95 SOUTHBOUND

(BARRICADE MOUNTED)

31-1120

(BARRICADE MOUNTED)

80-9001

CLOSED

RAMP

3.  FOR U.S. ROUTE 1 CONSTRUCTION STAGING SEE DRAWING NO. TRA-07.

2.  SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.

1.  FOR CRANE LAYOUT SEE STRUCTURES SUBSET. 

NOTES:

CLOSED DURING STAGE 3

EXIT 55 OFF-RAMP TO BE 

4" YELLOW EDGE LINE

U
.S
. 

R
O

U
T
E
 
1
 
(
E

A
S
T
 

M
A
I
N
 

S
T

R
E
E
T
)

10' O.C. (TYP.)

TRAFFIC DRUM @ 

4" WHITE EDGE LINE

SPACES)

LINE (10' LINES/ 30' 

6" WHITE BROKEN LANE 

(CLOSED)

(CLOSED)

STA. 231+00

CONCRETE MEDIAN

BEGIN REMOVAL OF EXISTING 

6" WHITE LANE LINE 

(TYP.)

TRAFFIC DRUM 

40'

(MAX.)

1 11/02/2018 REVISED CROSSOVER LOCATION

1

05.14.A2



BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

CONC 
BARRIE

R

CONC BARRIER

MBR

MBR

MBR

MBR

ROPE
WIR

E

ROPE
WIR

E

ROPE
WIR

E

DELIN

DELIN

DELIN

DELIN

DELIN

CAMERA

232+00
233+00

234+00

235+00

236+
00

237+
00

238
+00

239
+00

240
+00

241
+00

24
2+

00

24
3+

00

24
4+

00

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET

11/8/2018

BLOCK:  

SIGNATURE/

 

...\HW_MSH_0014_0185_STG-03-3rev.DGN.dgnPlotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2

 
BRANFORD

I-95 NORTHBOUND

14-185

I-9
5 

NORTHBOUND
I-9

5 
SOUTHBOUND

27

C
O

O
R

D
IN

A
T
E
 

G
R
ID

AD

 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
IC

U
T

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

J. CSANADI

S. SUEHR
REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
TRA-15

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

MPT PLANS

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
4

STAGE 3

TPCBC (TYP.)

1
1
'

1
1
'

1
1
'

1
1
'

I-
95
 N

ORTHBOUND

I-95 NORTHBOUND

4" YELLOW EDGE LINE

1.  SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.

NOTES:

4" WHITE EDGE LINE

4" WHITE EDGE LINE

OFF-RAMP
(CLOSED)

ON-
RAMP 

(C
LOSED)

6" WHITE LANE LINE 

STA. 236+40

CONCRETE MEDIAN

END REMOVAL OF EXISTING 

(TYP.)

PVMT. MARKINGS 

MATCH EXIST. 

E
D

C
B

A

 (SEE INSET BELOW)

ADVANCE WARNING SIGNS

(TYP.)

TRAFFIC DRUM 

40'

(MAX.)

100
0'

        

SPEED

LIMIT

55

31-5507

80-9446

55
M.P.H.

80-9567

N.T.S.

AHEAD

CONSTRUCTION

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

31-1906 80-1605

E
 

80-9604

WORK

AHEAD

ROAD

DC
 

INSET - ADVANCE WARNING SIGNS

B
 1300'1300'1300'

AHEAD

ROAD WORK

DOUBLED

FINES

A
 1300'

CLOSED

SHOULDER

80-9959

P.C.

C.C.

P.T.

T
L
R

I-95 SB

P.C.

C.C.

P.T.

T
L
R

I-95 NB

CURVE NO. 4 CURVE NO. 5

5

4

 

 

2500.00'

376.59'

188.65'

08°37'51" RIGHT

E 591200.30

N 167748.04

E 591835.12

N 170166.10

E 591570.36

N 167680.16

 

 

2500.00'

667.64'

335.82'

15°18'05" RIGHT

E 591301.18

N 167694.67

E 591936.00

N 170112.73

E 591961.80

N 167612.87

1 11/02/2018 REVISED CROSSOVER LOCATION

1

05.15.A2



CONC 
BARRIE

R

CONC BARRIE
R

CONC BARRIER

BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

MBR

ROPE
WIR

E

ROPE
WIR

E

ROPE
WIR

E

MBR

POST
WOOD

POST
WOOD

DELIN

DELIN

DELIN

DELIN

WIR
E 

ROPE

(3
3
0
 
E

A
S
T
 

M
A
IN
 
S
T

R
E
E
T
)

3
3
0
 
E

A
S
T
 

M
A
IN
 
S
T

R
E
E
T
 

A
S
S

O
C
IA

T
E
S
, 
L
L
C

N
/
F

DELIN

21
1+

00

21
2+

00

213
+00

214
+00

215
+00

216
+00

217+
00

218+
00

219+00

220+00

221+00
222+00

 
BRANFORD

I-95 SOUTHBOUND

14-185

I-9
5 N

ORTHBOUNDI-9
5 S

OUTHBOUND

27

C
O

O
R

D
IN

A
T
E
 

G
R
ID

AD

 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
IC

U
T

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

S. SUEHR

J. CSANADI

REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1

MPT PLANS

TRA-18

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
9

TPCBC (TYP.)

STAGE 4

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
IN

G
 

N
O
. 

T
R

A
-
1
7

I-9
5 

SOUTHBOUND

I-95 SOUTHBOUND OFF-RAMP

4" YELLOW EDGE LINE4" YELLOW EDGE LINE

NOTES:

SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.1.

SPACES)

LINE (10' LINES/ 30' 

6" WHITE BROKEN LANE 

SPACES)

LINE (10' LINES/ 30' 

6" WHITE BROKEN LANE 

4" WHITE EDGE LINE4" WHITE EDGE LINE

ON-
RAM

P 
(C

LOSED)

(CLOSED)

80-9446

1 11/02/2018

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET

11/13/2018

BLOCK:  

SIGNATURE/

 

...\HW_MSH_0014_0185_STG-04B.DGN.dgnPlotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2 

FROM ROCK LEDGE

PROTECT TRAFFIC 

TPCBC PLACED TO 

ADDED ADDITIONAL TPCBC

1

05.18.A2



CHAI
N 

LI
NK 

FENCE

P
O

L
E

S
P

A
N

BI
T.
 D

RI
VE

D
O

U
B

L
E
 

Y
E

L
L

O
W

C
O

N
T

R
O

L

T
R

A
F
F
IC

C
O

N
T

R
O

L

T
R

A
F
F
IC

SOLID WHITE

S
O

L
ID
 

W
H
IT

E

S
O

L
ID
 

W
H
IT

E

SOLID WHITE

SOLID WHITE

SOLID YELLOWSOLID YELLOW

DASHED WHITE LINE

DASHED WHITE LINE

DASHED WHITE LINE

1
3
+
0
0

1
4
+
0
0

1
5
+

0
0

1
6
+

0
0

1
7
+

0
0

222+00
223+00 224+00 225+00 226+00 227+00 228+00 229+00 230+00 231+00 232+00

CLOSED

RAMP

(BARRICADE MOUNTED)

80-9001

(BARRICADE MOUNTED)

31-1120

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET
OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

11/5/2018

BLOCK:  

SIGNATURE/

 

...\HW_MSH_0014_0185_STG-04C_rev.DGN.dgnPlotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2

 
BRANFORD

I-95 SOUTHBOUND

14-185

27

C
O

O
R

D
IN

A
T
E
 

G
R
ID

AD

 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
IC

U
T

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

S. SUEHR

J. CSANADI

REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
TRA-19

MPT PLANS

STAGE 4

TPCBC (TYP.)

WORK AREA

1
1
'

1
1
'

1
1
'

1
1
'

I-95 SOUTHBOUND

I-95 NORTHBOUND

3.  FOR U.S. ROUTE 1 CONSTRUCTION STAGING SEE DRAWING NO. TRA-07.

2.  SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.

1.  FOR CRANE LAYOUT SEE STRUCTURES SUBSET. 

NOTES:

I-95 SOUTHBOUND
OFF-RAMP

I-95 SOUTHBOUNDOFF-RAMP

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
2
0

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
8

10' O.C. (TYP.)

TRAFFIC DRUM @ 

CLOSED DURING STAGE 4

OFF-RAMP EXIT TO BE 

4" YELLOW EDGE LINE4" YELLOW EDGE LINE

U
.S
. 

R
O

U
T
E
 
1
 
(
E

A
S
T
 

M
A
I
N
 

S
T
R

E
E
T
)

 LINES/ 30' SPACES)

 LANE LINE (10'

6" BROKEN WHITE

 LINES/ 30' SPACES)

 LANE LINE (10'

6" BROKEN WHITE

4" WHITE EDGE LINE4" WHITE EDGE LINE

(CLOSED)

(CLOSED)

WITH EXISTING BARRIER

TPCBC SHALL MEET FLUSH 

WITH EXISTING BARRIER

TPCBC SHALL MEET FLUSH 

I-95 SOUTHBOUND OFF-RAMP(CLOSED)

200 200 400 700

700

700

1400

1400 1400

1400 2100

2100

NOTE:

IN SAND BARRELS IN POUNDS.

1.  ALL NUMERIC VALUES SHOWN REPRESENT MASS OF WEIGHT 

2' MAX.

1' MIN.

2
4
"

TPCBC

(SAND BARRELS)

TEMPORARY IMPACT INERTIAL SYSTEM

200 200 400 700

700

700

1400

1400 1400

1400 2100

2100

NOTE:

IN SAND BARRELS IN POUNDS.

1.  ALL NUMERIC VALUES SHOWN REPRESENT MASS OF WEIGHT 

2' MAX.

1' MIN.

2
4
"

TPCBC

(SAND BARRELS)

TEMPORARY IMPACT INERTIAL SYSTEM

P.C.

C.C.

P.T.

T
L
R

I-95 SB

P.C.

C.C.

P.T.

T
L
R

CURVE NO. 9 CURVE NO. 10

I-95 NB

P.C.

C.C.

P.T.

T
L
R

CURVE NO. 11

I-95 NB

STA. 229+50

CONCRETE MEDIAN

BEGIN REMOVAL OF EXISTING 

10

119

 

 

2500.00'

414.97'

207.96'

09°30'37.0" LEFT

E 591299.66

N 167704.00

E 591519.52

N 170194.31

E 590891.22

N 167774.55

(SAND BARRELS)

INERTIAL SYSTEM 

TEMPORARY IMPACT 

 

 

2526.00'

215.84'

107.99'

04°53'45" LEFT

E 591095.66

N 167704.13

E 591519.52

N 170194.31

E 590884.68

N 167749.39

 

 

2500.00'

107.71'

53.86'

02°28'07" RIGHT

E 591201.42

N 167683.77

E 590676.15

N 165239.58

E 591095.66

N 167704.13

1 11/02/2018 REVISED CROSSOVER LOCATION & IMPACT ATTENUATOR DETAIL

6" MAX. (TYP.)

6
"
-
1
2
"

1

1

1

05.19.A2



BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

BARRIE
R J

OIN
T

TYPIC
AL C

ONC.

CONC 
BARRIE

R

CONC BARRIER

CONC BARRIER

MBR

MBR

MBR

MBR

ROPE
WIR

E

ROPE
WIR

E

ROPE
WIR

E

CAMERA

232+00
233+00

234+00

235+00

236+
00

237+
00

238
+00

239
+00

240
+00

241
+00

24
2+

00

24
3+

00

24
4+

00

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

SCALE 1"=40'

40 800

SCALE IN FEET

11/8/2018

BLOCK:  

SIGNATURE/

 

...\HW_MSH_0014_0185_STG-04D_rev.DGN.dgnPlotted Date:

C
ONNECTICU

T

D
E

P
A

R
T

M
E

N
T

O F TRAN
S

P
O

R
T

A
T
I

O
N

ADDENDUM NO. 2

 
BRANFORD

I-95 SOUTHBOUND

14-185

I-95
 NORTHBOUND

I-9
5 S

OUTHBOUND

27

C
O

O
R

D
IN

A
T
E
 

G
R
ID

AD

 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
IC

U
T

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

J. CSANADI

S. SUEHR
REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
TRA-20

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

MPT PLANS

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

T
R

A
-
1
9

STAGE 4

TPCBC (TYP.)

1
1
'

1
1
'

I-
95
 N

ORTHBOUND

4" YELLOW EDGE LINE4" YELLOW EDGE LINE

I-95 NORTHBOUND

1.  SEE DRAWING NO. TRA-12 FOR NOTES AND LEGEND.

NOTES:

ON-
RAMP

10' O.C. (TYP.)

TRAFFIC DRUM @ 

OFF-RAMP (CLOSED)

(C
LOSED)

CLOSED

SHOULDER

80-9959

80-9444

55
M.P.H.

80-9567

N.T.S.

AHEAD

CONSTRUCTION

STATE LIABILITY LIMITED

ROAD USE RESTRICTED

COMMISSIONER OF TRANSPORTATION

GENERAL STATUTES SEC 13a-115, 13a-145

AHEAD

ROAD WORK

DOUBLED

FINES

31-1906 80-1605

GF
  

80-9604

WORK

AHEAD

ROAD

ED
 

INSET - ADVANCE WARNING SIGNS

80-9951

STAY
IN

LINE

80-9443

C
 1300'1300'1300'1300'

B
 1300'

A
 1300'

CROSSOVER
1000 FT

AHEAD

80-9827

CROSSOVER
1000 FT

AHEAD

N.T.S.

DETAIL A - 80-9827 SIGN

4
8
"

15"

1
5
"

4
8
"

AHEAD

SPEED

LIMIT

55

31-5507

ROAD WORK

END

80-9612
MARKINGS STA. 236+75

MATCH EXISTING PAVEMENT 

40' O.C. (TYP.)

TRAFFIC DRUM @ 

6" WHITE LANE LINE 6" WHITE LANE LINE 

E
D

C
B

A

F
G

 (SEE INSET BELOW)

ADVANCE WARNING SIGNS

100
0'

1 11/02/2018 REVISED CROSSOVER LOCATION

1

STA. 236+40

 CONCRETE MEDIAN

 EXISTING

END REMOVAL OF

1
1
'

1
1
'

05.20.A2


	HW_MSH_0014_0185_RDP_PLN-01 (10-31-18)
	HW_MSH_0014_0185_RDP_PLN-02 (10-31-18)
	HW_MSH_0014_0185_STG-01.DGN (10-31-18)
	HW_MSH_0014_0185_STG-02.DGN (10-31-18)
	HW_MSH_0014_0185_STG-03 & 04.DGN (10-30-18)
	HW_MSH_0014_0185_STG-5A.DGN (10-30-18)
	HW_MSH_0014_0185_STG-5B.DGN (10-30-18)
	HW_MSH_0014_0185_STG-5C.DGN (10-30-18)
	HW_MSH_0014_0185_STG-6.DGN (10-30-18)
	HW_MSH_0014_0185_STG-03-1a.DGN (10-31-18)

		2018-11-15T06:45:23-0500
	Shaun Suehr




