
BL

GROUND

EXISTING

SHLDR.

5'

LANE

15'

TURN LANE

11'

LANE

11'

TO 2'

13' VARIES

 

2'

N.T.S.

FENCE

RELOCATE CHAIN LINK

 

2'

1
2

HATCHED AREA

VARIES 11' TO 0.0'

TURN LANE

VARIES 12' TO 0.0'

TO REMAIN

EXIST. SLOPE
 

5.5'

2%
12:1

12:1

A

B

C

O

E
F

IJ

K

L

 

SEE NOTE 3

L

 

N

M

STA. 10+15 TO STA. 12+75

U.S. ROUTE 1 MILL AND OVERLAY

SDWK.

5'

GRASS 3' & VARIES

LANE

11'

A

B

C

O
EQ Q

SHLDR.

2'

P.A.G.

BL

EXISTING GROUND

e e4%
e e 2%2%4

1
4

LANE

12'

SHLDR.

8'

TURN LANE

12'

WIDENING)

(FUTURE

N.T.S.

SHLDR.

VAR. 4' TO 6'

 

7.5'

 

2'

 

2'

12:112:1

12:1

1

12:1

A

B

C

D

E

F

G

GRASS

6'

L

SDWK.

5.5'

GRASS

6'

SDWK.

5.5'

WIDENING)

(FUTURE

9.25' TO 7.25'

VARIES

A

B

C

L

E F

D

STA. 12+75 TO STA. 15+15

U.S. ROUTE 1 FULL DEPTH RECONSTRUCTION

EQ

Q

Q

TURN LANE

12'

LANE

12'

SHLDR.

8'

P.A.G.

N.T.S.

BL

4%* 4%*4%*4%*1.5%* 1.5%* 1.5%* 1.5%*

M R

LANE

12'

LANE

12'

LANE

12'

LANE

12'

PP PP

10'-16'

VARIES

13'-14.5'

VARIES

13'-14.5'

VARIES

10'-16'

VARIES

P.A.G.

 CONCRETE BARRIER CURB

REMOVE EXISTING

S

T

U
G

K

STA. 224+97 TO STA. 226+21; STA. 227+94 TO STA. 229+19

I-95 MILL & OVERLAY/MEDIAN REPLACEMENT

(TYP.)

EXISTING GUIDE RAIL

M R

N.T.S.

BL

LANE

12'

LANE

12'

LANE

12'

LANE

12'

(TYP.)

EXISTING GUIDE RAIL

10'-16'

VARIES

13'-14.5'

VARIES

13'-14.5'

VARIES

10'-16'

VARIES

P.A.G.

 CONCRETE BARRIER CURB

REMOVE EXISTING

S

T

U
G

K

P PR R

STA. 198+42 TO STA. 226+21 224+97; STA. 227+94 229+19 TO STA. 236+40

I-95 MEDIAN REPLACEMENT

 BRANFORD 14-185

S. SUEHR

O. BELGUET

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
HWY-02

(SEE NOTE 1)

REMOVE MBR

A

B

C

D

E

F

G

H

I

J

K

LEGEND:

L

12" SUBBASE

CURB, (SEE NOTE 1)

BITUMINOUS CONCRETE LIP

TURF ESTABLISHMENT

6" CRUSHED STONE

BE REMOVED

EXISTING CURB TO

(SEE NOTE 2)

5" CONCRETE SIDEWALK

(PLACED IN TWO EQUAL LIFTS)

4" HMA S0.5 TRAFFIC LEVEL 2

(PLACED IN TWO EQUAL LIFTS) 

6" HMA S1.0 TRAFFIC LEVEL 2

M

M

CURB (30"X45") (SEE NOTE 1)

F-SHAPE PRECAST CONCRETE BARRIER 

2" HMA S0.5 (TRAFFIC LEVEL 2)

CONCRETE PAVEMENT

CUT BITUMINOUS

N METAL BEAM RAIL (R-B MASH)

O

CURB

BITUMINOUS CONCRETE PARK

TO MEET EXISTING GRADES.

*MILL AND OVERLAY SECTION SHALL TRANSITION 

P RUMBLE STRIP - AUTOMATED

I-95 AND U.S. ROUTE 1

PAVEMENT

2" FINE MILLING OF BITUMINOUS CONCRETE 

Q

TYPICAL SECTIONS 1

PLACE AND FURNISH 4" TOPSOIL

  SECTION.

  THE FINAL LIFT OF THE ADJACENT FULL DEPTH WIDENED

3.  PAVE 2" OVERLAY CURB-TO-CURB IN CONJUNCTION WITH

  HW-921_01 FOR ADDITIONAL INFORMATION.

  IN TWO EQUAL COURSES), SEE HIGHWAY STANDARD SHEET 

  PAVEMENT ON 8" GRANULAR FILL (PLACED AND COMPACTED

2. CONCRETE SIDEWALK SHALL CONSIST OF 5" CONCRETE 

1. FOR LOCATION SEE HIGHWAY PLAN.

NOTES: 

R 2" PMA S0.5 TRAFFIC LEVEL 3

S

T

U

(PLACED IN TWO EQUAL LIFTS)

4" PMA S0.5 TRAFFIC LEVEL 3

(PLACED IN TWO EQUAL LIFTS)

4" PMA S1.0 TRAFFIC LEVEL 3

12" PROCESSED AGGREGATE

OVERLAID WITH 2" PMA S0.5 TRAFFIC LEVEL 3.  

THE SHOULDERS SHALL BE MILLED AN ADDITIONAL 2" AND 

0406275A.  AFTER REMOVAL OF TEMPORARY SHOULDER ASPHALT 

AT COMPLETION OF STAGE 4, AND PAID FOR UNDER ITEM NO. 

CROSSOVER (SEE TRAFFIC SUBSET) SHALL BE REMOVED (MILLED) 

TEMPORARY SHOULDER ASPHALT OVERLAY USED FOR THE I-95 4.
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D
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D
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D
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L
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MBR

MBR

MBR

C
HAIN LINK FENC

E

WATER MAIN

APPROX. LOC. 20"

WATER AUTHORITY

SOUTH CENTRAL CT. REGIONAL

E
 
5
9
0
6
0
0

N
 
16

8
0
0
0

E
 
5
9
0
2
0
0

N
 
16

7
6
0
0

(FND)
CHD

N/F

CHD

N/F

CHD

N/F

CHD

N/F

CHD

(FND)
CHD

NON-ACCESS HIGHWAY LINE

R.O.W. Map 14-09, Sht.9of13

FL=24.42S

FL=24.29N

TF=32.45

C CB

FL=29.38W

TF=33.39

C CB

FL=27.71SW

TF=30.36

C CB

N
O

N
-

A
C

C
E

S
S
 

H
IG

H
W

A
Y
 

L
IN

E

NON-ACCESS HIGHWAY LINE

CB1

CB2

R
.O
.W
. M

a
p
 
1
4
-
0
9
, S

h
t
.9

o
f
1
3

R
.O
.W
. M

a
p
 
14

-
0
9
, S

h
t
.9

o
f
13

R.O.W. Map 14-09, Sht.9of13

CB

(329 EAST MAIN STREET)

TWISS REALTY CO INC.

N/F

(330 EAST MAIN STREET)

330 EAST MAIN STREET ASSOCIATES, LLC

N/F
STATE OF CONNECTICUT

N/F

STATE OF CONNECTICUT

N/F

INV=23.94
B
IT
. 

D
R
IV

E

(TYP.)

STANDARD

LIGHT

INV=27.59(18")

INV=27.91

INV=27.85

WETLANDS

FIELD LOC.

WETLANDS

FIELD LOC.

DBL CB3

MBR

ENDWALL

ENDWALL

ENDWALL

FL=20.78NE

FL=21.08NW

TF=25.86

C CB

MH3

STR.

DBL CB4

M
B

R

MH4

STR.

MH1

STR

MH2

STR

INV=29.02

ROW OF HEDGES

FL=27.54NE

TF=30.42

C CB

CONCRETE WALK

MBR

E
N

D
W

A
LL

15
" 

CMP

INV=44.43

15" RCP 15" RCP

2
4
"
 
R

C
P

2
4
"
 
R

C
P

24" RCP

INV=45.92

E
N

D
W

A
LL

T
F
=
4
8
.7

7
C
 

C
B

M
B

R

ENDWALL

T
F
=
5
2
.2

7

C
 

C
B

15" RCP

1
2
"
 
R

C
P

PLATE

STEEL

10+00

11+00

12+00

13+00 14+00
15+00

16+00
17+00

2
2
4
+
0
0

2
2
5
+
0
0

2
2
6
+
0
0

2
2
7
+
0
0

2
2
8
+
0
0

2
2
9
+
0
0

2
3
0
+
0
0

TYPE 4E (TYP.)

CONCRETE RAMP

PIPE

CONNECTING

SECTION AND

REMOVE END

15" RCP

4'-

NOTE 2

SEE

79'-15" RCP

BCLC

MBR (TYP.)

REMOVE EXIST.

(TYP.)

SIDEWALK

CONCRETE

RESET MH (P-3) I
-9

5
 

N
O

R
T

H
B

O
U

N
D

I
-9

5
 
S

O
U

T
H

B
O

U
N

D

I
-9

5
 
S

O
U

T
H

B
O

U
N

D

I
-9

5
 

N
O

R
T

H
B

O
U

N
D

  

 

 

  

   

ROUTE 1

(EAST    MAIN   STREET)

TO REMAIN

EXIST. CURB

(AREA = 1965 SF)

WETLAND IMPACT

INV. 27.50

TF: 32.10

(SEE NOTE 1)
TYPE "C" CB (P-1)

  

  

 

6
'

 
 

  

  

MATCH EXISTING SLOPE4.

CLEAN EXISTING PIPES.3.

REMOVE EXISTING ENDWALL.2.

NO LONGER REQUIRED FOR TEMPORARY USE.

TO BE REMOVED SHALL REMAIN IN SERVICE UNTIL THEY ARE 

EXISTING CATCH BASIN MANHOLE AND DRAINAGE PIPES1.

NOTES:

44'-15" RCP

BCLC

1

 

BCLC

I
-
9
5
 

N
B
 

O
N
 

A
N

D
 

O
F
F
 

R
A

M
P

S

BCPC

 

3
9
.5
'

R
=
2
0
'

5
.5
'

4
1
.5
'

R
=
7
0
'

R=50'

2
9
.5
'

R=20
'

 

R=1475'

4
1
.5
'

R=50'

R=150'

6
'

5
.5
'

 6
'

  

3
9
.5
'

3
9
.5
'

  

5
.5
'

6
'

5
.5
'EX. MBR

REMOVE 

SEE NOTE 3

LIMIT (TYP.)

APPROXIMATE SLOPE

TYPE I
ANCHOR. 
R-B END 

RELOCATED

POLE TO BE 

EX. LIGHT 

8
.8
'

LOT DRIVEWAY

PARK AND RIDE 

REMOVE EX. CB

INV: 27.71,

TF: 30.36

TYPE II

GRATE

(P-6); DBL 

TYPE 'C" CB 

 14+92.26
PT STA.

 12+95.95

STA.

5
'

INV. 25.59

TF: 31.28

NOTE 1)

(P-2); (SEE 

TYPE "C" CB 

3
9
.5
'

 SUBSET FOR DETAILS

 HWY-07 AND STRUCTURES

 FOR CLARITY.  SEE

I-95 WORK NOT SHOWN

 (P-5)

RESET MH

 (30"X45") 

F-SHAPE PCBC

15" RCP

58'-

FENCE

CHAIN LINK 

RELOCATE 

REMOVE AND 

(R-B MASH)

170'-MBR 

STA. 10+32

EXIST. MBR

TIE INTO 

RESET MH (P-4)

RCP
62'-15" 

INV: 20.72
TF: 24.87
(P-10)
TYPE "C" CB 

STA. 14+50.00
(30"X45")
F-SHAPE PCBC 

98' RT.

CONSTRUCTION

LIMIT OF 

CONCRETE PAVEMENT
CUT BITUMINOUS 

11'-24" RCP
REMOVE TYPE "C" CB

;INV. 24.20

TF: 32.40
TYPE "C" CB (P-2A)

TYPE 1B
CONCRETE RAMP

RAMP TYPE 4E
CONCRETE

RAMP TYPE 4E
CONCRETE

REMOVE EX. ENDWALL

INV: 29.00,

TF: 32.50

TYPE 'C-L" CB (P-7)

WALL 102

RETAINING 

PROPOSED 

TYPE 4E
CONCRETE RAMP

WALL 102

RETAINING 

PROPOSED 

+
9
1

+
2
6

 

ROUTE 1 STA. 10+15

LIMIT OF CONSTRUCTION

 PAVEMENT
CUT BITUMINOUS CONCRETE

BEGIN MILL AND OVERLAY

SIDEWALK

CUT CONCRETE 

(0-10' DEEP)

STRUCTURE 

DRAINAGE 

REMOVE 

+
9
6

RECONSTRUCTION STA. 12+75

BEGIN FULL DEPTH 

CUT BITUMINOUS CONCRETE

END MILL AND OVERLAY

 SIDEWALK
CUT CONCRETE

AREA)

(SEE HWY-16 FOR STOCKPILE 

APPROXIMATE SLOPE LIMIT 

STA. I-95 = 227+07.90

 15+99.81

STA. U.S. RT 1 =(NON-GATING)

SYSTEM 

ATTENUATION 

TYPE B IMPACT 

 CONCRETE PAVEMENT

53.5' LT; CUT BITUMINOUS

 CONCRETE DRIVEWAY

LIMIT OF BITUMINOUS

WIDE CONC. CAP

(21"X45") W/3" 

F-SHAPE PCBC 

 NOTE 3

SEE

29'-15" RCP (CLASS V)

(CLASS V)
RCP 

251'-15" 

INV: 20.98
TF: 25.30

M.H. (P-16)

INV: 21.00

TF: 24.45

 TYPE II

 DBL GRATE

 CB (P-9);

TYPE "C"

INV: 21.10

TF: 24.45

 GRATE TYPE II

 (P-8)); DBL

TYPE "C" CB

 AND ENDWALL
 STRUCTURE, PIPE

REMOVE DRAINAGE

 SEAL (TYP.)

 BARRIER END

CONCRETE

BCLC

6'

53' RT

STA. 13+42

R=3'
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REHABILITATION OF BRIDGE
NO. 00196 - INTERSTATE 95

OVER U.S. ROUTE 1
HWY-05

S. SUEHR

PURCHASE, NEW YORK

SUITE 305

2500 WESTCHESTER AVENUE

M
A

T
C

H
 

M
A

R
K
 
-
 
S

E
E
 

D
R

A
W
I
N

G
 

N
O
. 

H
W

Y
-
0
6

HIGHWAY PLAN - 1

J. TYROS

MATERIAL

SUBBASE

1'-0''

PAVEMENT

TOP OF

3'-6" 21''

1
0
''
 M

I
N
.

SLOPE ‚''/FT. MIN.

 

4
5
"

SECTION

CONCRETE CAP

CAST IN PLACE 

(21"X45")

F-SHAPE PCBC 

PLAN

 

6"

 3 - #4

DRILL & GROUT

1
2
"

1
2
"

1
2
"

(TYP.)

SEE DETAIL A 

DETAIL A

 

 

"2
1

JOINT SEAL

•'' X •''

 4
"

BAR (TYP.)

DRILL & GROUT #4 

5"

(TYP.)

FOR CLARITY

MESH NOT SHOWN 

6X6 8 GAUGE WIRE 

ELEVATION

WIRE MESH

6X6 8 GAUGE 

  

PIPE - 0-10' DEEP"
 R.C. (DIAMETER)DRAINAGE PIPES TO BE PAID FOR BY ITEM: "6. 

SHOWN ON TRA-02 AND TRA-03.  

WHERE IN CONFLICT WITH PROPOSED IMPROVEMENTS AND AS 

5.     EXISTING SIGNAGE WITHIN PROJECT LIMITS TO BE REMOVED 

DETAILS.

FROM BRIDGE AND RUN UNDER ROUTE 1. SEE IMS PLANS FOR 

4.     EXISTING INCIDENT MANAGEMENT SYSTEM TO BE REMOVED 

ILLUMINATION DRAWINGS.  

3.     EXISTING LIGHT POLES TO BE RELOCATED. SEE 

ENDWALL).  

CLEANED (IE. EXISTING 24" PIPE BETWEEN P-2A AND EXISTING 

PIPES WITHIN AND ADJACENT TO WETLANDS SHALL NOT BE 

CLEAN EXISTING PIPES WITHIN PROJECT LIMITS. EXISTING 2.

PIPES TO BE OPERATIONAL PRIOR TO START OF MPT STAGE 2.  

BASINS AT LOW POINTS (P-8 AND P-9) AND CONNECTING 

NO LONGER REQUIRED FOR TEMPORARY USE.  NEW CATCH 

ARE TO BE REMOVED SHALL REMAIN IN SERVICE UNTIL THEY 

EXISTING CATCH BASINS, MANHOLES AND DRAINAGE PIPES1.

NOTES:

BRIDGES

FILLER FOR 

EXPANSION JOINT 

•'' PREFORMED 

 

 END SEAL

 CONCRETE BARRIER

CAST IN PLACE

CONCRETE BARRIER END SEAL DETAIL

BARRIER END SEAL

CAST IN PLACE CONCRETE 

6"

1
0
''
 M

I
N
.

4
5
"

#4 BAR (TYP.)

DRILL & GROUT 

N.T.S.
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ADDENDUM NO. 2 

1 09/10/2018 REMOVAL OF BCLC AT I-95 NB RAMP; REVISED PCBC QUANTITIES

 (30"X45")

F-SHAPE PCBC
(21"X45")

PCBC 

F-SHAPE 

2 10/31/2018

HERE; STA. 15+15 SIMILAR

SEAL AT STA. 16+67 SHOWN 

2. CONCRETE BARRIER END 

UNDER ITEM NO. 0602936A.

GROUT TO BE PAID FOR 

CONCRETE ITEM; DRILL & 

0602053 INCLUDED IN 

BE PAID FOR UNDER ITEM NO. 

'A' CONCRETE"; WIRE MESH TO 

ITEM  NO. 0601000 - "CLASS 

SEAL TO BE PAID FOR UNDER 

1. CONCRETE BARRIER END 

 NOTES:

REVISION OF END SEAL DETAIL AND ADDED QUANTITY TABLE

ASHPALT WEDGES ALONG I-95. 

DETAIL (TRA-12) FOR LIMITS OF FINE MILLING FOR TEMPORARY 

NOTE: SEE MPT CROSS SECTIONS (SUBSET 07) AND PAVEMENT KEY 

1

1
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 RR SPIKE IN POLE

 B.M. 108 Elev. 27.03' 

BUILDING #365

EXISTING

RESTAURANT"

DINER

"PARTHENON

#374

BUILDING

EXISTING

 NAVD 1988

(TYP.)

ROCKS

AREA

LANDSCAPE

MWMW

MW MW

MW
MW

MW

MW

MW
MW

MWMW

MWMW

WG

WGWG

SIGN
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1
5
"P

V
C

30
" 

CM
P

#379 "CAR WASH"
EXISTING BUILDING

(TYP.)
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E

(TYP.)

WELL

MON.

LIGHT (TYP.)

BOLLARD

(TYP.)

TREELINE

(TYP.)

STANDARD

LIGHT

CP#112

LEDGE OUTCROP

CP#107
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" C

MP

CP#4648
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3
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P

15" RCP
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(3) 30" RCP

18"CMP
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"
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1 09/10/2018 REMOVAL OF BCLC AT I-95 SB RAMP

  

CONCRETE SLAB, TO BE PAID FOR UNDER ITEM NO. 0507495. 

REMOVE EXISTING CATCH BASIN GRATE/TOP AND INSTALL 3. 

CLEAN EXISTING PIPES WITHIN PROJECT LIMITS. 2.

LONGER REQUIRED FOR TEMPORARY USE.

NO ARE TO BE REMOVED SHALL REMAIN IN SERVICE UNTIL THEY 

EXISTING CATCH BASIN MANHOLE AND DRAINAGE PIPES1.
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STA. 227+78.02

END BRIDGE

STA. 226+37.44

BEGIN BRIDGE

STA. RT 1 = 15+99.81

STA. I-95 = 227+07.90

16'

16'

(SEE STRUCTURAL DRAWINGS)

EXISTING PIER TO BE REMOVED

SEE STRUCTURAL DRAWINGS

PROPOSED PIER

 BE FORMED AROUND FRAME (SEE STRUCTURAL DRAWINGS)

EXISTING CATCH BASIN TO REMAIN, APPROACH SLAB SHALL

DRAWINGS FOR DETAILS AND LIMITS)

(SOIL NAIL WALL, SEE STRUCTURAL 

PROPOSED RETAINING WALL (TYP.)
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(SEE NOTE 4 AND STRUCTURAL

EXISTING PIER TO BE REMOVED

 - JERSEY SHAPED PARAPET

R-B 350 BRIDGE ATTACHMENT

- JERSEY SHAPED PARAPET

R-B 350 BRIDGE ATTACHMENT 

STA. 224+97

STATE PROJECT NO. 14-185

BEGIN F.A.P. NO. 0952(118)

BEGIN MILL AND OVERLAY

CUT BITUMINOUS CONCRETE PAVEMENT;

END MILL AND OVERLAY

CUT BITUMINOUS CONCRETE PAVEMENT;

STA. 229+19

STATE PROJECT NO. 14-185

END F.A.P. NO. 0952(118)

ATTACH TO EXISTING MBR

2

3

 - TRAILING END

R-B 350 BRIDGE ATTACHMENT

 (TYPE R-B 350) 

 RAIL (TYPE R-I) TO
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BARRIER CURB (SEE NOTE 5)
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LIMIT OF 16' APPROACH SLAB
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LIMIT OF 16' APPROACH SLAB

350) 
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BEAM RAIL (TYPE 

CONVERT METAL 

ATTACHMENT TO BRIDGE)

HWY-918_01B TRAILING END 

(REINSTALL 3 CABLE RAILING PER 

END ANCHORAGE - BRIDGE TYPE
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MEDIAN WORK TO BE COMPLETED PRIOR TO STAGE 3. 

CROSSOVERS ARE NO LONGER IN USE). ALL OTHER 

*TO BE INSTALLED AFTER MPT STAGE 4 (WHEN 

(SEE NOTE 5). 

TO ENDS OF CROSSOVER 

MEDIAN WORK TO CONTINUE 

 (SEE NOTE 5). 

 TO ENDS OF CROSSOVER

MEDIAN WORK TO CONTINUE
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ADDENDUM NO. 2 

1 09/10/2018 NOTE NO. 6 REVISION

    TRANSITION SECTION 0601201 "CLASS 'F' CONCRETE".

  BE PAID FOR UNDER ITEM NO. 0821189A CONCRETE BARRIER

  BE CONSTRUCTED AT STA. 226+21.44 AND STA. 227+94.02; AND SHALL 

6.     A TRANSITION 45" F-SHAPE TO 45" MEDIAN CONCRETE PARAPET SHALL 

    198+42 AND 236+40; SEE HW-821_03e FOR DETAIL.  

    TRANSITION TO F-SHAPE PCBC TO BE CONSTRUCTED AT STATION 

    MPT CROSSOVERS. SEE MPT PLANS (TRA-12 TO TRA-21).  JERSEY SHAPE 

    PRECAST CONCRETE BARRIER CURB (30"X45") TO EXTEND TO ENDS OF 

    BARRIER CURB, CUT BITUMINOUS CONCRETE PAVEMENT, AND F-SHAPE 

5.     THE LIMITS OF THE REMOVAL OF EXISTING CONCRETE

    SEE DRAWING NO. S-43.

    TO BE REMOVED AND RESET AT SOUTHERN FACE OF NEW CENTER PIER,   

4.     EXISTING STANDPIPE LOCATED AT SOUTHERN FACE OF  WESTERN PIER 

  

CONTRACTOR SHALL INSTALL RUMBLE STRIPS WHERE REMOVED.3.

NO. 00196, SEE SUBSET 04-STRUCTURES.

FOR WORK ON PIERS, ABUTMENTS AND RETAINING WALLS OF BRIDGE2.

FOR WORK ON U.S. ROUTE 1, SEE DRAWING NOS. HWY-05 AND HWY-06.1.

NOTES:

2 11/02/2018

SECTIONS.

CROSSOVERS ARE NO LONGER IN USE). SEE MPT CROSS 

*TO BE INSTALLED AFTER MPT STAGE 4 (WHEN 

REVISED MEDIAN REPLACEMENT & CURB LIMITS

1

2

2

2
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ADDENDUM NO. 2

NEW SHEET ADDED BY

 

GENERAL NOTES:

 

RUNNING SLOPES OF RAMPS SHALL NOT

APPROACH SIDEWALK AND LANDING CROSS SLOPE SHALL NOT EXCEED 2%.

EXCEED 8.33% AND SHALL NOT EXCEED 15' (4.5m) WITHOUT PROVIDING A LANDING.
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WARNING 
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GRADE BREAK

BOTTOM SLOPE
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      AT THE BOTTOM GRADE BREAK

      WARNING TILE ON THE RAMP RUN 

      BACK OF CURB, PLACE DETECTABLE 

      ARE LESS THAN 5' (1.5m) FROM 

      BOTTOM SLOPE GRADE BREAK 

NOTE : IF BOTH ENDS OF THE RAMP 

GRADE BREAK

BOTTOM SLOPE

RAMP

      CURB ALONG FULL WIDTH.

      ON THE LOWER LANDING AT BACK OF 

      CURB, PLACE DETECTABLE WARNING TILE 

      GREATER THAN 5' (1.5m) FROM BACK OF 

      BOTTOM SLOPE GRADE BREAK ARE 

NOTE : IF ONE OR BOTH ENDS OF THE RAMP 

DOME SECTION

 

DOME SPACING

 

1
.6

"
 
(
4
1
)

M
I
N
.

2
.4

"
 
(
6
1
)
 

M
A

X
.

(16)
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0.45" (11)MIN.

1.4" (35)MAX.

0.9" (22)MIN.

0.9" (22)MAX.

(
5
)

0
.2

"

STANDARD DOME ON DETECTABLE WARNING TILES

SIDEWALK RAMP
DETAILS

     

23. OPTIONAL RAMP, WHEN REQUIRED, SHALL BE PAID FOR AS PART OF CONCRETE SIDEWALK RAMP.

22. SHADED AREAS ARE TYPICAL PAY LIMITS FOR CONCRETE SIDEWALK RAMP BUT, MAY VARY AS DIRECTED BY THE ENGINEER.

   BE 10% MAX. IF WIDTH OF SIDEWALK IS <48" THE FLARED SIDES MUST NOT EXCEED 8.33% (12:1).

21. WHEN WIDTH OF SIDEWALK IS >48" AND A PERPENDICULAR SIDEWALK RAMP IS INSTALLED, THE FLARED SIDES SHALL 

   WITH THE 5' (1.5m) DIMENSION PROVIDED IN THE DIRECTION OF THE PEDESTRIAN STREET CROSSING.

   RAMP. IF THE LEVEL LANDING IS RESTRICTED ON 2 OR MORE SIDES, THE LEVEL LANDING SHALL BE 4'(1.2m)x 5'(1.5m)

20. FOR PARALLEL CURB RAMPS, A MIN. 4'(1.2m) x 4'(1.2m) LEVEL LANDING SHALL BE PROVIDED AT THE BOTTOM OF CURB

   4'(1.2m) x 5'(1.5m) WITH THE 5'(1.5m) DIMENSION PROVIDED IN THE DIRECTION OF THE RAMP RUN.

   CURB RAMP. WHERE THE LEVEL LANDING  IS RESTRICTED AT THE BACK OF SIDEWALK THE LEVEL LANDING SHALL BE

19. FOR PERPENDICULAR CURB RAMPS A MIN. 4'(1.2m) x 4'(1.2m) LEVEL LANDING SHALL BE PROVIDED AT THE TOP OF

   HIGHWAY GRADE.

18. THE RUNNING OR CROSS SLOPES ON LANDINGS AT MID BLOCK CROSSING MAY BE WARPED TO MEET STREET OR 

17. 

16. APPROACH SIDEWALK WIDTHS, GRASS STRIP OR UTILITY STRIP WIDTHS MAY VARY.

   PEDESTRIAN ACCESS ROUTE.

   SHALL NOT BE LOCATED ON RAMPS, LANDINGS, BLENDED TRANSITIONS, AND @ GUTTERS WITHIN THE 

15. UTILITY POLES, LUMINAIRE, PEDESTRIAN OR SIGNAL POLES, GRATES, ACCESS COVERS, AND OTHER APPURTENANCES 

   WITH A CROSS SLOPE LESS THAN OR EQUAL TO 2% IN ANY DIRECTION.

14. THE TOP AND BOTTOM OF RAMPS SHOULD BE PROVIDED WITH A 4' x 4' (1219 x 1219) MINIMUM LEVEL LANDING AREA 

   WHEN CALLED FOR IN PLANS. PAID FOR WITH SIDEWALK RAMP WHEN REQUIRED FOR RAMP.

13. CONSTRUCT A SIDEWALK CURB WHEN THERE IS INSUFFICIENT BUFFER AVAILABLE TO GRADE OR 

   DRIVEWAY, DETECTABLE WARNINGS ARE REQUIRED AT THE JUNCTION BETWEEN THE PEDESTRIAN ROUTE AND DRIVEWAY.

12. WHERE COMMERCIAL DRIVEWAYS ARE PROVIDED WITH TRAFFIC SIGNALS AND THE SIDEWALK IS CONTINUOUS THROUGH

   FLUSH WITHOUT A LIP.

   OF RUNNING SLOPE (PERPENDICULAR TO CURB OR SLOPE BREAK). THE TRANSITION FROM RAMP TO GUTTER SHALL BE 

11. TO PERMIT WHEELCHAIR WHEELS TO ROLL BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION 

   THIS SHEET.

   THE FULL WIDTH OF THE RAMP. FOR ALTERNATE LOCATIONS, REFER TO DETECTABLE WARNING PLACEMENT DETAILS ON

10. PREFERRED LOCATION TO INSTALL DETECTABLE WARNING STRIP SHALL BE 6" (152) FROM THE EDGE OF ROAD ALONG

   IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATIONS.

   CURBING OUTSIDE LIMITS OF RAMP OR LANDING SHOWN ON SHEET 3 SHALL BE CONSTRUCTED AND PAID FOR 

   REQUIRED FOR THE RAMP,  SHALL BE INCLUDED WITH PAY ITEM "CONCRETE SIDEWALK RAMP".

   OTHERWISE BY THE ENGINEER (SEE TYPICAL SECTION ON SHEET 3). CURB REMOVAL AND CAST IN PLACE CURBING 

 9. SIDEWALK RAMPS SHALL BE CONSTRUCTED WITH THE TOE AT THE GUTTER CAST INTEGRALLY WITH RAMP UNLESS DIRECTED 

   CONSTRUCTION LIMITS ON THE PLANS AND SHALL BE FIELD VERIFIED.

 8. CONCRETE SIDEWALK RAMPS, SHALL BE PAID FOR UNDER THE ITEM "CONCRETE SIDEWALK RAMP", AS DEFINED BY THE 

   BETWEEN EXPANSION JOINTS EXCEED 12' (3658) UNLESS OTHERWISE NOTED.

 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING 

  "CONCRETE SIDEWALK RAMP" OR "CONCRETE SIDEWALK".

   OR DIRECTED BY THE ENGINEER. SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF 

   RECOGNITION OF THIS, A LIMIT OF 15' (4572) FOR REMOVAL SHALL BE USED UNLESS OTHERWISE SHOWN ON THE PLANS

   CONTRACTION JOINT. 8.3% MAXIMUM SLOPE MAY NOT BE ACHIEVABLE DUE TO EXISTING SIDEWALK GRADE. IN 

 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION OR 

   PEDESTRIAN ACCESS ROUTE. DIAGONAL RAMPS SHOULD NOT BE INSTALLED WHERE CURB RADII IS LESS THAN 20'(6096).

   SHOULD BE THE SAME LENGTH. SKEWED RAMPS SHOULD BE AVOIDED. FLARES ARE NOT CONSIDERED PART OF 

   TANGENT OF THE CURB RADIUS FOR THE DESIGNATED ACCESSIBLE ROUTE. BOTH LONGITUDINAL SIDES OF THE RAMP 

   ANY FLARED SIDES. DIAGONAL AND PERPENDICULAR RAMPS SHALL HAVE  THE RAMP CUT PERPENDICULAR TO THE   

 5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING

   APPLIED ACROSS THE ENTIRE LEVEL CHANGE.

   •" (13) MAX. VERTICAL DISCONTINUITIES BETWEEN ‚" (6.4) AND •" (13) MAX. SHALL BE BEVELED 1:2 MINIMUM

   ALL SIDEWALK RAMPS SHALL BE STABLE, FIRM AND SLIP RESISTANT.  SURFACE DISCONTINUITIES SHALL NOT EXCEED 

 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP.  THE SURFACE OF 

   SPECIFICATIONS.

 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "F" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD 

 

 2. RAMP GRADE SHALL BE UNIFORM, FREE OF SAGS AND ABRUPT GRADE CHANGES. 

   13%. SEE DETAIL 1 ON THIS SHEET.

   SHOULD NOT EXCEED 5%. THE MAXIMUM GRADE DIFFERENCE BETWEEN THE GUTTER AND CURB RAMP SHALL NOT EXCEED

 1. MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK RAMP 

DETAIL 1

MAX.

8.33%
ROADWAY
5% MAX.

CURB RAMP

EDGE OF ROAD

SEE GRADE CHANGE AT ROADWAY INTERFACE

SEE GENERAL NOTE 1 ON THIS SHEET

REFER TO DETECTABLE WARNING PLACEMENT DETAIL

03.17.A2
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