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TO THAT OF A 30’’ x 45’’(755x1145) UNIT.

ENTIRETY. REINFORCING THROUGHOUT SHALL CONFORM 

IT SHALL BE PAID FOR AS A 30’’ x 45’’(755x1145) UNIT IN ITS 

TWO 21’’ x 45’’(530x1145) UNITS TO ONE 30’’ x 45’’(755x1145) UNIT.

THIS TRANSITION UNIT SHALL BE USED TO TRANSITION FROM 
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GALVANIZED

PLAIN BAR DOWEL 

1’’(25) DIA. x 18’’(457)

10’’(254) DEEP
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SLOT 10’’(254) DEEP

1�’’ x 6’’(38x152) 

BAR DOWEL GALVANIZED

1’’(25) DIA. x 18’’(457) PLAIN

CURB MAX.

4" (102) 

(755x1145) UNIT

ONE - 30’’ x 45’’

(530x1145) UNITS

TWO - 21’’ x 45’’

DOWEL

9’’(229) DEEP FOR 

1’’(25) DIA. HOLE 

  MAY BE USED TO ACCOMPLISH THIS.

  A 2.5:1 MAX.  SLOPE OF THE BARRIER 

  FOR ALL LEADING END TREATMENTS. 

  MORE THAN 3" (76) ABOVE THE RAIL HEIGHT 

  THE PCBC SHALL NOT EXTEND VERTICALLY 

2. WHEN ATTACHING GUIDERAIL, THE END OF 

  PLANS OR AS DIRECTED BY THE ENGINEER.

  SHALL BE CONSTRUCTED AS SHOWN ON THE 

1. GUIDERAIL ATTACHMENT WHEN REQUIRED

 

  GUIDERAIL ATTACHMENT DETAIL.

  SEE STANDARD SHEET  HW-910_06 FOR 

PCBC

PLACE OR

CAST IN 

ELEVATION

 

END TRANSITION TO GUIDERAIL
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