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TYPICAL SECTION
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 
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173-462

UT-02

REHABILITATION OF BRIDGE
J.H.M. II NORWALK

OVER NORWALK RIVER UTILITIES REPAIR
DETAILS

SPAN A-1 PLAN

7 SPACES AT 13'-3" = 92'-9"

EXISTING UTILITY SUPPORTS TO BE REUSED

PROPOSED

SCALE: ƒ" = 1'-0"

SCALE: ƒ" = 1'-0"

SECTION AT ABUTMENT NO. 1 SECTION AT PIER NO. 1
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BACKWALL PIER CAP
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5"

SCALE: ƒ" = 1'-0"

1'-3"

EXISTING 1•"~ WATER PIPE. EXISTING 4"~ WASTE PIPE.

EXISTING

(TYP.)

FOAM SUPPORT BLOCK

REQUIRED

BENDS AND ELBOWS AS

W/ WATER-TIGHT JOINTS

8"~ SCH. 40 PVC CONDUIT

W/ HEAT RIBBON

& COMPATIBLE

POLYURETHANE

1" INSULATION

N.T.S.

AND SENSORS

W/ HEAT RIBBON

4" D.I. WASTE PIPE

S.C./S.F.C.

NOTE:

4"~ WASTE PIPE.

GALV. W.I. PIPE CASING FOR

EXISTING 8"~ EXTRA STRONG

4"~ WASTE PIPE.

GALV. W.I. PIPE CASING FOR

EXISTING 10"~ EXTRA STRONG

4"~ WASTE PIPE.

GALV. W.I. PIPE CASING FOR

EXISTING 8"~ EXTRA STRONG

4"~ WASTE PIPE.

GALV. W.I. PIPE CASING FOR

EXISTING 10"~ EXTRA STRONG

EXISTING 1•"~ WATER PIPE.

(SEE SPECIAL PROVISION).

UNDER ITEM "SANITARY SEWER RECONSTRUCTION"

THE PROPOSED 4" DIA. WASTE PIPE SHALL BE PAID

ALL WORK RELATED TO THE INSTALLATION OF

SANITARY LINE DETAILS

WASHERS TO REMAIN

ROD WITH HEX. NUT AND

EXISTING ‡"~ S.S. THREADED

ADJUSTABLE SWIVEL PIPE ROLL (10"~)

ASSEMBLY (ANVIL FIG. 171) WITH

ADJUSTABLE PIPE ROLLER SUPPORT

(ANVIL FIG. 167).

PROTECTION SHIELD WEAR PLATE

18 GA. GALV. STEEL INSULATION

REMOVE AND REPLACE WITH NEW

CABLE AND 8"~ SCH. 40 PVC JACKET

4"~ D.I. WASTE PIPE WITH HEATING

ISULATION. REPLACE WITH NEW

REMOVE EXISTING WASTE PIPE AND

WELDED NUTS

ANCHOR PLATE WITH

EXISTING 1" X 12" X 1'-9"

EXISTING DIAPHRAGM
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