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SCALE:  1" = 50'

PLAN

HWY-02

LIB
ERTY 

SQ.

4" WHITE EDGE LINE/BICYCLE LANE

BICYCLE LANE SYMBOL (TYP.)

4" WHITE EDGE LINE/BICYCLE LANE
4" YELLOW

GRANITE STONE CURBING

OF PAVEMENT TO FACE OF 

REPAVE FROM SAWED EDGE 

10.5' 10.5' 5'10.5'10.5'5'

4" WHITE EDGE LINE4" WHITE EDGE LINE

4" DOUBLE YELLOW CENTERLINE

FINAL PAVEMENT MARKINGS

NOT TO SCALE

}

PARK

VETERANS 

CENTERLINE

4" DOUBLE YELLOW

PAVEMENT MARKINGS

MATCH EXISTING 

STA. 10+34

END PAVEMENT MARKING

4" WHITE

8" WHITE LANE LINE

12" WHITE STOP BAR
STA. 19+94

END PAVEMENT MARKING

LEGEND

HTL

MHT

MLW MEAN LOW WATER

MEAN HIGH WATER

HIGH TIDE LINE

FEMA 100 YR. FLOOD (STILLWATER)

100
' NAVIG

ATIO
NAL

8' V
ERT. C

LEARANCE

CLEARANCE WIT
H

(TYP.)

BICYCLE LANE SYMBOL

NOTES:

(3' LINES AT 9' SPACES)

8" WHITE DOTTED LANE LINE 

(3' LINES AT 9' SPACES)

8" WHITE DOTTED LANE LINE 

WHITE PAVEMENT MARKING SYMBOL (TYP.)

STA. 21+71

END PAVEMENT MARKINGS

PAVEMENT MARKING

REMOVE EXISTING 

(SEE PLAN)

8" WHITE BROKEN OR SOLID LANE LINE

(SEE PLAN)

8" WHITE BROKEN OR SOLID LANE LINE

8" WHITE LANE LINE

12" WHITE STOP BAR

COASTAL JURISDICTION LINE

COASTAL JURISDICTION LINE

COASTAL JURISDICTION LINE

COASTAL JURISDICTION LINE

"BRICK PAVING"

PAID FOR UNDER THE ITEM

TO MATCH ORIGINAL SECTION.

RESET DECORATIVE BRICK PAVERS 

STONES

CURBING FROM SAVED CURB 

RECONSTRUCT GRANITE STONE

DIRECTIONAL SIGN R4-7, CTDOT #31-1526

REMOVE AND RESET EXISTING TRAFFIC 

OF RESET GRANITE CURB

OUTSIDE PERIMETER

SAW CUT 1' AROUND 

PAID FOR UNDER THE ITEM "EARTH EXCAVATION".

REMOVAL OF ISLAND PAVEMENT AND SUBGRADE AS NECESSARY TO RECONSTRUCT THE ISLAND WILL BE 6.

STONE CURBING" AND "RESET GRANITE CURVED STONE CURBING".

REMOVE, STORE AND RESET OF GRANITE CURBING SHALL BE PAID FOR UNDER THE ITEM "RESET GRANITE5.

STATE WILL MAINTAIN ALL PAVEMENT MARKINGS ON RTE. 136.4.

PAVEMENT MARKINGS SHALL BE INSTALLED PER TRAFFIC STANDARD SHEETS TR-1210-04 & TR-1210-08.3.

ALL CONFLICTING PAVEMENT MARKINGS WITHIN PROJECT LIMITS SHALL BE REMOVED.

PAVEMENT MARKINGS SHALL BE INSTALLED THROUGHOUT PROJECT AREA AS DIRECTED BY THE ENGINEER.2.

REPLACED IN KIND WITH EPOXY RESIN.

ALL FINAL PAVEMENT MARKINGS SHALL BE EPOXY RESIN. ALL DISTURBED PAVEMENT MARKINGS SHALL BE 1.
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HWY-03

EQUAL LIFTS)

(PLACED IN TWO 

TRAFFIC LEVEL 2

4" HMA S0.5

OR PCC PAVEMENT

EXISTING BITUMINOUS 

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

SEAL JOINT AFTER PAVING (TYP.)

SAW CUT EDGE, TACK COAT, AND 

6" TO 12"

TRENCH WIDTH (TW)

20" (30" IN ROCK)

EQUAL LIFTS)

(PLACED IN TWO 

TRAFFIC LEVEL 2

4" HMA S0.5

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

SEAL JOINT AFTER PAVING (TYP.)

SAW CUT EDGE, TACK COAT, AND 

TRENCH WIDTH (TW)

20" (30" IN ROCK)

EXISTING PCC PAVEMENT

EQUAL LIFTS)

(PLACED IN TWO 

TRAFFIC LEVEL 2

4" HMA S0.5

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

SEAL JOINT AFTER PAVING (TYP.)

SAW CUT EDGE, TACK COAT, AND 

TRENCH WIDTH (TW)

20" (30" IN ROCK)

(TRENCH WIDTH BETWEEN 6" AND 12")

OR OVERLAID PORTLAND CEMENT CONCRETE (PCC)

THROUGH BITUMINOUS CONCRETE

TEMPORARY PAVEMENT - FOR NARROW TRENCH

(TRENCH WIDTH GREATER THAN 12")

THROUGH OVERLAID PORTLAND CEMENT CONCRETE (PCC)

TEMPORARY PAVEMENT FOR TRENCH

(TRENCH WIDTH GREATER THAN 12")

TRENCH THROUGH BITUMINOUS CONCRETE

TEMPORARY PAVEMENT FOR 

SECTION DETAILS

OR PCC PAVEMENT

EXISTING BITUMINOUS 

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

6" TO 12"

TRENCH WIDTH (TW)

20" (30" IN ROCK)

AFTER PAVING (TYP.)

TACK COAT AND SEAL JOINT 

12"12"

TRANSVERSE ENDS OF THE TRENCH

TRAFFIC LEVEL 2, AND SAWCUT

TRAFFIC LEVEL 2, OR 2" HMA S0.5

MILL 2" THEN PLACE 2" HMA S0.375

TACK COAT EDGE (TYP.)

(TRENCH WIDTH BETWEEN 6" AND 12")

OR OVERLAID PORTLAND CEMENT CONCRETE (PCC)

THROUGH BITUMINOUS CONCRETE

PERMANENT PAVEMENT - FOR NARROW TRENCH

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

TRENCH WIDTH (TW)

20" (30" IN ROCK)

12"12"

TACK COAT EDGE (TYP.)

S0.5 TRAFFIC LEVEL 2

FINAL LIFT SHALL BE 2" HMA

SEAL JOINT AFTER PAVING (TYP.)

SAW CUT EDGE, TACK COAT, AND 

MULTIPLE 2"-3" LIFTS

TRAFFIC LEVEL 2 IN 

USING HMA S0.5

PAVEMENT THICKNESS 

MATCH EXISTING 

EXISTING PCC PAVEMENT

(TRENCH WIDTH GREATER THAN 12")

THROUGH OVERLAID PORTLAND CEMENT CONCRETE (PCC)

PERMANENT PAVEMENT FOR TRENCH

MATERIAL COMPACTED IN 4" LIFTS

PROCESSED AGGREGATE BASE

CONCRTE PAVEMENT

EXISTING BITUMINOUS 

TRENCH WIDTH (TW)

20" (30" IN ROCK)

12"12"

SEAL JOINT AFTER PAVING (TYP.)

SAW CUT EDGE, TACK COAT, AND 

SHALL BE 6")

PAVEMENT THICKNESS

(MINIMUM COMPACTED

MULTIPLE 2"-3" LIFTS

TRAFFIC LEVEL 2 IN 

THICKNESS USING HMA S0.5

MATCH EXISTING PAVEMENT 

PAVEMENT THICKNESS SHALL BE 4")

2"-3" LIFTS (MINIMUM COMPACTED

TRAFFIC LEVEL 2 IN MULTIPLE

THICKNESS USING HMA S0.375

MATCH EXISTING PAVEMENT

(TRENCH WIDTH GREATER THAN 12")

TRENCH THROUGH BITUMINOUS CONCRETE

PERMANENT PAVEMENT FOR 
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GENERAL NOTES:

BITUMINOUS CONCRETE PAVEMENT THICKNESS WITH A FINAL LIFT OF 2"

PLACE HMA S0.5 TRAFFIC LEVEL 2 IN 2"-3" LIFTS TO MATCH EXISTINGb.

MATCH EXISTING PAVEMENT THICKNESS

PLACE HMA S1.0 TRAFFIC LEVEL 2 IN TWO EQUAL 4"-5" LIFTS TO a. 

NEAREST TRANSVERSE JOINT SHALL BE REMOVED AND REBUILT AS FOLLOWS:

CANNOT BE MET, THE EXISTING SLAB AREA FROM THE TRENCH EDGE TO THE 

SHALL BE LEFT IN PLACE TO THE NEAREST TRANSVERSE JOINT. IF THIS CRITERIA 

FOR TRANSVERSE TRENCHES, THE MINIMUM SLAB LENGTH AS SHOWN IN TABLE 1A.

2. TRANSVERSE TRENCHING FOR JOINTED CONCRETE PAVEMENT:

BITUMINOUS CONCRETE PAVEMENT THICKNESS WITH A FINAL LIFT OF 2"

PLACE HMA S0.5 TRAFFIC LEVEL 2 IN 2"-3" LIFTS TO MATCH EXISTINGb.

MATCH EXISTING PAVEMENT THICKNESS

PLACE HMA S1.0 TRAFFIC LEVEL 2 IN TWO EQUAL 4"-5" LIFTS TO a. 

PAVEMENT TO THE EDGE OF ROAD. IN EITHER CASE REBUILD THE FOLLOWING:

AND THE SLAB CENTERLINE, REMOVE THE ENTIRE CONCRETE SLAB AND BITUMINOUS 

ROAD. IF THE LONGITUDINAL TRENCH FALLS BETWEEN THE LONGITUDINAL JOINT 

EDGE OF SLAB, REMOVE CONCRETE FROM THE TRENCH EDGE TO THE EDGE OF 

IF THE LONGITUDINAL TRENCH FALLS BETWEEN THE SLAB CENTERLINE AND THE A. 

1. LONGITUDINAL TRENCHING FOR JOINTED CONCRETE PAVEMENT:

15' OR SHORTER

15'-40'

40' OR LONGER

TOTAL SLAB LENGTH (L)

REBUILD TO NEAREST JOINT

10'

1/4 L

MIN. LENGTH REMAINING

TABLE 1

CONCRETE SLAB (TYP.)

PORTLAND CEMENT 

LONGITUDINAL JOINT

SLAB CENTER LINE

EDGE OF SLAB

TRENCH

TRANSVERSE JOINT

FOR JOINTED CONCRETE PAVEMENT

LONGITUDINAL TRENCHING 

(SEE NOTE 1)

(SEE NOTE 2)

FOR JOINTED CONCRETE PAVEMENT

TRANSVERSE TRENCHING 

OF TRAFFIC

DIRECTION 

OF TRAFFIC

DIRECTION 

OF TRAFFIC

DIRECTION 

OF TRAFFIC

DIRECTION 

TRANSVERSE JOINT

EDGE OF SLAB

LONGITUDINAL JOINT

TRENCH

(SEE TABLE 1)

REMAINING

MIN. LENGTH

TRANSVERSE JOINT

LENGTH (L)

TOTAL SLAB

PAVEMENT

THAN 12"

GREATER

WIDTH

TRENCH

THAN 12"

GREATER

WIDTH

TRENCH

THAN 12"

GREATER

WIDTH

TRENCH

THAN 12"

GREATER

WIDTH

TRENCH
CONCRETE SLAB (TYP.)

PORTLAND CEMENT 
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