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REMOVE CONDUIT RISERS AND WIREWAY. PATCH
HOLES ON EXTERIOR OF BUILDING. EXISTING GENERATOR TO REMAIN.

REMOVE CONDUCTORS FROM FUEL ISLAND BACK PROTECT DURING CONSTRUCTION.

TO SOURCE. ABANDON INTERIOR CONDUIT. EXISTING WASTE WATER UNDERGROUND STORAGE TANK TO REMAIN.
REMOVE FUEL ISLAND VENT PIPING AND VENT RISERS. PROTECT DURING CONSTRUCTION.

REMOVE FUEL ISLAND, DISPENSERS, PRODUCT PIPING, LIGHT POLE,
LIGHT FIXTURES, BOLLARDS, ALL ASSOCIATED ACCESSORIES, AND
CONCRETE APRON (CONCRETE APRON REMOVAL TO BE PAID FOR
UNDER THE MLSI AS EARTH EXCAVATION). REMOVE AND REINSTALL
FUEL MANAGEMENT UNIT (FMU). REFER TO DWG C-004 FOR LOCATION
OF REINSTALLED FMU. SALVAGE ALL FLAGS AND STATION SIGNS.

REMOVE 4000 GALLON DIESEL AND 4000 GALLON UNLEADED
UNDERGROUND STORAGE TANKS, ALL ASSOCIATED ACCESSORIES,
AND CONCRETE SLAB AT GRADE (CONCRETE SLAB REMOVAL TO BE
PAID FOR UNDER THE MLSI AS EARTH EXCAVATION). SALVAGE PUMP
AND DROP TUBE.

EXISTING FUEL OIL
UNDERGROUND~ STORAGE
TANK TO REMAIN. PROTECT

DURING CONSTRUCTION. REMOVE TYPE 'C-L'CATCH BASIN TOP.

INSTALL AND MAINTAIN SEDIMENT
CONTROL ON CATCH BASIN.
REFER TO DWG €-005 FOR DETAIL. INSTALL AND MAINTAIN SEDIMENT CONTROL ON CATCH BASIN.

REFER TO DWG C-005 FOR DETAIL.

PROTECT 10" CMP DURING CONSTRUCTION.

INSTALL AND MAINTAIN SEDIMENT

CONTROL ON CATCH BASIN.
REFER TO DWG C-005 FOR DETAIL.

EXISTING SALT SHED TO REMAIN.

INSTALL AND MAINTAIN SEDIMENT

CONTROL ON CATCH BASIN.

REFER TO DWG C-005 FOR DETAIL.
EXISTING CHLORIDE TANK TO \REMAIN.

PROTECT EXISTING CONCRETE BLOCK RETAINING WALL
DURING CONSTRUCTION.

EXISTING SALT SHED TO REMAIN.

ABBREVIATIONS

AST ABOVEGROUND STORAGE TANK
BCLC BITUMINOUS CONCRETE LIP CURBING

¢ CENTER LINE
CMP CORRUGATED METAL PIPE

dia DIAMETER

APPROXIMATE LOCATION OF WETLANDS. DWG DRAWING

PROTECT DURING CONSTRUCTION.

ELEV. ELEVATION
EWT&B EACH WAY TOP & BOTTOM

FMU FUEL MANAGEMENT UNIT
FT FEET

GND GROUND

HMA HOT MIX ASPHALT

NOTES:
i.d. INSIDE DIAMETER
1. CONTRACTOR SHALL REMOVE SALVABLE PRODUCT FROM EACH TANK, AS DETERMINED BY
CT DOT AND TRANSPORT SAID PRODUCT TO CT DOT DESIGNATED SITES WITHIN 50 MILES. LF LINEAR FEET
AFTER REMOVAL OF SALVABLE PRODUCT, ANY REMAINING LIQUID IN EACH TANK SHALL BE
DISPOSED OF BY THE CONTRACTOR. MAX MAXIMUM
MIN MINIMUM
2. CONTRACTOR SHALL HAVE ALL SEDIMENTATION AND EROSION CONTROLS IN PLACE BEFORE
ANY DEMOLITION WORK BEGINS. NO. NUMBER
3. ALL PIPING/CONDUIT LOCATIONS ARE APPROXIMATE AND ARE TO BE FIELD VERIFIED. o.C. ON CENTER
o.d. OUTSIDE DIAMETER
4. INSTALL ANTI-TRACKING PAD. LOCATION TO BE DETERMINED IN THE FIELD BY THE ENGINEER.
REFER TO DWG C-005 FOR DETAIL. RGSC  RIGID GALVANIZED STEEL CONDUIT
5. INSTALL CONCRETE WASHOUT AREA. LOCATION TO BE DETERMINED IN THE FIELD BY THE THK. THICK
ENGINEER. REFER TO DWG C-005 FOR DETAIL. REMOVE FULL DEPTH BITUMINOUS CONCRETE PAVEMENT TYP. TYPICAL
6. REMOVED PAVEMENT MAY CONTAIN PAVING FABRIC. (SEE NOTE 6) UST UNDERGROUND STORAGE TANK
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END 281 LF OF CUT BITUMINOUS CONCRETE PAVEMENT.

EXISTING GENERATOR

EXISTING WASTE WATER UNDERGROUND STORAGE TANK

BEGIN 200 LF OF CUT BITUMINOUS CONCRETE PAVEMENT.

END 200 LF OF CUT BITUMINOUS CONCRETE PAVEMENT.

PROTECT EXISTING OVERHEAD WIRES DURING CONSTRUCTION.
BEGIN 281 LF OF CUT/ BITUMINOUS, CONCRETE PAVEMENT,

TYPE 'C-L' CATCH BASIN TOP
RESET CATCH BASIN.
T.F. = 409.65'

CONSTRUCTION LIMITS

ARG K bl 3 ]
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g8 8820 0 0=0cBeiig
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MOTOR FUEL ABOVEGROUND STORAGE TANKS ON METAL PLATE.
REFER TO DWG C-004 FOR DETAILS.

NOTES:

1. SIZE AND LOCATION OF BURIED PIPES AND UTILITIES TO BE VERIFIED
IN THE FIELD.

2. ALL DISTURBED AREAS SHALL BE RESTORED WITH BITUMINOUS
CONCRETE PAVEMENT, CONCRETE, OR TURF ESTABLISHMENT.

/ BITUMINOUS CONCRETE PAVEMENT

3. CONTRACTOR SHALL COORDINATE WITH ENGINEER TO MAINTAIN REFER TO DWG C-005 FOR DETAIL.

VEHICLE ACCESS TO BAY DOORS OF EXISTING MAINTENANCE BUILDING.

4. CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" (1-800-922-4455) CHS7S5F APPROXIMATE LOCATION OF BITUMINOUS
FOR UNDERGROUND UTILITY INFORMATION A MINIMUM OF 72 HOURS 5 CONCRETE PAVEMENT WITH MEMBRANE
PRIOR TO START OF CONSTRUCTION. WO REFER TO DWG C-005 FOR DETAIL.

5. REFER TO DWG E-002 FOR LOCATION OF EMERGENCY POWER SHUTOFF.
ESTABLISH TURF ON 4" OF TOPSOIL

6. EXACT PAVING FABRIC LOCATION TO BE FIELD DETERMINED.
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EXTERNAL STAIRWAY —

— EXTERNAL STAIRWAY

g 2000 GALLON ABOVEGROUND g
MOTOR FUEL STORAGE TANK
¥ 500 GALLON ABOVEGROUND X
MOTOR FUEL STORAGE TANK
, X X
CHAIN LINK FENCE, 8' HIGH
1 n
x 5 '0 (TYP-) )(
1 n
PRECAST CONCRETE BARRIER CURB TANK SUPPORT LEGS 5'-0" (TYP.)
X X
1'-0" (MIN.) 3'-0" (MIN.) _1'-0" (MIN.)
X — = — X
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1" METAL PLATE
(MIN. 20'x 10')

SECTION

LEXISTING BITUMINOUS CONCRETE PAVEMENT

(A

SCALE: 15" = 1'-0"

C-004

1" METAL PLATE
(MIN. 20'x 10")

FUEL ISLAND CONTROLS. RELOCATED EXISTING 2000 GALLON DIESEL

REFER TO DWG E-002 AND

ABOVEGROUND STORAGE TANK- WITH ACCESSORIES,
E-003 FOR DETAILS. DISPENSER, AND EXTERNAL STAIRWAY,

500 GALLON'\UNLEADED ABOVEGROUND STORAGE TANK —
WITH ACCESSORIES, DISPENSER,/AND EXTERNAL STAIRWAY.

EXISTING SALT SHED TO REMAIN.
PROTECT DURING CONSTRUCTION.

EXISTING CONCRETE| BLOCK RETAINING WALL TO REMAIN.
PROTECT DURING CONSTRUCTION.

Ao
&

<
00[133 e,
5]

~ PN PN
E - 20[_0" . 20[_0" _
5 \
in ; |
A ‘ 3'-0" MIN. 1' MIN. .
E- [
A N 1' MIN. =
C-004 z — S
OI 1
= =
—i
5'-0" 95 LF OF CHAIN LINK FENCE, 8' HIGH
(TYP.)
o — D N
———— FUEL DISPENSER
/ y (DIMENSIONS VARY)
iy x
=OCL' . 1" METAL PLATE
a','z = (MIN. 20'x 10")
~ =
- 5'-0" 5'-0" INSTALL PRECAST CONCRETE BARRIER CURB
- & p\ /\/\/ s A \/\/ /AS DIRECTED BY THE ENGINEER.
7N / 7 N
20|_OII 20I_0II / 20!_0"
5'CHAIN LINK GATE, 8'HIGH
1" METAL PLATE 5'CHAIN LINK GATE, 8 HIGH —
(MIN. 20'x 10"
INSTALL RELOCATED FMU.
ANCHOR FMU TO METAL PLATE.
21 LF OF CHAIN LINK FENCE, 8'HIGH
MOTOR FUEL ISLAND PLAN
SCALE: 14" = 10" FINAL DESIGN REVIEW
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(SEE BELOW)

(-] (-]
(-] (-]
e/ e/

EXISTING GROUND

DEPTH VARIES —
SEE NOTE 2

SAND BAGS TO SECURE
SHEETING (OR METHOD

SIDE SLOPES TO BE
2:1 OR 3:1 (NOMINAL)

CONCRETE WASHOUT AREA

NOT TO SCALE
(SEE NOTE 2)

CONCRETE WASHOUT NOTES:

1. CONCRETE WASHOUT AREA(S) SHALL BE INSTALLED PRIOR TO CONCRETE
PLACEMENT ON SITE. THE CONCRETE WASHOUT AREA SHALL BE ENTIRELY
SELF-CONTAINED.

2. THE CONTRACTOR SHALL SUBMIT THE DESIGN, LOCATION AND SIZING OF
THE CONCRETE WASHOUT AREA(S) WITH THE PROJECT'S EROSION AND
SEDIMENTATION CONTROL PLAN AND SHALL BE APPROVED BY THE ENGINEER.

LOCATION: WASHOUT AREA(S) ARE TO BE LOCATED AT LEAST 50 FEET FROM
ANY STREAM, WETLAND, STORM DRAINS, OR OTHER SENSITIVE RESOURCE.
THE FLOOD CONTINGENCY PLAN MUST ADDRESS THE CONCRETE WASHOUT IF
THE WASHOUT IS TO BE LOCATED WITHIN THE FLOODPLAIN.

SIZE: THE WASHOUT MUST HAVE SUFFICIENT VOLUME TO CONTAIN ALL LIQUID
AND CONCRETE WASTE GENERATED BY WASHOUT OPERATIONS INCLUDING, BUT
NOT LIMITED TO, OPERATIONS ASSOCIATED WITH GROUT AND MORTAR.

3. SURFACE DISCHARGE IS UNACCEPTABLE. THEREFORE, HAY BALES OR OTHER
CONTROL MEASURES, AS APPROVED BY THE ENGINEER, SHOULD BE USED

AROUND THE PERIMETER OF THE CONCRETE WASHOUT AREA FOR CONTAINMENT.

4. SIGNS SHOULD BE PLACED AT THE CONSTRUCTION ENTRANCE, AT THE
CONCRETE AREA(S) AND ELSEWHERE AS NECESSARY TO CLEARLY INDICATE
THE LOCATION OF THE CONCRETE WASHOUT TO OPERATORS OF CONCRETE
TRUCKS AND PUMP RIGS. WASHOUT AREA(S) SHOULD BE FLAGGED WITH
SAFETY FENCING OR OTHER APPROVED METHOD.

5. WASHOUT AREA(S) ARE TO BE INSPECTED AT LEAST ONCE A WEEK FOR
STRUCTURAL INTEGRITY, ADEQUATE HOLDING CAPACITY AND CHECKED FOR
LEAKS, TEARS, OR OVERFLOWS. (AS REQUIRED BY THE CONSTRUCTION SITE
ENVIRONMENTAL INSPECTION REPORT) WASHOUT AREA(S) SHOULD BE
CHECKED AFTER HEAVY RAINS.

6. HARDENED CONCRETE WASTE SHOULD BE REMOVED AND DISPOSED OF
WHEN THE WASTE HAS ACCUMULATED TO HALF OF THE CONCRETE WASHOUT'S
HEIGHT. THE WASTE CAN BE STORED AT AN UPLAND LOCATION, AS
APPROVED BY THE ENGINEER. ALL CONCRETE WASTE SHALL BE DISPOSED OF
IN A MANNER CONSISTENT WITH ALL APPLICABLE LAWS, REGULATIONS, AND
GUIDELINES.

7. PAYMENT FOR THIS ITEM IS TO BE INCLUDED UNDER THE GENERAL COST
OF THE WORK FOR THE PROJECT, INCLUDING SITE RESTORATION.

|
|
i
VARIES ' o
SEE NOTE 2 | -
| o
|
|
I [ ]
| ¢
_______________ [ . HAY BALES OR
COMPACTED EARTH BERM
o (SEE NOTE 3)
SIDE SLOPES —

10 MIL POLYETHYLENE SHEETING

AS DIRECTED BY ENGINEER)

CRUSHED STONE J

(NO.3 @ 6" THICK)

50' MIN.

TRANSITION TO PAVEMENT

T [[0 © o © L © 0 O 0

N Oq. 2, Q. 27 .2 Q.. %< L

o 4.,: ce e 4.,: £ 4.{ e 4.{ e Q.{Q; £ O

= AT SA T A s Q"}.A’A\ C)‘> s T .

= @) a4 » » A e

=S > T N b b R
Q4 79 4 or .QO\"_D\’.Q ~'_D\Q'.4 - Q :

, L C Lot Lot et
FLARE INTERSECTION AREA

TO ALLOW FOR TURNS

PLAN VIEW

GRADE TO PREVENT
RUNOFF FROM LEAVING SITE

50' MIN.

RO CHFGOC
b Q%Q%%g O?SSO%@ _MIN. %C%@C&CPAVEMENP

SO

EXISTING GRADE GEOTEXTILE (SEPARATION, HIGH

OR MEDIUM SURVIVABILITY)

PROFILE
ANTI-TRACKING PAD

NOT TO SCALE

ANTI-TRACKING NOTES

1.
2.

LOCATION TO BE APPROVED BY ENGINEER.
STONE SIZE NO. 3 - 2 INCH STONE.

WASHING - WHEN NECESSARY, WHEELS SHALL BE CLEANED
TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC
ROADWAY. WHEN WASHING IS REQUIRED, IT SHALL BE DONE
ON AN AREA STABILIZED WITH CRUSHED STONE WHICH
DRAINS INTO AN APPROVED TRAP OR SEDIMENT BASIN. ALL
SEDIMENT SHALL BE PREVENTED FROM ENTERING ANY STORM
DRAIN, DITCH, OR WATERCOURSE USING APPROVED

METHODS.

MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A
CONDITION WHICH WILL PREVENT TRACKING OR FLOWING
OF SEDIMENT ONTO PUBLIC ROADWAYS. THIS MAY REQUIRE
PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS
CONDITIONS DEMAND, AND REPAIR AND/OR CLEANOUT OF
ANY MEASURES USED TO TRAP SEDIMENT.

ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED
ONTO PUBLIC ROADWAY MUST BE REMOVED IMMEDIATELY.

DRAINAGE - ENTRANCE MUST BE PROPERLY GRADED OR
INCORPORATE A DRAINAGE SWALE TO PREVENT RUNOFF
FROM LEAVING THE CONSTRUCTION SITE.

ANCHOR EACH BALE WITH
TWO 2" X 2" X 3'STAKES

FLOW

HAY BALES

FLOW

FLOW

HAY BALE INSTALLATION

FLOW

INLET GRATE

AT CATCH BASIN

NOT TO SCALE

2" HMA S0.375 - TRAFFIC LEVEL 2
(1 LIFT)

APPLY TACK COAT

2" HMA S0.375 - TRAFFIC LEVEL 2
(1 LIFT)

6" PROCESSED AGGREGATE BASE

SLOPE VARIES

10" SUBBASE
i B

(1.0% MINIMUM)

REFER TO GRADING PLAN

/ GRASS/TURF ESTABLISHMENT.

BITUMINOUS CONCRETE PAVEMENT

NOT TO SCALE

SAWCUT

2" HMA S0.375 - TRAFFIC LEVEL 2
(1 LIFT)

APPLY TACK COAT

PAVING MEMBRANE AND SEALANT

2" HMA S0.375 - TRAFFIC LEVEL 2
(1 LIFT)

6" PROCESSED AGGREGATE BASE

10" SUBBASE
SLOPE VARIES ‘\

FOR PROPOSED SLOPES.

4" MEMBRANE OVERLAP

EXISTING STRUCTURE

(1.0% MINIMUM)

|

2 | ¥

;

BITUMINOUS CONCRETE PAVEMENT - WITH MEMBRANE

NOT TO SCALE

THE INFORMATION, INCLUDING ESTIMATED

DESIGNER/DRAFTER:
MVC

QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED
INVESTIGATIONS BY THE STATE AND IS

CHECKED BY:
ME

IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.

REV.

DATE REVISION DESCRIPTION SHEET NO. Plotted Date: 9/5/2018

SCALE AS NOTED

DEPARTMENT OF TRANSPORTATION

SIGNATURE/
BLOCK:

APPROVED BY:

OFFICE OF ENGINEERING

Filename:

...\FD_MSH_CIV_078-094_C-005.dgn

CLp——

PROJECT TITLE:

MARLBOROUGH MAINTENENACE
FACILITY TANK REPLACEMENT

TOWN:

PROJECT NO.

MARLBOROUGH 0078-0094

DRAWING TITLE: C-005
MISCELLANEOUS SHEET NO.

DETAILS -1 04.05




PAY LIMIT FOR CHAIN LINK FENCE

TERMINAL OR CORNER POST

BOLT AND

BRACE RAIL

35" DIA. TRUSS ROD
TIE WIRES 24" APART
HOG RINGS 24" APART (TYP.)

BRACE POST

- BRACE RAIL
SEE DETAIL "A TRUSS TIGHTENER
BAND FOR BRACE POST
SRACE RAIL BRACE RAIL
TYPICAL BRACE BANDS nE
FA‘I‘I’ACHMENT. SEE DETAIL "C". /\[SEE DETAIL D/ TOP RAIL — LINE POST /BRACE POST PULL POST r
B R R R R R 3 5 S S IEIERRKIILIK Bzl < - |
oI o e e Aty e 0000009090930399% oA tae .:
sy <
TR R R B S R S L IR KRR RL RS |
K58 G K S I SRR HLLRLEIRLKS LSRRI RRIRLELHRKS
o 8 R X R o R R o X X R RSSO L LR AL IHRS SLEHRIRLER e O OO 00000202000 %0% TWO "~ "WAY BANDS !
LIRS /4" X 74" SFRSRERRIAIIEKS S RRRIIARIRARS SLHRRERKKS g HITRILIHRELRLLRLS |
SHSTRETCHER BAR S e e IR E S L e AR A SRR RLRK IR SRR 930
SIIDATA ] SRRLLSTASE APART  (TYP. S ISR AL RKSS GRS HIIRLKS S5
ISR SALLR HLXSFOOTINGS SHALL BEXRSSSHX IR IS {55 RLLIL LI RH] e
(EERERXERERHREIRAR KRS {7 CROWNED SRR HREIRRKHIRIRKKIKS (RO 020020 200202t 0 20t te 20 tetete e o te 4 Roe X!
I = e B B ' H
[ ]~ BAND_FOR L 5w appROX. | I I GROUND oRACE 1) I | | I I 1 I | I
o | TRUSS ROD I I | I I| | [ 3-0" POST SETTING I k | I|| | I I |
i Ik i | | {
9" DIA. MIN. x 40" | 9" DIA. MIN. x 40" | 9" DIA. MIN. x 40" | | | |
U s L& T : ; s S
L 10'-0" BRACE PANEL 1 10'-0" L 10'-0" LINE POST SPACING (TYP.) PULL POST ASSEMBLY

12" DIA. MIN. x 40"

ke
™= l BANDS =
LI L7 L]
||! riio ||! I oXEG—
|| |
] ]
L L
\ - \
DETAIL "A"

STRETCHER BAR AND TENSION

WIRE ATTACHMENTS

NOT TO SCALE

TERMINAL OR CORNER POST ASSEMBLY

CAST-IN-PLACE CONCRETE

(TYPICAL FOR TERMINAL, CORNER, LINE,

PULL, AND BRACE POST)

ROUND PIPE TERMINAL, CORNER, OR PULL POST

NOT TO SCALE

>/ " DIA. x 115"
BOLT AND NUT

15" x 1" BANDS
TRUSS ROD

CAST IN PLACE CONCRETE

©)

/ FINISHED GRADE

TRUSS ROD ATTACHMENT

|

DETAIL "B"

/16 " DIA. X

BRACE RAIL

—

M
H
O

\

|

DETAIL

BOLT AND NUT
I
<
|

1]/2||

]/8” X 1||
BANDS

/16 " DIA.

x 115"

BOLT AND NUT

BRACE RAIL

IICII

ATTACHMENT OF BRACE RAILS

NOT TO SCALE

C-006

s 2%

058, pletelele:
8 40550

TO LINE POSTS (TYPICAL)

NOT TO SCALE

LOCK LOOPS
FOR FABRIC
ATTACHMENT

TERMINAL POST SHALL BE NOTCHED
TO ACCOMODATE BRACE RAIL

T

TYPICAL FENCE LAYOUT

NOT TO SCALE

LINE POST

¢ OF
TENSION
WIRE

LT,

.

)

TENSION WIRE
(SHALL BE ATTACHED
TO POST WITH TIE
WIRE)

DETAIL "D"
LOCATION OF
TENSION WIRE

NOT TO SCALE

TERMINAL POST—

LINE POST

TRUSS ROD

LOCK LOOPS

FOR FABRIC

ATTACHMENT

DETAIL "E"

TRUSS ROD ATTACHMENT

NOT TO SCALE

]
-y 3 1y ___ I BRACE RAIL
—~ \ ]J L %
; \— FABRIC GENERAL NOTES:
| 0.0747 SEE DETAIL "E 3 1,0 BRACE RAIL N 1. REFER TO SPECIFICATIONS FOR LOCATION
(1 Gh FINISHED GRADE COVERS BOLT OF PULL POST ASSEMBLIES.
15 ~\ LOCK LOOPS BRACE POST
v J U F 9%er chs E CoNe i ;%Agﬁmll\% 2. ALL SQUARE AND ROUND POSTS WILL BE
x AST IN PLACE CONCRETE CAPPED TO PREVENT WATER FROM ENTERING.
. SECTION /| C
| 3. WHERE ROCK IS ENCOUNTERED, IT SHALL BE
LN -00 DRILLED AND THE POSTS SET IN CONCRETE OR
L] MORTAR.
DETAIL "F" TERMINAL, CORNER, OR FABRIC AND BRACE RAIL 4. FENCE SHALL BE PLACED WITH FABRIC FACING ___
BRACE RAIL PULL POST ATTACHMENT BY THE ENGINEER.
NOT TO SCALE NOT TO SCALE NOT TO SCALE
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