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(SEE DETAIL)

PROPOSED WSA LOCATION

ENVIRONMENTAL LEGEND

EXISTING FUEL OIL UNDERGROUND STORAGE TANK.

  PRIOR TO START OF CONSTRUCTION. 

  FOR UNDERGROUND UTILITY INFORMATION A MINIMUM OF 72 HOURS 

2. CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" (1-800-922-4455) 

  IN THE FIELD. 

1. SIZE AND LOCATION OF BURIED PIPES AND UTILITIES TO BE VERIFIED 
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TO BE PLACED ON GROUND SURFACE

POLYETHYLENE SHEETING 

(30 MILS)

TO BE PLACED ON GROUND SURFACE

(30 MILS) POLYETHYLENE SHEETING 

1(MAXIMUM)

1 

1 

1(MAXIMUM)

~

ACCESS DRIVEWASTE STOCKPILE AREA

 BARRIER (BRB)

 RUNOFF CONTROL

BITUMINOUS CONCRETE

TACK COAT

ASPHALT 

HAYBALE (TYP.)

WASTE STOCKPILE AREA DETAIL

NTS
NTS

SECTION B-B

SECTION A-A

BITUMINOUS RUNOFF CONTROL BARRIER (BRB) DETAIL

PAVEMENT

SUPERPAVE 
 PILE (TYP.)

 SHEETING TO COVER
(10 MILS) POLYETHYLENE

CONTROLLED MATERIAL
STOCKPILED 

BRB

EXISTING PAVEMENT

 GROUND

EXISTING

(TYP.)

HAYBALE 

HAYBALE (TYP.)

 PAVEMENT

EXISTING

MATERIAL

CONTROLLED 
STOCKPILED 

 SIDES (TYP.)
SANDBAGS BOTH

 GROUND

EXISTING

 PILE (TYP.)
 SHEETING TO COVER

(10 MILS) POLYETHYLENE

1

PAVEMENT

EXISTING 

2

ON FIELD CONDITIONS OR AS DETERMINED BY THE ENGINEER.
INSTALLATION OF BRB SHALL BE ON PAVEMENT ONLY AND IS BASED 
NOTE:

OF ENVIRONMENTAL CONCERNS PLAN(S).

PAVEMENT, BEDDING SAND OR OTHER MATERIAL AS SHOWN ON THE WSA PLAN OR THE AREA 
SURFACE WILL VARY BASED ON SPECIFICS AND MAY BE CONSTRUCTED ON NEW OR EXISTING 
OR INFILTRATION OF CONTAMINANTS FROM THE STOCKPILES TO THE GROUND. THE WSA 
4. THE WSA SURFACE SHALL BE SUFFICIENTLY IMPERVIOUS TO PREVENT OR THE TRANSFER 

THE SIZE AND CAPACITY OF THE WSA.

3. HEIGHT OF THE HAY BALES AND STOCKPILED CONTROL MATERIAL MAY VARY BASED ON 

SHALL REMAIN CLEAR AND FREE OF ANY OBJECT TO PROVIDE ACCESS FOR MAINTENANCE.
2. WHERE FEASIBLE A MINIMUM OF 5' IMMEDIATELY OUTSIDE THE PERIMETER OF THE WSA 

1. WSA INSTALLATION AND ALL REQUIRED MATERIALS ARE AS INDICATED ON THE WSA PLAN.
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