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ELECTRICAL/LIGHTING PLAN

THREE WAY SWITCH

FOUR WAY SWITCH

DUPLEX RECEPTACLE

DOUBLE DUPLEX RECEPTACLE

208/120V CIRCUIT BREAKER PANEL

WALL MOUNTED LIGHT FIXTURE

EXHAUST FAN
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SYMBOL DESCRIPTION ABBREV. DESCRIPTION

ELECTRICAL SYMBOL LEGEND

CFA

CA CALL FOR AID LIGHT

D
DEDICATED DUPLEX RECEPTACLE COUNTERCTR

CB

$OS
OCCUPANCY SWITCH WITH TIMER

HEAVY DUTY DISCONNECT SWITCH

HEAVY DUTY FUSED DISCONNECT SWITCH

EMT ELECTRICAL METAL TUBING

Cu COPPER
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CIR 3

CIR 4

3/4" GRS CONDUIT AWD CONNECT.

PROVIDE 2#12, 1#12 GROUND IN

TO ELECTRICAL PANEL.

PROVIDE 20AMP, 120 VOLT CIRCUIT 

CIR 5

PROVIDED 5' PENDANT KIT

FIXTURE MANUFACTURER
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MDP (5) 2 #12 & #12G IN 3/4" C

MDP (1) 2 #12 & #12G IN 3/4" C

MDP (2) 2 #12 & #12G IN 3/4" C

MOTOR

SUBMITTED OVERHEAD DOOR 

COORDINATE FUSING WITH

30AF NEMA 3R DISCONNECT.

MDP (6,8,10) 3 #10 & 10G IN 3/4" C

MOTOR

SUBMITTED OVERHEAD DOOR 

COORDINATE FUSING WITH

30AF NEMA 3R DISCONNECT.

MDP (7,9,11) 3 #10 & 10G IN 3/4" C

PANEL MDP
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MDP (13) 2 #10 & 10G IN 3/4" C

MDP (12) 2 #10 & 10G IN 3/4" C
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AMPS OR AMPERAGEA

a SWITCH GROUP

CIRCUIT NUMBER

X ##

AR/MN

XX

##

XX

##

L2

16

E1

15

L1

E1

MDP (15) 2 #12 & 12G IN 3/4" C

MDP (16) 2 #12 & 12G IN 3/4" C

GENERAL NOTES:

1.

2.

3.

4.

5.

6.

7.
THE DOOR BEFORE INSTALLATION.

COORDINATE MOUNTING LOCATIONS OF ALL SWITCHES WITH THE SWING OF

LOCATION LISTED AND COLD WEATHER RATED.

WEATHER RATED. ALL LIGHTING/RECEPTACLE ENCLOSURES TO BE WET 

ALL ELECTRICAL DEVICES AND ENCLOSURES TO BE NEMA 3R AND COLD 

BUILDING MANUFACTURER.

COORDINATE ALL MOUNTING DETAILS FOR ALL EQUIPMENT WITH SUBMITTED

BE XHHW UNLESS OTHERWISE NOTED.

ALL BRANCH CIRCUIT WIRES TO BE THHN AND ALL FEEDERS TO PANELS TO 

OTHERWISE NOTED.

ALL ABOVE GROUND CONDUIT TO BE RIGID GALVANIZED STEEL UNLESS 

DESIGN DRAWINGS AND SPECIFICATIONS.

ELECTRICAL AND LIGHTING SYSTEM IN ACCORDANCE WITH THE SUBMITTED 

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING A COMPLETE AND WORKING

FEDERAL, STATE, AND LOCAL CODES AS WELL AS ALL CONNDOT STANDARDS.

ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH ALL APPLICABLE

SEE MDS-007-2 FOR THE PANEL SCHEDULE AND LIGHT FIXTURE SCHEDULE.

ALL WIRING TO BE INSTALLED IN CONDUIT UNLESS OTHERWISE NOTED.8.

9.

XX

CIRCUIT NUMBER

XX DENOTES FIXTURE TYPE, ## DENOTES

EXTERIOR FIXTURE WITH BATTERY BACKUP

SINGLE POLE SWITCH

X ##

XX

## DENOTES CIRCUIT NUMBER

XX DENOTES FIXTURE TYPE

EXIT SIGN WITH EMERGENCY BATTERY BACKUP

X DENOTES SWITCH GROUP

FIXTURE TYPE, ## DENOTES CIRCUIT NUMBER,

EMERGENCY BATTERY BACKUP, XX DENOTES 

CEILING MOUNTED LED LIGHT FIXTURE WITH 

X DENOTES SWITCH GROUP

FIXTURE TYPE, ## DENOTES CIRCUIT NUMBER,

CEILING MOUNTED LED LIGHT FIXTURE, XX DENOTES 
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