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OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS
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 NEW HAVEN RAIL YARD
FACILITIES IMPROVEMENTS

WEST END YARD

NEW HAVEN

SEC-302

0300-0138
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CONDUIT SLEEVE
DETAILS

N.T.S.

CONDUIT SLEEVE DETAIL #2

TB

OR AS SHOWN ON PLANS OR AS SHOWN ON PLANS

12'-0"12'-0"

EXISTING GROUND

{ ACCESS ROAD
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6'-0"6'-0"

BIT SIDEWALK

VARIES (7'-6" MIN) 6'-0"

{ TRACK 43

3'-0"

STONE BALLAST

8" SUBBALLAST (TYP.)

SERVICE CONSOLE

{ TRACK 42

EXISTING GROUND

STRUCTURE (TYP.)

OVERHEAD CATENARY 

(TYP.)

MATERIAL/GANULAR FILL 

REUSABLE CONTROLLED 

RGS CONDUIT SLEEVE PVC CONDUIT 

3'-0"

N.T.S.

CONDUIT SLEEVE DETAIL #1

SEE NOTE 2

RGS CONDUIT SLEEVE

PVC CONDUIT 

EXISTING GROUND

{ TRACK 41

3'-0"

WITH WEY-CC-9301

TO CCTV POLE 

& WEY-CC-9307

WITH WEY-CC-9306 

TO CCTV POLE 

TO CART GARAGE

TO WEY-CSS-9301

METAL TRACER

WARNING TAPE WITH 

STONES

FILL FREE OF LARGE 

WELL COMPACTED 
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SEE NOTE 3

 INDICATED ON SITE PLANS (TYP.)

CONDUIT SIZE AND TYPE AS

N.T.S.

CONDUIT SLEEVE DETAIL #3

RGS CONDUIT SLEEVE

BOTTOM OF RAIL TIE

BOTTOM OF RAIL

3'-0"
SEE NOTE 2

3'-0"

SEE NOTE 2

NIGHT. TRACKS SHALL BE REMOVED FROM SERVICE BY MNR FORCES.

BEGINNING ON FRIDAY NIGHT AT 10PM AND FINISHING ON SUNDAY

CONDUIT WILL BE INSTALLED UNDER A CONTINUOUS WEEKEND OUTAGE

THE INSTALLATION OF A SINGLE 3" RGS SLEEVE WITH A 1" DIA. PVC

TRACK ELEVATIONS HAVE NOT CHANGED AFTER CONSTRUCTION.

PLACE BUT OUT OF SERVICE AND HE MUST CONFIRM THE EXISTING

THE CONTRACTOR SHALL PERFORM HIS WORK WITH THE TRACK IN

COMPACT TRENCH AND INSTALL NEW BALLAST AND SUBBALLAST.

SLEEVE, INSTALL THE SLEEVE AND 1" CONDUIT AND BACKFILL AND

THE CONTRACTOR SHALL EXCAVATE THE TRENCH FOR THE 3" DIAMETER

5.

6.

7.

IF RGS CONDUIT SLEEVE CANNOT CONTINUE A MINIMUM OF 3'-0" PAST

THE END OF THE RAILROAD, RGS CONDUIT SLEEVE SHALL CONTINUE TO

EXTERIOR OF COMMUNICATIONS MANHOLE, BUT SHALL NOT ENTER MANHOLE.

4.

RGS CONDUIT SLEEVE SHALL BE 4" 3" RGS CONDUIT.

RAILROAD TIE OR EDGE OF PAVEMENT ABOVE.

CONDUIT SLEEVE SHALL CONTINUE A MINIMUM OF 3'-0" PAST THE END OF THE 

FOR GENERAL NOTES, SYMBOLS, AND ABBREVIATIONS SEE DWG. NO. SEC-001.
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2.
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