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TYPICAL STORM DRAIN PIPE TRENCH

(TYP)

MIN ABOVE GEOTEXTILE

W/ METAL TRACER 2"

PIPE WARNING TAPE
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ADDENDUM NO. 2

DRAINAGE
MISCELLANEOUS DETAILS
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BAND CLAMP

STAINLESS STEEL

PRECAST STRUCTURE WALL

NON SHRINK GROUT

BOOT AND FILL VOID WITH 

APPROVED KOR-N-SEAL OR PRESS-SEAL 

CORE DRILL MASONRY AND USED EITHER 

CONNECT DRAINAGE PIPE

TO EXISTING STRUCTURE

TO EXISTING MANHOLE AND/OR CATCH BASIN".

ALL WORK TO BE PAID FOR UNDER THE ITEM "CONNECTION2.

APPROVED BY THE ENGINEER.

WITH A STRUCTURE ADAPTER COMPLETE WITH GASKET AND

PVC PIPE CONNECTING TO STRUCTURE SHALL BE PROVIDED1.

NOTES:

DRAINAGE PIPE

APPROVED LIST)

USE STATUS LIST" (CTDOT GEOTEXTILE

CLASS A AS DESIGNATED IN THE "PRODUCT

GEOTEXTILE - SUBSURFACE DRAINAGE TYPE 

HORIZONTAL TRENCH LIMIT

FINISHED GRADE

SUBBASE OR BALLAST

BOTTOM OF ROADWAY
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PVC DRAINAGE PIPE

COST OF THE PIPE. REFER TO SPECIFICATIONS.

FOR RUNS LESS THAN 100' BETWEEN STRUCTURES. COST TO BE INCLUDED IN THE

WIDTH OF 6" IS REQUIRED FOR EACH WATERSTOP. WATERSTOPS ARE NOT REQUIRED

THAN 100' BETWEEN STRUCTURES OR AS DIRECTED BY THE ENGINEER. A MINIMUM

OF TRENCH TO 12" ABOVE PIPE AT THE MIDPOINT OF EACH RUN THAT IS GREATER

PLACE CLASS "C" CONCRETE WATERSTOP FULL WIDTH OF TRENCH FROM BOTTOM4.

THE ABSENCE OF SUITABLE BACKFILL MATERIAL AS DIRECTED BY THE ENGINEER.

FROM THE RESPECTIVE TRENCH. COMPACTED GRANULAR FILL SHALL BE USED IN

SUITABLE BACKFILL MATERIAL SHALL BE ANY SUITABLE MATERIAL EXCAVATED3.

SEE DEWATERING SPECIAL PROVISIONS FOR DEWATERING REQUIREMENTS.2.

PLACE NO 6 CRUSHED STONE TO SEASONAL HIGH GROUND WATER ELEV 5.0.1.

NOTES:

GEOTEXTILE APPROVED LIST)

USE STATUS LIST" (CTDOT

AS DESIGNATED IN THE "PRODUCT

HIGH SURVIVABILITY (NON-WOVEN TYPE)

GEOTEXTILE - SEPARATION TYPE,

12" AND 24" UNDERDRAIN

CORRUGATED PE)

(PVC SCH 40 OR

PERFORATED PIPE

PIPE DIA + 12"
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AND UTD-004 FOR UNDERDRAIN PLAN LOCATIONS. 

REFER TO DWG NOS CGR-002, CGR-003, UTD-002, UTD-003,2.

SEASONAL HIGH GROUND WATER ELEV 5.0.

UNDERDRAINS SHALL BE INSTALLED AT OR ABOVE1.

NOTES:

1 03/08/19 REVISED UNDERDRAIN DETAIL
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