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NOTES: ELEVATION
1.  PLACE NO 6 CRUSHED STONE TO SEASONAL HIGH GROUND WATER ELEVATION 5.0.
ABOVE GROUND BACKFLOW PREVENTER
2.  SEE DEWATERING SPECIFICATION FOR DEWATERING REQUIREMENTS. ENCLOSURE REINFORCED CONCRETE
Sla SLAB
3.  SUITABLE BACKFILL MATERIAL SHALL BE ANY MATERIAL EXCAVATED FROM THE LE
RESPECTIVE TRENCH THAT IS ACCEPTABLE TO THE ENGINEER. GRANULAR FILL )
SHALL BE USED IN THE ABSENCE OF SUITABLE BACKFILL MATERIAL AS DIRECTED ] ~
BY THE ENGINEER.
4.  PLACE CLASS "C" CONCRETE WATERSTOP FULL WIDTH OF TRENCH FROM BOTTOM OF % E
TRENCH TO 12" ABOVE PIPE EVERY 100'OR AS DIRECTED BY THE ENGINEER. A MINIMUM 0|~
WIDTH OF 6" IS REQUIRED FOR EACH WATERSTOP. COST TO BE INCLUDED IN THE COST STEEL BOLLARD (TYP)
OF THE PIPE. REFER TO SPECIFICATIONS. | (SEE NOTES 3 AND 4)
5.  THIS DETAIL ALSO APPLIES TO ALL SERVICE CONNECTIONS (WATER). REFER TO Si_gn ? Si_gn
DWG NO UTW-303 AND SPECIFICATIONS. | i -
BOLLARD PROTECTION
TYPICAL WATER MAIN TRENCH
NOTES:
1. REFER TO SPECIFICATIONS FOR REQUIREMENTS.
2. ¢ NOTE NOT USED. A
3. REFER TO CIVIL SUBSET FOR STEEL BOLLARD DETAILS.
4,  STEEL BOLLARDS FOR ABOVEGROUND BACKFLOW PREVENTER
ENCLOSURE SHALL BE PAID FOR UNDER ITEM "STEEL BOLLARD".
ABOVEGROUND BACKFLOW
PREVENTER ENCLOSURE
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