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TIR #            

                    

VIDEO DETECTION ZONE

INIT START

TRAFFIC DESIGN

ENGINEER

R, Y, G RED, YEL, GRN
VIDEO CAMERA CABLEVC

  OF A WOOD POLE INSTALLATION.

7. TEMPORARY TRAILER-MOUNTED SIGNALS MAY BE USED INSTEAD 

6. ALL SIGNAL HEADS ARE TO BE EQUIPPED WITH 12" LENSES.

  FOR EACH DIRECTION.

5. MAINTAIN A MINIMUM OF 8' BETWEEN TRAFFIC SIGNAL FACES

  THE STOP BAR.

4. SIGNAL HEADS ARE TO BE LOCATED A MINIMUM OF 40' FROM

  ITEM 1118051A (TEMPORARY SIGNALIZATION (SITE NO. 1)).

3. TEMPORARY SIGNALIZATION WILL BE PAID FOR UNDER THE

  THROUGHOUT CONSTRUCTION AS NEEDED AND AS DIRECTED.

2. THE CONTRACTOR SHALL ADJUST SIGNAL TIMINGS

  TO MAINTAIN CONTINUOUS SIGNAL OPERATION.

  REPAIR, AND REPLACEMENT OF TRAFFIC SIGNAL EQUIPMENT

1. THE CONTRACTOR SHALL PROVIDE ALL MAINTENANCE,

TEMPORARY SIGNAL NOTES:

  SHALL BE INCLUDED UNDER THE ITEM "TEMPORARY SIGNALIZATION (SITE NO. 1)".

  BE DONE IF DEEMED NECESSARY BY THE ENGINEER. THE COST OF ANY TREE TRIMING 

5. SELECTIVE TREE TRIMMING TO PROVIDE SIGHTLINE TO TRAFFIC SIGNALS IS TO

  AND SIGNS WITHIN THE CONSTRUCTION AREA.

4. TEMPORARILY COVER OR REMOVE EXISTING CONFLICTING PAVEMENT MARKINGS

  DIAMOND SIGNS IN THE ADVANCE WARNING AREA.

3. INSTALL BARRICADES WARNING LIGHTS - HIGH INTENSITY ON ALL POST MOUNTED

  ROUTE 1 (BOSTON POST ROAD).

2. SERIES 16-H (80-1608) SIGNS ARE TO BE LOCATED BY THE ENGINEER ON

1. SIGNS IN THE ADVANCE WARNING AREA ARE THE BE LOCATED BY THE ENGINEER.

NOTES:

DETECTION ZONE

MARKINGS - 24" WHITE STOP BAR

HOT-APPLIED PAINTED LEGEND, ARROWS AND 

24" WHITE STOP BAR

ARROWS AND MARKINGS - 

HOT-APPLIED PAINTED LEGEND, 

24" WHITE STOP BAR

ARROWS AND MARKINGS - 

HOT-APPLIED PAINTED LEGEND, 

24" WHITE STOP BAR

ARROWS AND MARKINGS - 

HOT-APPLIED PAINTED LEGEND, 
MARKINGS - 4" WHITE (TYP.)

HOT-APPLIED PAINTED PAVEMENT 

MARKINGS - 4" WHITE (TYP.)

HOT-APPLIED PAINTED PAVEMENT 
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