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CANOPY SPECIFICATIONS

Scope:
1. Provide and install canopies at each of the 2 ne modular classroom buildings, including 

all framing, side panels where specified, canopy and all related components.
2. Canopy and framing is to be installed to meet all applicable codes and regulations, 

including flame resistance, wind and uplift requirements of the building code.

Framing:
1. Framing members are to be Gatorshield galvanized steel tubing with zinc coating inside 

and outside.
2. Steel columns are to be 3” x 3” x 12 gauge minimum.
3. Steel canopy framing members are to be 1” x 1” (18 ga) and 1” x 2” (16 ga) as required 

to meet all codes and regulations.
4. Steel posts are to be bolted down to existing concrete slabs where applicable and are to be 

secured to new concrete footings where concrete slab does not exist.
5. Frame connections are to be welded.

Canopy and side Panels:
1. Clear panels are to be marine grade, clear panels, Isinglass or approved equal.
2. Solid sections and borders on side panels are to be pre-stressed, watertight, frame 

resistant vinyl.  Ferrari Soltis Proof 502 or approved equal.
3. All vinyl must meet all applicable codes and regulations, including fire retardant and 

flame resistance.

Submittals:
1. Contractor must apply for and obtain a building permit for their work prior to proceeding.  

Owner will be responsible for obtaining a zoning permit.
2. Permit fees will be waived.
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CANOPY SPECIFICATIONS

Scope:
1. Provide and install canopies at each of the 2 ne modular classroom buildings, including 

all framing, side panels where specified, canopy and all related components.
2. Canopy and framing is to be installed to meet all applicable codes and regulations, 

including flame resistance, wind and uplift requirements of the building code.

Framing:
1. Framing members are to be Gatorshield galvanized steel tubing with zinc coating inside 

and outside.
2. Steel columns are to be 3” x 3” x 12 gauge minimum.
3. Steel canopy framing members are to be 1” x 1” (18 ga) and 1” x 2” (16 ga) as required 

to meet all codes and regulations.
4. Steel posts are to be bolted down to existing concrete slabs where applicable and are to be 

secured to new concrete footings where concrete slab does not exist.
5. Frame connections are to be welded.

Canopy and side Panels:
1. Clear panels are to be marine grade, clear panels, Isinglass or approved equal.
2. Solid sections and borders on side panels are to be pre-stressed, watertight, frame 

resistant vinyl.  Ferrari Soltis Proof 502 or approved equal.
3. All vinyl must meet all applicable codes and regulations, including fire retardant and 

flame resistance.

Submittals:
1. Contractor must apply for and obtain a building permit for their work prior to proceeding.  

Owner will be responsible for obtaining a zoning permit.
2. Permit fees will be waived.
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