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ELECTRICAL SYMBOLS
(NOT ALL SYMBOLS ARE USED)

ELECTRICAL PANEL, 120/208 VOLT

UTILITY COMPANY COMBINATION METER/SERVICE SWITCH (CL&P APPROVED)M

TELE/DATA OUTLET. SUBLETTER "V" INDICATES VOICE AND SUBLETTER "DD" INDICATES DATA

TELEPHONE OUTLET. SUBLETTER "W" INDICATES WALL MOUNTED

MOTION SENSOR

TELEVISION OUTLET

FIRE ALARM PULL STATION

FIRE ALARM HORN STROBE DEVICE

SECURITY CAMERA

FIRE ALARM STROBE DEVICE

FIRE ALARM SMOKE DETECTOR

FIRE ALARM CONTROL PANEL

FIRE ALARM CARBON MONOXIDE DETECTOR

RELOC RELOCATE/RELOCATED AT THE SAME HEIGHT (PER NEC REQUIREMENTS)

A AMPERES

AFF ABOVE FINISHED FLOOR

C CONDUIT

JB JUNCTION BOX

M/B MAIN BREAKER

MLO MAIN LUG ONLY

MTD MOUNTED

PNL PANELBOARD

U.O.N. UNLESS OTHERWISE NOTED

WP WEATHERPROOF

AFG ABOVE FINISHED GRADE

CAM CAMERA

CR CARD READER

D DATA

TV TELEVISION OUTLET

V VOICE

MS MOTION SENSOR

ER EXISTING TO REMAIN

NL NEW LOCATION

RR REMOVE AND REINSTALL

RL RELOCATE EXISTING

ABBREVIATIONS

M

A/39

A/37

OS

E1
POWER AND SYSTEMS FLOOR

PLANS - ELECTRICAL

W
W

W
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SPECIFICATION SECTIONS, GENERAL CONDITIONS, SUPPLEMENTAL GENERAL
CONDITIONS AND DRAWINGS ARE INTEGRAL PARTS OF CONTRACT DOCUMENTS.

SYSTEM COMPONENTS ARE LOCATED APPROXIMATELY ON DRAWINGS. BASE
ACTUAL LOCATIONS ON FIELD VERIFICATION OF EXISTING BUILDING
CHARACTERISTICS INCLUDING BUT NOT LIMITED TO STRUCTURAL, MECHANICAL,
ELECTRICAL & ARCHITECTURAL COMPONENTS.

ALL WORK AND ACTION DEPICTED AND DESCRIBED IN CONTRACT DOCUMENTS
SHALL BE PERFORMED BY THE CONTRACTOR UNLESS SPECIFICALLY NOTED
OTHERWISE.

REFERENCE TO SPECIFIC SUB-CONTRACTORS SUCH AS "MECHANICAL",
"ELECTRICAL", ETC. ARE INTENDED TO SUGGEST POSSIBLE DIVISION OF
RESPONSIBILITY. PRIME CONTRACTOR SHALL BE RESPONSIBLE FOR
COORDINATION AND EXECUTION OF ALL WORK.

OBTAIN AND PAY FOR ALL REQUIRED PERMITS AND INSPECTIONS.

ALL EQUIPMENT, MATERIALS AND RELATED SYSTEM COMPONENTS SHALL BE
NEW UNLESS NOTED OTHERWISE.

REPAIR AND REPLACE AT NO COST TO OWNER ALL EQUIPMENT AND MATERIALS
DAMAGED DURING CONSTRUCTION.

CIRCUITING DEPICTED FOR RECEPTACLES & LIGHTING FIXTURES DEFINES
GROUPING OF FIXTURES, DEVICES AND COMPONENTS AND REQUIRED
CONDUCTORS. CIRCUITING IS NOT INTENDED TO DEFINE CONDUIT LOCATIONS.

STUDY THE PROJECT MANUAL & DRAWINGS OF OTHER DISCIPLINES INCLUDING
ARCHITECTURAL, STRUCTURAL, CIVIL & MECHANICAL.

PROVIDE SUPPORT/BRACING OF EQUIPMENT AND BUILDING SERVICES FOR
SEISMIC RESTRAINT AS REQUIRED BY CODE.

ALL WORK SHALL BE PERFORMED IN COMPLIANCE WITH THE APPLICABLE CODES
IN THE ORDINANCES AND THE REGULATORY AGENCIES HAVING JURISDICTION.

CONTRACTORS SHALL PROVIDE ALL REQUIRED SLEEVES AND SEALS FOR PIPES
OR CONDUIT PENETRATING WALLS OR FLOOR SLABS WITH UL LISTED FIRE
STOPPING SEALANT WHERE REQUIRED.

ELECTRICAL CONDUITS & BOXES SHALL BE CONCEALED IN WALLS OR ABOVE
CEILINGS WHEREVER POSSIBLE.

FURNISH AND INSTALL GFCI RECEPTACLES LOCATED IN AREAS WHERE
RECEPTACLES ARE INSTALLED WITHIN 1.8M (6 FT) OF THE OUTSIDE EDGE OF THE
SINK.

ALL PENETRATIONS THRU RATED WALLS & CEILINGS SHALL BE SEALED USING
U.L. LISTED METHODS APPROPRIATE FOR INDICATED RATING.

NO PENETRATIONS ARE ALLOWED INTO STAIR ENCLOSURES EXCEPT AS
REQUIRED FOR SERVICES UTILIZED IN THE STAIR.

ALL DEVICES WITHIN EXISTING AND NEW RATED WALLS (ON BOTH SIDES) SHALL
BE SURFACE MOUNTED, REFER TO CODE PLANS FOR WALL RATING.

CONTRACTOR SHALL COORDINATE THE LOCATION AND QUANTITY OF ALL
MECHANICAL EQUIPMENT WITH THE MECHANICAL CONTRACTOR. PROVIDE
POWER WIRING TO ALL NEW EQUIPMENT. REFER TO MECHANICAL DRAWINGS
FOR EXACT LOCATIONS AND INFORMATION.

ALL FIXTURES SHALL BE SUPPORTED INDEPENDENTLY OF THE FINISHED
CEILING OR STRUCTURE AND SHALL BE SEISMICALLY SUPPORTED AS
REQUIRED BY CODE AND THE AUTHORITY HAVING JURISDICTION.

ALL BRANCH CIRCUIT WIRING SHOWN IS DIAGRAMMATIC. EXACT ROUTING
SHALL BE FIELD COORDINATED TO CLEAR THE WORK OF OTHER TRADES.

IT IS NOT THE INTENTION TO SHOW EVERY FITTING, HANGER, WIRE OR
DEVICE. ALL SUCH ITEMS SHALL BE FURNISHED AND INSTALLED AS
NECESSARY FOR A COMPLETE SYSTEM.

CONTRACTOR SHALL DETERMINE THE QUANTITY OF CONDUCTORS REQUIRED
FOR PROPER OPERATION OF ALL SWITCHING SCHEMES.

NO CONDUIT SHALL BE ALLOWED IN CONCRETE SLABS, UNLESS
SPECIFICALLY APPROVED BY THE STRUCTURAL ENGINEER.

LABEL ALL UNUSED BREAKERS AS SPARE AND TRIP TO THE OFF POSITION.

ALL DEVICE COLORS SHALL BE WHITE.

ALL PANEL DIRECTORIES SHALL BE UPDATED AT THE COMPLETION OF THE
PROJECT IN ACCORDANCE WITH NEC 408.4.

CONTRACTOR SHALL COORDINATE ALL CAMERA LOCATIONS WITH OWNER
BEFORE ROUGHING IN.

CONTRACTOR SHALL REMOVE EXISTING INVERTER FOR EXTERIOR LIGHTS
AND TURN OVER TO OWNER.
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