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REPLACEMENT OF HIGHWAY
 

SIGNING ON I-84

VARIOUS LOCATIONS

NOT TO EXCEED ONE-HALF OF THE ADJACENT VERTICAL ATTACHMENT SPACING FOR THAT MEMBER.

CONNECTED TO A MINIMUM OF 2 VERTICAL ATTACHMENT MEMBERS, WITH AN CANTILEVER OVERHANG 

STAGGERED A MINIMUM OF 5'-0".  EACH EXTRUDED ALUMINUM PANEL COMPONENT SHALL BE 

COMPONENTS IN A STAGGERED RUNNING BOND PATTERN.  THE ENDS OF ADJACENT PANELS SHALL BE 

PANEL COMPONENTS, THE SIGN PANEL SHALL BE FABRICATED WITH VARIOUS LENGTH PANEL 

WHEN THE LENGTH OF A SIGN PANEL EXCEEDS THE LENGTH OF THE AVAILABLE EXTRUDED ALUMINUM 

"SIGN FACE - EXTRUDED ALUMINUM (TYPE IX RETROREFLECTIVE SHEETING)".  

INCLUDING THE PANELS BOLTS AND POST CLIP ASSEMBLIES, SHALL BE PAID FOR UNDER THE ITEM

THE COST OF FURNISHING AND INSTALLING THE EXTRUDED ALUMINUM SIGN AND CROWN PANELS,

BEING TURNED.

SUCH THAT IT WILL FIT INTO THE EXTRUDED PANEL SLOT AND WILL NOT ROTATE WHILE THE NUT IS

TO ASTM A276, TYPE 304, ANNEALED.  THE DIMENSIONS OF THE RECTANGULAR BOLT HEAD SHALL BE

GRADE B8 (TYPE 304).  THE WASHER SHALL BE A COMPATIBLE, FLAT, CIRCULAR WASHER CONFORMING

HEX, PREVAILING TORQUE (NYLON INSERT) LOCK NUT CONFORMING TO ASTM A194, CLASS 1,

CONFORMING TO ASTM A193, CLASS 1, GRADE B8 (TYPE 304).  THE NUT SHALL BE A COMPATIBLE

BOLT

POST BOLT SHALL BE A …" DIA. X 1ƒ" LONG (9 mm DIA. X 44 mm LONG) RECTANGULAR HEAD 

THE POST CLIP SHALL CONFORM TO THE REQUIREMENTS OF ASTM B26, ALLOY 356.0-T6.  THE

THE POST CLIP ASSEMBLY SHALL COMPOSED OF A POST CLIP AND A BOLT WITH A NUT AND WASHER.

CIRCULAR WASHERS CONFORMING TO ASTM A276, TYPE 304, ANNEALED.  

TO ASTM A194, CLASS 1, GRADE B8 (TYPE 304).  THE WASHERS SHALL BE A COMPATIBLE, FLAT,

SHALL BE A COMPATIBLE HEX, PREVAILING TORQUE (NYLON INSERT) LOCK NUTS CONFORMING

THE PANEL BOLTS SHALL CONFORM TO ASTM A193, CLASS 1, GRADE B8 (TYPE 304).  THE NUTS
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