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TEMPORARY IMPACT ATTENUATOR, 

WORK IN THE MEDIAN.

8. THE CONTRACTOR SHALL RELOCATE THE TEMPORARY IMPACT ATTENUATION SYSTEM AND TPCBC AS MANY TIMES AS REQUIRED FOR

7. THE CONTRACTOR SHALL INSTALL A MAXIMUM OF 5500 LF OF TPCBC OR AS DIRECTED BY THE ENGINEER FOR EACH WORK PHASE.

OR INSTALLATION TO BE REPLACED BY THE CONTRACTOR.

6. ALL PERMANENT SIGNS DISTURBED BY CONSTRUCTION SHALL BE RELOCATED AS DIRECTED BY THE ENGINEER. SIGNS DAMAGED DURING REMOVAL

5. A MINIMUM 1' OF SHOULDER SHALL BE MAINTAINED BETWEEN LANES OF TRAVEL AND THE RUN OF TPCBC.

DELINEATORS AND OBJECT MARKER DETAILS.

4. TYPE DE-7A DELINEATORS ARE TO BE INSTALLED ON ALL RUNS OF TPCBC PER TRAFFIC STANDARD SHEET TR-1205 01 - DELINEATION,

3. SIGN DISTANCES ARE APPROXIMATE AND SHALL BE ADJUSTED TO MEET FIELD CONDITIONS OR AS DIRECTED BY THE ENGINEER.

2. ALL SIGNS SHALL BE POST MOUNTED WHEN FEASIBLE.

1. SERIES 16 SIGNS SHALL BE INSTALLED PER THE MAINTENANCE AND PROTECTION OF TRAFFIC SPECIAL PROVISION.
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TPCBC

INCLUDED IN MODULE ITEMS)

#50-5032L, R ATTENUATOR REFLECTOR (COST IS 

UNIT PRICE FOR EACH "TEMPORARY SAND BARREL (WEIGHT)".

3. TEMPORARY SAND BARREL ATTENUATOR TO BE PAID FOR AT THE CONTRACT 

DIMENSIONS.

2. REFER TO MANUFACTURER'S SPECIFICATIONS FOR RECOMMENDED 

1. NUMBERS REPRESENT MASS OF SAND IN POUNDS IN EACH BARREL.

NOTES:

ATTENUATOR ARRAY DETAIL
TEMPORARY SAND BARREL

1400

1400

1400

1400

NORWICH
AND MONTVILLE

NOT TO SCALE 04.02


		2019-06-05T14:52:21-0400
	Mark F. Makuch, P.E.




