
SECTION - INSTALLATION OF ASPHALTIC PLUG JOINT X

WITHOUT BRIDGING PLATE (MILL & PAVE)

{ JOINT

3'-0"

 

MEMBRANE LIMITS

{ JOINT

9"

10" TYP.
{ JOINT

 NO MEMBRANE

(NO ROADWAY SLAB OR APPROACH SLAB EXISTS)

EXISTING CONDITION

VARIES

MILL AND PAVE FINAL OVERLAY

"ASPHALTIC PLUG JOINT EXPANSION SYSTEM"

LEVEL TO BE PAID FOR UNDER THE ITEM,

SAW-CUT PAVEMENT TO BRIDGE  DECK 

SUGGESTED SEQUENCE OF WORK

(STEPS 10 & 11)

FINAL CONDITION

(STEPS 1-3)

JOINT AND PAVEMENT REMOVAL

(STEP 8 & 9)

MILLING AND PAVING

INSTALL NEW APJ

S-2

CONCRETE OVERLAY

EXISTING BITUMINOUS

BRIDGE DECK

CONCRETE OVER SUB-BASE

EXISTING BITUMINOUS 

LIMITS FOR REMOVAL OF PAVEMENT DECK ELEVATION

CONCRETE TO BRIDGE

SAWCUT BITUMINOUS

NOTES ON S-2

PLACE HMA, SEE GENERAL

WOVEN FABRIC)

MEMBRANE (GLASS

INSTALL WATERPROOFING 

LEVEL SURFACE

AS NECESSARY, TO PROVIDE A SMOOTH AND 

PLACE SELF-LEVELING CEMENTITIOUS MATERIAL,

(STEPS 4-7)

PLACEMENT OF PAVEMENT IN JOINT CUTOUT

SAINT JOHN'S SQUARE AND
MAIN STREET INTERSECTION

IMPROVEMENTS
S-14

NJM
MIDDLETOWN

ASPHALTIC PLUG
JOINT DETAILS 1

0082-0320MJPL

INSTALL ASPHALTIC PLUG JOINT SYSTEM. STEP 11:

MATERIAL BETWEEN THE SAW-CUTS.

CUT PAVEMENT TO THE BRIDGE DECK AT 10" FROM THE CENTER OF THE JOINT (BOTH SIDES OF JOINT) AND REMOVE ALL PAVEMENTSTEP 10:  

PAVE TOP COURSE ON ROADWAY AND BRIDGE.STEP 9:

MILL ROADWAY AND BRIDGE PAVEMENT TO SPECIFIED DEPTHS.STEP 8:

EXISTING ROADWAY PAVEMENT ELEVATION.

PLACE THE HMA ACCORDING TO THE GENERAL NOTES ON SHEET S-2.  THE FINAL LIFT SHOULD MATCH THE ELEVATION OF THE STEP 7:

INSTALL WATERPROOFING MEMBRANE (WOVEN GLASS FABRIC) ON THE BRIDGE DECK WITHIN THE LIMITS SHOWN ON SHEET S-13.STEP 6:

PLACE CRACK SEALANT ON VERTICAL FACE OF BRIDGE CURBING.STEP 5:  

DETAILS ARE ON SHEETS S-11 AND S-12, RESPECTIVELY. 

REPAIR DETERIORATED CONCRETE AS DIRECTED BY THE ENGINEER.  PARTIAL DEPTH PATCH DETAILS AND FULL DEPTH PATCHSTEP 4:

"REMOVAL OF EXISTING WEARING SURFACE".  

REMOVE EXISTING PAVEMENT MATERIAL WITHIN THE LIMITS SHOWN.  REMOVAL OF PAVEMENT TO BE PAID FOR UNDER ITEMSTEP 3:

CENTERLINE OF THE EXISTING JOINT.  SAW-CUT SHALL NOT DAMAGE ABUTMENT.

SAW-CUT BITUMINOUS PAVEMENT ON THE APPROACH SIDE OF EXISTING JOINT.  THE SAW-CUT LINE SHALL BE 3' FROM THE STEP 2:

LOCATION OF THE DECK END (CENTERLINE OF PROPOSED JOINT) BEFORE PROCEEDING TO STEP 2.    

CONTRACTOR SHALL PERFORM AN EXPLORATION AT THE GUTTER LINE TO DETERMINE THE DEPTH OF PAVEMENT AND THE STEP 1:
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ADDENDUM NO. 2

BEEN PERSONALLY CHECKED BY THE UNDERSIGNED.

NOT TO BE CONSTRUED TO MEAN THAT ALL ASPECTS OF THE DESIGN HAVE 

THE DESIGN APPEARS TO CONFORM TO APPLICABLE CRITERIA.  APPROVAL IS

TRANSPORTATION PRINCIPAL ENGINEER
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