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WITH NON-SHRINK GROUT

"KELIGROUT" ANCHORS

FILL VOID LEFT FROM REMOVED 

CONTRACTOR SHALL NOTIFY THE DESIGN ENGINEER.

IF TEMPORARY PRECAST BARRIER CURB IS HIT DURING CONSTRUCTION,3

"TEMPORARY PRECAST CONCRETE BARRIER CURB (STRUCTURE)".  

ALL OTHER WORK ON THIS SHEET SHALL BE PAID FOR UNDER THE ITEM 

THE ITEM "PRECAST CONCRETE/STEEL COMPOSITE SUPERSTRUCTURE".

THREADED INSERTS SHALL BE PAID FOR UNDER 2.

STAGED CONSTRUCTION.  SEE SPECIAL PROVISIONS FOR MORE INFORMATION.

PLACEMENT OF ANCHORS SHALL BE AS REQUIRED TO ACCOMMODATE THE 

WITH NON-SHRINK GROUT AS SHOWN ON THE DETAIL ON THIS SHEET.  

FOLLOWING STAGE 6 (SEE CONSTRUCTION STAGING SUBSET)AND FILLED 

BE ALLOWED.  ALL REMOVEABLE "KELIANCHORS" SHALL BE REMOVED 

FABRICATION OR IN THE FIELD.  FIELD DRILLING OF ANCHOR HOLES WILL NOT 

UNITS.  THE ANCHORS SHALL BE GROUTED IN PLACE EITHER DURING PBU 

SECURING THE TEMPORARY BARRIER (STRUCTURE) TO THE PRECAST BRIDGE

REMOVABLE "KELIANCHORS" (OR APPROVED EQUAL)  SHALL BE USED FOR 1.
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DURING STAGE 6 AS SHOWN ON STG-06.
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