
PRESTON 113-107

MDS-01

REHABILITATION OF BRIDGE NO. 02931

ROUTE 2A

OVER POQUETANUCK COVE

S.HARRIS

J.MAZEK
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MAX.

ELEMENT

RAIL

W-BEAM 

4 SPACES @ 1'-6ƒ'' = 6'-3''

ABOVE RAIL

3'' MAX. 

BENT 3'

RUBRAIL SHOP

3 SPACES @ 3'-1•'' = 9'-4 •''

PAY LIMIT R-B 350 BRIDGE ATTACHMENT VERTICAL SHAPE PARAPET  24'-1•" 

6'-3"6'-3"
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3 CRT POSTS3 POSTS OMITTED

UNDERGROUND HPFF LINE

OVER EXISTING

SEE HW-910_24

GUIDE RAIL ATTACHMENT DETAIL AT NORTHWEST CORNER ONLY

MISCELLANEOUS DETAILS

ON HWY-910_07

POST SEE NOTE 2

W6 x 8.5 

 ON HWY-910_07

 POST SEE NOTE 2

 W8 x 13  
ON HWY-910_07

9 AND DETAIL C

CONNECTOR SEE NOTE 

W-BEAM TERMINAL 

N.T.S.

2

1

6" GRANULAR FILL

18" MODIFIED RIPRAP

STRUCTURE

PROPOSED ROADWAY 

VARIES

TOE OF EXISTING SLOPE

R
O

W
 

L
I

M

EXISTING GROUND

TOE OF PROPOSED SLOPE

KEY INTO EXISTING GRADE

GEOTEXTILE

 STAKE

 FABRIC ATTACHED TO

 FENCE FABRIC OR FILTER

SELF-SUPPORTING SILT

FINISH GRADE

RECOMPACTED BACKFILL

ELEVATION SECTION

FLOW

FINISHED GRADE

2.) NO EXCAVATION IS ALLOWED BEYOND THE ROW LINE.

MANUFACTURER OR SUPPLIER AS CONFORMING TO THE SPECIFICATIONS.

NYLON, POLYESTER OR ETHYLENE FILAMENTS AND SHALL BE CERTIFIED BY THE 

2.) SYNTHETIC FILTER FABRIC SHALL BE A PERVIOUS SHEET OF PROPYLENE, 

1.) INSTALL SILT FENCE & WOOD STAKES AS RECOMMENDED BY MANUFACTURER. 

SILT FENCE NOTES:

10' MAX. 10' MAX.
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8" MIN.

MIN.
18"

' '
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'

ROW LINE

EXISTING GRADE

N.T.S.

SILT FENCE

(SEE NOTE 3)

BELOW GROUND

EXTEND 8" OF FABRIC 

LENGTH: 48")(MIN.

HARDWOOD STAKE

1 1/2"x 1 1/2"

RIPRAP SLOPE PROTECTION (AT END OF BARRIER WALLS)

2'

PAY LIMIT METAL BEAM RAIL SPAN SECTION (TYPE III) 121' - 10.5"
BARRIER WALL

N.T.S.

STEEPENED SLOPE PROTECTION FOR SLOPES STEEPER THAN 1(V):2(H)

LIMIT OF GRADING

EXISTING GROUND

18" MODIFIED RIPRAP

6" GRANULAR FILL

GEOTEXTILE (SEPARATION - HIGH SURVIVABILITY)

1

1.5

4'

12:1 STANDARD SPECIFICATIONS FORM 817.

CONFORM TO THE REQUIREMENTS OF THE 

PLACEMENT OF EMBEDMENT MATERIAL SHALL 
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ADDENDUM NO. 2
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GEOTEXTILE (SEPARATION
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