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TYPICAL SECTION AT NOISE BARRIER WALL
N.T.S.

NOTES:

1. NOISE BARRIER WALL INSTALLED IN THE EMBANKMENT AREAS SHALL BE INLCLUDED
IN THE ITEM "NOISE BARRIER WALL". NOISE BARRIER WALL INSTALLED ON THE PARAPET
OF EXISTING AND PROPOSED BRIDGE STRUCTURES SHALL BE INCLUDED IN THE ITEM
"NOISE BARRIER WALL (STRUCTURE)".

2. BACKFILL MATERIAL AT EARTH RETAINING PANELS SHALL BE SUITABLE SURPLUS
EXCAVATION OBTAINED FROM WITHIN THE PROJECT LIMITS AND SHALL NOT CONTAIN
ANY MATERIAL WHICH PASSES A NO. 200 SIEVE. BACKFILL SHALL BE PLACED IN
ACCORDANCE WITH SECTION 2.02 OF THE STANDARD SPECIFICATIONS.

CRUSHED STONE SHALL BE PLACED TO A MINIMUM DEPTH
OF 4 INCHES ALONG THE FRONT AND BACK OF THE NOISE
BARRIER WALL (FOR ITS FULL LENGTH), INCLUDING EARTH

NOISE BARRIER WALL NOTES:

1. NOISE BARRIER WALLS SHALL BE DESIGNED IN ACCORDANCE WITH
THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS CHAPTER 15
FOR "DESIGN OF SOUND BARRIERS," SEVENTH EDITION (2014)

2. CRUSHED STONE SHALL BE NO. 3 STONE.

3. OFFSETS ARE MEASURED UP TO THE FRONT FACE OF THE WALL.

4. PANEL FINISH SHALL BE ASHLAR STONE FOR ROADWAY SIDE AND
RESIDENTIAL SIDE.

5. THE CONTRACTOR SHALL VERIFY DIMENSIONS AND ELEVATIONS IN THE

FIELD AND WITH THE CONTRACT PLANS AND PROVIDE NOTICE OF ANY
DISCREPANCIES TO TH ENGINEER PRIOR TO CONSTRUCTION.

HORIZONTAL JOINTS BETWEEN
| PANELS SHALL BE ALIGNED
& POST & FOOTING i ON EACH SIDE OF POST (USE
! SHIMS IF REQUIRED) (NOT
-\ APPLICABLE AT STEP LOCATIONS)
(SEE SPECIAL PROVISIONS)
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SHIMS FOR MINOR LEVELING BOTTOM OF PANEL

(MAX. 8 SHIMS, IF REQUIRED)

ELEVATION DETAIL
SCALE: 1" = 1'-0"

(MINIMUM 15' ABOVE THE HIGHEST POINT ALONG THE ADJACENT ROADWAY) A

i LIMIT OF SELECTIVE CLEARING AND THINNING,
| ‘ UNLESS NOTED OTHERWISE ON HIGHWAY PLANS.
1 SECLECTIVE CLEARING AND THINNING ON THE
H BACK SIDE OF THE NOISE BARRIER SHALL BE
i KEPT TO A MINIMUM AS DIRECTED BY THE ENGINEER.
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