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EXISTING CONDUIT AND CONDUCTORS TO ERV'S (TYP).

EXISTING SUBPANEL L2.
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EXISTING CONDUIT AND CONDUCTORS TO ERV'S (TYP).
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FINISHED FLOOR SHALL BE RGS.

ALL EXPOSED CONDUIT AT FLOOR LEVEL UP TO HEIGHT OF 10 FEET ABOVE

FROM PANEL L2. CONDUCTOR SIZE AND WIRE TYPE TO MATCH EXISTING.

EXTEND CONDUIT AND CONDUCTORS TO MOTOR STARTER DISCONNECTS 

CONDUCTOR SIZE AND WIRE TYPE TO MATCH EXISTING.

THE EXISTING JUNCTION BOXES BELOW THE UNITS (TYP). REWIRE ERV'S TO EXISTING CIRCUITS. 

INSTALL LIQUIDTIGHT FLEXIBLE METAL CONDUIT (LFMC) AND CONDUCTORS FROM 

SIZED PER EQUIPMENT. GE CR101Y11 OR APPROVED EQUAL.  

SWITCH TYPE, WITH THERMAL ALLOY TYPE OVERLOAD PROTECTION AND PILOT LIGHT. HEATERS 

INSTALL/REPLACE ERV DISCONNECT WITH QUICK-MAKE, QUICK-BREAK, TOGGLE
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TO DETAIL ON M-003.

CONNECT TO EXISTING BOILER. REFER 

12" DIA. BOILER CHIMNEY THRU ROOF. 

REFER TO DETAIL ON M-003.

REPLACE GOOSNECK EXHAUST VENT. 
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COMBUSTION AIR 

EXISTING
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679 4112 1571 1/6HP, 120V, 1PH, 60HZ

MOTORFAN RPMTIP SPEEDSP"CFMMARK AREA SERVED TYPE & MODEL NO.

1541 10793813 1/6HP, 120V, 1PH, 60HZ

0.125

0.125ROOF MOUNTED 135C2B

ERV-1

ALUMINUM HOOD

DOME TYPE

AND DRIVE BELT

FAN ASSEMBLY, MOTOR,

MANUFACTURER)

CHIMNEY

REQUIRED BY

GUIDE WIRE (IF

WEATHER CAP

CHIMNEY

SUPPORT

COLLAR

BOILER CHIMNEY PENETRATION DETAIL

TYPICAL ROOF MOUNTED EXHAUST FAN (ERV) DETAIL

RUBBER GASKET

FAN CURB

BACKDRAFT DAMPER

FIELD VERIFY SIZE WITH EXHAUST FAN AND ROOF CURB.   

OPENING THROUGH ROOF AS SPECIFIED IN SCHEDULE.1.   

NOTE:

   

   1.  ERV'S BASED ON LOREN COOK

NOTES:

INSULATION

2" THERMAL & ACOUSTICAL

ALUMINUM HOOD

DOME TYPE

AND DRIVE BELT

FAN ASSEMBLY, MOTOR,

DUCTED ROOF MOUNTED EHAUST FAN (ERV) DETAIL

RUBBER GASKET

FAN CURB

BACKDRAFT DAMPER

FIELD VERIFY SIZE WITH EXHAUST FAN AND ROOF CURB.   

OPENING THROUGH ROOF AS SPECIFIED IN SCHEDULE.1.   

NOTE:

EXISTING DUCTWORK

ERV-2 (A,B)

ERV-3

OFFICE AREA

595 0.125 3675 1404 1/6HP, 120V, 1PH, 60HZ

ROOF MOUNTED 80C2B

ROOF MOUNTED 80C2B

1
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4

5 6
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9

GOOSENECK EXHAUST DETAIL

EXHAUST  FAN  SCHEDULE

THE ROOF REPLACEMENT OF
THE MAINTENANCE FACILITY

10

EXHUAST DUCTWORK.

PREVENT WATER FROM ENTERING 

EXHAUST VENT FACE TO BE ANGLED TO 10.

CONNECT TO EXISTING DUCTWORK.9.

ALUMINIUM INSECT SCREEN8.

1/4" BOLTS TO DUCT

ANGLE,ALL AROUND BOLTED WITH

1 1/2" X 1 1/2" X 1/4"7.

ROOF CURB6.

CORNER SEAMS

FLASHING WITH WELDED 5.

OR BOLTED ON 12" CENTERS

1 1/2" STANDING, SEAM RIVETED 4.

1 1/2" MINIMUM3.

12" MINIMUM2.

SEAM

DUCT WITH PITTSBURGH LOCK

HEAVY-GUAGE SHEET-METAL1.

BAY ADDITION

WASH BAY AT BAY ADDITION

REFER TO A-502 FOR ROOF CURB DETAIL.

NOTE:  

06.03
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