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FALL PROTECTION 
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NOT SHOWN.
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2
ROOF SECTION THROUGH BAY ADDITION 
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1 ON SHEET A-501.
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NOTE 1 ON SHEET A-501.
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KEY NOTES

SD

KEY PLANKEY PLAN

SCALE: 1/4" = 1'-0"

  CEILING PANEL SYSTEM.

1. 2X4 GRID PATTERN ILLUSTRATES SUSPENDED 

SD

A-400
OFFICE REFLECTED

CEILING PLAN

SMS

CLERK N.I.C.

SUPERVISOR N.I.C.

N.I.C.

JANITOR

WOMENS

ELECTRICAL N.I.C.

MENS N.I.C.

CORRIDOR 1

CORRIDOR 2

HD

OS

EXISTING SUPPLY AIR GRILLE

EXHAUST AIR GRILLE

EXISTING RETURN/ 

EXISTING 2 X 2 LIGHT FIXTURE

EXISTING 2 X 4 LIGHT FIXTURE

EXISTING EXIT SIGN

EXISTING SMOKE DETECTOR

EXISTING HEAT DETECTOR

EXISTING OCCUPANCY SENSOR

SD

SD

HDOS

HD

OS

N.I.C.

BREAK ROOM

0164-0241WINDSOR

THE MAINTENANCE FACILITY
THE ROOF REPLACEMENT OF

VESTIBULE

LOCKER

SMM
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2
PARAPET AT OFFICE AND ORIGINAL REPAIR BAYS

A-500

5
PVC VENT BOOT

EXISTING VENT PIPE.

PVC BOOT.1/2" ROOF BOARD.

4" RIGID INSULATION.

SCALE: 3" = 1'-0"SCALE: 3" = 1'-0"

WOOD BLOCKING.

PRESSURE TREATED 

WOOD BLOCKING.

PRESSURE TREATED

WOOD BLOCKING. 

PRESSURE TREATED

DECK.

EXISTING CONCRETE 

WOOD BLOCKING.

PRESSURE TREATED 

2" EXPANSION JOINT.

SCALE: 3" = 1'-0"

SCALE: 1-1/2" = 1'-0"

SCALE: 1-1/2" = 1'-0"

4" RIGID INSULATION.
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EXHAUST FAN CURB DETAIL

8" C.M.U. INFILL.

COPING.

PVC COATED METAL 
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1'-1"

LADDER PLATFORM.

ACCESS LADDER.

METAL ROOF 
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OSHA
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PVC MEMBRANE ROOF.
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A-500

6
WALKPAD DETAIL

INSTALLED OVER FIELD SEAM.

WALKWAY PADS SHALL NOT BE 

ROOF.

BE AHDERED TO PVC MEMBRANE 

3'-0" WIDE PVC WALKWAY PAD TO 

WALKWAY PAD.

AROUND EDGES OF 

CONTINUOUS WELD 

WALKWAY PAD.

SIDES OF 

SEALANT AT BOTH 

THE MAINTENANCE FACILITY

WINDSOR

WITH PVC FLASHING.

PLATE WRAPPED 

EXISTING METAL 

EXISTING STEEL JOISTS.

EXISTING MASONRY.

1/2" ROOF BOARD.

4" RIGID INSULATION.

1/2" ROOF BOARD.

PVC MEMBRANE ROOF. 

WOOD BLOCKING.

PRESSURE TREATED 

WOOD BLOCKING.

PRESSURE TREATED 

TO MECHANICAL DWGS. 

EXHAUST FAN, REFER 

2" RIGID INSULATION

SCALE: 1-1/2" = 1'-0"

THE ROOF REPLACEMENT OF

GUTTER.

METAL 

STYLE "F" 

6" X 5" 

DOWNSPOUT.

METAL 

HOT AIR WELDED.

PVC FLASHING STRIP, 

FASCIA.

METAL 

COATED 

PVC 

DRIP EDGE.

PVC COATED METAL 

DRIP EDGE.

PVC COATED METAL 

A-500

3
ROOF ACCESS LADDER AT OFFICE ROOF EDGE

12" C.M.U. INFILL.

METAL COPING.

PVC COATED 

PADLOCK.

GATE AND 

WITH 

CAGE 

SAFETY 

LADDER 

METAL 

SMM

PARAPET SLOPE

STRUCTURAL DRAWINGS.

ACCESS LADDER. REFER TO 

SUPPORT FRAME FOR ROOF 

A-500

1
PARAPET AT ORIGINAL REPAIR BAYS

FASTENED LOCATIONS.

EXISTING WELD AND 

AT 6" O/C MAX. FROM 

STRUCTURE, TYP. INSTALL 
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INSTALL FASTENERS IN 
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INSTALL AT 6" O/C 
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FOR 
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BOND BEAM. 
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7
FALL PROTECTION GUARDRAIL

SCALE: 3" = 1'-0"

A-501

8
PARAPET AT OVERHEAD DOORS

A-501

0164-0241

ROOF DETAILS

MLM/SMS
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RECEIVER POSTS.

ANCHORED INTO 
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GUARDRAIL BASE.
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GROMMETED FASTENER 
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PER 
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PVC COATED 

METAL FASCIA.

PVC COATED 
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1/2" ROOF 

WALL.

EXISTING C.M.U. 

INSULATION.

4" RIGID 

PVC FLASHING.

STEEL JOISTS.

EXISTING 

ROOF.

PVC MEMBRANE 

A-501

10
ROOF TRANSITION LADDER AT BAY ADDITION

SCALE: 3" = 1'-0" SCALE: 3" = 1'-0"

SCALE: 1-1/2" = 1'-0"

SCALE: 3" = 1'-0"

METAL GUTTER.

6" X 5" STYLE "F" 

DOWNSPOUT.

3" X 4" METAL 

JOINT.

2" EXPANSION 

ROOF.

PVC MEMBRANE 

BOARD.

1/2" ROOF

INSULATION.

4" RIGID 

INSULATION.

4" RIGID

BOARD.

1/2" ROOF

METAL FASCIA.

PVC COATED

METAL FASCIA.

PVC COATED

ROOF.

PVC MEMBRANE

INSULATION.

4" RIGID

WOOD BLOCKING.

PRESSURE TREATED

WOOD BLOCKING. 

PRESSURE TREATED

SCALE: 3" = 1'-0"SCALE: 3" = 1'-0"

THE MAINTENANCE FACILITY

WINDSOR

COPING.

EDGE AND BASE OF 

WELDED OVER RIGHT 

PVC FLASHING HOT AIR 
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SUPPORT FRAME 
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SUPPORT FRAME 
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GUTTER AT ORIGINAL BAYS
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GUTTER AT BAY ADDITION
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ROOF EDGE AT BAY ADDITION
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RAKE AT BAY ADDITION
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EXISTING METAL DECK. 
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THE ROOF REPLACEMENT OF
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A-503
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THE MAINTENANCE FACILITY

2

A-503

A-503

2
NON-PENETRATING STAIR AND LANDING PLAN

A-503

1
NON-PENETRATING STAIR AND LANDING SECTION AT PARAPET

SCALE: 1" = 1'-0"

STAIR AND LANDING
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BELOW.

WOOD BLOCKING 

PRESSURE TREATED 

BELLOW BELOW.

EXPANSION JOINT 

COPING BELOW.

PVC COATED METAL 

NON-PENETRATING BASE.

4" RIGID INSULATON.

1/2" ROOF BOARD.

PVC MEMBRANE.

NON-PENETRATING BASE.

12" CMU INFILL. 

DETAILS AT PARAPET

EXISTING CONCRETE DECK.

1

A-503

EXISTING BRICK MASONRY.

EXPANSION JOINT BELLOW.

4" RIGID INSULATON.

1/2" ROOF BOARD.

PVC MEMBRANE.

NON-PENETRATING BASE.

FASTENED LOCATIONS.
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NOT TO SCALE

PENETRATION.

REMOVED CHIMNEY 

CORNERS TO COVER 

BRICK IN ALL FOUR 

FASTENED TO EXISTING 

STAINLESS STEEL SHEET 

PENETRATION OUTLINE.

REMOVED CHIMNEY 

THE ROOF REPLACEMENT OF
THE MAINTENANCE FACILITY

WINDSOR

A-504
MISCELLANEOUS DETAILS

0164-0241

COLUMN ENCLOSURE.

EXISTING BRICK 

A-504

1
INTERIOR BOILER ROOM EXHAUST PENETRATION COVER
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SMS/MLM

X

1
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X

1
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3

4

5

6

X

1

COURSE

3. COURSES 1-6 SHALL BE A RUNNING BOND. 

2. COURSE X SHALL BE A FLEMISH BOND.

TWO WYTHE CONSTRUCTION.

TOOTH IN  BRICK AT CHIMNEY TO MATCH EXISTING 

EXISTING  BRICK PATTERN. THE CONTRACTOR SHALL 

1. DETAIL 2/A-504 IS AN ILLUSTRATION OF THE 

BRICK TOOTHING NOTES

A-504

2
TWO WYTHE BRICK INFILL AT CHIMNEY

04.12
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