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FACILITY TANK REPLACEMENT
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C-002

PAID UNDER MLSI AS EARTH EXCAVATION)

(CONCRETE SLAB REMOVAL TO BE

COMPOSITE MANHOLE COVERS.

SALVAGE PUMP, DROP TUBE, AND 

CONCRETE SLAB AT GRADE.

ASSOCIATED ACCESSORIES, AND

UNDERGROUND STORAGE TANKS,  ALL 

REMOVE 4000 GALLON DIESEL FUEL

DEMOLITION PLAN

UNDER MLSI AS EARTH EXCAVATION)

REMOVE CONCRETE APRON (TO BE PAID 

FMU.

E-600 FOR LOCATION OF REINSTALLED 

STATION SIGNS. SEE DWG C-003 AND 

POLES, LIGHT FIXTURES, AND ALL 

SALVAGE FUEL MANAGEMENT UNIT, LIGHT 

RISERS, AND BOLLARDS. REMOVE AND 

PRODUCT PIPING, VENT PIPING, VENT 

REMOVE FUEL ISLAND, DISPENSERS, 

D-008 FOR REMOVAL OF FUEL OIL PIPING.

EARTH EXCAVATION) REFER TO D-006 AND 

SLAB REMOVAL TO BE PAID UNDER MLSI AS 

AND CONCRETE SLAB AT GRADE. (CONCRETE 

STORAGE TANK,  ALL ASSOCIATED ACCESSORIES, 

REMOVE 2000 GALLON FUEL OIL UNDERGROUND 

UNDERGROUND FUEL OIL TANK VENT PIPING.

REMOVE ALL ABOVEGROUND AND 

CONDUIT.

CONDUCTORS TO SOURCE AND ABANDON 

FOR FUTURE CONNECTION. REMOVE 

DRAINAGE PIPING WITHIN EXCAVATION LIMITS

CONSTRUCTION. CUT AND CAP EXISTING 

DRAINAGE PIPING DURING DEMOLITION AND 

PROTECT ALL EXISTING BUILDING SANITARY 

UNDER MLSI AS EARTH EXCAVATION.) 

(CONCRETE SLAB REMOVAL TO BE PAID 

GRADE, AND CONCRETE HOLD DOWN SLAB.  

ASSOCIATED ACCESSORIES, CONCRETE SLAB AT 

UNDERGROUND STORAGE TANK, ALL 

REMOVE 3000 GALLON WASTE WATER 

171-428

 

FINISHED GRADE. ABANDON UNDERGROUND CONDUIT.

WIRE WAY AND LB. CUT ALL CONDUIT BELOW 

REMOVE WASTE WATER TANK CONDUCTORS,

FIRE RATING OF WALLS SHALL BE MAINTAINED AFTER REPAIR. 

REPAIR TO MATCH EXISTING BUILDING COLOR SCHEME.

RESTORE THE BUILDING WITH SUITABLE MATERIALS. COLOR OF 

WHERE DISTURBED BY DEMOLITION THE CONTRACTOR SHALL 6.

REMOVED PAVEMENT MAY CONTAIN PAVING FABRIC.5.

BY THE ENGINEER

REMOVE EXISTING ELECTRICAL TRENCHING AS DIRECTED4.

BE FIELD VERIFIED.

ALL PIPING LOCATIONS ARE APPROXIMATE AND SHALL 3.

WORK BEGINS.

EROSION CONTROLS IN PLACE BEFORE ANY DEMOLITION

CONTRACTOR SHALL HAVE ALL SEDIMENTATION AND2.

  

OF BY THE CONTRACTOR.

ANY REMAINING LIQUID IN EACH TANK SHALL BE DISPOSED 

50 MILES. AFTER REMOVAL OF SALVABLE PRODUCT 

SAID PRODUCTS TO CT DOT DESIGNATED SITES WITHIN 

EACH TANK, AS DETERMINED BY CT DOT AND TRANSPORT 

CONTRACTOR SHALL REMOVE SALVABLE PRODUCT FROM1.

NOTES:

ABANDON UNDERGROUND CONDUIT.

CUT ALL CONDUIT BELOW FINISHED GRADE.

REMOVE SURFACE MOUNTED FUEL TANK CONDUIT.

REMOVE FUEL TANK CONDUCTORS TO SOURCE.

FINISHED GRADE. ABANDON UNDERGROUND CONDUIT.

BUILDING FROM WIREWAY TO GROUND LEVEL. CUT ALL CONDUIT BELOW 

REMOVE EXISTING CONDUIT ON INTERIOR & EXTERIOR OF THE

REMOVE EXISTING CONDUCTORS FROM FUEL ISLAND TO SOURCE.

ABANDON CONDUIT IN CELEING.

REFER TO DRAWING NO. E-003 FOR CLERK'S OFFICE DEMO.
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 C-005 (TYP)  FOR DETAIL

 CATCH BASIN REFER TO

SEDIMENT CONTROL ON

171-428

C-005 (TYP)  FOR DETAIL

CATCH BASIN REFER TO 

SEDIMENT CONTROL ON 

ELEV = 798.5

STORAGE TANK, SEE M-003 FOR DETAILS.

1000 GALLON FUEL OIL ABOVEGROUND 

HIGH WITH PVC SLATS 

6' WIDE CHAIN LINK GATE 6' 

TO BE LOCATED ON BUILDING

WASTE WATER HOLDING TANK VENTS 
C-005 (TYP)  FOR DETAIL

CATCH BASIN REFER TO 

SEDIMENT CONTROL ON 

60 LF OF 6' HIGH CHAIN LINK FENCE

PAVEMENT

BITUMINOUS CONCRETE 

225 LF OF CUT 

PAVEMENT

BITUMINOUS CONCRETE 

25 LF OF CUT 

ELEV = 798.00'

TANK. SEE C-004 FOR DETAILS

3000 GALLONWASTE WATER HOLDING 

ON 4" OF TOPSOIL

TURF ESTABLISHMENT - LAWN

6" No. 3 CRUSHED STONE ON 6" GRANULAR FILL

  TO BE GRADED OR EXCAVATED.

5. CONTRACTOR SHALL BE AWARE OF UTILITY LINE(S) IN AREAS 

  MINIMUM OF 72 HOURS PRIOR TO START OF CONSTRUCTION. 

  (1-800-922-4455) FOR UNDERGROUND UTILITY INFORMATION A

4. CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" 

  EXISTING PAVEMENT. 

3. BITUMINOUS CONCRETE PAVEMENT SHALL BE GRADED TO MATCH 

  CONCRETE PAVEMENT, CONCRETE, OR TURF ESTABLISHMENT. 

2. ALL DISTURBED AREAS SHALL BE RESTORED WITH BITUMINOUS 

  BE VERIFIED IN FIELD. 

1. SIZE AND LOCATION OF BURIED PIPES AND UTILITIES SHOULD 

NOTES:

REFER TO DWG C-005 FOR DETAIL.

BITUMINOUS CONCRETE PAVEMENT

04.03



  

TYP

TYP TYP TYP

6"

12"
24" 12" 12"

24"

8" HANDHOLE

PEASTONE GRAVEL

(TYP)

FILTER FABRIC

ADAPTOR

2" FIBERGLASS

CONCRETE PAD

10" x 12" x 18"

BELOW GRADE

EPOXY VENT PIPE

FIBERGLASS REINFORCED

FLEXIBLE CONNECTOR

TUBE (2 PLACES)

4" PVC (SLOTTED) SNIFF

PLACE WHILE BACKFILLING

SNIFF TUBE TO BE HELD IN

THROUGH SLAB (2 PLACES).

SNIFF TUBE ANCHORAGE

8" PVC (SLOTTED) EMBEDDED

UNDER ALL OPENINGS

DEFLECTOR PLATES REQUIRED

MANUFACTURERS RECOMMENDATIONS

PROVIDE ANCHOR STRAPS PER

HOOKED ANCHOR 12" FROM EACH END.

ANCHOR STRAP W/ TURNBUCKLE AND

LOCATIONS TYPICAL 2 PLACES

4 ADDITIONAL #4 T&B @ ANCHOR

A

C-004

B

C-004

SECTION

3000 GALLON DOUBLE WALL WASTE HOLDING TANK DETAIL

NOT TO SCALENOT TO SCALE

TYPTYP

{
12" 24" 24" 12"

24" 24"

12"

12"

6"

10"

COVER

40" dia MANHOLE FRAME AND

FOR CONCRETE APRON

#6@12" EWT&B REINFORCEMENT

CONNECTOR

2" VENT PIPE WITH FLEXIBLE

NOTE 5

SLAB

REINFORCEMENT FOR CONCRETE

#4 @ 12" EWT&B

(TYP)

FILTER FABRIC

 

 LOCATIONS TYPICAL 2 PLACES

4 ADDITIONAL #4 T&B @ ANCHOR

BRINE FILLED ANNULAR SPACE

UNDER ALL OPENINGS

DEFLECTOR PLATES REQUIRED

PEASTONE GRAVEL

FOR CONCRETE SLAB (TYP)

#6@12" EWT&B REINFORCEMENT

IN-TANK PROBE

ƒ" HIGH

RAISED AREA
12" 12"48" WIDE

INLET TO TANK 

16'-9"

B

C-004

A

C-004

{ TANK FITTING (TYP)

PUMP OUT ASSEMBLY MANHOLE

20" dia SPILL CONTAINMENT

VENT RISER LOCATION

TO PLAN C-002 FOR

2" VENT PIPING, REFER

WASTE HOLDING TANK PLAN VIEW

5.   ACTUAL TANK BURIAL DEPTH TO BE AS RECIEVED BY PIPE ELEVATIONS. REFER TO PLAN C-005.

4.   ALLOW SLACK AT TANK IN ALL PIPING FOR SETTLING OF TANK.

   NFPA 70.

3.   ALL CONDUITS SHALL BE PROVIDED WITH EXPLOSIONPROOF FITTINGS AND SEALED AS REQUIRED IN ACCORDANCE WITH

   REDESIGNED AS NECESSARY BASED ON THE APPROVED TANK MANUFACTURER.

2.   THE MANHOLE ARRANGEMENT IS BASED ON CONTAINMENT SOLUTIONS TANKS. ACTUAL MANHOLE ARRANGEMENT SHALL BE

   BASED ON THE APPROVED TANK DIMENSIONS.

1.   THE DESIGNED TANK DIMENSIONS ARE BASED ON CONTAINMENT SOLUTIONS. ACTUAL PAD DIMENSIONS SHALL BE SIZED

NOTES:
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C-004
JAB

WASTE HOLDING TANK

171-428JAB

SECTION

HYDROSTATIC SENSOR

18" dia MANHOLE FOR

{

FLOAT

LIQUID LEVEL

SUCTION DROP TUBE

 PAVEMENT

BITUMINOUS

HYDROSTATIC SENSOR RISER

AND COVER
18" dia MANHOLE FRAME

2" ADAPTOR AND CAP

4" PUMP OUT RISER WITH

FILL PIPE MANHOLE

GRADE SPILL CONTAINMENT

20", 5 GALLON, BELOW

 PAVEMENT

BITUMINOUS

12" 12"48" WIDE

ƒ" HIGH

RAISED AREA

CORD GRIP

FRAME AND COVER

18" dia MANHOLE

ADJUSTABLE LEAD CABLE

RISER PIPE CAP

VENT TUBE

4" PVC PIPE RISER

PROOF FITTING

"EY" EXPLOSION

DOUBLE-WALL TANK

BRINE LEVEL

RESERVOIR

HYDROSTATIC SENSOR

ƒ" RGSC

NOT TO SCALE

HYDROSTATIC SENSOR DETAIL

PROOF FITTING

"EY" EXPLOSION

CORD GRIP

CAP AND ADAPTOR

MONITOR PROBE

LEAD CABLE

ADJUSTABLE

4" STEEL PIPE RISER

22" MANWAY

IN-TANK PROBE

PRODUCT LEVEL FLOAT

DOUBLE-WALL TANK

NOT TO SCALE

IN-TANK PROBE DETAIL

42" dia SUMP WITH TOP

CONCRETE SLAB

FROM { OF LAST MANHOLE

AREA TERMINATING 24"

48" WIDE x ƒ"  HIGH RAISED

(2 REQUIRED PER TANK)

SLOTTED SNIFF TUBE

8" dia HANDHOLE FOR 4" PVC

C-005 FOR CONTINUATION

TRAP. REFER TO PLAN

6" WASTE PIPING FROM SAND

AND IN-TANK PROBE

INLET TO TANK, VENT PIPE,

40" dia MANHOLE FOR WASTE

REFER TO C-005 FOR VENT RISER LOCATION ADJACENT TO BUILDING.

STEEL POLE FASTENED BY EXISTING STRUT CHANNEL.  TERMINATE 12' ABOVE GRADE.

2" GALVANIZED STEEL RISER WITH VENT CAP SUPPORTED ON EXISTING GALVANIZED

LB FITTING, SEE ELE2

ƒ" RGSC TO EXISTING 

WOLCOTT

 

WOLCOTT MAINTENANCE
FACILITY TANK REPLACEMENT

r=3'

20'-9"

1
0
'

TANK (16'-9" x 6'-0")

WALL WASTE HOLDING

3000 GALLON DOUBLE

NOT TO SCALE

42" dia SUMP

BOX LOCATED IN

WATERTIGHT JUNCTION

EXPLOSION PROOF

JUNCTION BOX

WATERTIGHT

EXPLISION PROOF
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C-005
MISCELLANEOUS DETAILS

KP

TWO 2" X 2" X 3' STAKES

ANCHOR EACH BALE WITH

FLOW

HAY BALES

FLOW

INLET GRATE

FLOW

FLOW

HAY BALE INSTALLATION AT CATCH BASINS

(1.0% MINIMUM)

6"

BITUMINOUS CONCRETE PAVEMENT

APPLY TACK COAT

AGGREGATE BASE

6" PROCESSED 

10" SUBBASE

MATCH EXISTING

SLOPE VARIES

(1 LIFT)

2.0" - HMA S0.5

NOT TO SCALE

FINISHED GRADE

POURED CONCRETE

WITH CONCRETE

PIPE TO BE FILLED

SCHEDULE 80

8.625" O.D. STEEL PIPE

2. TRIM BOLLARD COVER TO FIT.

   YELLOW POLYETHYLENE COVER.

1. BOLLARDS SHALL BE COVERED WITH ‚"

NOTES:

BOLLARD

(1 LIFT)

2" - HMA S0.5

ME
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