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\REMOVE EXISTING 2000 GALLON

FUEL OIL UNDERGROUND STORAGE

AND CONCRETE SLAB AT GRADE,
REFER TO DRAWING NO. C-00X

EXISTING OIL FIRED
FURNACE TO REMAIN

TANK, ALL ASSOCIATED ACCESSORIES,

REMOVE EXISTING TANK
VENT PIPING AND RISER
ON SIDE OF BUILDING

REMOVE ALL FUEL OIL PIPING AND
ACCESSORIES FROM TANK TO
EXISTING FURNACES IN MECHANICAL
ROOM. CUT ACCESS PIPE AT GRADE,
FILL WITH GROUT.

:

EXISTING WELL PRESSURE
TANK TO REMAIN

EXISTING ELECTRIC
DOMESTIC WATER
HEATER TO REMAIN

EXISTING OIL FIRED
FURNACE TO REMAIN

THE INFORMATION, INCLUDING ESTIMATED
QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.
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6' HIGH PVC CHAIN LINK
FENCE W/ PVC SLATS T

8" PIPE BOLLARD (TYP 9),
REFER TO DETAIL ON O
DRAWING NO. C-00X >

SPILL CONTAINMENT WITH —
PADLOCK HASP, 4" NIPPLE
FOR FILL, 2" STICK PORT,
AND DRAIN VALVE

TANK MANUFACTURER STANDARD —j
GALVANIZED STEEL ACCESS
STAIRWAY

DOUBLE GATE
W/ PVC SLATS

4" NIPPLE FOR IN-TANK PROBE,
REFER TO DRAWING NO. M-004
FOR DETAIL
2l_0||»

2" NIPPLE FOR INTERSTITIAL SENSOR

2000 GALLON FUEL OIL TANK
(11'_3" X 8"0" X 5l_6||)

10" REINFORCED CONCRETE SLAB — '

W/ #6 REBARS 12" o.c. EWT&B

(15'-6" X 10'-0") .
6' HIGH 6' WIDE

o

X

4'-0"
(TYP)
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o~ | M-004
|
|
|
24" MANWAY W/ 8" |
EMERGENCY VENT !
I | 1|_0||

| Sy —

X

| — MOUNT STRUT MAST WITH PIPE
CLAMPS TO CONCRETE SLAB
FOR CONDUIT AND FUEL OIL
PIPING SUPPORT (TYP)

LINES, MOUNT AT HEIGHT 7'-6"

2" NIPPLE FOR GALVANIZED STEEL
VENT RISER

| —— 3/4" FUEL OIL SUPPLY AND RETURN
ABOVE GRADE TO EXTERIOR WALL
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3 " 5|_0"
Iﬁ TKII\I?(IDPR%TBEEE'-A%NIDNUTI'EFRE%)EI AL C SUPPORT PIPING ALL EXTERIOR FUEL OIL PIPING TO BE
- L l ALONG EXTERIOR WALL INSULATED AND HEAT TRACED, REFER
SENSOR, MOUNT AT HEIGHT OF 9'-0 l TO ELECTRICAL DRAWINGS FOR DETAILS
ABOVE GRADE FOR PENETRATION |
INTO BUILDING, REFER TO ELECTRICAL !
DRAWINGS FOR CONTINUATION !
" e e ,,
|
|
|
|
|
|
) |
LOCATION OF |
2 SLAB INFILL ! 2
|
|
|
|
! EXISTING WELL
EXISTING OIL i /PRESSURE TANK
FIRED FURNACE\ |
|
|
|
|
|
|
|
|
|
: EXISTING ELECTRIC
| /DOMESTIC WATER
i HEATER
|
|
: |
6" THICK CONCRETE PAD, SIZED | . EXISTING OIL
4" LARGER ON EACH SIDE THAN\L : /FIRED FURNACE
DAY TANK BASE ! \ i
| ' i
p— 2| | &= 2| | &=
25 GALLON DAY TANK, REFER TO  FUEL | S
OIL PIPING DETAIL ON' DRAWING  NO.
M-005 \
FUEL OIL PIPING, REFER
TO DETAIL ON DRAWING
NO. M-005
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CORD GRIP

WATERTIGHT JUNCTION BOX

MONITOR PROBE CAP
AND ADAPTOR

"EY" EXPLOSION PROOF FITTING

~_ 3," RIGID STEEL CONDUIT,
SEE ELECTRICAL DRAWINGS
L FOR CONTINUATION

— ADJUSTABLE LEAD CABLE

4" GALVANIZED STEEL

.;\
2" GALVANIZED STEEL \
VENT RISER WITH VENT\

CAP, TERMINATE AT
2' ABOVE TOP OF TANK

| ]
A V‘$\PIPE RISER
SN I R T
| TANK

_I\,-
~ —————— IN-TANK PROBE

'J_L“\PRODUCT LEVEL FLOAT

MWATER LEVEL FLOAT

IN-TANK PROBE DETAIL

ANTI-SIPHON VALVE
W/ PRESSURE RELIEF

FUEL OIL SUPPLY AND
RETURN LINES (TYP),
SEE DETAIL ON THIS
SHEET

CORD GRIP

LEADER CABLE
SENSOR CAP AND ADAPTOR

CORD GRIP

WATERTIGHT JUNCTION BOX

"EY" EXPLOSION PROOF FITTING
3," RIGID STEEL CONDUIT,
SEE ELECTRICAL DRAWINGS

FOR CONTINUATION

2" TANK NIPPLE

ADJUSTABLE LEAD CABLE

TANK EXTERIOR

3 \\g
FkINNER TANK WALL

LEAK DETECTOR TUBE
INTERSTITIAL SENSOR

INTERSTITIAL SENSOR DETAIL

RAILING SYSTEM PER TANK MANUFACTURER
8" EMERGENCY VENT
24" MANWAY

)

— MONITOR PROBE CAP
AND ADAPTOR

PRODUCT LEVEL FLOAT\_J:1

IN-TANK PROBE T
- ‘ 11!_311

10!_0"

ANTI-SIPHON VALVE
W/ PRESSURE RELIEF

34" FUEL OIL SUPPLY LINE,

SEE M-009 FOR CONTINUATION

3," FUEL OIL RETURN LINE,
SEE M-003 AND M-011 FOR

CONTINUATION

QUAD TAP BUSHING
4" NIPPLE

TOP OF TANK

BOTTOM OF TANK

| FINISHED GRADE AT

\.

BUILDING

TYPICAL FUEL OIL PRODUCT PIPING DETAIL

| INTERSTITIAL SENSOR
ok T CAP AND ADAPTOR

LEAK DETECTOR TUBE

o ) L s N /STAIR PLATFORM

TANK MANUFACTURER
STANDARD GALVANIZED
STEEL ACCESS STAIRWAY

SPILL CONTAINER \
FILL ADAPTOR AND
TOP SEAL FILL CAP |

OVERFILL PREVENTION —— |

VALVE

LOWER DROP TUBE |

24"

MANWAY
A

NOTES:

1. THE DESIGNED TANK DIMENSIONS AND SUPPORT LEG LOCATIONS ARE
BASED ON CONVAULT. ACTUAL SLAB DIMENSIONS SHALL BE SIZED BASED

ON THE

APPROVED TANK DIMENSIONS AND SUPPORT LEG LOCATIONS.

2. THE TANK NIPPLE ARRANGEMENT IS BASED ON CONVAULT TANKS.
ACTUAL TANK NIPPLE ARRANGEMENT SHALL BE DESIGNED AS NECESSARY
BASED ON THE APPROVED TANK MANUFACTURER.

3. ALL CONDUITS SHALL BE PROVIDED WITH EXPLOSION PROOF FITTINGS
AND SEALED AS REQUIRED IN ACCORDANCE WITH NFPA 70.

RAILING SYSTEM PER TANK MANUFACTURER

8" EMERGENCY VENT

FUEL OIL SUPPLY AND
RETURN LINES

B > _

D

i T INTERSTITIAL SENSOR

CAP AND ADAPTOR

LEAK DETECTOR TUBE

10" REINFORCED CONCRETE a INTERSTITIAL SENSOR \ - 8'-0" a 5'-6"
SLAB WITH #6 REBARS | 10" REINFORCED CONCRETE R
o o EWTEB 4 WATER LEVEL FLOAT SLAB WITH #6 REBARS “ A
o e ATE BASE N \% Lo 12" o.c. EWT&B $ g T o |-l INTERSTITIAL SENSOR
‘ | ON 6" AGGREGATE BASE . \_ il o
12" e v e “ R D Coeet . s GRADE — e e
\éI : / \q / /GRADE A A’\ A A A A A A A A/’ A
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SIDE VIEW m END VIEW m
M-003 M-003
2000 GALLON FUEL OIL ABOVEGROUND STORAGE TANK DETAIL
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EXISTING EXTERIOR
WALL

PROVIDE WALL SLEEVES,
REFER TO DETAIL ON
DRAWING NO. M-009

EXTERIOR WALL A MINIMUM

2" PRIMARY AND EMERGENCY - 7Y P .
VENTS WITH CAPS, PENETRATE N7
7' AFF. PROVIDE WALL SLEEVE

FUSIBLE VALVE \7"6" Z

STRAINER

15" FUEL OIL SUPPLY LINE
15" FUEL OIL RETURN LINE

1" SUPPLY AND RETURN MANIFOLD
FROM DAY TANK, RUN ALONG FLOOR

OIL SAFETY VALVE (TYP)
SHUT OFF VALVE (TYP)

FILTER SIZED TO SUIT BURNER
PUMPING RATE (TYP)

CHECK VALVE (TYP)
EXISTING BURNER (TYP)

15" FUEL OIL SUPPLY LINE
15" FUEL OIL RETURN LINE

25 GALLON DAY TANK WITH —— | 000-—=1——g—————p——————————- = EXISTING =% EXISTING
INTEGRAL SUPPLY PUMP, o GHiHHIHOR. | FURNACE 1 | ! FURNACE 2
REVERSE PUMP, AND I
______ P L
SECONDARY CONTAINMENT GRADE | | | -
EXISTING CONCRETE SLAB /
BURNER FUEL OIL PIPING SCHEMATIC
NOT TO SCALE
o 8.625" 0.D. STEEL PIPE

SCHEDULE 80

WITH CONCRETE

42"

39"
3" MIN.

8“

NOTES:
1. BOLLARDS SHALL BE COVERED WITH 14"

YELLOW POLYETHYLENE COVER.
2. TRIM BOLLARD COVER TO FIT.

BOLLARD

PIPE TO BE FILLED

FINISHED GRADE

AZ / POURED CONCRETE

D

= = P

— x BORE PIPE CHANNEL TRAPEZE
SIZE TO SUIT LOAD

TRAPEZE PIPE SUPPORT

U-BOLT
/7 NUT

18 GAGE SHIELD

/ STEEL HANGER ROD 1'-0" LONG
PIPE
=

/—EXISTING WALL
GROUT AS REQ'D

SERVICE PIPE

SLEEVE SEAL SYSTEM

WALL SLEEVE INNER
DIAMETER SIZED 2"
LARGER THAN SERVICE
PIPE OUTER DIAMETER

NOTE: SEAL ALL PENETRATIONS AS PER SPECIFICATIONS.
SUGGESTED SLEEVE SIZES ARE MINIMUM AND
SHALL BE SIZED PER SLEEVE SEAL MANUFACTURER'S
INSTRUCTIONS WHERE REQUIRED.

EXTERIOR WALL SLEEVE DETAIL

41_974

HANGER ROD

ADJUSTABLE STEEL CLEVIS HANGER

THE INFORMATION, INCLUDING ESTIMATED

QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED

INVESTIGATIONS BY THE STATE AND IS

IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES

OF WORK WHICH WILL BE REQUIRED.
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