
NOTES:

NOT TO SCALE

PLACEMENT AT EXISTING PAVEMENT

PAVEMENT TRANSITION DETAIL FOR

 

 

041-118EAST HAMPTON

TYPICAL SECTION

BRIDGE NO. 02018 ROUTE 66
OVER POCOTOPAUG CREEK
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GLASTONBURY, CT 06033

115 GLASTONBURY BLVD.
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TYPICAL SECTION

STA. 3+60 TO STA. 6+25
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VARIES*

VARIES*
VARIES*

*SEE INTERSECTION GRADING PLAN

VARIES*

BORROW

6" PROCESSED AGGREGATE

4" TOP SOIL AND TURF ESTABLISHMENT - LAWN

12" PROCESSED AGGREGATE BASE

8" HMA S1 TRAFFIC LEVEL 2 (PLACED IN TWO EQUAL LIFTS)

4" HMA S0.5 TRAFFIC LEVEL 2 (PLACED IN TWO EQUAL LIFTS)

POINT OF APPLICATION OF GRADE

SEE NOTE 1

DRIVEWAY (COMMERCIAL)

BITUMINOUS CONCRETE

-2% (TYP.)*

FOR DETAILS SEE HWY-03

SPECIAL CONCRETE SIDEWALK

NOT TO SCALE

FROM STA. 3+86.226 LT. TO STA. 5+91.284 LT.

BITUMINOUS CONCRETE DRIVEWAY (COMMERCIAL)
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DRIVEWAY CONSTRUCTION

PLACEMENT AT FULL DEPTH

PAVEMENT TRANSITION DETAIL FOR
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ADDENDUM NO. 1

2" MILL AND 2" OVERLAY.

4" THICK AND "TURF ESTABLISHMENT - LAWN".

SLOPES REQUIRE "FURNISHING AND PLACING TOP SOIL"

TO CREATE A CLEAN UNIFORM SURFACE.

OPERATION OVER THE LIMITS SHOWN ON THE ROADWAY PLAN

THE FINAL COURSE OF HMA SHALL BE PLACED IN ONE

UPON COMPLETION OF ALL OTHER CONSTRUCTION ITEMS,

GRADING PLAN FOR ROADWAY AND DRIVEWAY CROSS SLOPES.

AT PROJECT LIMITS. SEE CROSS SECTIONS AND INTERSECTION 

ROADWAY CROSS SLOPES VARY TO MEET EXISTING PAVEMENT 

DRIVEWAYS AND SIDEWALK.

SEE ROADWAY PLAN FOR LIMITS OF GUIDERAIL, CURBING, 
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LIMIT OF CONSTRUCTION HMA S0.5

HMA S1.0
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EXISTING 9" ASPHALT

EXISTING 15" RIGID CONCRETE

 

SEE NOTE 1 (TYP.)

VERTICAL SHAPED PARAPET.

R-B 350 BRIDGE ATTACHMENT

TO BE REMOVED

EXISTING CONCRETE PAVEMENT 

7'-6"

CURB

6" GRANITE 

CURBING

CONCRETE

AGGREGATE BASE

14" PROCESSED 

TRAFFIC LEVEL 2

2•" HMA S0.5 

TRAFFIC LEVEL 2

1•" HMA S0.375 

1

1

TO AVOID UNDERMINING

GRANULAR MATERIAL 

MIN. 6" SHELF OF 

PAVEMENT

CONCRETE 

BITUMINOUS 

BASE

AGGREGATE 

PROCESSED 

ENTIRE VERTICAL EDGE

PAVEMENT, TACK COAT/SEAL 

CUT BITUMINOUS CONCRETE 

JOINT

SEALING ALONG 

APPLY CRACK 

PROPOSED PAVEMENT STRUCTURE

FULL DEPTH RECONSTRUCTION

SEE NOTE 5

2'-0"

TO REMAIN

EXISTING PAVEMENT
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