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NOTES:

MINIMUM ACCEPTABLE EDGE DISTANCE FOR BOLTS SHALL BE 114" (EDGE OF PLATE TO ¢ BOLT).

MAXIMUM ACCEPTABLE EDGE DISTANCE FOR BOLTS SHALL BE 3" (EDGE OF PLATE TO ¢ BOLT).

NUMBER OF BOLTS SHOWN IS THE MINIMUM FOR EACH CONNECTION.
MINIMUM MEMBER SIZES AND CRITERIA ARE PROVIDED. CONTRACTOR TO PERFORM FIELD MEASUREMENTS

1
2.
3. MAXIMUM SPACING OF BOLTS SHALL BE 515"
4,
5

B NCANANAAN =
LENGTH OF PLATE VARIES DEPENDING
CUT FLANGES OF PROPOSED SEE DETAIL A
Wiox6s ON ONE SIDE OF WEB 3 ~ ON ANGLE OF DIAGONAL BRACE
FOR PLATE CONNECTION (TYP.) SEE DETAIL C /\
+ & / \\/7 ( I 4+ ¢ T ‘
= \ SPLICE PROPOSED ‘v XD s, \
54" THICK —— PROPOSED WES S < R LIAN —
EESTPEOS(‘%?P ) X CONNECTION ~— EXISTING
REQUIRED TO 8" DIA.
AVOID EXISTING GAS MAIN =
BRACING MEMBERS EXISTING Q0o
12" DIA. o Z
WATER _— EXISTING — | W
MAIN STIFFENER n
L (TYP.)
k / )
PROPOSED PROPOSED \
T WT9x48.5 WT9x48.5 ~ ‘ . W.P
W.P. — el & % e
\/ 'y N \/ '
\ / L \___J ]
xEXISTING
INSPECTION
WALK
STRENGTHENING REPAIR TYPE G1 - SEE DETAIL B
BRACING DETAIL FOR 10' DEEP GIRDERS
SCALE: N.T.S.
NOTE:
1. CONTRACTOR TO PERFORM FIELD MEASUREMENTS PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS
AVOID EXISTING DIAGONAL BRACING MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES MAY VARY.
2. SURFACE PREPARATION OF EXISTING STEEL AND PAINTING OF EXISTING STEEL SHALL BE PAID UNDER "LOCALIZED
PAINT REMOVAL AND FIELD PAINTING OF EXISTING STEEL"
3. ALL NEW STEEL FOR REPAIR TYPE G1 TO BE FULLY PAINTED PRIOR TO DELIVERY TO THE SITE IN ACCORDANCE WITH
"STRUCTURAL STEEL (SITE NO. 1)". FAYING SURFACES FOR TYPE G1 SHALL ONLY RECIEVE A PRIME COAT PRIOR TO
DELIVERY TO THE SITE IN ACCORDANCE WITH "STRUCTURAL STEEL (SITE NO. 1)"
4. BOLT HOLES IN NEW MEMBERS AND GUSSET PLATES SHALL BE 134¢" DIA. (STANDARD) FOR 74" DIA. BOLTS. BOLT
HOLES IN STIFFENERS SHALL BE "11/¢" DIA. (OVERSIZED).
32'-0" SEE DETAIL D
—rFy—1 [ Z_ 1\ ] ‘
/\&o\ P —— W.P
WP =17 e} % E/ROPOSED R
+* 4 8" THICK @ + ¢
.o % PLATE (TYP.) ' M
]
EXISTING EXISTING
8" DIA. 12" DIA.
GAS MAIN WATER
MAIN
EXISTING
/GIRDER (TYP.)
ANGLE VARIES AS EXISTING +
REQUIRED TO INSPECTION <
AVOID EXISTING WALE g
BRACING MEMBERS PROPOSED -
WT9x48.5
/ _— EXISTING
STIFFENER
PROPOSED
WTOx48.5 L (TYP.)
PROPOSED SPLICE W12x65 W.P.
WEB TO CONNECTION PLATE . SEE DETAIL F ﬁSEE DETAIL E
PROPOSED ) 5
W12x65 x é‘% 16\ /\
+ & /\< / (Q/ ] ‘
CUT FLANGES OF PROPSOED LENGTH OF PLATE VARIES DEPENDING
W12x65 ON ONE SIDE OF WEB ON ANGLE OF DIAGONAL BRACE
FOR PLATE CONNECTION (TYP.) — ~
STRENGTHENING REPAIR TYPE G2 -
BRACING DETAIL FOR GIRDERS > 10'DEEP
. SCALE: N.T.S.
NOTE DESIGNED BY:
1. CONTRACTOR TO PERFORM FIELD MEASUREMENTS PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS ALFRED BENESCH & CO.

AVOID EXISTING DIAGONAL BRACING MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES MAY VARY.
2. SURFACE PREPARATION OF EXISTING STEEL AND PAINTING OF EXISTING STEEL SHALL BE PAID UNDER "LOCALIZED

PAINT REMOVAL AND FIELD PAINTING OF EXISTING STEEL"

3. ALL NEW STEEL FOR REPAIR TYPE G2 TO BE FULLY PAINTED PRIOR TO DELIVERY TO THE SITE IN ACCORDANCE WITH
"STRUCTURAL STEEL (SITE NO. 1)". FAYING SURFACES FOR TYPE G2 SHALL ONLY RECIEVE A PRIME COAT PRIOR TO

DELIVERY TO THE SITE IN ACCORDANCE WITH "STRUCTURAL STEEL (SITE NO. 1)"

4, BOLT HOLES IN NEW MEMBERS AND GUSSET PLATES SHALL BE !34¢" DIA. (STANDARD) FOR 74" DIA. BOLTS. BOLT

HOLES IN STIFFENERS SHALL BE "11/4¢" DIA. (OVERSIZED).
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MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES

MAY VARY.

PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS AVOID EXISTING DIAGONAL BRACING

ADDENDUM NO. 2

2/14/2020

REVISED DETAIL DIMENSION

04.12.A2

THE INFORMATION, INCLUDING ESTIMATED
QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.

DESIGNER/DRAFTER:

M. HABEK

CHECKED BY:

R.MEARS el

REV.

DATE

REVISION DESCRIPTION

SHEET NO.

Plotted Date:

2/18/2020

SCALE AS NOTED

N e

DEPARTMENT OF TRANSPORTATION

SIGNATURE/
BLOCK:

STATE OF CONNECTICUT

Filename:

...\SB_MSH_Br03295_139_113_STEEL REPAIR DETAILS 3.dgn

wlﬁimm,”

07
of SNy

¢

N4y
2 %&S/ Socsnant’s (NN

o] AN

@lg‘, ™ ﬂﬂ ﬂ.‘;“““\\\\

“,
%o;’jeg, . Alfred Benesch
~ 2z & Company

({cENgr:,g.-:‘;\?@ Glastonbury, CT

E 120 Hebron Avenue

PROJECT TITLE: TOWN:

PROJECT NO.

139-113

REHABILITATION OF BRIDGE SUFFIELD/ENFIELD
gl NO. 03295 - ROUTE 190 OVER
B Sh 2 2na oo CONNECTICUT RIVER & AMTRAK STEEL REPAIR
DETAILS

-3

DRAWING NO.

S-12

SHEET NO.

04.12.A2




		2020-02-19T11:57:08-0500
	Steven Drechsler




