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REHABILITATION OF BRIDGE
NO. 03295 - ROUTE 190 OVER

DETAILS - 3

STEEL REPAIR
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BRACING DETAIL FOR 10' DEEP GIRDERS
STRENGTHENING REPAIR TYPE G1 - 

BRACING DETAIL FOR GIRDERS > 10' DEEP
STRENGTHENING REPAIR TYPE G2 - 

 

 

ON ANGLE OF DIAGONAL BRACE

LENGTH OF PLATE VARIES DEPENDING 

ON ANGLE OF DIAGONAL BRACE

LENGTH OF PLATE VARIES DEPENDING 

8'-0"
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FOR PLATE CONNECTION (TYP.)
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CUT FLANGES OF PROPSOED 

DETAIL A

SCALE: 1•" = 1'-0"

SEE DETAIL A

SEE DETAIL B

DETAIL B

SCALE: 1•" = 1'-0"
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SCALE: 1" = 1'-0"

3'-8" (MIN.)

Š

Š

2
'-
4
"
 
(

M
I
N
.)

SEE DETAIL C

HOLES IN STIFFENERS SHALL BE "1ˆ" DIA. (OVERSIZED).

BOLT HOLES IN NEW MEMBERS AND GUSSET PLATES SHALL BE •" DIA. (STANDARD) FOR ‡" DIA. BOLTS. BOLT4.

DELIVERY TO THE SITE IN ACCORDANCE WITH "STRUCTURAL STEEL (SITE NO. 1)"

"STRUCTURAL STEEL (SITE NO. 1)". FAYING SURFACES FOR TYPE G2 SHALL ONLY RECIEVE A PRIME COAT PRIOR TO

ALL NEW STEEL FOR REPAIR TYPE G2 TO BE FULLY PAINTED PRIOR TO DELIVERY TO THE SITE IN ACCORDANCE WITH3.

PAINT REMOVAL AND FIELD PAINTING OF EXISTING STEEL"

SURFACE PREPARATION OF EXISTING STEEL AND PAINTING OF EXISTING STEEL SHALL BE PAID UNDER "LOCALIZED2.

AVOID EXISTING DIAGONAL BRACING MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES MAY VARY.

CONTRACTOR TO PERFORM FIELD MEASUREMENTS PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS1.

NOTE: 

HOLES IN STIFFENERS SHALL BE "1ˆ" DIA. (OVERSIZED).

BOLT HOLES IN NEW MEMBERS AND GUSSET PLATES SHALL BE •" DIA. (STANDARD) FOR ‡" DIA. BOLTS. BOLT4.

DELIVERY TO THE SITE IN ACCORDANCE WITH "STRUCTURAL STEEL (SITE NO. 1)"

"STRUCTURAL STEEL (SITE NO. 1)". FAYING SURFACES FOR TYPE G1 SHALL ONLY RECIEVE A PRIME COAT PRIOR TO

ALL NEW STEEL FOR REPAIR TYPE G1 TO BE FULLY PAINTED PRIOR TO DELIVERY TO THE SITE IN ACCORDANCE WITH3.

PAINT REMOVAL AND FIELD PAINTING OF EXISTING STEEL"

SURFACE PREPARATION OF EXISTING STEEL AND PAINTING OF EXISTING STEEL SHALL BE PAID UNDER "LOCALIZED2.

AVOID EXISTING DIAGONAL BRACING MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES MAY VARY.

CONTRACTOR TO PERFORM FIELD MEASUREMENTS PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS1.

NOTE: 

SEE DETAIL D

SEE DETAIL ESEE DETAIL F

DETAIL F
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DETAIL E

SCALE: 1•" = 1'-0"

DETAIL D

SCALE: 1•" = 1'-0"
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MEMBERS, UTILITIES AND INSPECTION WALK. GUSSET PLATE SIZES MAY VARY.

PRIOR TO FABRICATION TO ENSURE PROPOSED BRACING MEMBERS AVOID EXISTING DIAGONAL BRACING 

MINIMUM MEMBER SIZES AND CRITERIA ARE PROVIDED. CONTRACTOR TO PERFORM FIELD MEASUREMENTS 5.

NUMBER OF BOLTS SHOWN IS THE MINIMUM FOR EACH CONNECTION.4.

MAXIMUM SPACING OF BOLTS SHALL BE 5•"3.

MAXIMUM ACCEPTABLE EDGE DISTANCE FOR BOLTS SHALL BE 3" (EDGE OF PLATE TO { BOLT).2.

MINIMUM ACCEPTABLE EDGE DISTANCE FOR BOLTS SHALL BE 1‚" (EDGE OF PLATE TO { BOLT).1.
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