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ALL METRIC DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.  
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1 -ADD VERTICAL FACE CURBING DETAIL7/13


  CURBING SHALL BE 2'-0" (610) LONG.


  SLOPED GRANITE STONE CURBING ON THE BRIDGE. ALL SECTIONS OF THE TRANSITION


5. GRANITE STONE TRANSITION CURBING SHALL BE INSTALLED TO MATCH THE SLOPE OF 


  MERRITT PARKWAY.


4. NEW INSTALLATIONS OF THIS CURBING SHALL ONLY BE ALLOWED ON THE


  IT MAY BE PAID FOR, WHEN NOTED ON THE PLANS, UNDER THE ITEM "RESET CURBING".


  CURBING HEIGHT TO A 4" (102) REVEAL AT THE BRIDGE PARAPET WILL BE REQUIRED.


3. FOR NEW R-B 350 GUIDERAIL TRANSITIONS, ADJUSTMENT OF EXISTING


  FOR AT THE CONTRACT UNIT PRICE FOR "GRANITE STONE TRANSITION CURBING".


2. GRANITE STONE TRANSITION CURBING (INCLUDING  DOWEL) WILL BE PAID 


  THE PLANS AND IN ACCORDANCE WITH FORM 816 SECTION 8.13 "STONE CURBING".


1. GRANITE STONE TRANSITION CURBING WILL BE INSTALLED AS NOTED ON
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1 6/01/10 REVISED BORDER TITLE


6/01/10 REVISED HALF ELEVATION DETAILS
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4" x 4" - W4 x W4 MIN.


WELDED WIRE FABRIC
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  FOR BOTH RESIDENTIAL AND COMMERCIAL DRIVEWAYS.


3. SURFACE HMA S0.375 TO BE PLACED IN TWO EQUAL LIFTS 


  SPACING MAY BE USED.


2. WELDED WIRE FABRIC MATS WITH REINFORCING AT CLOSER 


  WIDE, EXCLUDING CURBING WHEN PRESENT.


1. DRIVEWAY ENTRANCE SHALL BE A MINIMUM OF 12' 


           ( SEE NOTE 3 )
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SLOPE PLANTING
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EXISTING SOIL 


GENERAL NOTES:
 


AND REPEAT


BACKFILL REMAINING SOIL 


DIRECTED BY THE ENGINEER
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FILL THE PIT WITH WATER
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AS NATURALLY AS POSSIBLE. 
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GENTLY LOOSEN THE SOIL 


MASS, PRIOR TO PLANTING
AND 1/2" DEEP INTO ROOT 
AT AN EQUAL DISTANCE 
MAKE 3 VERTICAL CUTS 


CONTAINER GROWN PLANTING


  THE TOP TWO-THIRDS OF THE ROOT BALL.


  REMOVE TWINE, BURLAP OR WIRE BASKETS FROM 


  IS LOCATED IN THE PIT EXCAVATION.  CUT AND 
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1. ALL EXTERIOR PACKAGING MATERIAL APPLIED
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1AND BEND DOWN OR REMOVE THE TOP 


 OF THE ROOT BALL3
2OF THE HORIZONTAL WIRES IN THE TOP 


IF WIRE BASKETS ARE USED, THE CONTRACTOR SHALL CUT ALLNOTE:
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REMOVE BURLAP FROM MINIMUM 


FINISHED GRADE





				2019-06-06T14:55:35-0400

		Leo Fontaine, P.E.





				2019-06-10T14:50:33-0400

		Gregory M. Dorosh, P.E.












TITLESHEET NO.
*


TITLE


**REVISED OR ADDED


DATE**


APPROVAL


*


*ONLY STANDARD SHEETS MARKED WITH AN "  " ARE IN THIS PROJECT #


SHEET NO.
DATE**


APPROVAL


1 of 2


 


-


-


-


-


- - -


- - - -


- - -


- - -


- - - -


    


HIGHWAY


STANDARD SHEET INDEX
HW_INX


11-10-11HW-507_04   TYPE "C", "C-L" & ROUND PRECAST CONCRETE CB


11-10-11HW-507_05   TYPE "C" & "C-L"  PRECAST CONCRETE CB DOUBLE GRATE TYPE - I


11-10-11HW-507_06   TYPE "C" & "C-L"  PRECAST CONCRETE CB DOUBLE GRATE TYPE - II


9-18-09CATCH BASIN FRAMES AND GRATESHW-507_08
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   11-10-11HW-507_07   TYPE "C" & "C-L" CATCH BASIN TOPS AND CURBS


7-12-12HEAVY DUTY LOCK DOWN TOPSHW-507_09


7-12-12SLOTTED DRAIN PIPE 12"- 15"-18"-24"-30" (305-381-457-610-762)HW-651_02


7-24-13MERRITT PARKWAY - 2' (610) WIDE MEDIAN BARRIER AND ROADSIDE BARRIERHW-821_04b


6-09-11MERRITT PARKWAY NARROW MEDIAN BARRIER HW-821_04a


7-24-13TRANSITION - 32" (813) JERSEY SHAPE TO 45" (1145) F-SHAPEHW-821_03e


10-18-10TRANSITION - 32" (813) JERSEY SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 3HW-821_03c


10-18-10TRANSITION - 32" (813) JERSEY SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 4HW-821_03d


10-18-10TRANSITION - 32" (813) JERSEY SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 2HW-821_03b


1-26-12TRANSITION - 32" (813) JERSEY SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 1HW-821_03a


7-24-1345" (1145) F-SHAPE PRECAST CONCRETE BARRIER CURB SHEET 2HW-821_02b


7-24-1345" (1145) F-SHAPE PRECAST CONCRETE BARRIER CURB SHEET 1HW-821_02a


1-26-12TRANSITION - 45" (1145) F-SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 1HW-821_01a


10-18-10TRANSITION - 45" (1145) F-SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 2HW-821_01b


1-26-12TRANSITION - 45" (1145) F-SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 3HW-821_01c


7-24-13GRANITE STONE TRANSITION CURBINGHW-813_01


7-12-12UNDERDRAINS AND UNDERDRAIN OUTLETSHW-751_01


7-24-13PIPE ENDSHW-652_01


10-18-10METAL BEAM RAIL (TYPE MD-I)HW-910_18


7-24-13R-B TERMINAL SECTIONHW-910_17


6-09-11MD-B 350 MEDIAN BARRIER SAFETY SHAPE ATTACHMENT TYPE IIHW-910_16


6-09-11MD-B 350 MEDIAN BARRIER SAFETY SHAPE ATTACHMENT TYPE IHW-910_15


6-09-11THRIE-BEAM 350 GUIDERAIL TRANSITION TO R-B 350 GUIDERAILHW-910_14b


6-09-11THRIE-BEAM 350 BRIDGE ATTACHMENTHW-910_14a


7-24-13THRIE-BEAM TRANSITIONSHW-910_13b


7-24-13THRIE-BEAM METAL BEAM RAIL HARDWAREHW-910_13a


6-09-11MERRITT PARKWAY MEDIAN GUIDERAIL AND END ANCHORHW-910_12d


7-24-13MERRITT PARKWAY GUIDERAIL TRAILING END ATTACHMENTSHW-910_12c


7-24-13MERRITT PARKWAY GUIDERAILHW-910_12b


7-24-13MERRITT PARKWAY GUIDERAIL ATTACHMENT - SYSTEM 2 & 3HW-910_12a


7-25-12CURVED GUIDERAIL TREATMENT DETAIL HW-910_11


7-24-13METAL BEAM RAIL 8" (203) X 6" (152) BOX BEAMHW-910_10


7-25-12MISCELLANEOUS GUIDERAIL TRANSITIONS SHEET 2HW-910_09b


1-26-12MISCELLANEOUS GUIDERAIL TRANSITIONS SHEET 1HW-910_09a


6-09-11R-B 350 BRIDGE ATTACHMENT TRAILING ENDHW-910_08


1-25-19R-B 350 BRIDGE ATTACHMENT VERTICAL SHAPE PARAPETHW-910_07


6-09-11R-B 350 BRIDGE ATTACHMENT SAFETY SHAPE PARAPETHW-910_06


7-24-13METAL BEAM RAIL R-B 350 SPAN TYPE I, II, III SECTIONSHW-910_05


6-09-11METAL BEAM RAIL (TYPE R-B 350) SYSTEMS 5, 5A, & 6HW-910_04


6-09-11METAL BEAM RAIL (TYPE MD-B 350)HW-910_03


6-09-11METAL BEAM RAIL (TYPE R-B 350) GUIDERAILHW-910_02


6-09-11W-BEAM METAL BEAM RAIL HARDWAREHW-910_01


7-24-13TEMPORARY PRECAST CONCRETE BARRIER CURBHW-822_01


7-12-12MISCELLANOUS DETAILS FOR BARRIER TRANSITIONSHW-821_07


2-06-1254" (1372) VERTICAL SHAPE BARRIERHW-821_06


1-26-12TRANSITION - 45" (1145) F-SHAPE TO 54" (1372) VERTICAL SHAPE SHEET 2HW-821_05b


1-26-12TRANSITION - 45" (1145) F-SHAPE TO 54" (1372) VERTICAL SHAPE SHEET 1HW-821_05a


7-24-13C.C.M. PIPE INSTALLATIONS IN FILL & ROCK SLOPES & PIPE TRENCH DETAILHW-651_01


7-24-13MANHOLE - FRAME & COVER HW-507_10


7-24-13TYPE "C", "C-L" & DOUBLE GRATE TYPE - II HW-507_03


7-24-13TYPE "C", "C-L" & DOUBLE GRATE TYPE - I HW-507_02


7-24-13TYPE "C", "C-L" & DROP INLET CATCH BASINHW-507_01


9-18-09ENDWALLS FOR PIPE ARCHHW-506_03


7-13-12TYPE "D-G" & "L" ENDWALLSHW-506_02


1-26-12ENDWALLS, SLOPE PAVED INLETS AND OUTLETSHW-506_01


- - -


---


6-07-17PAVED APRONSHW-803_01a


6-07-17PAVED DITCHES AND PAVED CHANNELSHW-803_01b


6-07-17CONCRETE CURBINGHW-811_01


6-07-17STONE CURBINGHW-813_02


6-07-17BITUMINOUS CONCRETE CURBINGHW-815_01


1-25-19WIRE FENCEHW-906_01


1-25-19STONE WALL FENCEHW-905_01
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STANDARD SHEET TITLE: STANDARD SHEET NO.:


OFFICE OF ENGINEERING


STANDARD SHEET


CTDOT


6-07-17DRIVEWAY RAMPS AND SIDEWALKSHW-921_01


7-24-13THREE CABLE GUIDERAIL (I-BEAM POSTS) SHEET 3HW-918_01c


1-26-12THREE CABLE GUIDERAIL (I-BEAM POSTS) SHEET 2HW-918_01b


7-24-13THREE CABLE GUIDERAIL (I-BEAM POSTS) SHEET 1HW-918_01a


5-06-19CHAIN LINK FENCEHW-913_01a


7-24-13MERRITT PARKWAY GUIDERAIL END ANCHORSHW-911_05


10-18-10ANCHOR IN EARTH CUT SLOPE & ANCHOR IN ROCK CUT SLOPEHW-911_03


1-05-18MD-B END ANCHORAGE TYPE IHW-911_02


1-25-19R-B END ANCHORAGE TYPE I AND IIHW-911_01


7-24-13METAL BEAM RAIL (MODIFIED TYPE R-I) SYSTEMS 2 AND 3HW-910_19c


7-24-13METAL BEAM RAIL (MODIFIED TYPE R-I) AND END ANCHORAGE TYPE IIHW-910_19b


-


- -


- -


-


-


1-05-18MASH W-BEAM HARDWARE HW-910_20


1-25-19METAL BEAM RAIL ( R-B MASH ) GUIDERAIL HW-910_21


1-05-18METAL BEAM RAIL ( MD-B MASH) GUIDERAIL HW-910_22


1-05-18METAL BEAM RAIL ( R-B MASH ) HALF AND QUARTER POST SPACING HW-910_23


1-05-18METAL BEAM RAIL SPAN SECTION TYPES II AND III HW-910_24


1-05-18METAL BEAM RAIL TRANSITION 350 TO MASH HW-910_25


7-24-13METAL BEAM RAIL (MODIFIED TYPE R-I) AND END ANCHORAGE TYPE IHW-910_19a


1-25-19GRADING PLAN FOR IMPACT ATTENUATION SYSTEMS (FLARED AND TANGENTIAL)HW-1800_01


1-25-19GRADING PLAN FOR IMPACT ATTENUATION SYSTEM (MEDIAN/GORE)HW-1800_02


5-06-19CHAIN LINK FENCE HARDWAREHW-913_01b


5-06-19CHAIN LINK FENCE GATESHW-913_02


6-15-19LANDSCAPE PLANTINGHW-949_01a


6-15-19TREE STAKINGHW-949_01b
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