
 

 

ADDENDUM 
 
 

Bid No.:   7658    Addendum No.: 1     Issued: 6/8/2020 
 
Opening Date and Time: June 10, 2020 2:00 PM   
 
Title:  Firefighter PPE Washer/Extractor and Dryer 
 
Bidders Note 
 
This addendum is issued to inform all bidders that the Bid Tabulation Form has been modified to include Item Seven (7) 
an option for a smaller capacity washer/extractor. 
 
 

 
All other terms and conditions remain the same.  
  

City of Norwich 

Department of Finance – Purchasing Agent           Phone:  (860)823-3706 
100 Broadway, Room No. 105                 Fax:  (860)823-3812 
Norwich, CT 06360            E-mail:  whathaway@cityofnorwich.org 
 



Item Description Unit Qty Unit 
Price 

Total 
Price 

1 Washer/Extractor as specified in original specifications EA 3 

2 Drying Cabinet or Rack as specified EA 2 

3 Option for Commercial Tumble Dryer for Taftville EA 1 

4 Chemical Pump for Detergent and Sanitizer EA 3 

5 Bulk Detergent Purchase LOT 1 

6 Bulk Sanitizer Purchase LOT 1 

7 Optional Washer/Extractor per Specifications below LOT 

Total Bid 

Optional Washer/Extractor 
1. Must meet or exceed 2020 NFPA 1851 Standard
2. Front loading commercial washer/extractor; minimum 20 lbs. capacity and/or minimum of 2.5 cu. ft.

cyclinder.
3. Rigid Mount Washer/Extractor.
4. Stainless Steel Panels
5. Stainless Steel Drum
6. 208 V/ Single Phase/ 60 Hz/ 20 Amp
7. Heavy Duty enclosed 1.0 KW Drive Motor
8. Maximum 100G Cylinder G-Force Operation
9. Programmable controller to permit adjustments for detergent, water temperature, water level, cycle

type/function/time
10. Washer controller must have a method of providing Proof of Wash per NFPA 2020 1851 Standard
11. Chemical injection system that automatically injects exact amounts of cleaning chemicals at correct

time in the wash process.
12. Data Storage/ USB Drive capable
13. 1 Year / 100% Labor Warranty
14. 1 Year Preventative Maintenance (1 service per year)
15. Any other characteristics or specifications not expressly stated must meet all requirements of 2020

NFPA 1851 Standard
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